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Introduction
During RAN WG4 Meeting RAN4#102-e, a work split has been proposed to complete Section 7 of TR 38.863. In this document, a TP is proposed to update some of the subsections related to RF requirements.
Discussion
In this contribution is proposed to add information with respect to Section 7.3.4.7.3 OTA Adjacent Channel Leakage Power Ratio (ACLR) of TR 38.863 [1] by including some justifications and recommendations with respect to SAN ACLR value in the TS 38.108 specification elaboration.
Proposal 1: To update the TR with the attached TP
Conclusions
In this contribution, the following proposal is made:
Proposal 1: To update the TR with the attached TP
Reference
[1]	TR 38.863, Solutions for NR to support non-terrestrial networks (NTN): Non-terrestrial networks (NTN) related RF and co-existence aspects.
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OTA Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency. The measured power is TRP.
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The OTA ACLR limit requirement for SAN type 1-O is the same as the ACLR limit defined in Section 7.3.2.2.4.1 ACLR of TR 38.863. For the OTA SAN ACLR limit refer to Table 7.3.2.2.4.1-2: Satellite Access Node ACLR limit. 
The OTA SAN ACLR absolute basic limit from Table 7.3.2.2.4.1-3: SAN ACLR absolute basic limit does not apply to SAN type 1-O.
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The requirement is not applicable in Release-17.
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