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START OF CHANGE 1
[bookmark: _Toc67918042]5.2.2.2.15	Minimum requirements for PDSCH of PCell on band with shared spectrum access
The performance requirements are specified in Table 5.2.2.2.15-3, with the addition of test parameters in Table 5.2.2.2.15-2 and the downlink physical channel setup according to Annex C.3.1.
The test purposes are specified in Table 5.2.2.2.15-1.
Table 5.2.2.2.15-1: Tests purpose
	Purpose
	Test index

	Verify PDSCH performance for UE supporting operations in shared spectrum access
	1-1, 1-2, 1-3, 1-4 



Table 5.2.2.2.15-2: Test parameters
	Parameter
	Unit
	Value

	Duplex mode
	
	TDD

	Active DL BWP index
	
	1

	DL transmission model
	
	As specified in B.5

	Downlink Model Parameters
	SSB Q factor
	
	8

	
	Downlink transmission duration values
	Slots
	{2,4,6,7}

	
	Occupied OFDM symbols in slot other than the last slot of the downlink duration
	Symbols
	14

	
	Occupied OFDM symbols in the last slot of the downlink duration
	Symbols
	{6,9,12,14} (Note 1)

	
	Downlink period
	ms
	5

	
	LBT failure probability (pLBT)
	
	0.25

	PDSCH configuration
	Mapping type
	
	Type A

	
	k0
	
	0

	
	Starting symbol (S) 
	
	2

	
	PDSCH aggregation factor
	
	1

	
	PRB bundling type
	
	Static

	
	PRB bundling size
	
	2

	
	Resource allocation type
	
	Type 0

	
	RBG size
	
	Config2

	
	VRB-to-PRB mapping type
	
	Non-interleaved

	
	VRB-to-PRB mapping interleaver bundle size
	
	N/A

	PDSCH DMRS configuration
	DMRS Type
	
	Type 1

	
	dmrs-AdditionalPosition
	
	pos1

	
	Maximum number of OFDM symbols for DL front loaded DMRS
	
	1

	Number of HARQ Processes
	
	8

	The number of slots between PDSCH and corresponding HARQ-ACK information
	
	Specific to each TDD UL-DL pattern
and as defined in Annex A.1.2

	Note 1: If DL Transmission duration is 2 Slot, the occupied OFDM symbols in the last slot of the downlink duration is 14. 




Table 5.2.2.2.15-3: Minimum performance for Rank 2
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1-1
	R.PDSCH.2-18.1 TDD
	20 / 30
	16QAM, 0.48
	FR1.30-7
	TDLA30-10
	2x2, ULA Low
	70
	13.8

	1-2
	R.PDSCH.2-18.2 TDD
	40 / 30
	16QAM, 0.48
	FR1.30-7
	TDLA30-10
	2x2, ULA Low
	70
	14.1

	1-3
	R.PDSCH.2-18.3 TDD
	60 / 30
	16QAM, 0.48
	FR1.30-7
	TDLA30-10
	2x2, ULA Low
	70
	14.2

	1-4
	R.PDSCH.2-18.4 TDD
	80 / 30
	16QAM, 0.48
	FR1.30-7
	TDLA30-10
	2x2, ULA Low
	70
	14.5


[bookmark: _Toc76298085][bookmark: _Toc76572097][bookmark: _Toc76651964][bookmark: _Toc76652802][bookmark: _Toc83742074][bookmark: _Toc91440564]5.2.2.2	TDD
[bookmark: _Toc21338174][bookmark: _Toc29808282][bookmark: _Toc37068201][bookmark: _Toc37083744][bookmark: _Toc37084086][bookmark: _Toc40209448][bookmark: _Toc40209790][bookmark: _Toc45892749][bookmark: _Toc53176606][bookmark: _Toc61120894][bookmark: _Toc67918043][bookmark: _Toc76298086][bookmark: _Toc76572098][bookmark: _Toc76651965][bookmark: _Toc76652803][bookmark: _Toc83742075][bookmark: _Toc91440565]5.2.2.2.1	Minimum requirements for PDSCH Mapping Type A
The performance requirements are specified in Table 5.2.2.2.1-3 and Table 5.2.2.2.1-4, with the addition of test parameters in Table 5.2.2.2.1-2 and the downlink physical channel setup according to Annex C.3.1.
The test purposes are specified in Table 5.2.2.2.1-1.
Table 5.2.2.2.1-1: Tests purpose
	Purpose
	Test index

	Verify the PDSCH mapping Type A normal performance under 2 receive antenna conditions and with different channel models, MCSs and number of MIMO layers
	1-1, 1-2, 1-3, 1-5, 1-6, 1-7, 1-8, 1-9, 1-10, 1-11, 2-1, 2-2

	Verify the PDSCH mapping Type A HARQ soft combining performance under 2 receive antenna conditions.
	1-4

	Verify the PDSCH mapping Type A performance requirements for Enhanced Receiver Type 1 under 2 receive antenna conditions.
	3-1



END OF CHANGE 1














[bookmark: _Toc61120901][bookmark: _Toc67918050]START OF CHANGE 2
<SKIP UNCHANGED PART>
Table 5.2.2.2.14-3: Minimum performance for Rank 1
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition (Note 1)
	Correlation matrix and antenna configuration (Note 2)
	Reference value

	
	
	
	
	
	
	
	BLER (%)
	SNR (dB) (Note 4)

	1-1
	R.PDSCH.2-16.2 TDD
	40 / 30
	16QAM, 0.54
	FR1.30-1
	TDLA30-10 
	2x2, ULA Low 
	1 (Note 3)
	2. 8

	Note 1:	The propagation conditions apply to each of TRxP #1 and TRxP #2 and are statistically independent.
Note 2:	Correlation matrix and antenna configuration parameters apply to each of TRxP #1 and TRxP #2.
Note 3:	BLER is defined as residual BLER; i.e. ratio of incorrectly received transport blocks / sent transport blocks, independently of the number HARQ transmission(s) for each transport block.
Note 4:	SNR corresponds to SNR of TRxP #1 and TRxP #2 as defined in 4.4.2



5.2.2.2.15	Minimum requirements for PDSCH of PCell on band with shared spectrum access
The performance requirements are specified in Table 5.2.2.2.15-3, with the addition of test parameters in Table 5.2.2.2.15-2 and the downlink physical channel setup according to Annex C.3.1.
The test purposes are specified in Table 5.2.2.2.15-1.
Table 5.2.2.2.15-1: Tests purpose
	Purpose
	Test index

	Verify PDSCH performance for UE supporting operations in shared spectrum access
	1-1, 1-2, 1-3, 1-4 



Table 5.2.2.2.15-2: Test parameters
	Parameter
	Unit
	Value

	Duplex mode
	
	TDD

	Active DL BWP index
	
	1

	DL transmission model
	
	As specified in B.5

	Downlink Model Parameters
	SSB Q factor
	
	8

	
	Downlink transmission duration values
	Slots
	{2,4,6,7}

	
	Occupied OFDM symbols in slot other than the last slot of the downlink duration
	Symbols
	14

	
	Occupied OFDM symbols in the last slot of the downlink duration
	Symbols
	{6,9,12,14} (Note 1)

	
	Downlink period
	ms
	5

	
	LBT failure probability (pLBT)
	
	0.25

	PDSCH configuration
	Mapping type
	
	Type A

	
	k0
	
	0

	
	Starting symbol (S) 
	
	2

	
	PDSCH aggregation factor
	
	1

	
	PRB bundling type
	
	Static

	
	PRB bundling size
	
	2

	
	Resource allocation type
	
	Type 0

	
	RBG size
	
	Config2

	
	VRB-to-PRB mapping type
	
	Non-interleaved

	
	VRB-to-PRB mapping interleaver bundle size
	
	N/A

	PDSCH DMRS configuration
	DMRS Type
	
	Type 1

	
	dmrs-AdditionalPosition
	
	pos1

	
	Maximum number of OFDM symbols for DL front loaded DMRS
	
	1

	Number of HARQ Processes
	
	8

	The number of slots between PDSCH and corresponding HARQ-ACK information
	
	Specific to each TDD UL-DL pattern
and as defined in Annex A.1.2

	Note 1: If DL Transmission duration is 2 Slot, the occupied OFDM symbols in the last slot of the downlink duration is 14. 




Table 5.2.2.2.15-3: Minimum performance for Rank 2
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1-1
	R.PDSCH.2-18.1 TDD
	20 / 30
	16QAM, 0.48
	FR1.30-7
	TDLA30-10
	2x2, ULA Low
	70
	13.8

	1-2
	R.PDSCH.2-18.2 TDD
	40 / 30
	16QAM, 0.48
	FR1.30-7
	TDLA30-10
	2x2, ULA Low
	70
	14.1

	1-3
	R.PDSCH.2-18.3 TDD
	60 / 30
	16QAM, 0.48
	FR1.30-7
	TDLA30-10
	2x2, ULA Low
	70
	14.2

	1-4
	R.PDSCH.2-18.4 TDD
	80 / 30
	16QAM, 0.48
	FR1.30-7
	TDLA30-10
	2x2, ULA Low
	70
	14.5



END OF CHANGE 2





