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1 Introduction
Based on the worksplit agreed in [1] (Issue 3-3-2), in this contribution a TP to TS 38.108 section 9.5 (OTA Tx ON/OFF), 9.6 (OTA TX signal quality) and 9.8 (OTA Tx IMD) is provided for approval. 
Related WF on the OTA Tx requirements for SAN was approved in [3]. 
TS 38.108 skeleton in [2] was used as the starting point. 
2 Conclusions
Proposal 1: Approve the attached TP to TS 38.108.
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Annex A: TP to TS 38.108
------------------------------ Modified sections ------------------------------
[bookmark: _Toc21127637][bookmark: _Toc29811846][bookmark: _Toc36817398][bookmark: _Toc37260320][bookmark: _Toc37267708][bookmark: _Toc44712311][bookmark: _Toc45893624][bookmark: _Toc53178344][bookmark: _Toc53178795][bookmark: _Toc61179033][bookmark: _Toc61179503][bookmark: _Toc67916799][bookmark: _Toc74663420][bookmark: _Toc93555103]9.5	OTA transmit ON/OFF power
The requirement is not applicable in this version of the specificationRelease-17.
[bookmark: _Toc21127647][bookmark: _Toc29811856][bookmark: _Toc36817408][bookmark: _Toc37260330][bookmark: _Toc37267718][bookmark: _Toc44712321][bookmark: _Toc45893634][bookmark: _Toc53178354][bookmark: _Toc53178805][bookmark: _Toc61179043][bookmark: _Toc61179513][bookmark: _Toc67916809][bookmark: _Toc74663430][bookmark: _Toc93555104]9.6	OTA transmitted signal quality
[bookmark: _Toc21127648][bookmark: _Toc29811857][bookmark: _Toc36817409][bookmark: _Toc37260331][bookmark: _Toc37267719][bookmark: _Toc44712322][bookmark: _Toc45893635][bookmark: _Toc53178355][bookmark: _Toc53178806][bookmark: _Toc61179044][bookmark: _Toc61179514][bookmark: _Toc67916810][bookmark: _Toc74663431][bookmark: _Toc82621972][bookmark: _Toc90422819]<Text will be added.>
9.6.1	OTA frequency error
[bookmark: _Toc21127649][bookmark: _Toc29811858][bookmark: _Toc36817410][bookmark: _Toc37260332][bookmark: _Toc37267720][bookmark: _Toc44712323][bookmark: _Toc45893636][bookmark: _Toc53178356][bookmark: _Toc53178807][bookmark: _Toc61179045][bookmark: _Toc61179515][bookmark: _Toc67916811][bookmark: _Toc74663432][bookmark: _Toc82621973][bookmark: _Toc90422820]9.6.1.1	General
The requirements in clause 9.6.1 apply to the transmitter ON period.
OTA frequency error is the measure of the difference between the actual SAN transmit frequency and the assigned frequency. The same source shall be used for RF frequency and data clock generation.
[bookmark: _Toc21127650]OTA frequency error requirement is defined as a directional requirement at the RIB and shall be met within the OTA coverage range.
[bookmark: _Toc29811859][bookmark: _Toc36817411][bookmark: _Toc37260333][bookmark: _Toc37267721][bookmark: _Toc44712324][bookmark: _Toc45893637][bookmark: _Toc53178357][bookmark: _Toc53178808][bookmark: _Toc61179046][bookmark: _Toc61179516][bookmark: _Toc67916812][bookmark: _Toc74663433][bookmark: _Toc82621974][bookmark: _Toc90422821]9.6.1.2	Minimum requirement for SAN type 1-O
The modulated carrier frequency of each NR carrier configured by the SAN shall be accurate to within 0.05 ppm observed over 1 ms.
[bookmark: _Toc21127652][bookmark: _Toc29811861][bookmark: _Toc36817413][bookmark: _Toc37260335][bookmark: _Toc37267723][bookmark: _Toc44712326][bookmark: _Toc45893639][bookmark: _Toc53178359][bookmark: _Toc53178810][bookmark: _Toc61179048][bookmark: _Toc61179518][bookmark: _Toc67916814][bookmark: _Toc74663435][bookmark: _Toc82621976][bookmark: _Toc90422823]9.6.2	OTA modulation quality
[bookmark: _Toc21127653][bookmark: _Toc29811862][bookmark: _Toc36817414][bookmark: _Toc37260336][bookmark: _Toc37267724][bookmark: _Toc44712327][bookmark: _Toc45893640][bookmark: _Toc53178360][bookmark: _Toc53178811][bookmark: _Toc61179049][bookmark: _Toc61179519][bookmark: _Toc67916815][bookmark: _Toc74663436][bookmark: _Toc82621977][bookmark: _Toc90422824]9.6.2.1	General
Modulation quality is defined by the difference between the measured carrier signal and an ideal signal. Modulation quality can e.g. be expressed as Error Vector Magnitude (EVM). Details about how the EVM is determined are specified in annex B for FR1.
[bookmark: _Toc21127654]OTA modulation quality requirement is defined as a directional requirement at the RIB and shall be met within the OTA coverage range.
[bookmark: _Toc29811863][bookmark: _Toc36817415][bookmark: _Toc37260337][bookmark: _Toc37267725][bookmark: _Toc44712328][bookmark: _Toc45893641][bookmark: _Toc53178361][bookmark: _Toc53178812][bookmark: _Toc61179050][bookmark: _Toc61179520][bookmark: _Toc67916816][bookmark: _Toc74663437][bookmark: _Toc82621978][bookmark: _Toc90422825]9.6.2.2	Minimum requirement for SAN type 1-O
For SAN type 1-O, the EVM levels of each NR carrier for different modulation schemes on PDSCH outlined in table 6.5.2.2-1 shall be met. Requirements shall be the same as clause 6.5.2.2 and follow EVM frame structure from clause 6.5.2.3.
[bookmark: _Toc21127657][bookmark: _Toc29811866][bookmark: _Toc36817418][bookmark: _Toc37260340][bookmark: _Toc37267728][bookmark: _Toc44712331][bookmark: _Toc45893644][bookmark: _Toc53178364][bookmark: _Toc53178815][bookmark: _Toc61179053][bookmark: _Toc61179523][bookmark: _Toc67916819][bookmark: _Toc74663440][bookmark: _Toc82621981][bookmark: _Toc90422828]9.6.3	OTA time alignment error
The requirement is not applicable in this version of the specification.
------------------------------ Next modified sections ------------------------------
[bookmark: _Toc44712372][bookmark: _Toc45893684][bookmark: _Toc53178398][bookmark: _Toc53178849][bookmark: _Toc61179087][bookmark: _Toc61179557][bookmark: _Toc67916853][bookmark: _Toc74663474][bookmark: _Toc93555106]9.8	OTA transmitter intermodulation
The requirement is not applicable in this version of the specificationRelease-17.
[bookmark: definitions][bookmark: _GoBack]------------------------------ End of modified section ------------------------------
