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Tx Requirements
Maximum output power
Specify PC3 1Tx [and 2Tx] as first priority and default power class. PC3 2Tx is intended to enable reuse of the Tx between n96 and licensed 6 GHz band.
Specify PC2 1Tx if time allows.  (2Tx is FFS)
MPR, ACLR, and SEM
Decide between option 1 and option 2
· Option1: (Nokia, CATT, Qualcomm, Ericsson, Skyworks, ZTE)
ACLR, SEM, and other relevant requirements are not relaxed, and current MPR can be applied to the 6 GHz band
· Option 2: (Nokia, CATT, Huawei, Ericsson, Xiaomi, Skyworks, ZTE)
Relaxed ACLR for PC3 and SEM from 38.921 is adopted, and further evaluate if current PC3 MPR should be improved or maintained. PC2 ACLR and PC2 MPR are FFS.
Companies are encouraged to provide justification for their preference.
Rx Requirements
Reference sensitivity
Decide among 5 options
· Option 1: 11.5 dB NF (Nokia, Ericsson, Skyworks)
· Option 2: 10.5 dB NF (Nokia, CATT, Xiaomi, ZTE, CHTTL)
· Option 3: 10 dB NF (Nokia, CATT, Huawei, China Unicom, Xiaomi, CHTTL)
· Option 4: 12 dB~13.5 dB NF
· Option 5: FFS (Qualcomm, MediaTek, Apple)

ACS
Adopt 33 dBc adjacent channel selectivity (ACS) for 6.425 - 7.125 GHz band 

Blocking
TBD

Draft CR
Revise and endorse the draft running 38.101-1 CR in R4-2206104 according to the agreements in this meeting.
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