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<< Unchanged sections omitted >>
[bookmark: _Toc21098340][bookmark: _Toc29470567][bookmark: _Toc37141935][bookmark: _Toc37141986][bookmark: _Toc37142038][bookmark: _Toc37269041][bookmark: _Toc37269084][bookmark: _Toc45907607][bookmark: _Toc52564789][bookmark: _Toc60857165][bookmark: _Toc60857236][bookmark: _Toc61185236][bookmark: _Toc61185316][bookmark: _Toc61185364][bookmark: _Toc66390468][bookmark: _Toc66390570][bookmark: _Toc68701980][bookmark: _Toc68702467][bookmark: _Toc68702585][bookmark: _Toc68702690][bookmark: _Toc68702769][bookmark: _Toc74643105][bookmark: _Toc76540669][bookmark: _Toc82415018][bookmark: _Toc89937919]4	General
TSG-RAN has agreed for certain features (see the following clauses) to introduce them in a "release independent way".
This means for each feature:
-	it is "introduced" in a release N, i.e. TS 38.101 [2-5] and TS 38.133 [6] of release N define certain UE requirements for this feature; the feature is indicated in the tables of the following clauses;
-	it is "release independent" starting from a release M (M<N); M for the given feature is provided in the tables of the following clauses;
-	UEs supporting this feature have to fulfil additional requirements in release M or higher which are specified in one or more Annexes of TS 38.307 of release N; the applicable Annexes for a given feature are provided in the tables of the following clauses.
The applicable UE Categories are specified in TS 38.306 [7] according to the release to which the UE conforms.
In the table of release independent features in subsequent clauses, "FDD, TDD" refers to CA or EN-DC configuration composed by only FDD bands or only TDD bands, respectively. "FDD and TDD" refers to CA or EN-DC configuration including both FDD and TDD bands. "SDL and FDD, SDL and TDD" refers to CA configuration including both SDL and FDD bands or both SDL and TDD bands, respectively.  "TDD and SUL" refers to SUL configuration including both TDD and SUL bands. "FDD and TDD and SUL" refers to EN-DC configuration including both FDD, TDD and SUL bands. Unless stated otherwise,  the release independent for the band combinations are from Rel-15. Configurations with BCSs other than BCS5 are release independent from Rel-15, where the BCSs for configurations are defined in TS 38.101-1 [2] and/or TS 38.101-3 [4]. Configurations with BCS5 are release independent from Rel-17, and BCS5 with signalling is allowed for early implementation from Rel-15. Note that BCS4/BCS5 is not applicable to intra-band EN-DC configurations.
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