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1. Introduction
This WF will capture the agreements regarding switching time mask for intra-band V2X con-current operation.
2. Way forwards
The following agreements are made as below:
Issue 1-1-1: Whether to include TA difference into switching time mask
Agreement: Define the switching time mask requirement only considering the hardware limitation
· Add the note to clarify that there will be additional TA difference included in the switching time in the real field.
· There is no test case for it.

Issue 1-1-2: Whether to consider the worst case
Agreement: Do not consider the worst case with maximum or minimum TA for switching time mask.

Issue 1-1-3: Scheduling restriction for same carrier switching and different carrier switching
Agreement: No need to inform RRM session of the difference between same carrier switching and different carrier switching for scheduling availability requirements.

Issue 1-1-4: RF test for switching time
Agreement: No RF test is needed for the switching time for TDM intra-band con-current operation.

Issue 1-1-5: Whether to capture into TR 38.785 the statement that no RF test for switching time is needed if agreed.
Agreement: Capture into TR 38.785 the statement that no RF test for switching time is needed and the switching time for different carrier case is 140us.

Issue 1-1-6: Whether to send LS to RAN5 for indication of no RF test for switching time
Agreement: Send LS to RAN5 for indication of no RF test for switching time.

Issue 1-1-7: Switching time mask for same carrier case
Agreement: Adopt the switching time mask for same carrier case as below.
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Issue 1-1-8: Switching time mask for different carrier case
Agreement: Adopt the switching time mask for different carrier case as below.
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