

	
3GPP TSG-RAN4 Meeting #102-e	R4-2206803
Electronic meeting,  21st Feb –3rd Mar 2022
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	38.133
	CR
	-
	rev
	1
	Current version:
	15.16.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Reduction of allocated RBs for CSI-RS based RLM TC in FR2

	
	

	Source to WG:
	Anritsu corporation

	Source to TSG:
	R4

	
	

	Work item code:
	NR_newRAT-Perf
	
	Date:
	2022-2-28

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	a) FR2 CSI-RS-based RLM test cases cannot be implemented reliably in RAN5 with current parameter values, whilst still meeting side conditions.
See associated discussion paper R4-2117786 at #101-e meeting.
b) Test case parameter “BWchannel” is missing.
c) Align OCNG pattern 2 for 2AoA with the pattern for 1AoA (i.e. OP.1) with regards to the limitation of noise allocation at Note 2. 

Merged contents from R4-2203570r1
(1) A.4.5.6.1.2, A.5.5.6.1.2, A.6.5.6.1.1, A.7.5.6.1.1, A.7.5.6.1.2
Incorrect description in Test Purpose : 
· According to cl. A.4.5.6.1.2.1 Test Purpose and Environment, BWP Switch will occur on SCell (Cell 3). However, Test Purpose also allows PSCell (Cell 2) non-transmission and non-reception during the time of BWP Switching.

“PDCCHs indicating new transmissions shall be sent continuously on PSCell (Cell 2) and SCell (Cell 3) to ensure that the UE would have ACK/NACK sending except for the time duration when BWP is switching on Cell 3 and the time duration of T2.”
· If this is the case, the interruption requirement for the NR victim cell (PSCell, Cell 2) cannot be correctly confirmed. 
Unnecessary UL BWP configurations defined for SCell
-	In BWP switching interruption TCs, the PUCCH carrying SCell HARQ ACK/NACKs is the only UL transmission related to SCell and it is sent on PCell/PSCell. So no UL transmission happens on SCell. Configuring UL CA will unnecessarily narrow down the applicability of these TCs. 
-	Furthermore, in current test procedure in 38.533 cl.4.5.6.1.2/6.5.6.1.1. only DL BWP switching is considered.
Editorial corrections.

(2) A.4.7.5.1, A.8.5.1.1
Name “Configuration” in Table A.4.7.5.1.2-3 and Table A.8.5.1.1.2-4 is confusing since it is same with the test configuration name in Table A.4.7.5.1.2-1 and Table A.8.5.1.1.2-1. 

(3) A.6.3.2.1.3
TRS configuration description is missing in Table A.6.3.2.1.3.1-3.

(4) A.6.3.2.3.1
If Cell 1 and Cell 2 belong to the same tracking area, it is not mandatory for the UE to return back to connected state after redirection to the target cell, as per TS 38.304 cl. 5.2.6. 
Hence, some UEs do not send PRACH after redirection, and test case cannot be performed.

As per TS 24.501 cl. 5.5.1.3.2, if Cell 1 (source cell) and Cell 2 (target cell) belong to different tracking area configurations, UE will initiate connection setup (hence send PRACH) to perform registration procedure. 
Thus, different tracking area configurations for Cell 1 and Cell 2 is required for this test case.

<TS 38.304 clause 5.2.6 Selection of cell at transition to RRC_IDLE or RRC_INACTIVE state>
“At reception of RRCRelease message to transition the UE to RRC_IDLE or RRC_INACTIVE, UE shall attempt to camp on a suitable cell according to redirectedCarrierInfo if included in the RRCRelease message.”

<TS 24.501 clause 5.5.1.3.2 Mobility and periodic registration update initiation>
“The UE in state 5GMM-REGISTERED shall initiate the registration procedure for mobility and periodic registration update by sending a REGISTRATION REQUEST message to the AMF,
a) when the UE detects entering a tracking area that is not in the list of tracking areas that the UE previously registered in the AMF;”

(5) A.6.5.3.1
In the general test parameters, THARQ is specified to be based on the minimum value defined in TS 38.213.  Since there is no exception for using short DCI, the value of THARQ will be based on the minimum value in dl-DataToUL-ACK, which is 2. However, for TDD, using k1 = 2 will not meet the following timing requirement (highlighted below) with consideration to the CSI Report offset settings (2 for 15kHz SCS, 4 for 30kHz SCS). 

[image: ]

So, it is proposed to specify THARQ values in the general test parameters. The lowest k1 values that will satisfy the above requirement were chosen.

For TDD 15kHz SCS, THARQ = 3ms (k1 = 3)
[image: ]

For TDD 30kHz SCS, THARQ = 2.5ms (k1 = 5)
[image: ]

(6) A.6.5.3.1
There is a need to avoid the test case complexity due to the multiplexing of CSI reporting between PCell and SCell. Since the requirement is to check the CSI report of SCell, the complexity can be avoided by defining the offset between PCell and SCell CSI reporting.

(7) A.6.5.3.1
Current CSI-RS offset settings do not meet the CSI reference resource timing definition in TS 38.214 cl. 5.2.2.5. This definition should be met due to the strict requirement on the first CSI Report timing.
[image: ]

The issue is that UE is not sending the first CSI Report since CSI-RS is not being sent at the expected schedule for the CSI reference resource. Thus the proposed solution is to update CSI-RS configuration.
Based on the definition in TS 38.214 cl. 5.2.2.5 (CSI Reference Resource Definitions), in the time domain, the CSI reference resource for a CSI reporting in uplink slot n' is defined by a single downlink slot n-nCSI,ref. And in a case that DL SCS is 15 kHz, then nCSI,ref = 4 (first CSI Report fixed at current setting). On the other hand, the current CSI Report Scheduling for SCell can be depicted as follows. As you can see below, the gap between the CSI-RS occasions for SCell and the first CSI report occasion for SCell becomes wider than 4 slots.
[image: ]
So our proposal of CSI report scheduling is as follows.
[image: ]
(8) Table A.6.5.6.1.1.1-3: NR Cell specific test parameters is inconsistent with clause A.6.5.6.1.1.1 Test Purpose and Environment:
According to cl. A.6.5.6.1.1.1, 
· “UE is configured with 2 different UE-specific downlink bandwidth parts for SCell, BWP-1 and BWP-2, in Cell 2…”
· “UE is configured with 1 UE-specific downlink bandwidth parts the same as initial BWP for PCell, BWP-0 in Cell 1…”
But indicated Active BWP ID in Table A.6.5.6.1.1.1-3 is incorrect

Unlike in other BWP switch delay TCs, TRS config is missing in the test parameters table

	
	

	Summary of change:
	a) Defined new BWP configurations DLBWP.1.4 and ULBWP.1.4 to confine the allocated resource blocks to 24 RBs in general test parameter. Then changed associated parameters in the test parameter tables.
b) Added test parameter “BWchannel” and “Data RBs allocated” in general test parameter tables.
c) Added text at Note 2 for the definition of OCNG Pattern 2 to confine the OCNG within BWP.
Added parameter BWoccupied in the corresponding parameter tables.  
d) Replaced OCNG parameters from OP.2 to OP.5 in Table A.5.5.1.5.1-2, A.5.5.1.6.1-2, A.7.5.1.5.1-2, A.7.5.1.6.1-2.

(1) Test specification clean up : 
· Removed erroneous clause concerning PSCell (Cell 2) transmission/ reception gap during Scell (Cell 3) BWP switching.
· Removed UL BWP Configurations for Scell (Cell 3).
· Other editorial corrections.

(2) Change the name in Table A.4.7.5.1.2-3 and Table A.8.5.1.1.2-4 from “Configuration” to “Condition”.

(3) Added TRS configuration in Table A.6.3.2.1.3.1-3.

(4) Update cl. A.6.3.2.3.1.2	Test Parameters to include description that Cell 1 and Cell 2 belong to different tracking areas.

(5) Added specific THARQ settings in the general test parameters in Table A.6.5.3.1.1-2, and modified the comment column.

(6) Added separate CSI Report offset settings for the CSI reports for the PCell and SCell in Table A.6.5.3.1.1-3.

(7) Added a note updating the CSI-RS offset settings cell-specific test parameters table in Table A.6.5.3.1.1-3.

(8) Updated Active BWP ID in Table A.6.5.6.1.1.1-3:
     ・Cell 1: 1, 2  0
     ・Cell 2: 3  1, 2

        Added missing TRS config


	
	

	Consequences if not approved:
	Testability issue remains in FR2 CSI-RS-based RLM test cases.
Test specifications will be ambigous, and inconsistencies between specs will remain. Conformance test cannot be correctly performed.


	
	

	Clauses affected:
	Table A.3.2.1.2-2
Table A.3.9.2.2-1, A.3.9.3.2-1.
Tables A.5.5.1.5.1-2, A.5.5.1.6.1-2.
Tables A.7.5.1.5.1-2, A.7.5.1.6.1-2.
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	Other comments:
	Associated discussion paper at #101-e meeting: R4-2117786

	
	

	This CR's revision history:
	Revised from R4-2203563.
Added text to note 2 in Table A.3.2.1.2-2 OCNG pattern 2.
Added parameter BWoccupied in corresponding test parameter tables.
Replaced some OCNG parameters from OP.2 to OP.5.

Merged R4-2203570 and its revised contents (3570r1).
Applied the following updates:
1. Changed UL BWP for Scell to N/A at Table A.4.5.6.1.2.1-3, because the test requirement is fully satisfied with DL CA condition.
2. Added A.5.5.6.1.2, A.7.5.6.1.1 and A.7.5.6.1.2 to apply same changes above to these clauses and also to A.6.5.6.1.1. For clauses to change, refer to the previously endorsed draft CR (R4-2113960).  
3. Revert “slot” to “DL slot” because it is better to clarify the point of BWP switching in A.4.5.6.1.2.2.
4. Revert adding “NR” before PSCell and deleting E-UTRA before PCell in A.4.5.6.1.1.
Refer to the topic summary #201 (R4-2206744) for detailed background of the updates.
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<<Unchanged sections skipped>>
<<Start of change>>
A.3.2.1.2	OCNG pattern 2: Generic OCNG pattern for all unused REs for 2AoA setup
Table A.3.2.1.2-2: OP.2: Generic OCNG pattern for all unused REs for 2AoA setup
	OCNG Parameters
	Control Region
	Data Region

	Probe
	Transmitting the serving beam

	Resource allocation
	Unused REs (Note 1) in the symbols where SSB/CSI-RS are not transmitted from both the serving beam probe and non-serving beam probe.
	Unused REs (Note 2) in the symbols where SSB/CSI-RS are not transmitted from both the serving beam probe and non-serving beam probe.

	Channel
	PDCCH
	PDSCH

	Contents
	Virtual UE IDs
	Uncorrelated pseudo random QPSK modulated data

	Antenna transmission scheme
	Same as used in PDCCH RMC 
	Same as used in PDSCH RMC 

	Subcarrier spacing
	Same as used in PDCCH RMC 
	Same as used in PDSCH RMC 

	Aggregation level
	Same as used in PDCCH RMC
	N/A

	Code rate
	Same as used in PDCCH RMC
	Same as used in PDSCH RMC 

	Transmit Power
	Same as used in PDCCH RMC 
	Same as used in PDSCH RMC 

	CP length
	Same as used in PDCCH RMC 
	Same as used in PDSCH RMC 

	Note 1:	REs not used in the active CORESETs where PDCCH is scheduled for the UE under test.
Note 2:	REs not allocated to any physical channels, CORESET, SSB or any other reference signal within the channel bandwidth of the cell, confined to BWoccupied where specified in the test case.
Note 3:	No OCNG is transmitted from the probe transmitting non-serving beam.



<<Unchanged sections skipped>>
A.3.9.2.2	Dedicated BWP
Table A.3.9.2.2-1: Downlink BWP patterns for dedicated BWP configuration
	BWP Parameters
	Unit
	Values

	Reference BWP
	
	DLBWP.1.1
	DLBWP.1.2
	DLBWP.1.3

	Starting PRB index
	
	0
	RBb Note 1
	RBa Note 2

	Bandwidth
	RB
	Same as RF channel defined in each test
	25 for SSB SCS = 15KHz,
51 for SSB SCS = 30KHz,
32 for SSB SCS = 120KHz
48 for SSB SCS = 240KHz
	25 for SSB SCS = 15KHz,
51 for SSB SCS = 30KHz,
32 for SSB SCS = 120KHz
48 for SSB SCS = 240KHz

	Note 1:	RBb is the lowest PRB index to guarantee the BWP not fully overlapped with SSB PRB index (RBJ, RBJ+1,.…, RBJ+19) which is defined in Clause A.3.10.
Note 2:	RBa is the lowest PRB index to guarantee the BWP including SSB PRB index (RBJ, RBJ+1,.…, RBJ+19) which is defined in Clause A.3.10.



	BWP Parameters
	Unit
	Values

	Reference BWP
	
	DLBWP.1.1
	DLBWP.1.2
	DLBWP.1.3
	DLBWP.1.4

	Starting PRB index
	
	0
	RBb Note 1
	RBa Note 2
	0

	Bandwidth
	RB
	Same as RF channel defined in each test
	25 for SSB SCS = 15KHz,
51 for SSB SCS = 30KHz,
32 for SSB SCS = 120KHz
48 for SSB SCS = 240KHz
	25 for SSB SCS = 15KHz,
51 for SSB SCS = 30KHz,
32 for SSB SCS = 120KHz
48 for SSB SCS = 240KHz
	24 for SSB SCS = 120KHz
24 for SSB SCS = 240KHz

	Note 1:	RBb is the lowest PRB index to guarantee the BWP not fully overlapped with SSB PRB index (RBJ, RBJ+1,.…, RBJ+19) which is defined in Clause A.3.10.
Note 2:	RBa is the lowest PRB index to guarantee the BWP including SSB PRB index (RBJ, RBJ+1,.…, RBJ+19) which is defined in Clause A.3.10.



<<Unchanged sections skipped>>
A.3.9.3.2	Dedicated BWP
Table A.3.9.3.2-1: Uplink BWP patterns for dedicated BWP configuration
	BWP Parameters
	Unit
	Values

	Reference BWP
	
	ULBWP.1.1
	ULBWP.1.2
	ULBWP.1.3

	Starting PRB index
	
	0
	RBb Note 1
	RBa Note 2

	Bandwidth
	RB
	Same as RF channel defined in each test
	25 for SSB SCS = 15KHz,
51 for SSB SCS = 30KHz,
32 for SSB SCS = 120KHz
48 for SSB SCS = 240KHz
	25 for SSB SCS = 15KHz,
51 for SSB SCS = 30KHz,
32 for SSB SCS = 120KHz
48 for SSB SCS = 240KHz

	Note 1:	RBb is same as RBb for DLBWP.1.2 as defined in Table A.3.9.2.2-1.
Note 2:	RBa is same as RBa for DLBWP.1.3 as defined in Table A.3.9.2.2-1.



	BWP Parameters
	Unit
	Values

	Reference BWP
	
	ULBWP.1.1
	ULBWP.1.2
	ULBWP.1.3
	ULBWP.1.4

	Starting PRB index
	
	0
	RBb Note 1
	RBa Note 2
	0

	Bandwidth
	RB
	Same as RF channel defined in each test
	25 for SSB SCS = 15KHz,
51 for SSB SCS = 30KHz,
32 for SSB SCS = 120KHz
48 for SSB SCS = 240KHz
	25 for SSB SCS = 15KHz,
51 for SSB SCS = 30KHz,
32 for SSB SCS = 120KHz
48 for SSB SCS = 240KHz
	24 for SSB SCS = 120KHz
24 for SSB SCS = 240KHz

	Note 1:	RBb is same as RBb for DLBWP.1.2 as defined in Table A.3.9.2.2-1.
Note 2:	RBa is same as RBa for DLBWP.1.3 as defined in Table A.3.9.2.2-1.



<<Unchanged sections skipped>>
A.4.5.6.1.2	E-UTRAN – NR PSCell FR1 DL active BWP switch with FR1 SCell in non-DRX in synchronous EN-DC
[bookmark: _Toc535476234]A.4.5.6.1.2.1	Test Purpose and Environment
The purpose of this test is to verify the DL BWP switch delay requirement defined in clause 8.6, and interruption requirements for NR victim cell defined in clause 8.2.1.2.7 and interruption requirement for E-UTRA victim cell defined in clause 7.32.2.7 of TS 36.133 [15]. Supported test configurations are shown in Table A.4.5.6.1.2.1-1.
The test scenario comprises of one E-UTRA PCell (Cell 1), one PSCell (Cell 2) and one SCell (Cell 3) as given in Table A.4.5.6.1.2.1-2. Cell-specific parameters of E-UTRA PCell are specified in Table A.3.7.2.1-1 and Cell-specific parameters of PSCell and SCell are specified in Table A.4.5.6.1.2.1-3 below.
PDCCHs indicating new transmissions shall be sent continuously on E-UTRA PCell (Cell 1) and PSCell (Cell 2) to ensure that the UE will have ACK/NACK sending.
PDCCHs indicating new transmissions shall be sent continuously on PSCell (Cell 2) and SCell (Cell 3) to ensure that the UE would have ACK/NACK sending except for the time duration when BWP is switching on Cell 3 and the time duration of T2.
Before the test starts,
-	UE is connected to Cell 1 (E-UTRA PCell) on radio channel 1 (PCC), Cell 2 (PSCell) on radio channel 2 (PSCC) and Cell 3 (SCell) on radio channel 3 (SCC).
-	UE is configured with 2 different UE-specific downlink bandwidth parts for SCell, BWP-1 and BWP-2, in Cell 3 before starting the test. BWP-1 and BWP-2 always include bandwidth of the initial DL BWP and SSB.
-	UE is configured with 1 UE-specific downlink bandwidth parts the same as initial BWP for PSCell, BWP-0 in Cell 2 before starting the test.
-	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-1 in SCell.
-	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-0 in PSCell.
-	UE is configured with a bwp-InactivityTimer timer value for SCell.
All cells have constant signal levels throughout the test.
The test consists of 3 successive time periods, with durations of T1, T2, and T3, respectively.
During T1,
	Time period T1 starts when a DCI format 1_1 command for SCell DL BWP switch, sent from the test equipment to the UE, is received at the UE side in SCell’s slot # denoted i. The UE shall switch its bandwidth part from BWP-1 to BWP-2.
[bookmark: _Hlk94029249][bookmark: _Hlk94029353][bookmark: _Hlk94029734]	The UE shall be able to receive PDSCH on the first DL slot that occurs after the beginning of SCell’s DL slot (i+TBWPswitchDelay) as defined in clause 8.6 and starts to report valid ACK/NACK for the SCell on PSCell no later than on the first UL slot that occurs after the beginning of slot (i+TBWPswitchDelay+k1). The UE shall be continuously scheduled on SCell’s BWP-2 starting from the first DL slot that occurs after the beginning of slot (i+TBWPswitchDelay).
	E-UTRA PCell(Cell 1) interruption due to BWP switch on PSCell shall occur within the BWP switch delay.
	PSCell(Cell 2) interruption due to BWP switch on SCell shall occur within the BWP switch delay.
During T2, the test equipment won’t transmit DCI format for PDSCH reception on SCell(Cell 3).
During T3,
	The time period T3 starts from the slot #j, where j is the first slot of the subframe immediately after bwp-InactivityTimer timer expires. The UE shall switch its bandwidth part from BWP-2 back to the default bandwidth part – BWP-1.
[bookmark: _Hlk94030178][bookmark: _Hlk94030251]	The UE shall be able to receive PDSCH on the first DL slot that occurs after the beginning of SCell’s DL slot (j+TBWPswitchDelay) as defined in clause 8.6 and starts to report valid ACK/NACK for the SCell on PSCell no later than at latest on the first UL slot that occurs after the beginning of slot (j+TBWPswitchDelay+k1). The UE shall be continuously scheduled on SCell’s BWP-1 starting from the first DL slot that occurs after the beginning of slot (j+TBWPswitchDelay).
	E-UTRA PCell(Cell 1) interruption due to BWP switch of SCell shall occur within the BWP switch delay.
	PSCell(Cell 2) interruption due to BWP switch of SCell shall occur within the BWP switch delay.
The test equipment verifies the DL BWP switch time in SCell by counting the slots from the time when the BWP switch command is received or bwp-InactivityTimer timer expires till an ACK/NACK is received.
The test equipment verifies that potential interruption to E-UTRA PCell and NR PSCell is carried out in the correct time span by monitoring ACK/NACK sent in E-UTRA PCell and PSCell during BWP switch of SCell, respectively.
Table A.4.5.6.1.2.1-1: DL BWP switch supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, ≥10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, ≥10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, ≥40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, ≥10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, ≥10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, ≥40 MHz bandwidth, TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations
Note 2:	A UE which fulfils the requirements in test case A.4.5.6.1.2 can skip the test cases in A.4.5.6.1.1.
Note 3:	NR configuration is the same for PSCell and SCells.
Note 4:	The UE is only required to be tested in one with smallest aggregated channel bandwidth from supported band combinations which is composed of CCs ≥ the bandwidth (BWchannel) defined in each test configuration



Table A.4.5.6.1.2.1-2: General test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Value
	Comment

	E-UTRA RF Channel Number
	
	1
	One E-UTRA radio channel is used for this test

	NR RF Channel Number
	
	2, 3
	Two NR radio channels are used for this test

	Active PCell
	
	Cell 1
	PCell on RF channel number 1.

	Active PSCell
	
	Cell 2
	PSCell on RF channel number 2.

	Active SCell
	
	Cell 3
	SCell on RF channel number 3.

	CP length
	
	Normal
	

	DRX
	
	OFF
	

	bwp-InactivityTimer
	ms
	200
	

	Cell-individual offset for cells on RF channel number 1
	dB
	0
	Individual offset for cells on PCC.

	Cell-individual offset for cells on RF channel number 2
	dB
	0
	Individual offset for cells on PSCC.

	Cell-individual offset for cells on RF channel number 3
	dB
	0
	Individual offset for cells on SCC.

	Cell2 timing offset to cell1
	s
	3
	Synchronous EN-DC

	Cell3 timing offset to cell2
	s
	3
	Synchronous cells

	T1
	s
	0.2
	

	T2
	s
	0.2
	

	T3
	s
	0.2
	



Table A.4.5.6.1.2.1-3: NR Cell specific test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Cell 2
	Cell 3

	Frequency Range
	
	FR1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	BWchannel
	Config 1,4
	
	Note 7

	
	Config 2,5
	
	Note 7

	
	Config 3,6
	
	Note 7

	BWoccupied
	Config 1,4
	RB
	52 Note 5

	
	Config 2,5
	
	52 Note 5

	
	Config 3,6
	
	106 Note 6

	Active BWP ID
	
	0
	1,2

	Initial DL BWP Configuration
	Config 1,4
	
	DLBWP.0.2
	DLBWP.0.2

	
	Config 2,5
	
	
	

	
	Config 3,6
	
	
	

	Active DL BWP-0 Configuration
	Config 1,4
	
	DLBWP.0.2
	N.A.

	
	Config 2,5
	
	
	

	
	Config 3,6
	
	
	

	Active DL BWP-1 Configuration
	Config 1,4
	
	N.A.
	DLBWP.1.3

	
	Config 2,5
	
	
	

	
	Config 3,6
	
	
	

	Active DL BWP-2 Configuration
	Config 1,4
	
	N.A.
	DLBWP.1.1

	
	Config 2,5
	
	
	

	
	Config 3,6
	
	
	

	Initial UL BWP 
Configuration

	Config 1,4
	
	ULBWP.0.2
	N.A.

	
	Config 2,5
	
	
	

	
	Config 3,6
	
	
	

	Active UL BWP-0 
Configuration

	Config 1,4
	
	ULBWP.0.2
	N.A.

	
	Config 2,5
	
	
	

	
	Config 3,6
	
	
	

	Active UL BWP-1 
Configuration

	Config 1,4
	
	N.A.
	N.A.

	
	Config 2,5
	
	
	

	
	Config 3,6
	
	
	

	Active UL BWP-2 Configuration
	Config 1,4
	
	N.A.
	N.A.

	
	Config 2,5
	
	
	

	
	Config 3,6
	
	
	

	PDSCH Reference measurement channel
	Config 1,4
	
	SR.1.1 FDD

	
	Config 2,5
	
	SR.1.1 TDD

	
	Config 3,6
	
	SR.2.1 TDD

	RMSI CORESET parameters
	Config 1,4
	
	CR.1.1 FDD

	
	Config 2,5
	
	CR.1.1 TDD

	
	Config 3,6
	
	CR.2.1 TDD

	Dedicated CORESET parameters
	Config 1,4
	
	CCR.1.2 FDD

	
	Config 2,5
	
	CCR.1.2 TDD

	
	Config 3,6
	
	CCR.2.4 TDD

	OCNG Patterns
	Config 1,2,4,5
	
	OP.1 Note 5

	
	Config 3,6
	
	OP.1 Note 6

	SSB Configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1

	SMTC Configuration
	
	SMTC.1

	TRS Configuration
	Config 1,4
	
	TRS.1.1 FDD

	
	Config 2,5
	
	TRS.1.1 TDD

	
	Config 3,6
	
	TRS.1.2 TDD

	Antenna Configuration
	
	1x2

	Propagation Condition
	
	AWGN

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS Note 1
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	

	NocNote 2
	dBm/15 kHz
	-104
	-104

	SS-RSRP Note 3
	dBm/15 kHz
	-87
	-87

	Ês/Iot
	dB
	17
	17

	Ês/Noc
	dB
	17
	17

	IoNote3
	Config 1,2,4,5
	dBm/
9.36MHz
	-58.96
	-58.96

	
	Config 3,6
	dBm/
38.16MHz
	-52.86
	-52.86

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled within BWoccupied.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2; DLBWP.1.1 is linked with ULBWP.1.1; DLBWP.1.3 is linked with ULBWP.1.3 defined in clause 12 of TS 38.213 [3].
Note 5:	All UL/DL transmission shall be confined within BWoccupied (i.e. 10 MHz, 52 RBs) from FC,low, and Io is independent of the BWchannel configured.
Note 6:	All UL/DL transmission shall be confined within BWoccupied (i.e. 40 MHz, 106 RBs) from FC,low, and Io is independent of the BWchannel configured.
Note 7:	NRB,c. is derived from Table 5.3.2-1 in TS38.101-1[2] with configured BWchannel.



[bookmark: _Toc535476235]A.4.5.6.1.2.2	Test Requirements
During T1, the UE shall start to send the ACK/NACK for SCell on PSCell from the first UL slot that occurs after the beginning of DL slot (i+TBWPswitchDelay+k1).
During T3, the UE shall start to send the ACK/NACK for SCell on PSCell from the first UL slot that occurs after the beginning of DL slot (j+TBWPswitchDelay+k1).
Where, k1 is the timing between DL data receiving and acknowledgement as specified in [7].
Depending on UE capability bwp-SwitchingDelay [2], UE shall finish BWP switch within the time duration TBWPswitchDelay defined in Table 8.6.2-1.
All of the above test requirements shall be fulfilled in order for the observed SCell active BWP switch delay to be counted as correct.
The rate of correct events observed during repeated tests shall be at least 90%.
During T1, the start of the interruption of E-UTRA PCell during SCell active BWP switch shall not happen outside the BWP switch delay.
During T3, the start of the interruption of E-UTRA PCell during SCell active BWP switch shall not happen outside the BWP switch delay.
The interruption of E-UTRA PCell shall not be longer than the interruption duration specified for active BWP switch in clause 7.32.2.7 of TS 36.133 [15].
During T1, the start of the interruption of PSCell during SCell active BWP switch shall not happen outside the BWP switch delay.
During T3, the start of the interruption of PSCell during SCell active BWP switch shall not happen outside the BWP switch delay.
The interruption of PSCell shall not be longer than the interruption duration specified for active BWP switch in clause 8.6.2.
All of the above test requirements shall be fulfilled in order for the observed E-UTRA PCell and PSCell active BWP switch interruption to be counted as correct.
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	During T1, T3 if there are no uplink resources for reporting the ACK/NACK in the first UL slot that occurs after the beginning of DL slot (i+TBWPswitchDelay+k1), (j+TBWPswitchDelay+k1), then the UE shall use the next available uplink resource for reporting the corresponding ACK/NACK.
<<Unchanged sections skipped>>
A.4.7.5	SFTD accuracy
A.4.7.5.1	SFTD accuracy
A.4.7.5.1.1	Test Purpose and Environment
The purpose of this set of tests is to verify that the SFTD measurement accuracy is within the specified limits. This test will verify the requirements as specified in clause 9.1.27 in TS 36.133 [15] for EN-DC SFTD measurements. 
A.4.7.5.1.2	Test Parameters
Supported test configurations are shown in Table A.4.7.5.1.2-1. In this set of test cases there are two cells on different carriers. Cell 1 is E-UTRAN PCell and Cell 2 is NR FR1 PSCell. The test parameters of cell 1 are given in clause A.3.7.2.1. The test parameters of cell 2 are given in Table A.4.7.5.1.2-2. The SFTD between PCell and PSCell shall be set by the test equipment to one of the time differences in Table A.4.7.5.1.2-3. 
Table A.4.7.5.1.2-1: Supported test configurations for SFTD accuracy
	Configuration
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode, LTE FDD

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode, LTE FDD

	3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode, LTE FDD

	4
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode, LTE TDD

	5
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode, LTE TDD

	6
	NR 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode, LTE TDD

	Note: 	The UE is only required to be tested in one of the supported test configurations



Table A.4.7.5.1.2-2: Test parameters for SFTD accuracy
	Parameter
	Config
	Unit
	Test 1

	SSB GSCN
	1~6
	
	freq1

	Duplex mode
	1,4
	
	FDD

	
	2,5
	
	TDD

	
	3,6
	
	TDD

	TDD Configuration
	1,4
	
	N/A

	
	2,5
	
	TDDConf.1.1

	
	3,6
	
	TDDConf.2.1

	BWchannel
	1,4
	MHz
	10: NRB,c = 52

	
	2,5
	
	10: NRB,c = 52

	
	3,6
	
	40: NRB,c = 106

	PDSCH Reference measurement channel
	1,4
	
	SR.1.1 FDD

	
	2,5
	
	SR.1.1 TDD

	
	3,6
	
	SR.2.1 TDD

	RMSI CORESET Reference Channel
	1,4
	
	CR.1.1 FDD 

	
	2,5
	
	CR.1.1 TDD

	
	3,6
	
	CR.2.1 TDD

	RMC CORESET Reference Channel
	1,4
	
	CCR.1.1 FDD 

	
	2,5
	
	CCR.1.1 TDD

	
	3,6
	
	CCR.2.1 TDD

	SSB configuration
	1,4
	
	SSB.1 FR1  

	
	2,5
	
	SSB.1 FR1

	
	3,6
	
	SSB.2 FR1

	SMTC configuration
	1~6
	
	SMTC.1

	DL BWP configuration
	1~6
	
	DLBWP.1.1

	UL BWP configuration
	1~6
	
	ULBWP.1.1

	CSI-RS for tracking
	1,4
	
	TRS.1.1 FDD

	
	2,5
	
	TRS.1.1 TDD

	
	3,6
	
	TRS.1.2 TDD

	OCNG Patterns
	1~6
	
	OP.1

	EPRE ratio of PSS to SSS
	1~6
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	

	
Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1~6
	dBm/15kHz
	-104

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	[image: ]Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2,4,5
	dBm/SSB SCS

	-104

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3,6
	
	-101

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	

	1~6
	dB
	-3

	

	1~6
	dB
	-3

	SS-RSRP Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2,4,5
	dBm/SCS
	-107

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3,6
	
	-104

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	Io Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2,4,5
	dBm/9.36 MHz
	-74.28

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3,6
	dBm/38.16 MHz
	-68.18

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	Propagation condition
	1~6
	
	AWGN

	Antenna configuration
	1~6
	
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



Table A.4.7.5.1.2-3: Timing offsets for SFTD accuracy test
	ConfigurationCondition
	SFN offset between PCell and PSCell
	Frame boundary offset between PCell and PSCell (Ts)

	1
	100
	-122000

	2
	300
	-60540

	3
	500
	1000

	4
	700
	62540

	5
	900
	124000




<<Unchanged sections skipped>>
A.5.5.1.5	EN-DC Radio Link Monitoring Out-of-sync Test for FR2 PSCell configured with CSI-RS-based RLM in non-DRX mode
[bookmark: _Toc535476355]A.5.5.1.5.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync for the purpose of monitoring downlink CSI-RS based radio link quality of the PSCell when no DRX is used. This test will partly verify the FR2 TDD PSCell CSI-RS Out-of-sync radio link monitoring requirements in clause 8.1.
The test parameters are given in Tables A.5.5.1.5.1-1, A.5.5.1.5.1-2, A.5.5.1.5.1-3 and A.5.5.1.5.1-3A below. There are two cells, cell 1 is the E-UTRAN PCell, and cell 2 is the PSCell, in the test. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.5.5.1.5.1-1 shows the variation of the downlink SNR in the E-UTRAN PCell and the PSCell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5ms. In the test, DRX configuration is not enabled. The UE is configured to perform inter-frequency measurements using GP ID #0 (40ms). In the test, SSB0 and SSB1 are configured as BFD-RS.
Table A.5.5.1.5.1-1: Supported test configurations for FR2 PSCell
	Configuration
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note: 	The UE is only required to pass in one of the supported test configurations in FR2



Table A.5.5.1.5.1-2: General test parameters for FR2 PSCell for CSI-RS out-of-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex Mode
	
	TDD

	BWchannel
	Config 1, 2
	
	100: NRB,c = 66

	Data RBs allocated
	Config 1, 2
	
	24

	[bookmark: _Hlk96872742]BWoccupied
	Config 1, 2
	
	24

	TDD Configuration
	Config 1
	
	TDDConf.3.1

	
	Config 2
	
	TDDConf.3.1

	DL initial BWP configuration
	Config 1, 2
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1, 2
	
	DLBWP.1.14

	UL initial BWP configuration
	Config 1, 2
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1, 2
	
	ULBWP.1.14

	RMSI CORESET Reference Channel
	Config 1
	
	CR.3.1 TDD

	
	Config 2
	
	CR.3.1 TDD

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.3.4 TDD
CCR.3.6 TDD

	
	Config 2
	
	CCR.3.4 TDD
CCR.3.6 TDD

	SSB Configuration
	Config 1
	
	SSB.1 FR2

	
	Config 2
	
	SSB.1 FR2

	SMTC Configuration
	Config 1
	
	SMTC.1

	
	Config 2
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1
	
	120 KHz

	
	Config 2
	
	120 KHz

	CSI-RS for RLM
	Config 1, 2
	
	Resource #4 in TRS.2.1 TDD
Resource #4 in TRS.2.2 TDD

	TRS configuration
	
	TRS.2.1 TDD
TRS.2.2 TDD

	TCI configuration for PDCCH#1/PDSCH
	
	TCI.State.2

	TCI configuration for PDCCH#2
	
	TCI.State.3

	OCNG parameters
	
	OP.25

	CP length	
	
	Normal

	Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	OFF

	Gap pattern ID 
	
	 gp0

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	0

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS for CSI reporting
	Config 1
	
	CSI-RS.3.1 TDD

	
	Config 2
	
	CSI-RS.3.1 TDD

	T1
	s
	0.2

	T2
	s
	0.35

	T3
	s
	0.35

	D1
	s
	0.31

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.
Note 2:	E-UTRAN is in non-DRX mode under test. 



<<Unchanged sections skipped>>
A.5.5.1.6	EN-DC Radio Link Monitoring In-sync Test for FR2 PSCell configured with CSI-RS-based RLM in non-DRX mode
[bookmark: _Toc535476358]A.5.5.1.6.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the in sync for the purpose of monitoring downlink CSI-RS based radio link quality of the PSCell when no DRX is used. This test will partly verify the FR2 TDD PSCell CSI-RS In-sync radio link monitoring requirements in clause 8.1.
The test parameters are given in Tables A.5.5.1.6.1-1, A.5.5.1.6.1-2, and A.5.5.1.6.1-3 below. There are two cells, cell 1which is the E-UTRAN PCell, and cell 2 is the PSCell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.5.5.1.6.1-1 shows the variation of the downlink SNR in the PSCell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1 and cell 2. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5ms. In the test, DRX configuration is not enabled. In the test, SSB0 and SSB1 are configured as BFD-RS.
Table A.5.5.1.6.1-1: Supported test configurations for FR2 PSCell
	Configuration
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to pass in one of the supported test configurations in FR2



Table A.5.5.1.6.1-2: General test parameters for FR2 PSCell for CSI-RS in-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex Mode
	
	TDD

	BWchannel
	Config 1, 2
	
	100: NRB,c = 66

	Data RBs allocated
	Config 1, 2
	
	24

	BWoccupied
	Config 1, 2
	
	24

	TDD Configuration
	Config 1
	
	TDDConf.3.1

	
	Config 2
	
	TDDConf.3.1

	DL initial BWP configuration
	Config 1, 2
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1, 2
	
	DLBWP.1.14

	UL initial BWP configuration
	Config 1, 2
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1, 2
	
	ULBWP.1.14

	RMSI CORESET Reference Channel
	Config 1
	
	CR.3.1 TDD

	
	Config 2
	
	CR.3.1 TDD

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.3.1 TDD
CCR.3.3 TDD

	
	Config 2
	
	CCR.3.1 TDD
CCR.3.3 TDD

	SSB Configuration
	Config 1
	
	SSB.1 FR2

	
	Config 2
	
	SSB.1 FR2

	SMTC Configuration
	Config 1
	
	SMTC.1

	
	Config 2
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1
	
	120 KHz

	
	Config 2
	
	120 KHz

	CSI-RS for RLM
	Config 1, 2
	
	Resource #4 in TRS.2.1 TDD
Resource #4 in TRS.2.2 TDD

	OCNG parameters
	
	OP.25

	TRS configuration
	
	TRS.2.1 TDD
TRS.2.2 TDD

	TCI configuration for PDCCH#1/PDSCH
	
	 TCI.State.2

	TCI configuration for PDCCH#2
	
	TCI.State.3

	CP length	
	
	Normal

	Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	In sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	4

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	OFF

	Gap pattern ID 
	
	N.A.

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	1000

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS for CSI reporting 
	Config 1
	
	CSI-RS.3.1 TDD

	
	Config 2
	
	CSI-RS.3.1 TDD

	T1
	s
	0.2

	T2
	s
	0.2

	T3
	s
	0.24

	T4
	s
	0.2

	T5
	s
	0.88

	D1
	s
	0.84

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.
Note 2:	E-UTRAN is in non-DRX mode under test.



<<Unchanged sections skipped>>

A.5.5.6.1.2	E-UTRAN – NR PSCell FR2 with FR2 SCell DL active BWP switch in non-DRX in synchronous EN-DC
[bookmark: _Toc535476406]A.5.5.6.1.2.1	Test Purpose and Environment
The purpose of this test is to verify the DL BWP switch delay requirement defined in clause 8.6.2, and interruption requirements for NR victim cell defined in clause 8.2.1.2. 7. Supported test configurations are shown in Table A.5.5.6.1.2.1-1.
The test scenario comprises of one E-UTRA PCell (Cell 1), one PSCell (Cell 2) and one SCell (Cell 3) as given in Table A.5.5.6.1.2.1-2. Cell-specific parameters of E-UTRA PCell are specified in Table A.3.7.2.1-1 and Cell-specific parameters of PSCell and SCell are specified in Table A.5.5.6.1.2.1-3 below.
PDCCHs indicating new transmissions shall be sent continuously on E-UTRA PCell (Cell 1) to ensure that the UE will have ACK/NACK sending.
PDCCHs indicating new transmissions shall be sent continuously on PSCell (Cell 2) and SCell (Cell 3) to ensure that the UE would have ACK/NACK sending except for the time duration when BWP is switching on Cell 3 and the time duration of T2.
Before the test starts,
-	UE is connected to Cell 1 (E-UTRA PCell) on radio channel 1 (PCC), Cell 2 (PSCell) on radio channel 2 (PSCC) and Cell 3 (SCell) on radio channel 3 (SCC).
-	UE is configured with 2 different UE-specific downlink bandwidth parts for SCell, BWP-1 and BWP-2, in Cell 3 before starting the test. BWP-1 and BWP-2 always include bandwidth of the initial DL BWP and SSB.
-	UE is configured with 1 UE-specific downlink bandwidth parts the same as initial BWP for PSCell, BWP-0 in Cell 2 before starting the test.
-	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-1 in SCell.
-	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-0 in PSCell.
-	UE is configured with a bwp-InactivityTimer timer value for SCell.
All cells have constant signal levels throughout the test.
The test consists of 3 successive time periods, with durations of T1, T2, and T3, respectively.
During T1,
	Time period T1 starts when a DCI format 1_1 command for SCell DL BWP switch, sent from the test equipment to the UE, is received at the UE side in SCell’s slot # denoted i. The UE shall switch its bandwidth part from BWP-1 to BWP-2.
	The UE shall be able to receive PDSCH on the first DL slot that occurs after the beginning of SCell’s DL slot (i+TBWPswitchDelay) as defined in clause 8.6 and starts to report valid ACK/NACK for the SCell on PSCell no later than the first UL slot that occurs after the beginning of slot (i+TBWPswitchDelay+k1). The UE shall be continuously scheduled on SCell’s BWP-2 starting from the first DL slot that occurs after the beginning of slot (i+TBWPswitchDelay).

	PSCell(Cell 2) interruption due to BWP switch on SCell shall occur within the BWP switch delay.
During T2, the test equipment won’t transmit DCI format for PDSCH reception on SCell(Cell 3).
During T3,
	The time period T3 starts from the slot #j, where j is the first slot of the half subframe immediately after bwp-InactivityTimer timer expires. The UE shall switch its bandwidth part from BWP-2 back to the default bandwidth part – BWP-1.
	The UE shall be able to receive PDSCH on the first DL slot that occurs after the beginning of SCell’s DL slot (j+TBWPswitchDelay) as defined in clause 8.6 and starts to report valid ACK/NACK for the SCell on PSCell at latest on the first UL slot that occurs after the beginning of slot (j+TBWPswitchDelay+k1). The UE shall be continuously scheduled on SCell’s BWP-1 starting from the first DL slot that occurs after the beginning of slot (j+TBWPswitchDelay).
	PSCell(Cell 2) interruption due to BWP switch of SCell shall occur within the BWP switch delay.
The test equipment verifies the DL BWP switch time in SCell by counting the slots from the time when the BWP switch command is received or bwp-InactivityTimer timer expires till an ACK/NACK is received.
The test equipment verifies that potential interruption to NR PSCell is carried out in the correct time span by monitoring ACK/NACK sent in PSCell during BWP switch of SCell.
Table A.5.5.6.1.2.1-1: DL BWP switch supported test configurations
	Config
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note 1: 	The UE is only required to be tested in one of the supported test configurations
Note 2: 	A UE which fulfils the requirements in test case A.5.5.6.1.2 can skip the test cases in A.5.5.6.1.1.
Note 3: 	NR configuration is the same for PSCell and SCells.



Table A.5.5.6.1.2.1-2: General test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Value
	Comment

	E-UTRA RF Channel Number
	
	1
	One E-UTRA radio channel is used for this test

	NR RF Channel Number
	
	2, 3
	Two NR radio channels are used for this test

	Active PCell
	
	Cell 1
	PCell on RF channel number 1.

	Active PSCell
	
	Cell 2
	PSCell on RF channel number 2.

	Active SCell
	
	Cell 3
	SCell on RF channel number 3.

	CP length
	
	Normal
	

	DRX
	
	OFF
	

	bwp-InactivityTimer
	ms
	200
	

	Cell-individual offset for cells on RF channel number 1
	dB
	0
	Individual offset for cells on PCC.

	Cell-individual offset for cells on RF channel number 2
	dB
	0
	Individual offset for cells on PSCC.

	Cell-individual offset for cells on RF channel number 3
	dB
	0
	Individual offset for cells on SCC.

	Cell2 timing offset to cell1
	s
	3
	Synchronous EN-DC

	Cell3 timing offset to cell2
	s
	3
	Synchronous cells

	T1
	s
	0.2
	

	T2
	s
	0.2
	

	T3
	s
	0.2
	



Table A.5.5.6.1.2.1-3: NR Cell specific test parameters for DL BWP switch in synchronous EN-DC
	Parameter
	Unit
	Cell 2
	Cell 3

	Frequency Range
	
	FR2

	Duplex mode
	
	TDD

	TDD configuration
	
	TDDConf.3.1

	BWchannel
	
	100 MHz: NRB,c = 66

	Active BWP ID
	
	0
	1,2

	Initial DL BWP Configuration
	
	DLBWP.0.2
	DLBWP.0.2

	Active DL BWP-0 Configuration
	
	DLBWP.0.2
	N.A.

	Active DL BWP-1 Configuration
	
	N.A.
	DLBWP.1.3

	Active DL BWP-2 Configuration
	
	N.A.
	DLBWP.1.1

	Initial UL BWP Configuration
	
	ULBWP.0.2
	N.A.ULBWP.0.2

	Active UL BWP-0 Configuration
	
	ULBWP.0.2
	N.A.

	Active UL BWP-1 Configuration
	
	N.A.
	N.A.ULBWP.1.3

	Active UL BWP-2 Configuration
	
	N.A.
	N.A.ULBWP.1.1

	PDSCH Reference measurement channel
	
	SR.3.1 TDD

	RMSI CORESET parameters
	
	CR.3.1 TDD

	Dedicated CORESET parameters
	
	CCR.3.1 TDD

	OCNG Patterns
	
	OP.1

	SSB Configuration
	
	SSB.1 FR2

	SMTC Configuration
	
	SMTC.1

	TCI State
	
	TRS.2.1 TDD

	TRS Configuration
	
	TCI.State.0

	Antenna Configuration
	
	1x2

	Propagation Condition
	
	AWGN

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2; DLBWP.1.1 is linked with ULBWP.1.1; DLBWP.1.3 is linked with ULBWP.1.3.



<<Unchanged sections skipped>>
A.6.3.2.1.3	Intra-frequency RRC Re-establishment in FR1 without serving cell timing
A.6.3.2.1.3.1	Test Purpose and Environment
The purpose is to verify that the NR intra-frequency RRC re-establishment delay in FR1 without serving cell timing is within the specified limits. These tests will verify the requirements in clause 6.2.1.
The test parameters are given in table A.6.3.2.1.3.1-1, table A.6.3.2.1.3.1-2 and table A.6.3.2.1.3.1-3 below. The test consists of 3 successive time periods, with time duration of T1, T2 and T3 respectively. At the start of time period T2, cell 1, which is the active cell, is deactivated. The time period T3 starts after the occurrence of the radio link failure.
Table A.6.3.2.1.3.1-1: Supported test configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



Table A.6.3.2.1.3.1-2: General test parameters for NR intra-frequency RRC Re-establishment test case in FR1
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Initial condition
	Active cell
	
	1, 2, 3
	Cell1
	

	
	Neighbour cells
	
	1, 2, 3
	Cell2 
	

	Final condition
	Active cell
	
	1, 2, 3
	Cell2
	

	RF Channel Number
	
	1, 2, 3
	1
	

	Time offset between cells
	
	1
	3 ms
	Asynchronous cells

	
	
	2
	3 s
	Synchronous cells

	
	
	3
	3 s
	Synchronous cells

	N310
	-
	1, 2, 3
	1
	Maximum consecutive out-of-sync indications from lower layers

	N311
	-
	1, 2, 3
	1
	Minimum consecutive in-sync indications from lower layers

	T310
	ms
	1, 2, 3
	6000
	Radio link failure timer configured by RLF-TimersAndConstants

	T311
	ms
	1, 2, 3
	3000
	RRC re-establishment timer

	Access Barring Information
	-
	1, 2, 3
	Not Sent
	No additional delays in random access procedure.

	SSB configuration
	
	1
	SSB.1 FR1
	

	
	
	2
	SSB.1 FR1
	

	
	
	3
	SSB.2 FR1
	

	SMTC configuration
	
	1
	SMTC.2
	

	
	
	2
	SMTC.1
	

	
	
	3
	SMTC.1
	

	DRX cycle length
	s
	1, 2, 3
	OFF
	

	PRACH configuration
	
	1, 2, 3
	FR1 PRACH configuration 1
	Table A.3.8.2.1-1

	T1
	s
	1, 2, 3
	5
	

	T2
	s
	1, 2, 3
	6
	Time for the UE to detect RLF

	T3
	s
	1, 2, 3
	3
	



Table A.6.3.2.1.3.1-3: Cell specific test parameters for NR intra-frequency RRC Re-establishment test case in FR1
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T3
	T1
	T2
	T3

	TDD configuration
	
	1
	N/A
	N/A

	
	
	2
	TDDConf.1.1
	TDDConf.1.1

	
	
	3
	TDDConf.2.1
	TDDConf.2.1

	PDSCH RMC configuration
	
	1
	SR.1.1 FDD
	SR.1.1 FDD

	
	
	2
	SR.1.1 TDD
	SR.1.1 TDD

	
	
	3
	SR.2.1 TDD
	SR.2.1 TDD

	RMSI CORESET RMC configuration
	
	1
	CR.1.1 FDD
	CR.1.1 FDD

	
	
	2
	CR.1.1 TDD
	CR.1.1 TDD

	
	
	3
	CR.2.1 TDD
	CR.2.1 TDD

	Dedicated CORESET RMC configuration
	
	1
	CCR.1.1 FDD
	CCR.1.1 FDD

	
	
	2
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	
	3
	CCR.2.1 TDD
	CCR.2.1 TDD

	OCNG Pattern
	
	1, 2, 3
	OP.1 defined in A.3.2.1
	OP.1 defined in A.3.2.1

	TRS Configuration
	
	1
	TRS.1.1.FDD
	TRS.1.1.FDD

	
	
	2
	TRS.1.1.TDD
	TRS.1.1.TDD

	
	
	3
	TRS.1.2.TDD
	TRS.1.2.TDD

	Initial DL BWP configuration
	
	1, 2, 3
	DLBWP.0.1
	DLBWP.0.1

	Initial UL BWP configuration
	
	1, 2, 3
	ULBWP.0.1
	ULBWP.0.1

	RLM-RS
	
	1, 2, 3
	SSB
	SSB

	

	dB
	1
	4
	-infinity
	-infinity
	-infinity
	-infinity
	4

	
	
	2
	
	
	
	
	
	

	
	
	3
	
	
	
	
	
	

	
 Note2
	dBm/SCS
	1
	-98

	
	
	2
	-98

	
	
	3
	-95

	
 Note2
	dBm/15 kHz
	1
	-98

	
	
	2
	

	
	
	3
	

	

	dB
	1
	4
	-infinity
	-infinity
	-infinity
	-infinity
	4

	
	
	2
	
	
	
	
	
	

	
	
	3
	
	
	
	
	
	

	SS-RSRP Note3
	dBm/SCS
	1
	-94
	-infinity
	-infinity
	-infinity
	-infinity
	-94

	
	
	2
	-94
	-infinity
	-infinity
	-infinity
	-infinity
	-94

	
	
	3
	-91
	-infinity
	-infinity
	-infinity
	-infinity
	-91

	Io
	dBm/9.36 MHz
	1
	-64.59
	-infinity
	-infinity
	-infinity
	-infinity
	-64.59

	
	dBm/9.36 MHz
	2
	-64.59
	-infinity
	-infinity
	-infinity
	-infinity
	-64.59

	
	dBm/38.16 MHz
	3
	-58.50
	-infinity
	-infinity
	-infinity
	-infinity
	-58.50

	Propagation Condition 
	
	1, 2, 3
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



<<Unchanged sections skipped>>
A.6.3.2.3.1	Redirection from NR in FR1 to NR in FR1
A.6.3.2.3.1.1	Test Purpose and Environment
This test is to verify RRC connection release with redirection from NR to NR requirements specified in clause 6.2.3.2.1.
A.6.3.2.3.1.2	Test Parameters
Supported test configurations are shown in table A.6.3.2.3.1.2-1. The time delay is tested by using the parameters in table A.6.3.2.3.1.2-2, and A.6.3.2.3.1.2-3. 
The test consists of two successive time periods, with time duration of T1, and T2 respectively. The RRCRelease message shall be sent to the UE during period T1 and the start of T2 is the instant when the last TTI containing the RRC message is sent to the UE. Prior to time duration T2, the UE shall not have any timing information of Cell 2. Cell 2 is powered up at the beginning of the T2. Cell 1 and Cell 2 belong to different tracking areas.
Table A.6.3.2.3.1.2-1: Redirection from NR to NR test configurations 
	Config
	Description

	1
	Source cell: NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
Target cell: NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	Source cell: NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
Target cell: NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	Source cell: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
Target cell: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



<<Unchanged sections skipped>>
A.6.5.3.1	SCell Activation and deactivation of known SCell in FR1 in non-DRX for 160ms SCell measurement cycle
[bookmark: _Toc368028284]A.6.5.3.1.1	Test Purpose and Environment
The purpose of this test is to verify that the SCell activation and deactivation times are within the requirements stated in clause 8.3, when the SCell in FR1 is known by the UE at the time of activation.
[bookmark: _Hlk524946741]The supported test configurations are shown in table A.6.5.3.1.1-1 below. The test parameters are given in Tables A.6.5.3.1.1-2 and cell-specific parameters in A.6.5.3.1.1-3 below. The test consists of three successive time periods, with duration of T1, T2 and T3, respectively. There are two NR carriers, each with one cell. Both cells have constant signal levels throughout the test. Before the test starts the UE is connected to Cell 1, but is not aware of Cell2. The UE is only monitoring the PCC. The UE shall be continuously scheduled in the PCell throughout the whole test.
At the beginning of T1 the UE receives an RRC message by which the SCell (Cell 2) becomes configured on radio channel 2. The UE now starts monitoring the SCC. The test equipment sends a MAC message for activation of the SCell. 
The point in time at which the MAC message is received at the UE antenna connector, in slot # denoted n, defines the start of time period T2. The UE shall be able to report valid CSI in PCell for the activated SCell at latest in slot , as defined in clause 8.3. The UE shall start reporting CSI in PCell in slot  and shall report CQI index 0 (out-of-range) until the SCell activation has been completed. Any PCell interruption due to activation of SCell shall occur in the slot  to , as defined in clause 8.3, where  is the interruption length given in section 8.2.
Time period T3 starts when a MAC message for deactivation of SCell, sent from the test equipment to the UE in a slot # denoted m, is received at the UE antenna connector. The UE shall carry out deactivation of the SCell in a slot , as defined in clause 8.3, and The starting point of any PCell interruption due to the deactivation shall occur in the slot  to , as defined in clause 8.3.
The test equipment verifies that potential interruption is carried out in the correct time span by monitoring ACK/NACK sent in PCell during activation and deactivation of SCell, respectively.
The test equipment verifies the activation time by counting the slots from the time when the SCell activation command is sent until a CSI report with other than CQI index 0 is received.
The test equipment verifies the deactivation time by counting the slots from the time when the SCell deactivation command is sent until CQI reporting for SCell is discontinued.
Table A.6.5.3.1.1-1: known FR1 SCell activation in non-DRX for 160ms SCell measurement cycle supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB SCS, ≥10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, ≥10 MHz bandwidth, TDD duplex mode

	3
	NR 30kHz SSB SCS, ≥40 MHz bandwidth, TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations
Note 2:	The UE is only required to be tested in one with smallest aggregated channel bandwidth from supported band combinations which is composed of CCs ≥ the bandwidth (BWchannel) defined in each test configuration,




Table A.6.5.3.1.1-2: General test parameters for known FR1 SCell activation case, 160ms SCell measurement cycle
	Parameter
	Unit
	Value
	Comment

	RF Channel Number
	
	1,2
	Two NR radio channel (1, 2) are used for this test

	Active PCell
	
	Cell 1
	Primary cell on NR RF channel number 1.

	Configured deactivated SCell
	
	Cell 2
	Configured deactivated secondary cell on NR RF channel number 2

	CP length
	
	Normal
	

	DRX
	
	OFF
	Continuous monitoring of primary cell

	Cell-individual offset for cells on NR channel number
	dB
	0
	Individual offset for cells on primary component carrier.

	SCell measurement cycle (measCycleSCell)
	ms
	160
	

	Cell2 timing offset to cell1
	s
	0
	

	Time alignment error between cell2 and cell1
	s
	 Time alignment error as specified in TS 38.104 [13] clause 6.5.3.1.
	The value of time alignment error depends upon the type of carrier aggregation.

	T1
	s
	7
	During this time the PSCell shall be known and the SCell configured and detected.

	T2
	s
	1
	During this time the UE shall activate the SCell.

	T3
	s
	1
	During this time the UE shall deactivate the SCell.

	THARQ
	ms
	Config 1: 2
Config 2: 3
Config 3: 2.5
k1NR slot length
	k1NR slot length

k1 is a number of slots and is indicated by the PDSCH-to-HARQ-timing-indicator field in the DCI format, if present, or provided by dl-DataToUL-ACK, the value of k should be the minimum value defined in TS 38.213 [3] that will meet the timing constraints of this test case.depends on UE’s capability

	TCSI_Reporting
	ms
	15
	The delay (in ms) including uncertainty in acquiring the first available downlink CSI reference resource, UE processing time for CSI reporting (clause 5.2.2.5 in TS 38.214) and uncertainty in acquiring the first available CSI reporting resources as specified in TS 38.331 [2]




Table A.6.5.3.1.1-3: Cell specific test parameters for known FR1 SCell activation case, 160ms SCell measurement cycle
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1
	
	Not applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1,2
	MHz
	Note 7

	
	Config 3
	
	Note 7

	BWoccupied
	Config 1,2
	RB
	52 Note 5

	
	Config 3
	
	106 Note 6

	Initial BWP configuration
	
	DLBWP.0.2

	TCI state
	
	TCI.State.0

	TRS Configuration 
	Config 1
	
	TRS.1.1 FDD

	
	Config 2
	
	TRS.1.1 TDD

	
	Config 3
	
	TRS.1.2 TDD

	PDSCH Reference measurement channel
	Config 1
	
	SR.1.1 FDD
	-

	
	Config 2
	
	SR.1.1 TDD
	-

	
	Config 3
	
	SR.2.1 TDD
	-

	Dedicated CORESET parameters
	Config 1
	
	CCR.1.1 FDD
	-

	
	Config 2
	
	CCR.1.1 TDD
	-

	
	Config 3
	
	CCR.2.1 TDD
	-

	RMSI CORESET parameters
	Config 1
	
	CR.1.1 FDD
	-

	
	Config 2
	
	CR.1.1 TDD
	-

	
	Config 3
	
	CR.2.1 TDD
	-

	OCNG Patterns
	Config 1,2
	
	OP.1Note 5

	
	Config 3,
	
	OP.1 Note 6

	SSB Configuration
	Config 1,2
	
	SSB.1 FR1

	
	Config 3
	
	SSB.2 FR1

	CSI-RS configuration for CSI reporting (Note 8)
	Config 1
	
	CSI-RS.1.1 FDD

	
	Config 2
	
	CSI-RS.1.1 TDD

	
	Config 3
	
	CSI-RS.2.1 TDD

	SMTC configuration
	
	SMTC.1

	reportConfigType
	
	periodic
	N/A

	reportQuantity
	
	cri-RI-PMI-CQI
	N/A

	CSI reporting periodicity for PCell
	Config 1,2
	slot

	5
	N/A

	
	Config 3
	
	10
	N/A

	CSI reporting offset for PCell
	Config 1,2
	slot

	3
	N/A

	
	Config 3
	
	5
	N/A

	CSI reporting periodicity for SCell
	Config 1,2
	slot
	5
	N/A

	
	Config 3
	
	10
	N/A

	CSI reporting offset for SCell
	Config 1,2
	slot
	2
	N/A

	
	Config 3
	
	4
	N/A

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	
Note2
	Config 1,2
	dBm/SCS
	-104

	
	Config 3
	
	-101

	

	dB
	17

	

	dB
	17

	SS-RSRPNote3
	Config 1,2
	dBm/SCS
	-87

	
	Config 3
	
	-84

	SCH_RP Note 3
	dBm/15 kHz
	-87

	Io Note3
	Config 1,2
	dBm/
9.36MHz
	-58.96

	
	Config 3
	dBm/
38.16MHz
	-52.87

	Propagation condition
	-
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled within BWoccupied.
Note 3:	SS-RSRP and SCH_RP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T2.
Note 5:	All UL/DL transmission shall be confined within BWoccupied (i.e. 10 MHz, 52 RBs) from FC,low, and Io is independent of the BWchannel configured.
Note 6:	All UL/DL transmission shall be confined within BWoccupied (i.e. 40 MHz, 106 RBs) from FC,low, and Io is independent of the BWchannel configured.
Note 7:	NRB,c. is derived from Table 5.3.2-1 in TS38.101-1[2] with configured BWchannel.
Note 8: 	On top of the reference configurations, CSI-RS offset should be set to meet the CSI reference resource timing definition in TS 38.214 cl. 5.2.2.5.




<<Unchanged sections skipped>>
[bookmark: _Toc535476570]A.6.5.6.1.1	NR FR1- NR FR1 DL active BWP switch of SCell with non-DRX in SA
A.6.5.6.1.1.1	Test Purpose and Environment
The purpose of this test is to verify the DL BWP switch delay requirement defined in clause 8.6, and interruption requirement on other active serving cell defined in clause 8.2.2.2.5.
The supported test configurations are shown in Table A.6.5.6.1.1.1-1 below. The test scenario comprises of one NR PCell (Cell 1) and one SCell (Cell 2) as given in Table A.6.5.6.1.1.1-2. NR Cell-specific parameters are specified in Table A.6.5.6.1.1.1-3 below.
PDCCHs indicating new transmissions shall be sent continuously on SCell (Cell 2) to ensure that the UE would have ACK/NACK sending except for the time duration when BWP is switching on Cell 2 and the time duration of T2.
PDCCHs indicating new transmissions shall be sent continuously on PCell (Cell 1) to ensure that the UE will have ACK/NACK sending.
Before the test starts,
-	UE is connected to Cell 1 (PCell) on radio channel 1 (PCC), and Cell 2 (SCell) on radio channel 2 (SCC).
-	UE is configured with 2 different UE-specific downlink bandwidth parts for SCell, BWP-1 and BWP-2, in Cell 2 before starting the test. BWP-1 and BWP-2 always include bandwidth of the initial DL BWP and SSB.
-	UE is configured with 1 UE-specific downlink bandwidth parts the same as initial BWP for PCell, BWP-0 in Cell 1 before starting the test.
-	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-1 in SCell.
-	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-0 in PCell.
-	UE is configured with a bwp-InactivityTimer timer value for SCell.
All cells have constant signal levels throughout the test.
The test consists of 3 successive time periods, with durations of T1, T2, and T3, respectively.
During T1,
	Time period T1 starts when a DCI format 1_1 command for SCell DL BWP switch, sent from the test equipment to the UE, is received at the UE side in SCell’s slot # denoted i. The UE shall switch its bandwidth part from BWP-1 to BWP-2.
	The UE shall be able to receive PDSCH no later than the first DL slot that occurs after the beginning of SCell’s DL slot (i+TBWPswitchDelay) as defined in clause 8.6 and starts to report valid ACK/NACK for the SCell on PCell no later than the first UL slot that occurs after the beginning of slot (i+TBWPswitchDelay+k1). The UE shall be continuously scheduled on SCell’s BWP-2 no later than the first DL slot that occurs after the beginning of slot (i+TBWPswitchDelay).
	The starting time of PCell (Cell 1) interruption due to BWP switch on SCell shall occur within the BWP switch delay.
During T2, the test equipment won’t transmit DCI format for PDSCH reception on SCell (Cell 2).
During T3,
	The time period T3 starts from the slot #j, where j is the first slot of the subframe immediately after bwp-InactivityTimer timer expires. The UE should switch its bandwidth part from BWP-2 back to the default bandwidth part – BWP-1.
	The UE shall be able to receive PDSCH no later than the first DL slot that occurs after the beginning of SCell’s slot (j+TBWPswitchDelay) as defined in clause 8.6 and starts to report valid ACK/NACK for the SCell on PCell at latest on the first UL slot that occurs after the beginning of slot (j+TBWPswitchDelay+k1). The UE shall be continuously scheduled on SCell’s BWP-1 no later than the first DL slot that occurs after the beginning of slot (j+TBWPswitchDelay).
	The starting time of PCell (Cell 1) interruption due to BWP switch of SCell shall occur within the BWP switch delay.
The test equipment verifies the DL BWP switch time in SCell by counting the slots from the time when the BWP switch command is received or bwp-InactivityTimer timer expires till an ACK/NACK is received.
The test equipment verifies that potential interruption to PCell is carried out in the correct time span by monitoring ACK/NACK sent in PCell during BWP switch of SCell, respectively.
Table A.6.5.6.1.1.1-1: DL BWP switch supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB SCS, ≥10 MHz bandwidth, FDD -FDD duplex mode

	2
	NR 15 kHz SSB SCS, ≥10 MHz bandwidth, TDD – TDD duplex mode

	3
	NR 15 kHz SSB SCS, ≥10 MHz bandwidth, TDD – FDD duplex mode

	4
	NR 15 kHz SSB SCS, ≥10 MHz bandwidth, FDD – TDD duplex mode

	5
	NR 30 kHz SSB SCS, ≥40 MHz bandwidth, TDD - TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations
Note 2:	The UE is only required to be tested in one with smallest aggregated channel bandwidth from supported band combinations which is composed of CCs ≥ the bandwidth (BWchannel) defined in each test configuration



Table A.6.5.6.1.1.1-2: General test parameters for DL BWP switch in SA
	Parameter
	Unit
	Value
	Comment

	NR RF Channel Number
	
	1, 2
	Two NR radio channels are used for this test

	Active PCell
	
	Cell 1
	PCell on RF channel number 1.

	Active SCell
	
	Cell 2
	SCell on RF channel number 2.

	CP length
	
	Normal
	

	DRX
	
	OFF
	For both PCell and SCell

	bwp-InactivityTimer
	ms
	200
	

	Cell-individual offset for cells on RF channel number 1
	dB
	0
	Individual offset for cells on PCC. 

	Cell-individual offset for cells on RF channel number 2
	dB
	0
	Individual offset for cells on SCC.

	Cell2 timing offset to cell1
	s
	3
	Time alignment error as specified in TS 38.104 [13] clause 6.5.3.1.

	T1
	s
	0.2
	

	T2
	s
	0.2
	

	T3
	s
	0.2
	



Table A.6.5.6.1.1.1-3: NR Cell specific test parameters for DL BWP switch in SA
	Parameter
	Unit
	Cell 1
	Cell2

	Frequency Range
	
	FR1
	FR1

	Duplex mode
	Config 1
	
	FDD
	FDD

	
	Config 2,5
	
	TDD
	TDD

	
	Config 3
	
	TDD
	FDD

	
	Config 4
	
	FDD
	TDD

	TDD configuration
	Config 1
	
	Not Applicable
	Not Applicable

	
	Config 2
	
	TDDConf.1.1
	TDDConf.1.1

	
	Config 3
	
	TDDConf.1.1
	Not Applicable

	
	Config 4
	
	Not Applicable
	TDDConf.1.1

	
	Config 5
	
	TDDConf.1.2
	TDDConf.1.2

	BWchannel
	Config 1,2,3,4
	
	Note 7
	Note 7

	
	Config 5
	
	Note 7
	Note 7

	BWoccupied
	Config 1,2,3,4
	RB
	52 Note 5
	52 Note 5

	
	Config 5
	
	106 Note 6
	106 Note 6

	Active BWP ID
	
	1, 20
	31, 2

	Initial DL BWP Configuration
	
	DLBWP.0.2Note4

	Initial UL BWP Configuration
	
	ULBWP.0.2Note4
	N.A.

	Active DL BWP-0 Configuration
	
	DLBWP.0.2Note4
	N.A.

	Active DL BWP-1 Configuration
	
	N.A.
	DLBWP.1.1Note4

	Active DL BWP-2 Configuration
	
	N.A.
	DLBWP.1.3Note4

	Active UL BWP-0 Configuration
	
	ULBWP.0.2Note4
	N.A.

	Active UL BWP-1 Configuration
	
	N.A.
	N.A.ULBWP.1.1Note4

	Active UL BWP-2 Configuration
	
	N.A.
	N.A.ULBWP.1.3Note4

	PDSCH Reference 
	Config 1
	
	SR.1.1 FDD
	SR.1.1 FDD

	measurement channel
	Config 2
	
	SR.1.1 TDD
	SR.1.1 TDD

	
	Config 3
	
	SR.1.1 TDD
	SR.1.1 FDD

	
	Config 4
	
	SR.1.1 FDD
	SR.1.1 TDD

	
	Config 5
	
	SR.2.1 TDD
	SR.2.1 TDD

	RMSI CORESET 
	Config 1
	
	CR.1.1 FDD
	CR.1.1 FDD

	parameters
	Config 2
	
	CR.1.1 TDD
	CR.1.1 TDD

	
	Config 3
	
	CR.1.1 TDD
	CR.1.1 FDD

	
	Config 4
	
	CR.1.1 FDD
	CR.1.1 TDD

	
	Config 5
	
	CR.2.1 TDD
	CR.2.1 TDD

	Dedicated CORESET 
	Config 1
	
	CCR.1.2 FDD
	CCR.1.2 FDD

	parameters
	Config 2
	
	CCR.1.2 TDD
	CCR.1.2 TDD

	
	Config 3
	
	CCR.1.2 TDD
	CCR.1.2 FDD

	
	Config 4
	
	CCR.1.2 FDD
	CCR.1.2 TDD

	
	Config 5
	
	CCR.2.4 TDD
	CCR.2.4 TDD

	TRS Configuration
	Config 1
	
	TRS.1.1 FDD
	TRS.1.1 FDD

	
	Config 2
	
	TRS.1.1 TDD
	TRS.1.1 TDD

	
	Config 3
	
	TRS.1.1 TDD
	TRS.1.1 FDD

	
	Config 4
	
	TRS.1.1 FDD
	TRS.1.1 TDD

	
	Config 5
	
	TRS.1.2 TDD
	TRS.1.2 TDD

	OCNG Patterns
	Config 1,2,3,4
	
	OP.1 Note 5

	
	Config 5
	
	OP.1 Note 6

	SSB Configuration
	Config 1,2,3,4
	
	SSB.1 FR1

	
	Config 5
	
	SSB.2 FR1

	SMTC Configuration
	
	SMTC.1

	Correlation Matrix and Antenna Configuration
	
	1x2 Low

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	NocNote 2
	Config 1,2,3,4
	dBm/SCS
	-104
	-104

	
	Config 5
	
	-101
	-101

	NocNote 2
	dBm/15KHz
	-104
	-104

	SS-RSRP Note 3
	Config 1,2,3,4
	dBm/SCS
	-87
	-87

	
	Config 5
	
	-84
	-84

	Ês/Iot
	dB
	17
	17

	Ês/Noc
	dB
	17
	17

	IoNote3
	Config 1,2,3,4
	dBm/
9.36MHz
	-58.96
	-58.96

	
	Config 5
	dBm/
38.16MHz
	-52.86
	-52.86

	Propagation Condition 
	
	AWGN
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled within BWoccupied.
Note 3	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2; DLBWP.1.1 is linked with ULBWP.1.1; DLBWP.1.3 is linked with ULBWP.1.3 defined in clause 12 of TS 38.213 [3].
Note 5:	All UL/DL transmission shall be confined within BWoccupied (i.e. 10 MHz, 52 RBs) from FC,low, and Io is independent of the BWchannel configured.
Note 6:	All UL/DL transmission shall be confined within BWoccupied (i.e. 40 MHz, 106 RBs) from FC,low, and Io is independent of the BWchannel configured.
Note 7:	NRB,c. is derived from Table 5.3.2-1 in TS38.101-1[2] with configured BWchannel.



<<Unchanged sections skipped>>
A.7.5.1.5	Radio Link Monitoring Out-of-sync Test for FR2 PCell configured with CSI-RS-based RLM in non-DRX mode
[bookmark: _Toc535476709]A.7.5.1.5.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the out of sync for the purpose of monitoring downlink CSI-RS based radio link quality of the PCell when no DRX is used. This test will partly verify the FR2 PCell CSI-RS Out-of-sync radio link monitoring requirements in clause 8.1.
The test parameters are given in Tables A.7.5.1.5.1-1, A.7.5.1.5.1-2, A.7.5.1.5.1-3 and A.7.5.1.5.1-4 below. There is one cell, cell 1 which is the PCell, in the test. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure A.7.5.1.5.1-1 shows the variation of the downlink SNR in the PCell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 10 ms. In the test, DRX configuration is not enabled. The UE is configured to perform inter-frequency measurements using GP ID #0 (40ms) in test. In the test, SSB0 and SSB1 are configured as BFD-RS.
Table A.7.5.1.5.1-1: Supported test configurations for FR2 PCell
	Configuration
	Description

	1
	TDD duplex mode, 120 kHz SSB SCS, 100 MHz bandwidth



Table A.7.5.1.5.1-2: General test parameters for FR2 PCell for CSI-RS out-of-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active PCell 
	
	Cell 1

	RF Channel Number
	
	1

	Duplex mode
	Config 1
	
	TDD

	BWchannel
	Config 1
	
	100: NRB,c = 66

	Data RBs allocated
	Config 1
	
	24

	TDD Configuration
	Config 1
	
	TDDConf.3.1

	BWoccupied
	Config 1
	
	24

	DL initial BWP configuration
	Config 1
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1
	
	DLBWP.1.14

	UL initial BWP configuration
	Config 1
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1
	
	ULBWP.1.14

	RMSI CORESET Reference Channel
	Config 1
	
	CR.3.1 TDD

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.3.4 TDD
CCR.3.6 TDD

	SSB Configuration
	Config 1
	
	SSB.1 FR2

	SMTC Configuration
	Config 1
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1
	
	120 KHz

	CSI-RS for RLM
	Config 1
	
	Resource #4 in TRS.2.1 TDD
Resource #4 in TRS.2.2 TDD

	TRS configuration
	
	TRS.2.1 TDD
TRS.2.2 TDD

	TCI configuration for PDCCH#1/PDSCH
	
	TCI.State.2

	TCI configuration for PDCCH#2
	
	TCI.State.3

	OCNG parameters
	
	OP.25

	CP length	
	
	Normal

	Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	OFF

	Gap pattern ID 
	
	*gp0

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	0

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS for CSI reporting
	Config 1
	
	CSI-RS.3.1 TDD

	T1
	s
	0.2

	T2
	s
	0.35

	T3
	s
	0.35

	D1
	s
	0.31

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.



<<Unchanged sections skipped>>
[bookmark: _Toc535476711]A.7.5.1.6	Radio Link Monitoring In-sync Test for FR2 PCell configured with CSI-RS-based RLM in non-DRX mode
[bookmark: _Toc535476712]A.7.5.1.6.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects the in sync for the purpose of monitoring downlink CSI-RS based radio link quality of the PCell when no DRX is used. This test will partly verify the FR2 PCell CSI-RS In-sync radio link monitoring requirements in clause 8.1.
The test parameters are given in Tables A.7.5.1.6.1-1, A.7.5.1.6.1-2 and A.7.5.1.6.1-3 below. There is one cells, cell 1which is the PCell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.7.5.1.6.1-1 shows the variation of the downlink SNR in the PCell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 10 ms. In the test, DRX configuration is not enabled. In the test, SSB0 and SSB1 are configured as BFD-RS.
Table A.7.5.1.6.1-1: Supported test configurations for FR2 PCell
	Configuration
	Description

	1
	TDD duplex mode, 120 kHz SSB SCS, 100 MHz bandwidth



Table A.7.5.1.6.1-2: General test parameters for FR2 PCell for CSI-RS in-sync testing in non-DRX mode
	Parameter
	Unit
	Value

	
	
	Test 1

	Active PCell 
	
	Cell 1

	RF Channel Number
	
	1

	Duplex mode
	Config 1
	
	TDD

	BWchannel
	Config 1
	
	100: NRB,c = 66

	Data RBs allocated
	Config 1
	
	24

	BWoccupied
	Config 1
	
	24

	TDD Configuration
	Config 1
	
	TDDConf.3.1

	DL initial BWP configuration
	Config 1
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1
	
	DLBWP.1.14

	UL initial BWP configuration
	Config 1
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1
	
	ULBWP.1.14

	RMSI CORESET Reference Channel
	Config 1
	
	CR.3.1 TDD

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.3.1 TDD
CCR.3.3 TDD

	SSB Configuration
	Config 1
	
	SSB.1 FR2

	SMTC Configuration
	Config 1
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1
	
	120 KHz

	CSI-RS for RLM
	Config 1
	
	Resource #4 in TRS.2.1 TDD
Resource #4 in TRS.2.2 TDD

	TRS configuration
	
	TRS.2.1 TDD
TRS.2.2 TDD

	TCI configuration for PDCCH#1/PDSCH
	
	TCI.State.2

	TCI configuration for PDCCH#2
	
	TCI.State.3

	OCNG parameters
	
	OP.25

	CP length	
	
	Normal

	Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	In sync transmission parameters
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	4

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	OFF

	Gap pattern ID 
	
	N.A.

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	1000

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS for CSI reporting
	Config 1
	
	CSI-RS.3.1 TDD

	T1
	s
	0.2

	T2
	s
	0.2

	T3
	s
	0.24

	T4
	s
	0.2

	T5
	s
	0.88

	D1
	s
	0.84

	Note 1:	UE-specific PDCCH is not transmitted after T1 starts.



<<Unchanged sections skipped>>
A.7.5.6	Active BWP switch
A.7.5.6.1	DCI-based and Timer-based Active BWP Switch
A.7.5.6.1.1	NR FR2- NR FR2 DL active BWP switch of SCell with non-DRX in SA
A.7.5.6.1.1.1	Test Purpose and Environment
The purpose of this test is to verify the DL BWP switch delay requirement defined in clause 8.6, and interruption requirement on other active serving cell defined in clause 8.2.2.2.5. 
The supported test configurations are shown in Table A.7.5.6.1.1.1-1 below. The test scenario comprises of one PCell (Cell 1) and one SCell (Cell 2) as given in Table A.7.5.6.1.1.1-2. NR Cell-specific parameters are specified in Table A.7.5.6.1.1.1-3 below. OTA related test parameters are shown in table A.7.5.6.1.1.1-4 below.
PDCCHs indicating new transmissions shall be sent continuously on SCell (Cell 2) to ensure that the UE would have ACK/NACK sending except for the time duration when BWP is switching on Cell 2 and the time duration of T2.
PDCCHs indicating new transmissions shall be sent continuously on PCell (Cell 1) to ensure that the UE will have ACK/NACK sending.
Before the test starts,
	UE is connected to Cell 1 (PCell) on radio channel 1 (PCC), and Cell 2 (SCell) on radio channel 2 (SCC).
	UE is configured with 2 different UE-specific downlink bandwidth parts for SCell, BWP-1 and BWP-2, in Cell 2 before starting the test. BWP-1 and BWP-2 always include bandwidth of the initial DL BWP and SSB.
	UE is configured with 1 UE-specific downlink bandwidth parts the same as initial BWP for PSCell, BWP-0 in Cell 1 before starting the test.
	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-1 in SCell.
	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-0 in PCell.
	UE is configured with a bwp-InactivityTimer timer value for SCell.
All cells have constant signal levels throughout the test. 
The test consists of 3 successive time periods, with durations of T1, T2, and T3, respectively. 
During T1,
	Time period T1 starts when a DCI format 1_1 command for SCell DL BWP switch, sent from the test equipment to the UE, is received at the UE side in SCell’s slot # denoted i. The UE shall switch its bandwidth part from BWP-1 to BWP-2.
	The UE shall be able to receive PDSCH no later than the first DL slot that occurs after the beginning of SCell’s DL slot (i+TBWPswitchDelay) as defined in clause 8.6 and starts to report valid ACK/NACK for the SCell on PCell no later than the first UL slot that occurs after the beginning of slot (i+TBWPswitchDelay+k1). The UE shall be continuously scheduled on SCell’s BWP-2 no later than the first DL slot that occurs after the beginning of slot (i+TBWPswitchDelay).
	The starting time of PCell (Cell 1) interruption due to BWP switch on SCell shall occur within the BWP switch delay.
During T2, the test equipment won’t transmit DCI format for PDSCH reception on SCell (Cell 2). 
During T3,
	The time period T3 starts from the slot #j, where j is the first slot of the half subframe immediately after bwp-InactivityTimer timer expires. The UE should switch its bandwidth part from BWP-2 back to the default bandwidth part – BWP-1.
	The UE shall be able to receive PDSCH no later than the first DL slot that occurs after the beginning of SCell’s DL slot (j+TBWPswitchDelay) as defined in clause 8.6 and starts to report valid ACK/NACK for the SCell on PCell at latest on the first UL slot that occurs after the beginning of slot (j+TBWPswitchDelay+k1). The UE shall be continuously scheduled on SCell’s BWP-1 no later than the first DL slot that occurs after the beginning of slot (j+TBWPswitchDelay).
	The starting time of PCell (Cell 1) interruption due to BWP switch of SCell shall occur within the BWP switch delay.
The test equipment verifies the DL BWP switch time in SCell by counting the slots from the time when the BWP switch command is received or bwp-InactivityTimer timer expires till an ACK/NACK is received.
The test equipment verifies that potential interruption to PCell is carried out in the correct time span by monitoring ACK/NACK sent in PCell during BWP switch of SCell, respectively.
Table A.7.5.6.1.1.1-1: DL BWP switch supported test configurations
	Config
	Description

	1
	NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD -TDD duplex mode



Table A.7.5.6.1.1.1-2: General test parameters for DL BWP switch in SA
	Parameter
	Unit
	Value
	Comment

	NR RF Channel Number
	
	1, 2
	Two NR radio channels are used for this test

	Active PCell
	
	Cell 1
	PCell on RF channel number 1.

	Active SCell
	
	Cell 2
	SCell on RF channel number 2.

	CP length
	
	Normal
	

	DRX
	
	OFF
	For both PCell and SCell

	bwp-InactivityTimer
	ms
	200
	

	Cell-individual offset for cells on RF channel number 1
	dB
	0
	Individual offset for cells on PCC. 

	Cell-individual offset for cells on RF channel number 2
	dB
	0
	Individual offset for cells on PSCC.

	Cell2 timing offset to cell1
	s
	3
	Time alignment error as specified in TS 38.104 [13] clause 6.5.3.1.

	T1
	s
	0.2
	

	T2
	s
	0.2
	

	T3
	s
	0.2
	



Table A.7.5.6.1.1.1-3: NR Cell specific test parameters for DL BWP switch in SA
	Parameter
	Unit
	Cell 1
	Cell2

	Frequency Range
	
	FR2
	FR2

	Duplex mode
	
	TDD

	TDD configuration
	
	TDDConf.3.1

	BWchannel
	
	100 MHz: NRB,c = 66

	Active BWP ID
	
	0
	1, 2

	Downlink initial BWP Configuration
	
	DLBWP.0.2

	Uplink initial BWP Configuration
	
	ULBWP.0.2
	N.A.

	Downlink active BWP-0 Configuration
	
	DLBWP.0.2
	-

	Downlink active BWP-1 Configuration
	
	-N.A.
	DLBWP.1.1

	Downlink active BWP-2 Configuration
	
	-N.A.
	DLBWP.1.3

	Uplink active BWP-0 Configuration
	
	ULBWP.0.2
	-N.A.

	Uplink active BWP-1 Configuration
	
	-N.A.
	N.A.ULBWP.1.1

	Uplink active BWP-2 Configuration
	
	-N.A.
	N.A.ULBWP.1.3

	PDSCH Reference measurement channel
	
	SR.3.1 TDD

	TRS configuration
	
	TRS.2.1 TDD

	TCI state
	
	TCI.State.0

	RMSI CORESET parameters
	
	CR.3.1 TDD

	Dedicated CORESET parameters
	
	CCR.3.1 TDD

	OCNG Patterns
	
	OP.1

	SSB Configuration
	
	SSB.1 FR2

	SMTC Configuration
	
	SMTC.1 

	Correlation Matrix and Antenna Configuration
	
	1x2 Low

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	Propagation Condition 
	
	AWGN
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.



Table A.7.5.6.1.1.1-4: OTA related test parameters for BWP switching test case
	Parameter
	Unit
	Cell 1
	Cell 2

	Angle of arrival configuration
	
	Setup 1 defined in clause A.3.15.1

	Assumption for UE beams Note 6
	
	Fine
	Fine

	
Note1
	dBm/15kHz
	-112
	-112

	
Note1
	dBm/SCS
	-103
	-103

	SS-RSRPNote2
	dBm/SCS Note3
	-85
	-85

	

	dB
	18
	18

	IoNote4
	dBm/95.04 MHz Note4
	-56
	-56

	Note 1:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 2:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 4:	Equivalent power received by an antenna with 0 dBi gain at the centre of the quiet zone
Note 5:	As observed with 0 dBi gain antenna at the centre of the quiet zone.
Note 6: 	Information about types of UE beam is given in B.2.1.3 and does not limit UE implementation or test system implementation.



A.7.5.6.1.1.2	Test Requirements
During T1, the UE shall start to send the ACK/NACK for SCell on PCell from the first UL slot that occurs after the beginning of DL slot (i+TBWPswitchDelay+k1).
During T3, the UE shall start to send the ACK/NACK for SCell on PCell from the first UL slot that occurs after the beginning of DL slot (j+TBWPswitchDelay+k1).
Where, k1 is the timing between DL data receiving and acknowledgement as specified in [7]. 
Depending on UE capability bwp-SwitchingDelay [2], UE shall finish BWP switch within the time duration TBWPswitchDelay defined in Table 8.6.2-1.
All of the above test requirements shall be fulfilled in order for the observed SCell active BWP switch delay to be counted as correct. 
The rate of correct events observed during repeated tests shall be at least 90%.
During T1 and T3, the start time of PCell interruption during SCell active BWP switch shall not happen outside the BWP switch delay.
The interruption of PCell shall not be longer than the interruption duration specified for active BWP switch in clause 8.2.2.2.5.
All of the above test requirements shall be fulfilled in order for the observed SCell active BWP switch interruption to be counted as correct. 
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	During T1, T3 if there are no uplink resources for reporting the ACK in the first UL slot that occurs after the beginning of DL slot (i+ TBWPswitchDelay+k1), (j+ TBWPswitchDelay+k1), then the UE shall use the next available uplink resource for reporting the corresponding ACK.

A.7.5.6.1.2	NR FR1- NR FR2 DL active BWP switch of SCell with non-DRX in SA
A.7.5.6.1.2.1	Test Purpose and Environment
The purpose of this test is to verify the DL BWP switch delay requirement defined in clause 8.6, and interruption requirement on other active serving cell defined in clause 8.2.2.2.5. 
The supported test configurations are shown in Table A.7.5.6.1.2.1-1 below. The test scenario comprises of one NR PCell (Cell 1) and one NR SCell (Cell 2). The general parameters are given in Table A.7.5.6.1.2.1-2. NR Cell-specific parameters are specified in Table A.7.5.6.1.2.1-3 below. OTA related test parameters are shown in table A.7.5.6.1.2.1-4 below.
PDCCHs indicating new transmissions shall be sent continuously on SCell (Cell 2) to ensure that the UE would have ACK/NACK sending except for the time duration when BWP is switching on Cell 2 and the time duration of T2.
PDCCHs indicating new transmissions shall be sent continuously on PCell (Cell 1) to ensure that the UE will have ACK/NACK sending. 
Before the test starts, 
	UE is connected to Cell 1 (PCell) on radio channel 1 (PCC), and Cell 2 (SCell) on radio channel 2 (SCC).
	UE is configured with 2 different UE-specific downlink bandwidth parts for SCell, BWP-1 and BWP-2, in Cell 2 before starting the test. BWP-1 and BWP-2 always include bandwidth of the initial DL BWP and SSB.
	UE is configured with 1 UE-specific downlink bandwidth parts the same as initial BWP for PCell, BWP-0 in Cell 1 before starting the test.
	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-1 in SCell.
	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-0 in PCell.
	UE is configured with a bwp-InactivityTimer timer value for SCell.
All cells have constant signal levels throughout the test. 
The test consists of 3 successive time periods, with durations of T1, T2, and T3, respectively. 
During T1,
	Time period T1 starts when a DCI format 1_1 command for SCell DL BWP switch, sent from the test equipment to the UE, is received at the UE side in SCell’s slot # denoted i. The UE shall switch its bandwidth part from BWP-1 to BWP-2.
	The UE shall be able to receive PDSCH no later than the first DL slot that occurs after the beginning of SCell’s DL slot (i+TBWPswitchDelay) as defined in clause 8.6 and starts to report valid ACK/NACK for the SCell on PCell no later than the first UL slot that occurs after the begining of slot (i+TBWPswitchDelay+k1). The UE shall be continuously scheduled on SCell’s BWP-2 no later than the first DL slot that occurs after the beginning of slot (i+TBWPswitchDelay).
	The starting time of PCell (Cell 1) interruption due to BWP switch on SCell shall occur within the BWP switch delay if the UE doesn’t support per-FR gap, otherwise no interruption due to BWP switch on PCell is allowed.
During T2, the test equipment won’t transmit DCI format for PDSCH reception on SCell (Cell 2). 
During T3,
	The time period T3 starts from the slot #j, where j is the first slot of the half subframe immediately after bwp-InactivityTimer timer expires. The UE should switch its bandwidth part from BWP-2 back to the default bandwidth part – BWP-1.
	The UE shall be able to receive PDSCH no later than the first DL slot that occurs after the beginning of SCell’s DL slot (j+TBWPswitchDelay) as defined in clause 8.6 and starts to report valid ACK/NACK for the SCell on PCell at latest on the first UL slot that occurs after the beginning of slot (j+TBWPswitchDelay+k1). The UE shall be continuously scheduled on SCell’s BWP-1 no later than the first DL slot that occurs after the beginning of slot (j+TBWPswitchDelay).
	The starting time of PCell (Cell 1) interruption due to BWP switch of SCell shall occur within the BWP switch delay if the UE doesn’t support per-FR gap, otherwise no interruption due to BWP switch on PCell is allowed.
The test equipment verifies the DL BWP switch time in SCell by counting the slots from the time when the BWP switch command is received or bwp-InactivityTimer timer expires till an ACK/NACK is received.
The test equipment verifies that potential interruption to PCell is carried out in the correct time span by monitoring ACK/NACK sent in PCell during BWP switch of SCell, respectively.
Table A.7.5.6.1.2.1-1: DL BWP switch supported test configurations
	Config
	Description

	1
	PCell: NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
SCell: NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	PCell: NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
SCell: NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	3
	PCell: NR 30 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
SCell: NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations



Table A.7.5.6.1.2.1-2: General test parameters for DL BWP switch in SA
	Parameter
	Unit
	Value
	Comment

	NR RF Channel Number
	
	2
	Two NR radio channel is used for this test

	Active PCell
	
	Cell 1
	PCell on RF channel number 1.

	Active SCell
	
	Cell 2
	SCell on RF channel number 2.

	CP length
	
	Normal
	

	DRX
	
	OFF
	For both PCell and SCell

	bwp-InactivityTimer
	ms
	200
	

	Cell-individual offset for cells on RF channel number 2
	dB
	0
	Individual offset for cells on SCC.

	Cell-individual offset for cells on RF channel number 2
	dB
	0
	Individual offset for cells on PSCC.

	Cell2 timing offset to cell1
	s
	3
	Time alignment error as specified in TS 38.104 [13] clause 6.5.3.1.

	T1
	s
	0.2
	

	T2
	s
	0.2
	

	T3
	s
	0.2
	



Table A.7.5.6.1.2.1-3: NR Cell specific test parameters for DL BWP switch in SA
	Parameter
	Unit
	Cell 1
	Cell2

	Frequency Range
	
	FR1
	FR2

	Duplex mode
	Config 1
	
	FDD
	TDD

	
	Config 2,3
	
	TDD
	

	TDD configuration
	Config 1
	
	Not Applicable
	TDDConf.3.1

	
	Config 2
	
	TDDConf.1.1
	

	
	Config 3
	
	TDDConf.2.1
	

	BWchannel
	Config 1,2
	MHz
	10 MHz: NRB,c = 52
	100 MHz: NRB,c = 66

	
	Config 3
	
	40 MHz: NRB,c = 106
	

	Active BWP ID
	
	0
	1, 2

	Downlink initial BWP Configuration
	
	DLBWP.0.2

	Uplink initial BWP Configuration
	
	ULBWP.0.2
	N.A.

	Downlink active BWP-0 Configuration
	
	DLBWP.0.2
	-

	Downlink active BWP-1 Configuration
	
	-
	DLBWP.1.1

	Downlink active BWP-2 Configuration
	
	-
	DLBWP.1.3

	Uplink active BWP-0 Configuration
	
	ULBWP.0.2
	-

	Uplink active BWP-1 Configuration
	
	-
	N.A.ULBWP.1.1

	Uplink active BWP-2 Configuration
	
	-
	N.A.ULBWP.1.3

	PDSCH Reference 
	Config 1
	
	SR.1.1 FDD
	SR.3.1 TDD

	measurement
	Config 2
	
	SR.1.1 TDD
	

	channel
	Config 3
	
	SR.2.1 TDD
	

	RMSI CORESET 
	Config 1
	
	CR.1.1 FDD
	CR.3.1 TDD

	parameters
	Config 2
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR.2.1 TDD
	

	Dedicated 
	Config 1
	
	CCR.1.1 FDD
	CCR.3.1 TDD

	CORESET
	Config 2
	
	CCR.1.1 TDD
	

	parameters
	Config 3
	
	CCR.2.1 TDD
	

	OCNG Patterns
	
	OP.1

	SSB Configuration
	Config 1,2
	
	SSB.1 FR1
	SSB.1 FR2

	
	Config 3
	
	SSB.2 FR1
	

	TRS configuration
	Config 1,2,3
	
	-
	TRS.2.1 TDD

	TCI state
	Config 1,2,3
	
	TCI.State.0
	TCI.State.0

	SMTC Configuration
	
	SMTC.1 

	Correlation Matrix and Antenna Configuration
	
	NA
Link only, see clause A.3.7A
	1x2 Low

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	Propagation Condition 
	
	NA
Link only, see clause A.3.7A
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and SCH_RP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



Table A.7.5.6.1.2.1-4: OTA related test parameters for BWP switching test case
	Parameter
	Unit
	Cell 1
	Cell 2

	Angle of arrival configuration
	
	NA
Link only, see clause A.3.7A
	Setup 1 defined in clause A.3.15.1

	Assumption for UE beams Note 6
	
	
	Fine

	
Note1
	dBm/15kHz
	
	-112

	
Note1
	dBm/SCS
	
	-103

	SS-RSRPNote2
	dBm/SCS Note3
	
	-85

	

	dB
	
	18

	IoNote4
	dBm/95.04 MHz Note4
	
	-56

	Note 1:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 2:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 4:	Equivalent power received by an antenna with 0 dBi gain at the centre of the quiet zone
Note 5:	As observed with 0 dBi gain antenna at the centre of the quiet zone.
Note 6: 	Information about types of UE beam is given in B.2.1.3 and does not limit UE implementation or test system implementation.



A.7.5.6.1.2.2	Test Requirements
During T1, the UE shall start to send the ACK/NACK for PCell from the first UL slot that occurs after the beginning of DL slot (i+TBWPswitchDelay+k1).
During T3, the UE shall start to send the ACK/NACK for PCell from the first UL slot that occurs after the beginning of DL slot (j+TBWPswitchDelay+k1).
Where, k1 is the timing between DL data receiving and acknowledgement as specified in [7]. 
Depending on UE capability bwp-SwitchingDelay [2], UE shall finish BWP switch within the time duration TBWPswitchDelay defined in Table 8.6.2-1.
All of the above test requirements shall be fulfilled in order for the observed PCell active BWP switch delay to be counted as correct. 
The rate of correct events observed during repeated tests shall be at least 90%.
If the UE doesn’t support per-FR gap,
	During T1 and T3, the start time of SCell interruption during PCell active BWP switch shall not happen outside the BWP switch delay.
	The interruption of SCell shall not be longer than the interruption duration specified for active BWP switch in clause 8.2.2.2.5.
Otherwise no interruption due to BWP switch on SCell is allowed.
All of the above test requirements shall be fulfilled in order for the observed SCell active BWP switch interruption to be counted as correct. 
The rate of correct events observed during repeated tests shall be at least 90%.
NOTE:	During T1, T3 if there are no uplink resources for reporting the ACK/NACK in the first UL slot that occurs after the beginning of DL slot (i+ TBWPswitchDelay+k1), (j+ TBWPswitchDelay+k1), then the UE shall use the next available uplink resource for reporting the corresponding ACK/NACK.

<<Unchanged sections skipped>>
A.8.5.1.1	SFTD accuracy
A.8.5.1.1.1	Test Purpose
The purpose of this set of tests is to verify that the SFTD measurement accuracy is within the specified limits. This test will verify the requirements as specified in clause 9.1.27 in TS 36.133 [15] for inter-RAT FR1 SFTD measurements. 
A.8.5.1.1.2	Test Environment
Supported test configurations are shown in Table A.8.5.1.1.2-1. In this set of test cases there are two cells on different carriers. Cell 1 is E-UTRAN PCell and Cell 2 is inter-RAT NR FR1 target cell. The test parameters of cell 1 are given in clause A.8.5.1.1.2-2. The test parameters of cell 2 are given in Table A.8.5.1.1.2-3. The SFTD between PCell and target cell shall be set by the test equipment to one of the time differences in Table A.8.5.1.1.2-4. 
Table A.8.5.1.1.2-1: Supported test configurations for SFTD accuracy
	Configuration
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode, LTE FDD

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode, LTE FDD

	3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode, LTE FDD

	4
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode, LTE TDD

	5
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode, LTE TDD

	6
	NR 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode, LTE TDD

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.8.5.1.1.2-2: Test parameters for SFTD accuracy (Cell 1)
	Parameter
	Unit
	Test 1

	E-UTRA RF Channel Number
	
	1

	Duplex mode
	
	FDD or TDD

	TDD special subframe configurationNote1
	
	6

	TDD uplink-downlink configurationNote1
	
	1

	BWchannel
	
	5 MHz: NRB,c = 25
10 MHz: NRB,c = 50
20 MHz: NRB,c = 100

	PDSCH parameters:
DL Reference Measurement ChannelNote2
	
	5 MHz: R.7 FDD
10 MHz: R.3 FDD
20 MHz: R.6 FDD
5 MHz: R.4 TDD
10 MHz: R.0 TDD
20 MHz: R.3 TDD

	PCFICH/PDCCH/PHICH parameters:
DL Reference Measurement ChannelNote2
	
	5 MHz: R.11 FDD
10 MHz: R.6 FDD
20 MHz: R.10 FDD
5 MHz: R.11 TDD
10 MHz: R.6 TDD
20 MHz: R.10 TDD

	OCNG PatternsNote2
	
	5 MHz: OP.20 FDD
10 MHz: OP.10 FDD
20 MHz: OP.17 FDD
5 MHz: OP.9 TDD
10 MHz: OP.1 TDD
20 MHz: OP.7 TDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote3
	dB
	

	OCNG_RBNote3 
	dB
	

	NocNote4
	dBm/15 kHz
	-104

	Ês/Noc
	dB
	-3

	Ês/Iot
	dB
	-3

	RSRP Note5
	dBm/15 kHz
	-107

	SCH_RP Note5
	dBm/15 kHz
	-107

	Io Note5
	dBm/Ch BW
	-74.45
+10log
(NRB,c /50)

	Propagation Condition
	
	AWGN

	Antenna Configuration
	
	1x2

	Note 1:	Special subframe and uplink-downlink configurations are specified in table 4.2-1 in TS 36.211 [23].
Note 2:	DL RMCs and OCNG patterns are specified in clauses A 3.1 and A 3.2 of TS 36.133 [15] respectively.
Note 3:	OCNG shall be used such that all cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 4:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 5:	Es/Iot, RSRP, SCH_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



Table A.8.5.1.1.2-3: Test parameters for SFTD accuracy (Cell 2)
	Parameter
	Config
	Unit
	Test 1

	SSB GSCN
	1~6
	
	freq1

	Duplex mode
	1,4
	
	FDD

	
	2,5
	
	TDD

	
	3,6
	
	TDD

	TDD Configuration
	1,4
	
	N/A

	
	2,5
	
	TDDConf.1.1

	
	3,6
	
	TDDConf.2.1

	BWchannel
	1,4
	MHz
	10: NRB,c = 52

	
	2,5
	
	10: NRB,c = 52

	
	3,6
	
	40: NRB,c = 106

	PDSCH Reference measurement channel
	1,4
	
	SR.1.1 FDD

	
	2,5
	
	SR.1.1 TDD

	
	3,6
	
	SR.2.1 TDD

	RMSI CORESET Reference Channel
	1,4
	
	CR.1.1 FDD 

	
	2,5
	
	CR.1.1 TDD

	
	3,6
	
	CR.2.1 TDD

	RMC CORESET Reference Channel
	1,4
	
	CCR.1.1 FDD 

	
	2,5
	
	CCR.1.1 TDD

	
	3,6
	
	CCR.2.1 TDD

	SSB configuration
	1,4
	
	SSB.1 FR1  

	
	2,5
	
	SSB.1 FR1

	
	3,6
	
	SSB.2 FR1

	SMTC configuration
	1~6
	
	SMTC.1

	DL BWP configuration
	1~6
	
	DLBWP.1.1

	UL BWP configuration
	1~6
	
	ULBWP.1.1

	OCNG Patterns
	1~6
	
	OP.1

	EPRE ratio of PSS to SSS
	1~6
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	

	
Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1~6
	dBm/15kHz
	-104

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	[image: ]Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2,4,5
	dBm/SSB SCS

	-104

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3,6
	
	-101

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	

	1~6
	dB
	-3

	

	1~6
	dB
	-3

	SS-RSRP Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2,4,5
	dBm/SCS
	-107

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3,6
	
	-104

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	Io Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2,4,5
	dBm/9.36 MHz
	-74.28

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3,6
	dBm/38.16 MHz
	-68.18

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	Propagation condition
	1~6
	
	AWGN

	Antenna configuration
	1~6
	
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



Table A.8.5.1.1.2-4: Timing offsets for SFTD accuracy test
	ConfigurationCondition
	SFN offset between PCell and PSCell
	Frame boundary offset between PCell and PSCell (Ts)

	1
	100
	-122000

	2
	300
	-60540

	3
	500
	1000

	4
	700
	62540

	5
	900
	124000




<<End of change>>
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