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<Start of Change 1>
8.2.1.2.x	Interruptions due to PUCCH SCell activation/deactivation
When one SCell in SCG configured with PUCCH is activated or deactivated, 
· The UE is allowed an interruption on active serving cell in SCG as defined in clause 8.2.1.2.4.
· The starting time of interruption shall be within the delay as defined in clause 8.x.y.
Editor notes: FFS on whether to define interruptions due to PUCCH SCell RACH has different SCS from spCell data/control channel
<End of Change 1>

<Start of Change 2>
8.2.2.2.x	Interruptions due to PUCCH SCell activation/deactivation
When one SCell configured with PUCCH is activated or deactivated, 
· The UE is allowed an interruption on active serving cell as defined in clause 8.2.2.2.2.
· The starting time of interruption shall be within the delay as defined in clause 8.x.y.
Editor notes: FFS on whether to define interruptions due to PUCCH SCell RACH has different SCS from spCell data/control channel
[bookmark: _GoBack]<End of Change 2>

<Start of Change 3>
8.2.3.2.x	Interruptions due to PUCCH SCell activation/deactivation
When one SCell in MCG configured with PUCCH is activated or deactivated, 
· The UE is allowed an interruption on active serving cell in MCG as defined in clause 8.2.3.2.4.
· The starting time of interruption shall be within the delay as defined in clause 8.x.y.
Editor notes: FFS on whether to define interruptions due to PUCCH SCell RACH has different SCS from spCell data/control channel
<End of Change 3>

