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1	Introduction 
We provided a text proposal for UE Receiver characteristics for satellite access in this paper.
2	Text Proposal
<< Start of text proposal  >>
[bookmark: _Toc94298581][bookmark: _Toc94170431]7.4.3.2	Conducted receiver characteristics
[bookmark: _Toc94298582][bookmark: _Toc94170432]7.4.3.2.1	General and diversity characteristics
Unless otherwise stated the receiver characteristics are specified at the antenna connector(s) of the UE for satellite access. 
The handheld UE for satellite access is required to be equipped with a minimum of two Rx antenna ports in all NTN satellite operating bands in FR1.
[bookmark: _Toc94298583][bookmark: _Toc94170433]7.4.3.2.2 	Reference sensitivity
The reference sensitivity power level REFSENS is the minimum mean power applied to each one of the UE antenna ports for all UE categories, at which the throughput shall meet or exceed the requirements for the specified reference measurement channel. For below 6GHz, the REFSENS level can be calculated by the equation below in TR 38.817-01:
Sensitivity = -174dBm(kT) + 10*log(RX BW) + NF + SNR +IM – diversity gain
It is noted that the Rx BW is identical to the transmission bandwidth configuration, which is determined by the spectrum utilization. The RB values in the analysis of this contribution are based on the agreed SU for NR.
SNR in Nagoya meeting was agreed as -1dB for NR.
The REFSENS for E-UTRA assumes that the receiver is equipped with two Rx port as a baseline. If 2Rx is considered, the diversity gain is 3dB and the Implementation Margin (IM) uses 2.5dB. In the following calculation, same assumptions are used for NR NTN satellite bands.
For band n255, 9dB noise figure is assumed which is aligned with band n24.
[FFS the assumedBoth dedicate 30MHz duplexer and n65 duplexer are allowed to be used for band n256.]
The throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in [TBD] Annexes A.2.2.2 and A.3.2 from TS 38.101-1 [17] (with one sided dynamic OCNG Pattern OP.1 FDD for the DL-signal as described in Annex A.5.1.1 from TS 38.101-1 [17] ) with parameters specified in Table 7.4.3.2.2-1 and Table 7.4.3.2.2-2.
Table 7.4.3.2.2-1: Two antenna port reference sensitivity QPSK REFSENS
	Operating band / SCS / Channel bandwidth / Duplex-mode

	NTN satellite band #
	SCS kHz
	5
MHz
(dBm)
	10
MHz
(dBm)
	15
MHz
(dBm)
	20
MHz
(dBm)
	Duplex Mode

	
	15
	-100.0
	-96.8
	-95.0
	-93.8
	

	n255
	30
	
	-97.1
	-95.1
	-94.0
	FDD

	
	60
	
	-97.5
	-95.4
	-94.2
	

	
	15
	-99.5
	-96.3
	-94.5
	-93.3
	

	n256
	30
	
	-96.6
	-94.6
	-93.5
	FDD

	
	60
	
	-97.0
	-94.9
	-93.7
	



Table 7.4.3.2.2-2: Uplink configuration for reference sensitivity
	Operating band / SCS / Channel bandwidth / Duplex-mode

	NTN satellite band #
	SCS kHz
	5
MHz
(dBm)
	10
MHz
(dBm)
	15
MHz
(dBm)
	20
MHz
(dBm)
	Duplex Mode

	
	15
	25
	50
	75
	100
	

	n255
	30
	
	24
	36
	50
	FDD

	
	60
	
	10
	18
	24
	

	
	15
	25
	50
	75
	100
	

	n256
	30
	
	24
	36
	50
	FDD

	
	60
	
	10
	18
	24
	



[bookmark: _Toc94298584][bookmark: _Toc94170434]7.4.3.2.3 	Maximum input level
Maximum input level is defined as the maximum mean power received at the UE antenna port, at which the specified relative throughput shall meet or exceed the minimum requirements for the specified reference measurement channel. In defining requirements for maximum input level, there are two effects should be considered. One is the dynamic range for Rx link since the maximum input level would determine the high limit of dynamic range. The other is the maximum received input power at UE in real deployment. If the maximum received input signal level is increased, then pre-LNA attenuation is required, which adds complexity to UE RX chain. Similar as the method in TN system, in order to evaluate the level of maximum received power, the Min distance for consideration is given in Table 7.4.3.2.3-1.
Table 7.4.3.2.3-1 
	
	
	Satellite Type

	
	Parameters
	

	
	
	
	
	

	
	
	GEO
	LEO 1200
	LEO 600

	
	Carrier  frequency [GHz]
	2
	2
	2

	
	Min Distance from Satellite D_Min [Km]
	35786
	1200
	600

	
	The free space path loss (FSPL) (dB)
	189.5
	160.1
	154.0

	SET 1
	Satellite EIRP density (dBW/MHz)
	59
	40
	34

	
	Bandwidth (15kHz SCS) (MHz)
	20

	
	Rx signal at min Distance (dBm)
	-87.7
	-77.2
	-77.2

	SET 2
	Satellite EIRP density (dBW/MHz)
	53.3
	34
	28

	
	Bandwidth (15kHz SCS) (MHz)
	20

	
	Rx signal at min Distance (dBm)
	-93.4
	-83.2
	-83.2



From above table, the maximum received power is -77.2 dBm for 20 MHz which is very lower than -25dBm in TN. It is therefore the maximum input level can be relaxed by [20]15 dB compared with TN requirement.
<< end of text proposal  >>
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