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	Reason for change:
	RAN5 has agreed to change the FR2 ACLR verification test metric from TRP to EIRP according to CR R5-202900. RAN4 specifications TS 38.101-2 has not been updated to align with this change in RAN5 specifications.  

	
	

	Summary of change:
	Change the text in clause 6.5.2.3 Adjacent channel leakage ratio “The requirement is verified in beam locked mode with the test metric of TRP (Link=TX beam peak direction, Meas=TRP grid)” to “The requirement is verified in beam locked mode with the test metric of EIRP at the beam peak direction”.
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[bookmark: _Toc21340905][bookmark: _Toc29805352][bookmark: _Toc36456561][bookmark: _Toc36469659][bookmark: _Toc37254068][bookmark: _Toc37322925][bookmark: _Toc37324331][bookmark: _Toc45889854][bookmark: _Toc52196515][bookmark: _Toc52197495][bookmark: _Toc53173218][bookmark: _Toc53173587][bookmark: _Toc61118853][bookmark: _Toc61119235][bookmark: _Toc61119616][bookmark: _Toc67923807][bookmark: _Toc75294619][bookmark: _Toc76510382][bookmark: _Toc83130346][bookmark: _Toc90589931][bookmark: _Toc98869505]6.5.2.3	Adjacent channel leakage ratio
Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency. ACLR requirement is specified for a scenario in which adjacent carrier is another NR channel.
NR Adjacent Channel Leakage power Ratio (NRACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency at nominal channel spacing. The assigned NR channel power and adjacent NR channel power are measured with rectangular filters with measurement bandwidths specified in Table 6.5.2.3-1.
If the measured adjacent channel power is greater than –35 dBm then the NRACLR shall be higher than the value specified in Table 6.5.2.3-1. The requirement is verified in beam locked mode with the test metric of TRP (Link=TX beam peak direction, Meas=TRP grid) EIRP at the beam peak direction.
Table 6.5.2.3-1: General requirements for NRACLR
	
	Channel bandwidth / NRACLR / Measurement bandwidth

	
	50
MHz
	100
MHz
	200
MHz
	400
MHz

	NRACLR for band n257, n258, n261
	17 dB
	17 dB
	17 dB
	17 dB

	NRACLR for band n259, n260
	16 dB
	16 dB
	16 dB
	16 dB

	NR channel measurement bandwidth (MHz)
	47.58 
	95.16 
	190.20 
	380.28 

	Adjacent channel centre frequency offset (MHz)
	+50
/
-50
	+100
/
-100
	+200
/
-200
	+400
/
-400
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