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Introduction
In RAN4 #102-e meeting [1], most of core part of NR extension to 71 GHz RRM requirements WI were completed. In this contribution, we provide a test case list for the performance part of NR extension to 71 GHz RRM requirements in Rel-17. 
Test case list
The following list of Draft CRs [2] was identified in RAN4 #101-bis-e meeting and is reproduced below:
	Current CR split
· The following list of Draft CRs to be prepared by RAN4 were identified during RAN4#101e: 
· Draft CR for timing requirements for FR2-2 – UE transmit timing and Timing Advance – Nokia 
· Draft CR for timing requirements for FR2-2 – MRTD, MTTD - Qualcomm 
· Draft CR for interruption requirements for FR2-2 - vivo 
· Draft CR for active BWP switching delay requirements for FR2-2 - Huawei 
· Draft CR for general measurement requirements for FR2-2 - Ericsson 
· Draft CR for scheduling restrictions – Mediatek
· Additional Draft CR(s) shall be considered based on the outcome of open issues 
· Note: Additional Draft CRs required due to introducing RRM requirements with LBT in FR2-2, are being discussed in thread 217


According the draft CR splitting above, the suggested test cases include at least the following: 
	Test No.
	Test
	DC/CA mode
	Section number

	TC1
	TC for NR UE transmit timing test for FR2-2
	NR SA with one or more cells in FR2
	A.7.4.1

	TC2
	TC for SA FR2 timing advance adjustment accuracy for FR2-2
	NR SA with one or more cells in FR2
	A.7.4.3

	TC3
	TC for interruptions at SCell addition/release requirements for FR2-2 
	NR SA with one or more cells in FR2
	A.7.5.7

	TC4
	TC for interruptions at SCell activation/deactivation for FR2-2
	NR SA with one or more cells in FR2
	[bookmark: OLE_LINK6][bookmark: OLE_LINK7]A.7.5.3

	TC5
	TC for interruptions during measurements on deactivated SCC requirements for FR2-2 
	NR SA with one or more cells in FR2
	A.7.5.2.X

	TC6
	TC for interruptions at UL carrier RRC reconfiguration requirements for FR2-2 
	NR SA with one or more cells in FR2
	A.7.5.2.X

	TC7
	TC for interruptions due to Active BWP switching requirements for FR2-2
	NR SA with one or more cells in FR2
	A.7.5.2.X

	TC8
	TC for interruptions due to UE-specific CBW change requirements for FR2-2
	NR SA with one or more cells in FR2
	A.7.5.10

	TC9
	TC for interruptions at NR SRS carrier based switching requirements for FR2-2
	NR SA with one or more cells in FR2
	A.7.5.2.X

	TC10
	TC for interruptions when identifying CGI of an NR cell with autonomous gaps requirements for FR2-2
	NR DC
	New

	TC11
	TC for interruptions at transitions between active and non-active during DRX requirements for FR2-2
	NR DC
	New

	TC12
	TC for interruptions at PSCell/SCell addition/release requirements for FR2-2
	NR DC
	New

	TC13
	TC for interruptions at SCell activation/deactivation requirements for FR2-2
	NR DC
	New

	TC14
	TC for interruptions at UL carrier RRC reconfiguration requirements for FR2-2
	NR DC
	New

	TC15
	TC for interruptions at NR SRS carrier based switching requirements for FR2-2
	NR DC
	New

	TC16
	TC for DCI-based and timer-based active BWP switching delay requirements on a single CC for FR2-2
	NR SA with one or more cells in FR2
	A.7.5.6.1

	TC17
	TC for DCI-based and timer-based BWP switching delay requirements on multiple CCs for FR2-2
	NR SA with one or more cells in FR2
	A.7.5.6.3

	TC18
	[bookmark: OLE_LINK8][bookmark: OLE_LINK9]TC for general intra-frequency Measurement requirements for FR2-2
	NR SA with one or more cells in FR2
	A.7.6.1

	TC19
	TC for general inter-frequency Measurement requirements for FR2-2
	NR SA with one or more cells in FR2
	A.7.6.2

	TC20
	TC for scheduling restrictions requirements for FR2-2
	NR SA with one or more cells in FR2
	A7.5.1.9


Conclusions
In this contribution, we provided the test case list for NR extension to 71 GHz RRM requirements. Our proposal is as follows: 
Proposal 1: Approve the proposed test case list for performance part of NR extension to 71 GHz RRM requirements to complete performance requirements in Rel-17 timeline.
[bookmark: OLE_LINK10][bookmark: OLE_LINK11]Proposal 2: It is recommended to discuss whether to define new test cases for those requirements in FR2-2 that reuse the current specification for FR2-1.
· [bookmark: OLE_LINK12][bookmark: OLE_LINK13]If not to define new test cases for those requirements in FR2-2 that reuse the current specification for FR2-1, the description of frequency bands in the current FR2 test case should be modified to include FR2-2.
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