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1. Introduction
In RAN4#102-e, a WF [1] on BS RF RX requirements for 52.6 – 71 GHz was approved. The FRCs need to be further discussed.
In this contribution, we provide our views on the remaining issues in the WF [1].
2. Discussion
FRC
As per the WF [1], the remaining issues concerning ACS are shown as below:
	2.2	FRC
In general companies are ok with option1 but want to also confirm SU. The FRC parameters described in Table 2.2-1 will be used as baseline. Further alignment with respect to SU agreement is required. 
Table 2.2-1: FRC parameters for FR2 OTA reference sensitivity level, OTA ACS, OTA in-band blocking, OTA out-of-band blocking, OTA receiver intermodulation and OTA in-channel selectivity
	Reference channel
	G-FR2-A1-1
	G-FR2-A1-2
	G-FR2-A1-3
	G-FR2-A1-4
	G-FR2-A1-5
	G-FR2-A1-6
	G-FR2-A1-7
	G-FR2-A1-8
	G-FR2-A1-9

	Subcarrier spacing (kHz)
	60
	120
	120
	60
	120
	480
	960
	480
	960

	Allocated resource blocks
	66
	32
	66
	33
	16
	66
	33
	33
	17

	CP-OFDM Symbols per slot (Note 1)
	12
	12
	12
	12
	12
	12
	12
	12
	12

	Modulation
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Code rate (Note 2)
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Payload size (bits)
	5632
	2792
	5632
	2856
	1416
	5632
	2856
	2856
	1608

	Transport block CRC (bits)
	24
	16
	24
	16
	16
	24
	16
	16
	16

	Code block CRC size (bits)
	-
	-
	-
	-
	-
	-
	-
	-
	-

	Number of code blocks - C
	1
	1
	1
	1
	1
	1
	1
	1
	1

	Code block size including CRC (bits) (Note 3)
	5656
	2808
	5656
	2872
	1432
	5656
	2872
	2872
	1624

	Total number of bits per slot
	19008
	9216
	19008
	9504
	4608
	19008
	9504
	9504
	4896

	Total symbols per slot
	9504
	4608
	9504
	4752
	2304
	9504
	4752
	4752
	2448



FFS on defining a new dedicated FRC for 960 kHz SCS and 800 MHz carrier bandwidth for OTA reference sensitivity.




For FR2-1, the transmission bandwidth configuration NRB for FR2-1 defined in TS38.104 is copied in the following Table 5.3.3-2.
Table 5.3.2-2: Transmission bandwidth configuration NRB for FR2
	SCS (kHz)
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	
	NRB
	NRB
	NRB
	NRB

	60
	66
	132
	264
	N/A

	120
	32
	66
	132
	264



For FR2-1, the FR2-1 OTA reference sensitivity requirement defined in TS 38.104 is copied in the following Tabe 10.3.3-1.
Table 10.3.3-1: FR2 OTA reference sensitivity requirement
	BS channel Bandwidth
(MHz)
	Sub-carrier spacing (kHz)
	Reference measurement channel
	OTA reference sensitivity level, EISREFSENS (dBm)

	50, 100, 200
	60
	G-FR2-A1-1
	EISREFSENS_50M + ΔFR2_REFSENS

	50
	120
	G-FR2-A1-2
	EISREFSENS_50M + ΔFR2_REFSENS

	100, 200, 400
	120
	G-FR2-A1-3
	EISREFSENS_50M + 3 + ΔFR2_REFSENS



From above Table 10.3.3-1, for 120kHz SCS, the two FRCs G-FR2-A1-2 and G-FR2-A1-3 are used for 50MHz and larger than 50MHz (100, 200, 400) respectively.  The RBs of G-FR2-A1-2 and G-FR2-A1-3 are 32 and 66 respectively, which are transmission bandwidth NRB of 50MHz and 100MHz channel bandwidth shown in above Table 5.3.3-2. We think that because half of 100MHz transmission bandwidth (66/2 = 33) is not equal to 50MHz transmission bandwidth (32), another FRC (G-FR2-A1-3 with 66RBs) needs to be defined for larger than 50MHz (100, 200, 400) channel bandwidth.

For FR2-2, the agreed Transmission bandwidth configuration NRB for FR2[2] is copied in the following table.
	SCS (kHz)
	100 MHz
	400 MHz
	800 MHz
	1600 MHz
	2000 MHz

	
	NRB
	NRB
	NRB
	NRB
	NRB

	120
	66
	264
	N/A
	N/A
	N/A

	480
	N/A
	66
	132
	264
	N/A

	960
	N/A
	33
	66
	132
	[156]



From above table, the for 960kHz, the half of 800MHz transmission bandwidth (66/2 = 33) is equal to 400MHz transmission bandwidth (33). So we think there is no need to define a new dedicated FRC for 960 kHz SCS and 800 MHz channel bandwidth for OTA reference sensitivity.
Proposal 1: Does not define a new dedicated FRC for 960 kHz SCS and 800 MHz channel bandwidth for OTA reference sensitivity.

To further check the FRC parameters for FR2-2 in WF [1], the Payload size (bits) and Code block size including CRC (bits) for G-FR2-A1-9 with 17 Allocated resource blocks should be 1480 and 1496 respectively. The updated parameters are shaded in yellow in Table 2-1 below.

Table 2-1: FRC parameters for FR2 OTA reference sensitivity level, OTA ACS, OTA in-band blocking, OTA out-of-band blocking, OTA receiver intermodulation and OTA in-channel selectivity
	Reference channel
	G-FR2-A1-1
	G-FR2-A1-2
	G-FR2-A1-3
	G-FR2-A1-4
	G-FR2-A1-5
	G-FR2-A1-6
	G-FR2-A1-7
	G-FR2-A1-8
	G-FR2-A1-9

	Subcarrier spacing (kHz)
	60
	120
	120
	60
	120
	480
	960
	480
	960

	Allocated resource blocks
	66
	32
	66
	33
	16
	66
	33
	33
	17

	CP-OFDM Symbols per slot (Note 1)
	12
	12
	12
	12
	12
	12
	12
	12
	12

	Modulation
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Code rate (Note 2)
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Payload size (bits)
	5632
	2792
	5632
	2856
	1416
	5632
	2856
	2856
	1480

	Transport block CRC (bits)
	24
	16
	24
	16
	16
	24
	16
	16
	16

	Code block CRC size (bits)
	-
	-
	-
	-
	-
	-
	-
	-
	-

	Number of code blocks - C
	1
	1
	1
	1
	1
	1
	1
	1
	1

	Code block size including CRC (bits) (Note 3)
	5656
	2808
	5656
	2872
	1432
	5656
	2872
	2872
	1496

	Total number of bits per slot
	19008
	9216
	19008
	9504
	4608
	19008
	9504
	9504
	4896

	Total symbols per slot
	9504
	4608
	9504
	4752
	2304
	9504
	4752
	4752
	2448

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS, additional DM-RS position = pos1 with l0 = 2, l = 11 as per table 6.4.1.1.3-3 of TS 38.211 [9].
NOTE 2:	MCS index 4 and target coding rate = 308/1024 are adopted to calculate payload size.
NOTE 3:	Code block size including CRC (bits) equals to K' in sub-clause 5.2.2 of TS 38.212 [15].



Proposal 2: To adopt the following FRC parameters for FR2-2, and the updated parameters are shaded in yellow in Table 2-1 below.
Table 2-1: FRC parameters for FR2 OTA reference sensitivity level, OTA ACS, OTA in-band blocking, OTA out-of-band blocking, OTA receiver intermodulation and OTA in-channel selectivity
	Reference channel
	G-FR2-A1-1
	G-FR2-A1-2
	G-FR2-A1-3
	G-FR2-A1-4
	G-FR2-A1-5
	G-FR2-A1-6
	G-FR2-A1-7
	G-FR2-A1-8
	G-FR2-A1-9

	Subcarrier spacing (kHz)
	60
	120
	120
	60
	120
	480
	960
	480
	960

	Allocated resource blocks
	66
	32
	66
	33
	16
	66
	33
	33
	17

	CP-OFDM Symbols per slot (Note 1)
	12
	12
	12
	12
	12
	12
	12
	12
	12

	Modulation
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Code rate (Note 2)
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Payload size (bits)
	5632
	2792
	5632
	2856
	1416
	5632
	2856
	2856
	1480

	Transport block CRC (bits)
	24
	16
	24
	16
	16
	24
	16
	16
	16

	Code block CRC size (bits)
	-
	-
	-
	-
	-
	-
	-
	-
	-

	Number of code blocks - C
	1
	1
	1
	1
	1
	1
	1
	1
	1

	Code block size including CRC (bits) (Note 3)
	5656
	2808
	5656
	2872
	1432
	5656
	2872
	2872
	1496

	Total number of bits per slot
	19008
	9216
	19008
	9504
	4608
	19008
	9504
	9504
	4896

	Total symbols per slot
	9504
	4608
	9504
	4752
	2304
	9504
	4752
	4752
	2448

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS, additional DM-RS position = pos1 with l0 = 2, l = 11 as per table 6.4.1.1.3-3 of TS 38.211 [9].
NOTE 2:	MCS index 4 and target coding rate = 308/1024 are adopted to calculate payload size.
NOTE 3:	Code block size including CRC (bits) equals to K' in sub-clause 5.2.2 of TS 38.212 [15].



3. Conclusion
This contribution provides analysis on FRcs for 52.6-71GHz. The following proposals and observations are concluded as follows:
Proposal 1: Does not define a new dedicated FRC for 960 kHz SCS and 800 MHz channel bandwidth for OTA reference sensitivity.
Proposal 2: To adopt the following FRC parameters for FR2-2, and the updated parameters are shaded in yellow in Table 2-1 below.
Table 2-1: FRC parameters for FR2 OTA reference sensitivity level, OTA ACS, OTA in-band blocking, OTA out-of-band blocking, OTA receiver intermodulation and OTA in-channel selectivity
	Reference channel
	G-FR2-A1-1
	G-FR2-A1-2
	G-FR2-A1-3
	G-FR2-A1-4
	G-FR2-A1-5
	G-FR2-A1-6
	G-FR2-A1-7
	G-FR2-A1-8
	G-FR2-A1-9

	Subcarrier spacing (kHz)
	60
	120
	120
	60
	120
	480
	960
	480
	960

	Allocated resource blocks
	66
	32
	66
	33
	16
	66
	33
	33
	17

	CP-OFDM Symbols per slot (Note 1)
	12
	12
	12
	12
	12
	12
	12
	12
	12

	Modulation
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Code rate (Note 2)
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Payload size (bits)
	5632
	2792
	5632
	2856
	1416
	5632
	2856
	2856
	1480

	Transport block CRC (bits)
	24
	16
	24
	16
	16
	24
	16
	16
	16

	Code block CRC size (bits)
	-
	-
	-
	-
	-
	-
	-
	-
	-

	Number of code blocks - C
	1
	1
	1
	1
	1
	1
	1
	1
	1

	Code block size including CRC (bits) (Note 3)
	5656
	2808
	5656
	2872
	1432
	5656
	2872
	2872
	1496

	Total number of bits per slot
	19008
	9216
	19008
	9504
	4608
	19008
	9504
	9504
	4896

	Total symbols per slot
	9504
	4608
	9504
	4752
	2304
	9504
	4752
	4752
	2448

	NOTE 1:	DM-RS configuration type = 1 with DM-RS duration = single-symbol DM-RS, additional DM-RS position = pos1 with l0 = 2, l = 11 as per table 6.4.1.1.3-3 of TS 38.211 [9].
NOTE 2:	MCS index 4 and target coding rate = 308/1024 are adopted to calculate payload size.
NOTE 3:	Code block size including CRC (bits) equals to K' in sub-clause 5.2.2 of TS 38.212 [15].
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