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1 Introduction
A new SI has been approved on efficient utilization of licensed spectrum that is not aligned with existing NR channel bandwidths [1]. One of the objective is to study the use of overlapping UE channel bandwidths.
[bookmark: OLE_LINK2]Study the use of overlapping UE channel bandwidths (from both UE and network perspective) to cover operator’s license spectrum for both UL and DL, and if new gNB channel bandwidths are needed. 
NOTE:	For all considered solutions, new (dedicated) channel filters (e.g. non-integer-multiples of 5MHz) are not considered for the UE and not prioritized for the gNB.
In this contribution, we provide further text proposal on overlapping UE CBWs from Network Perspectivefor the TR 38.844 for the following sub-clauses. 
· 6.3	Complexity and efficiency study 
· 6.5	RAN1 and RAN2 impact
· 6.6	Legacy UE impact

3 Conclusions
It is proposed to approve the TP on overlapping UE CBWs from network perspective approach for the TR.
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	Text Proposal for TR 38.844
==== Start of Changes ===
6.3.2	Overlapping UE CBW from Network Perspective
[bookmark: _GoBack]Editor’s note: If needed, complexities of this method can be addedgNB has to support the irregular channel BW. It can be implemented through a new channel, or it can also be implemented through RF combining of 2 existing regular channels.
==== next changed section ===
6.5.2	Overlapping UE CBW from Network Perspective
RAN2 has no consensus whether a new capability is needed to support that the dedicated channel bandwidth is outside SIB1 channel bandwidth [3].
==== next changed section ===
6.6.2	Overlapping UE CBW from Network Perspective
This approach works with all the legacy UEs and thus an operator can use this solution with the whole ecosystem of available devices. 
Overlapping channels from the network perspective works with all the legacy UEs. As presented in previous sub-clauses, from an individual UE perspective, this is just a standard Rel-15 channel and no special UE side enhancements are needed. Thus an operator can use this solution with the whole ecosystem of available devices.
==== End of Changes ===
