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<Start of Change 1>
[bookmark: _Toc61127528][bookmark: _Toc67054542][bookmark: _Toc67061540][bookmark: _Toc74735058][bookmark: _Toc74753301][bookmark: _Toc76507560][bookmark: _Toc83109169][bookmark: _Toc89877982][bookmark: _Toc98709833]6.7.3.4.2	Procedure
6.7.3.4.2.1	General Procedure
The following procedure for measuring TRP is based on the directional power measurements as described in in Annex F. An alternative method to measure TRP is to use a characterized and calibrated reverberation chamber if so follow steps 1, 3, 4, 6 and 9.
1)	Place the AAS BS at the positioner.
2)	Align the manufacturer declared coordinate system orientation (see table 4.10-1, D9.2) of the AAS BS with the test system.
3)	The measurement devices characteristics shall be:
-	measurement filter bandwidth: defined in clause 6.7.3.5.
-	detection mode: true RMS voltage or true power averaging.
	The emission power should be averaged over an appropriate time duration to ensure the measurement is within the measurement uncertainty in Table 4.1.2.2-1.
4)	For single carrier operation, set the AAS BS to transmit according to the applicable test configuration in clause 5 using the corresponding test model(s) in clause 4.12.2 at manufacturers declared rated carrier TRP (Prated,c,TRP).
	For an AAS BS declared to be capable of multi-carrier and/or CA operation use the applicable test signal configuration and corresponding power setting specified in clause 4.11.
5)	Orient the positioner (and BS) in order that the direction to be tested aligns with the test antenna such that measurements to determine TRP can be performed (see annex F).
6)	Measure the absolute total power of the assigned channel frequency and the (adjacent channel frequency)
7)	Repeat step 6-7 for all directions in the appropriated TRP measurement grid needed for TRPEstimate for each of the assigned channel frequency and the adjacent channel frequency (see Annex F).
8)	Calculate TRPEstimate for the absolute total radiated power of the wanted channel and the adjacent channel and the ACLR estimate using the measurements made in Step 7.
9)	Calculate relative ACLR estimate.
NOTE 1:	ACLR is calculated by the ratio of the absolute TRP of the assigned channel frequency and the absolute TRP of the adjacent frequency channel.
NOTE 2:	For FR1 the measurement uncertainty of the reverberation chamber for the relative ACLR is higher than the measurement uncertainty in clause 4.1.2 the test requirements in Table 6.7.3.5.1-1 shall be tightened following the procedure in clause 4.1.3.
<End of Change 1>
<Start of Change 2>
[bookmark: _Toc61127542][bookmark: _Toc67054556][bookmark: _Toc67061554][bookmark: _Toc74735072][bookmark: _Toc74753315][bookmark: _Toc76507574][bookmark: _Toc83109183][bookmark: _Toc89877996][bookmark: _Toc98709847]6.7.4.4.2	Procedure
The following procedure for measuring TRP is based on the directional power measurements as described in in Annex F. An alternative method to measure TRP is to use a characterized and calibrated reverberation chamber if so follow steps 1, 3, 4, 5, 7 and 10.
1)	Place the AAS BS at the positioner.
2)	Align the manufacturer declared coordinate system orientation (see table 4.10-1, D9.2) of the AAS BS with the test system.
3)	The measurement devices characteristics shall be:
-	a 30 kHz measurement bandwidth.
-	Measurements with an offset from the carrier centre frequency between 2,515 MHz and 4.0 MHz shall use Measurements with an offset from the carrier centre frequency between 4.0 MHz and (f_offsetmax - 500 kHz) shall use a 1 MHz measurement bandwidth.
-	detection mode: true RMS voltage or true power averaging.
		The emission power should be averaged over an appropriate time duration to ensure the measurement is within the measurement uncertainty in Table 4.1.2.2-1.
	As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity, efficiency and avoiding e.g. carrier leakage, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
4)	For single carrier operation, set the AAS BS to transmit according to the applicable test configuration in clause 5 using the corresponding test model(s) in clause 4.12.2 at manufacturers declared rated carrier TRP (Prated,c,TRP).
	For an AAS BS declared to be capable of multi-carrier and/or CA operation use the applicable test signal configuration and corresponding power setting specified in clause 4.11.
5)	For UTRA FDD multi-band RIB or RIB operating in non-contiguous spectrum, the emission within the Inter RF Bandwidth or sub-block gap shall be measured using the specified measurement bandwidth from the closest Base Station RF Bandwidth or sub block edge.
6)	Orient the positioner (and BS) in order that the direction to be tested aligns with the test antenna such that measurements to determine TRP can be performed (see annex F).
7)	Sweep the centre frequency of the measurement filter in contiguous steps and measure emission power within the specified frequency ranges with the specified measurement bandwidth.
8)	Repeat step 6-7 for all directions in the appropriated TRP measurement grid needed for TRPEstimate (see Annex F).
9)	Calculate TRPEstimate using the measurements made in Step 7.
In addition, for multi-band RIB, the following steps shall apply:
10)	For multi-band RIB and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.
<End of Change 2>
<Start of Change 3>
[bookmark: _Toc21125131][bookmark: _Toc29768121][bookmark: _Toc36044563][bookmark: _Toc37230468][bookmark: _Toc45907611][bookmark: _Toc53181716][bookmark: _Toc61127551][bookmark: _Toc67054565][bookmark: _Toc67061563][bookmark: _Toc74735081][bookmark: _Toc74753324][bookmark: _Toc76507583][bookmark: _Toc83109192][bookmark: _Toc89878005][bookmark: _Toc98709856]6.7.5.4.2	Procedure
The following procedure for measuring TRP is based on the directional power measurements as described in Annex F. An alternative method to measure TRP is to use a characterized and calibrated reverberation chamber if so follow steps 1, 3, 4, 6, 9 and 10.
1)	Place the AAS BS at the positioner.
2)	Align the manufacturer declared coordinate system orientation (see table 4.10-1, D9.2) of the AAS BS with the test system.
3)	The measurement devices characteristics shall be:
-	detection mode: true RMS voltage or true power averaging.
	The emission power should be averaged over an appropriate time duration to ensure the measurement is within the measurement uncertainty in Table 4.1.2.2-1.
4)	Set the AAS BS to transmit:
a)	For MSR:
-	Set the AAS BS to transmit maximum power according to the applicable test configuration in clause 5 using the corresponding test models or set of physical channels in clause 4.12.
b)	For E-UTRA:
-	AAS BS declared to be capable of single carrier operation only, set the AAS BS to transmit a signal according to E-TM1.1 (clause 4.12.2) at manufacturer's declared rated carrier TRP (Prated,c,TRP).
-	For an AAS BS declared to be capable of multi-carrier and/or CA operation, set the set the AAS BS to transmit according to E-TM1.1 on all carriers configured using the applicable test configuration and corresponding power setting specified in clause 4.11.
5)	Orient the positioner (and BS) in order that the direction to be tested aligns with the test antenna such that measurements to determine TRP can be performed (see annex F).
6)	Sweep the centre frequency of the measurement filter in contiguous steps and measure emission power within the specified frequency ranges with the specified measurement bandwidth.
7)	Repeat step 6-7 for all directions in the appropriated TRP measurement grid needed for TRPEstimate (see annex F).
8)	Calculate TRPEstimate using the measurements made in Step 7.
9)	Repeat the test for the remaining test cases:
a)	For MSR with channel set-up according to clause 5 and clause 4.12.2.
b)	For E-UTRA with the channel set-up according to E-TM 1.2
In addition, for multi-band RIB, the following steps shall apply:
10)	For multi-band RIB and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.
<End of Change 3>
<Start of Change 4>
6.7.6.2.4.2	Procedure
The following procedure for measuring TRP is based on the directional power measurements as described in in Annex F. An alternative method to measure TRP is to use a characterized and calibrated reverberation chamber if so follow steps 1, 3, 4, 5, 7 and 10.
1)	Place the AAS BS at the positioner.
2)	Align the manufacturer declared coordinate system orientation (see table 4.10-1, D9.2) of the AAS BS with the test system.
3)	Measurements shall use a measurement bandwidth in accordance to the conditions in clause 6.7.6.2.5.
4)	The measurement device characteristics shall be:
-	Detection mode: True RMS.
	The emission power should be averaged over an appropriate time duration to ensure the measurement is within the measurement uncertainty in Table 4.1.2.2-1.
5)	Set the AAS BS to transmit
a)	For MSR:
-	Set the RIB to transmit maximum power according to the applicable test configuration in clause 5 using the corresponding test models or set of physical channels in clause 4.11.
b)	For UTRA:
-	For a RIB declared to be capable of single carrier operation only, set the RIB to transmit a signal according to TM1, clause 4.12.2, at the manufacturer's declared rated carrier TRP, Prated,c,TRP.
-	For a RIB declared to be capable of multi-carrier operation, set the set the RIB to transmit according to TM1 on all carriers configured using the applicable test configuration and corresponding power setting specified in clause 4.11.
c)	For E-UTRA:
-	RIB declared to be capable of single carrier operation only, set the RIB to transmit a signal according to E-TM1.1 in clause 4.12.2, at manufacturer's declared rated carrier TRP, Prated,c,TRP.
-	For a RIB declared to be capable of multi-carrier and/or CA operation, set the set the RIB to transmit according to E-TM1.1 on all carriers configured using the applicable test configuration and corresponding power setting specified in clause 4.11.
6)	Orient the positioner (and BS) in order that the direction to be tested aligns with the test antenna such that measurements to determine TRP can be performed (see annex F).
7)	Measure the emission at the specified frequencies with specified measurement bandwidth
8)	Repeat step 6-7 for all directions in the appropriated TRP measurement grid needed for full TRP estimation (see annex F).
NOTE 1:	The TRP measurement grid may not be the same for all measurement frequencies.
NOTE 2:	The frequency sweep or the TRP measurement grid sweep may be done in any order
9)	Calculate TRP at each specified frequency using the directional measurements.
In addition, for multi-band RIB(s), the following steps shall apply:
10)	For multi-band RIBs and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.
<End of Change 4>
<Start of Change 5>
6.7.6.3.4.2	Procedure
[bookmark: _Hlk513449975]1)	Select a CLTA according to parameters given in Table 4.15.2.2-1 and place the CLTA according to parameters given in Table 4.15.2.3-1.
2)	Several CLTAs are required to cover the whole co-location spurious emission frequency ranges.
3)	The test antenna shall be dual (or single) polarized with the same frequency range as the AAS BS for co-location spurious emission test case.
4)	Connect test antenna and CLTA to the measurement equipment as depicted in Annex D1.4.
5)	OTA co-location spurious emission is measured at the CLTA conducted output(s).
6)	The measurement device (signal analyzer) characteristics shall be:
-	Detection mode: True RMS.
	The emission power should be averaged over an appropriate time duration to ensure the measurement is within the measurement uncertainty in Table 4.1.2.2-1.
7)	Set the AAS BS to transmit:
a)	For MSR:
-	Set the AAS BS to transmit maximum power, according to the applicable test configuration in clause 5 using the corresponding test models or set of physical channels in clause 4.11.
b)	For UTRA FDD:
-	For a AAS BS declared to be capable of single carrier operation only, set the AAS BS to transmit full maximum power according to TM1, clause 4.12.2, at the manufacturer's declared rated carrier TRP, Prated,c,TRP.
-	For a AAS BS declared to be capable of multi-carrier operation, set the AAS BS to transmit maximum power according to TM1 on all carriers configured using the applicable test configuration and corresponding power setting specified in clause 4.11.
c)	For E-UTRA:
-	For AAS BS declared to be capable of single carrier operation only, set the AAS BS to transmit maximum power according to E-TM1.1 in clause 4.12.2, at manufacturer's declared rated carrier TRP, Prated,c,TRP.
-	For a AAS BS declared to be capable of multi-carrier and/or CA operation, set the AAS BS to transmit maximum power according to E-TM1.1 on all carriers configured using the applicable test configuration and corresponding power setting specified in clause 4.11.
8)	Measure the emission at the specified frequencies with specified measurement bandwidth and note that the measured value does not exceed the test requirement in clause 6.7.6.5.
NOTE:	An alternative measurement method to be used for measuring the OTA emission is described in Annex H.
In addition, for multi-band RIB, the following steps shall apply:
9)	For multi-band RIB and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.
<End of Change 5>
<Start of Change 6>
[bookmark: _Toc21125178][bookmark: _Toc29768168][bookmark: _Toc36044610][bookmark: _Toc37230515][bookmark: _Toc45907658][bookmark: _Toc53181763]6.7.6.4.4.2	Procedure
The following procedure for measuring TRP is based on the directional power measurements as described in in Annex F. An alternative method to measure TRP is to use a characterized and calibrated reverberation chamber if so follow steps 1, 3, 4, 5, 7 and 10.
1)	Place the AAS BS at the positioner.
2)	Align the manufacturer declared coordinate system orientation (see table 4.10-1, D9.2) of the AAS BS with the test system.
3)	Measurements shall use a measurement bandwidth in accordance to the conditions in TS 37.104 [5] clause 6.6.1.
4)	The measurement device characteristics shall be:
-	Detection mode: True RMS.
	The emission power should be averaged over an appropriate time duration to ensure the measurement is within the measurement uncertainty in Table 4.1.2.2-1.
5)	Set the AAS BS to transmit
a)	For MSR:
-	Set the RIB to transmit maximum power according to the applicable test configuration in clause 5 using the corresponding test models or set of physical channels in clause 4.11.
b)	For UTRA:
-	For a RIB declared to be capable of single carrier operation only, set the RIB to transmit a signal according to TM1, clause 4.12.2, at the manufacturer's declared rated carrier TRP, Prated,c,TRP.
-	For a RIB declared to be capable of multi-carrier operation, set the set the RIB to transmit according to TM1 on all carriers configured using the applicable test configuration and corresponding power setting specified in clause 4.11.
c)	For E-UTRA:
-	RIB declared to be capable of single carrier operation only, set the RIB to transmit a signal according to E-TM1.1 in clause 4.12.2, at manufacturer's declared rated carrier TRP Prated,c,TRP.
-	For a RIB declared to be capable of multi-carrier and/or CA operation, set the set the RIB to transmit according to E-TM1.1 on all carriers configured using the applicable test configuration and corresponding power setting specified in clause 4.11.
6)	Orient the positioner (and BS) in order that the direction to be tested aligns with the test antenna such that measurements to determine TRP can be performed (see annex F).
7)	Measure the emission at the specified frequencies with specified measurement bandwidth
8)	Repeat step 6-7 for all directions in the appropriated TRP measurement grid needed for full TRP estimation (see annex F).
Note 1: the TRP measurement grid may not be the same for all measurement frequencies.
Note 2: the frequency sweep or the TRP measurement grid sweep may be done in any order
9)	Calculate TRP at each specified frequency using the directional measurements.
In addition, for multi-band RIB(s), the following steps shall apply:
10)	For multi-band RIBs and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.
<End of Change 6>
<Start of Change 7>
[bookmark: _Toc61127590][bookmark: _Toc67054604][bookmark: _Toc67061602][bookmark: _Toc74735120][bookmark: _Toc74753363][bookmark: _Toc76507622][bookmark: _Toc83109231][bookmark: _Toc89878044][bookmark: _Toc98709895]6.8.4.2	Procedure
1)	Select a CLTA according to parameters given in Table 4.15.2.2-1.
2)	Place the CLTA according to parameters given in Table 4.15.2.3-1.
3)	The test antenna(s) shall be dual (or single) polarized covering the same frequency range as the AAS BS and the emission frequencies.
4)	Several test antennas are required to cover both the AAS BS and the whole emission frequency range.
5)	Connect the test antenna and CLTA to the measurement equipment as shown in Annex D1.5, Figures D.1.5-1.
6)	During the OTA emission measurements at the test antenna conducted output(s), both AAS BS and CLTA are rotated around same axis.
7)	The OTA unwanted emissions measurement method shall be TRP, according to the procedure described in Annex F.
8)	The measurement device (signal analyzer) characteristics shall be:
-	Detection mode: True RMS.
	The emission power should be averaged over an appropriate time duration to ensure the measurement is within the measurement uncertainty in Table 4.1.2.2-1.
9)	Set the AAS BS to transmit:
a)	For MSR:
-	Set the AAS BS to transmit maximum power according to the applicable test configuration in clause 5 using the corresponding test models or set of physical channels in clause 4.11.
b)	For UTRA FDD:
-	For a AAS BS declared to be capable of single carrier operation only, set the AAS BS to transmit maximum power according to TM1, clause 4.12.2, at the manufacturer's declared rated carrier TRP, Prated,c,TRP.
-	For a AAS BS declared to be capable of multi-carrier operation, set the AAS BS to transmit maximum power according to TM1 on all carriers configured using the applicable test configuration and corresponding power setting specified in clause 4.11.
c)	For E-UTRA:
-	For AAS BS declared to be capable of single carrier operation only, set the AAS BS to transmit maximum power according to E-TM1.1 in clause 4.12.2, at manufacturer's declared rated carrier TRP, Prated,c,TRP.
-	For a AAS BS declared to be capable of multi-carrier and/or CA operation, set the AAS BS to transmit maximum power according to E-TM1.1 on all carriers configured using the applicable test configuration and corresponding power setting specified in clause 4.11.
10)	Generate the interfering signal via the CLTA. The CLTA shall be fed with a power level equal to declared Prated,t,TRP, divided over all supported polarizations, from the same signal generator source:
a)	For MSR:
-	using E-TM1.1 as defined in clause 4.12.2, with 5 MHz channel bandwidth, at a centre frequency offset according to the conditions in table 6.8.5.1.1-1, but exclude interfering frequencies that are outside of the allocated downlink operating band or interfering frequencies that are not completely within the sub-block gap or within the Inter RF Bandwidth gap.
b)	For UTRA FDD:
-	in accordance to TM1, clause 4.12.2 with a frequency offset according to the conditions of table 6.8.5.2.1-1, but exclude interfering signal frequencies that are outside of the allocated downlink operating band or interfering signal frequencies that are not completely within the sub-block gap or within the Inter RF Bandwidth gap.
c)	For E-UTRA:
-	according to E-TM1.1, as defined in clause 4.12.2, with 5 MHz channel bandwidth and a centre frequency offset according to the conditions of table 6.8.5.3.1-1, but exclude interfering frequencies that are outside of the allocated downlink operating band or interfering frequencies that are not completely within the sub-block gap or within the Inter RF Bandwidth gap.
11)	Adjust the interfering signal level at the CLTA conducted input(s) as defined in:
a)	For MSR:
i.	General co-location table 6.8.5.1.1-1.
ii.	Additional co-location (BC1 and BC2) table 6.8.5.1.2-1.
iii.	Additional co-location (BC3) table 6.8.5.1.3-1.
b)	For UTRA FDD:
i.	General co-location table 6.8.5.2.1-1 .
c)	For E-UTRA:
i.	General co-location table 6.8.5.3.1-1.
ii.	Void
12)	If the interferer signal is applicable according to clause 5, perform the unwanted emission tests specified in clauses 6.7.3 (OTA ACLR), 6.7.4 (OTA spectrum mask) and 6.7.5 (OTA OBUE), for all third and fifth order intermodulation products which appear in the frequency ranges defined in clauses 6.7.3, 6.7.4 and 6.7.5 (NOTE 2). The width of the intermodulation products shall be taken into account.
13)	If the interferer signal is applicable according to clause 5, perform the transmitter spurious emissions test as specified in clause 6.7.6 (OTA spurious emission), except OTA co-location spurious emission, for all third and fifth order intermodulation products which appear in the frequency ranges defined in clause 6.7.6 (NOTE 2). The width of the intermodulation products shall be taken into account.
14)	Verify that the emission level does not exceed the required level in clause 6.8.5 (Test requirements) with the exception of interfering signal frequencies.
15)	Repeat the test for the remaining interfering signal centre frequency offsets according to the conditions of:
a)	For MSR:
i.	General co-location table 6.8.5.1.1-1.
ii.	Additional co-location (BC1 and BC2) table 6.8.5.1.2-1.
iii.	Additional co-location (BC3) table 6.8.5.1.3-1.
b)	For UTRA FDD:
i.	General co-location table 6.8.5.2.1-1 .
c)	For E-UTRA:
i.	General co-location table 6.8.5.3.1-1.
ii.	Void
16)	Repeat the test for the remaining interfering signals defined in clause 5 for requirements 6.7.3 (OTA ACLR), 6.7.4 (OTA spectrum mask), 6.7.5 (OTA OBUE) and 6.7.6 (OTA spurious emission), except OTA co-location spurious emission.
In addition, for multi-band AAS BS, the following steps shall apply:
17)	For multi-band AAS BS and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.
NOTE 1:	The third order intermodulation products are centred at 2F1F2 and 2F2F1. The fifth order intermodulation products are centred at 3F12F2, 3F22F1, 4F1F2, and 4F2F1 where F1 represents the test signal centre frequency or centre frequency of each sub-block and F2 represents the interfering signal centre frequency. The widths of intermodulation products are:
-	(n*BWF1 + m*BWF2) for the nF1mF2 products;
-	(n*BWF2 + m*BWF1) for the nF2mF1 products;
	where BWF1 represents the test signal RF bandwidth or channel bandwidth in case of single carrier, or sub-block bandwidth, and BWF2 represents the interfering signal bandwidth.
NOTE 2:	During the conformance test the interferer signal can be applied on one side of the wanted signal, while the transmitter intermodulation emission is measured only on the opposite side of the wanted signal. This applies for intermodulation products which are within the operating band or OBUE region.
<End of Change 7>
<Start of Change 8>
[bookmark: _Toc61127687][bookmark: _Toc67054701][bookmark: _Toc67061699][bookmark: _Toc74735217][bookmark: _Toc74753460][bookmark: _Toc76507719][bookmark: _Toc83109328][bookmark: _Toc89878141][bookmark: _Toc98709992]7.7.4.2	Procedure
The following procedure for measuring TRP is based on the directional power measurements as described in Annex F. An alternative method to measure TRP is to use a characterized and calibrated reverberation chamber if so follow steps 1, 3, 4, 5, 7 and 10.
1)	Place the AAS BS at the positioner.
2)	Align the manufacturer declared coordinate system orientation (see table 4.10-1, D9.2) of the AAS BS with the test system.
3)	Measurements shall use a measurement bandwidth in accordance to the conditions in TS 37.104 [5] clause 6.6.1.
4)	The measurement device characteristics shall be:
-	Detection mode: True RMS.
	The emission power should be averaged over an appropriate time duration to ensure the measurement is within the measurement uncertainty in Table 4.1.2.3-1.
5)	Set the TDD AAS BS to receive only
6)	Orient the positioner (and BS) in order that the direction to be tested aligns with the test antenna such that measurements to determine TRP can be performed (see annex F).
7)	Measure the emission at the specified frequencies with specified measurement bandwidth
8)	Repeat step 6-9 for all directions in the appropriated TRP measurement grid needed for full TRP estimation (see annex F).
NOTE 1:	The TRP measurement grid may not be the same for all measurement frequencies.
NOTE 2:	The frequency sweep or the TRP measurement grid sweep may be done in any order.
9)	Calculate TRP at each specified frequency using the directional measurements.
In addition, for multi-band RIB(s), the following steps shall apply:
10)	For multi-band RIBs and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.
<End of Change 8>
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