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Table 6.2A.3.1.2-1 specifies the additional requirements with their associated network signalling values and the allowed A-MPR and applicable CA band(s) for each CA_NC_NS value. The mapping of NR CA band numbers and values of the additionalSpectrumEmission to network signalling labels is specified in Table 6.2A.3.1.2-2.  
Table 6.2A.3.1.2-1: Additional Maximum Power Reduction (A-MPR) for intra-band non-contiguous CA
	CA Network Signalling value
	Requirements (clause)
	Uplink CA Configuration
	A-MPR for sub-blocks in order of increasing uplink carrier frequency

	
	
	
	A-MPR [dB]
(clause)

	CA_NC_NS_01
	
	All applicaple NR CA configurations
	N/A

	CA_NC_NS_04
	6.5A.2.3.2.1
6.5A.3.3.2.1
	CA_n41(2A)
	6.2A.3.1.2.1



Table 6.2A.3.1.2-2: Mapping of network signaling label
	NR CA band
	Value of additionalSpectrumEmission

	
	0
	1
	2
	3
	4
	5
	6
	7

	CA_n41
	CA_NC_NS_01
	CA_NC_NS_04
	
	
	
	
	
	

	NOTE:	additionalSpectrumEmission corresponds to an information element of the same name defined in clause 6.3.2 of TS 38.331 [7].



6.2A.3.1.2.1	AMPR for CA_NC_NS_04 (CA_n41(2A))
For intra-band non-contiguous CA_n41(2A) and it receives IE CA_NC_NS_04, the UE determins the allowed Additional Maximum Power Reduction (AMPR) for the maximum output power as specified in this clause. The AMPR is specified into 2 types: AMPR to meet -25dBm/MHz and -13dBm/MHz. The A-MPR defined in this clause is used instead of MPR defined in 6.2A.2.2, not additively, so CA MPR=0 when CA_NC_NS_04 is signaled.
The UE determins the AMPR type as follows:
If AND( MIN(FIM3,low_block,high, SEM-13,low) < Ffilter,low ,  MAX( SEM-13,high, FIM3,high_block,low ) > Ffilter,high )

		A-MPRIM3 defined in Clause 6.2A.3.2.1.2

Else

		A-MPRIM3 defined in Clause 6.2A.3.2.1.1

where
-	LCRB1 is for CC1 which is the component carrier with lower frequency
-	LCRB2 is for CC2 which is the component carrier with higher frequency 
-	B =  (LCRB1* 12* SCS1 + LCRB2 * 12 * SCS2)/1,000,000
-	FIM3,low_block,high = (2 * Flow_alloc,high_edge ) – Fhigh_alloc,low_edge
-	FIM3,high_block,low = (2 * Fhigh_alloc,low_edge) – Flow_alloc,high_edge
-	Flow_alloc,low_edge is the lowermost frequency of lower transmission bandwidth allocation.
-	Flow_alloc,high_edge is the uppermost frequency of lower transmission bandwidth allocation.
-	Fhigh_alloc,low_edge is the lowermost frequency of upper transmission bandwidth allocation.
-	Fhigh_alloc,high_edge is the uppermost frequency of upper transmission bandwidth allocation.
-	Ffilter,low = [2480 MHz]
-	Ffilter,high = [2745 MHz]
-	SEM-13,high = Threshold frequency where upper spectral emission mask for upper channel drops from -13 dBm / 1MHz to -25 dBm / 1MHz, as specified in Clause 6.5A.2.3.2.
-	SEM-13,low = Threshold frequency where lower spectral emission mask below the lower channel drops from -13 dBm / MHz to -25 dBm / MHz, as specified in Clause 6.5A.2.3.2.
6.2A.3.1.2.1.1	AMPRIM3 to meet -25dBm/MHz
AMPR in this clause is for intra-band non-contiguous CA_n41(2A) power class 3 for UEs indicating IE dualPA-Architecture supported. The allowed maximum output power reduction is defined as:
AMPRIM3=MAWhere MA is defined as follows
MA = 	12; 	0 ≤ B < 1.08
			12; 	1.08 ≤ B < 2.16
	11; 	2.16 ≤ B < 3.24
10;       3.24 ≤ B < 5.04
9; 	5.04 ≤ B < 10.08
			8; 	10.08 ≤ B < 16.38
			7;        16.38 ≤ B < 21.78
               6; 	      21.78 ≤ B
Where:
B=(LCRB_alloc, 1* 12* SCS1 + LCRB_alloc,2 * 12 * SCS2)/1,000,000

6.2A.3.1.2.1.2	AMPRIM3 to meet -13dBm/MHz
AMPR in this clause is for intra-band non-contiguous CA_n41(2A) power class 3 for UEs indicating IE dualPA-Architecture supported. The allowed maximum output power reduction is defined as:
AMPRIM3=MA
Where MA is defined as follows
MA = 	9	;	 0 ≤ B < 0.54
			8	;	 0.54 ≤ B < 1.08
			7	; 	1.08 ≤ B < 2.16
			6.5	; 	2.16 ≤ B < 3.24
			5.5	; 	3.24 ≤ B < 5.4
			4	; 	5.4 ≤ B
Where:
B=(LCRB_alloc, 1* 12* SCS1 + LCRB_alloc,2 * 12 * SCS2)/1,000,000
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