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<Start of change>
[bookmark: _Toc52196527][bookmark: _Toc52197507][bookmark: _Toc53173230][bookmark: _Toc53173599][bookmark: _Toc61118866][bookmark: _Toc61119248][bookmark: _Toc61119629][bookmark: _Toc67923820][bookmark: _Toc75294632][bookmark: _Toc76510395][bookmark: _Toc83130359][bookmark: _Toc90589944][bookmark: _Toc98869518]6.5A.2	Out of band emissions
[bookmark: _Toc21340915][bookmark: _Toc29805362][bookmark: _Toc36456571][bookmark: _Toc36469669][bookmark: _Toc37254078][bookmark: _Toc37322935][bookmark: _Toc37324341][bookmark: _Toc45889864][bookmark: _Toc52196529][bookmark: _Toc52197508][bookmark: _Toc53173231][bookmark: _Toc53173600][bookmark: _Toc61118867][bookmark: _Toc61119249][bookmark: _Toc61119630][bookmark: _Toc67923821][bookmark: _Toc75294633][bookmark: _Toc76510396][bookmark: _Toc83130360][bookmark: _Toc90589945][bookmark: _Toc98869519]6.5A.2.1	Spectrum emission mask for CA
[bookmark: _Toc52196528][bookmark: _Toc52197509][bookmark: _Toc53173232][bookmark: _Toc53173601][bookmark: _Toc61118868][bookmark: _Toc61119250][bookmark: _Toc61119631][bookmark: _Toc67923822][bookmark: _Toc75294634][bookmark: _Toc76510397][bookmark: _Toc83130361][bookmark: _Toc90589946][bookmark: _Toc98869520]6.5A.2.1.0	General
The requirements specified in this clause shall apply if the UE has at least one of UL or DL configured for CA or if the UE is configured for single CC operation with different channel bandwidths in UL and DL carriers. In case the CA configuration consists of a single UL CC, spectrum emission mask defined in subclause 6.5.2.1 applies. Spectral emission mask requirements do not apply at any frequency where IBE requirements of clause 6.4A.2.3 apply.
[bookmark: _Hlk52185415]The requirement is verified in beam locked mode with the test metric of TRP (Link=TX beam peak direction).
[bookmark: _Toc52196530][bookmark: _Toc52197510][bookmark: _Toc53173233][bookmark: _Toc53173602][bookmark: _Toc61118869][bookmark: _Toc61119251][bookmark: _Toc61119632][bookmark: _Toc67923823][bookmark: _Toc75294635][bookmark: _Toc76510398][bookmark: _Toc83130362][bookmark: _Toc90589947][bookmark: _Toc98869521]6.5A.2.1.1	Spectrum emission mask for intra-band contiguous UL CA
For intra-band contiguous UL carrier aggregation, the spectrum emission mask of the UE applies to frequencies (ΔfOOB) starting from the ± edge of the UL aggregated channel bandwidth (Table 5.3A.5-1). For any bandwidth class defined in Table 5.3A.5-1, the UE emission shall not exceed the levels specified in Table 6.5A.2.1-1.
Table 6.5A.2.1.1-1: General NR spectrum emission mask for intra-band contiguous CA in frequency range 2
	ΔfOOB
(MHz)
	Any carrier aggregation bandwidth class
	Measurement bandwidth

	 0-0.1*BWChannel_CA
	-5 
	1 MHz 

	 0.1*BWChannel_CA -2*BWChannel_CA
	-13
	1 MHz

	NOTE 1:	(void)



[bookmark: _Toc52196531][bookmark: _Toc52197511][bookmark: _Toc53173234][bookmark: _Toc53173603][bookmark: _Toc61118870][bookmark: _Toc61119252][bookmark: _Toc61119633][bookmark: _Toc67923824][bookmark: _Toc75294636][bookmark: _Toc76510399][bookmark: _Toc83130363][bookmark: _Toc90589948][bookmark: _Toc98869522][bookmark: _Toc21340916][bookmark: _Toc29805363][bookmark: _Toc36456572][bookmark: _Toc36469670][bookmark: _Toc37254079][bookmark: _Toc37322936][bookmark: _Toc37324342][bookmark: _Toc45889865]6.5A.2.1.2	Spectrum emission mask for intra-band non-contiguous UL CA
For intra-band non-contiguous UL carrier aggregation, the spectrum emission mask requirement is defined as a composite spectrum emissions mask. Composite spectrum emission mask applies to frequencies up to  ΔfOOB starting from the edge of each UL sub-block. Composite spectrum emission mask is defined as follows:
a)	Composite spectrum emission mask is a combination of individual spectrum emissions masks defined for each sub-block. If for some frequency, spectrum emission masks from multiple sub-blocks overlap, the spectrum emission mask allowing the highest power spectral density applies for that frequency 
b)	In case a sub-block comprises of multiple component carriers, the spectrum emissions mask is defined in subclause 6.5A.2.1.1 or in case of a single component carrier, the sub-block spectrum emission mask is defined in subclause 6.5.2.1
c)	If for some frequency the spectrum emission mask of one sub-block overlaps another sub-block, the emission mask does not apply for that frequency.
d)	If carrier leakage or I/Q image lands inside the spectrum occupied by the configured UL and DL CCs, exception to the general spectrum emission mask limit applies. For carrier leakage the requirements specified in section 6.4A.2.2 shall apply. For I/Q image the requirements specified in section 6.4A.2.3 shall apply.
<End of change>

