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[bookmark: _Toc502932909]<< Start of change >>
[bookmark: _Toc75467169][bookmark: _Toc61372805][bookmark: _Toc76509191][bookmark: _Toc84405010][bookmark: _Toc84413619][bookmark: _Toc45888160][bookmark: _Toc83580501][bookmark: _Toc61367422][bookmark: _Toc45888759][bookmark: _Toc69084159][bookmark: _Toc68230746][bookmark: _Toc76718181][bookmark: OLE_LINK4]6.3	Output power dynamics
[bookmark: _Toc76718182][bookmark: _Toc37251330][bookmark: _Toc29802197][bookmark: _Toc84405011][bookmark: _Toc84413620][bookmark: _Toc83580502][bookmark: _Toc36107564][bookmark: _Toc45888161][bookmark: _Toc21344287][bookmark: _Toc69084160][bookmark: _Toc75467170][bookmark: _Toc61372806][bookmark: _Toc45888760][bookmark: _Toc76509192][bookmark: _Toc29801773][bookmark: _Toc68230747][bookmark: _Toc29802822][bookmark: _Toc61367423]6.3.1	Minimum output power
The minimum controlled output power of the UE is defined as the power in the channel bandwidth for all transmit bandwidth configurations (resource blocks), when the power is set to a minimum value.
The minimum output power is defined as the mean power in at least one sub-frame 1 ms. The minimum output power shall not exceed the values specified in Table 6.3.1-1.
Table 6.3.1-1: Minimum output power
	Channel bandwidth
(MHz)
	Minimum output power
(dBm)
	Measurement bandwidth
(MHz)

	5
	-40
	4.515

	10
	-40
	9.375

	15
	-40
	14.235

	20
	-40
	19.095

	25
	-39
	23.955

	30
	-38.2
	28.815

	35
	-37.5
	33.855

	40
	-37
	38.895

	45
	-36.5
	43.575

	50
	-36
	48.615

	60
	-35.2
	58.35

	70
	-34.6
	68.07

	80
	-34
	78.15

	90
	-33.5
	88.23

	100
	-33
	98.31



	Channel bandwidth
	(MHz)
	5,10,15,20
	25,30,35,40,45,50
	 60,70,80,90,100

	REF_SCS
	(kHz)
	15
	30

	Minimum output power
	(dBm)
	-40
	-40+10log10 (BWChannel /20)
	-40+10log10 (BWChannel /20)

	Measurement bandwidth
	(MHz)
	MBW=REF_SCS*(12*NRB+1)/1000

	NOTE: The minimum output power value is rounded to the nearest number down to one decimal point.




[bookmark: _Toc21344288][bookmark: _Toc37251331][bookmark: _Toc76509193][bookmark: _Toc45888162][bookmark: _Toc75467171][bookmark: _Toc83580503][bookmark: _Toc84405012][bookmark: _Toc76718183][bookmark: _Toc69084161][bookmark: _Toc68230748][bookmark: _Toc29802823][bookmark: _Toc29801774][bookmark: _Toc61367424][bookmark: _Toc61372807][bookmark: _Toc36107565][bookmark: _Toc45888761][bookmark: _Toc29802198][bookmark: _Toc84413621]6.3.2	Transmit OFF power
Transmit OFF power is defined as the mean power in the channel bandwidth when the transmitter is OFF. The transmitter is considered OFF when the UE is not allowed to transmit on any of its ports..
The transmit OFF power is defined as the mean power in a duration of at least one sub-frame (1 ms) excluding any transient periods. The transmit OFF power shall not exceed the values specified in Table 6.3.2-1.
Table 6.3.2-1: Transmit OFF power
	Channel bandwidth
	(MHz)
	5,10,15,20,25,30,35,40,45,50
	60,70,80,90,100

	REF_SCS
	(kHz)
	15
	30

	Transmit OFF power
	(dBm)
	-50

	Measurement bandwidth
	(MHz)
	MBW=REF_SCS*(12*NRB+1)/1000

	NOTE :	“NRB” in the formula is the maximum transmission bandwidth configuration as defined in Table 5.3.2-1.



<next changes>
[bookmark: _Toc45888286][bookmark: _Toc61372962][bookmark: _Toc69084323][bookmark: _Toc84413802][bookmark: _Toc37251406][bookmark: _Toc21344363][bookmark: _Toc36107640][bookmark: _Toc29801849][bookmark: _Toc29802898][bookmark: _Toc75467333][bookmark: _Toc68230910][bookmark: _Toc76718345][bookmark: _Toc29802273][bookmark: _Toc45888885][bookmark: _Toc83580684][bookmark: _Toc61367579][bookmark: _Toc84405193][bookmark: _Toc76509355]6.5.2.4.1	NR ACLR
NR Adjacent Channel Leakage power Ratio (NRACLR) is the ratio of the filtered mean power centred on the assigned NR channel frequency to the filtered mean power centred on an adjacent NR channel frequency at nominal channel spacing.
The assigned NR channel power and adjacent NR channel power are measured with rectangular filters with measurement bandwidths specified in Table 6.5.2.4.1-1.
If the measured adjacent channel power is greater than –50 dBm then the NRACLR shall be higher than the value specified in Table 6.5.2.4.1-2.
Table 6.5.2.4.1-1: NR ACLR measurement bandwidth
	[bookmark: _Hlk78811278]Channel bandwidth
	(MHz)
	5,10,15,20,25,30,35,40,45,50
	60,70,80,90,100

	REF_SCS
	(kHz)
	15
	30

	NR ACLR measurement bandwidth
	(MHz)
	MBW=REF_SCS*(12*NRB+1)/1000

	NOTE :	“NRB” in the formula is the maximum transmission bandwidth configuration as defined in Table 5.3.2-1.



Table 6.5.2.4.1-2: NR ACLR requirement
	
	Power class 11
	Power class 1.5
	Power class 2
	Power class 3

	NR ACLR
	37 dB1
	31 dB
	31 dB
	30 dB

	NOTE 1:	Applicable for power class 1 UE operating in Band n14.



<next changes>
[bookmark: _Toc68231040][bookmark: _Toc84405332][bookmark: _Toc61373090][bookmark: _Toc75467464][bookmark: _Toc69084453][bookmark: _Toc45888989][bookmark: _Toc29801918][bookmark: _Toc36107709][bookmark: _Toc76718476][bookmark: _Toc45888390][bookmark: _Toc29802967][bookmark: _Toc29802342][bookmark: _Toc83580823][bookmark: _Toc21344431][bookmark: _Toc37251483][bookmark: _Toc84413941][bookmark: _Toc61367707][bookmark: _Toc76509486]7.3.3	ΔRIB,c
For a UE supporting CA, SUL or DC band combination, the minimum requirement for reference sensitivity in Table 7.3.2-1a and Table 7.3.2-1b shall be increased by the amount given by ΔRIB,c defined in clause 7.3A, 7.3B, 7.3C in this specification and 7.3A, 7.3B in TS 38.101-3 [3] for the applicable operating bands.
In case the UE supports more than one of band combinations for CA, SUL or DC, and an operating band belongs to more than one band combinations then
-	When the operating band frequency range is ≤ 1 GHz, the applicable additional ΔRIB,c shall be the average value for all band combinations defined in clause 7.3A, 7.3B, 7.3C in this specification and 7.3A, 7.3B in TS 38.101-3 [3], truncated to one decimal place that apply for that operating band among the supported band combinations. In case there is a harmonic relation between low band UL and high band DL, then the maximum ΔRIB,c among the different supported band combinations involving such band shall be applied
-	When the operating band frequency range is > 1 GHz, the applicable additional ΔRIB,c shall be the maximum value for all band combinations defined in clause 7.3A, 7.3B, 7.3C in this specification and 7.3A, 7.3B in TS 38.101-3 [3] for the applicable operating bands.
<next changes>
[bookmark: _Toc76718479][bookmark: _Toc36107712][bookmark: _Toc68231043][bookmark: _Toc84413944][bookmark: _Toc61367710][bookmark: _Toc83580826][bookmark: _Toc45888393][bookmark: _Toc29802970][bookmark: _Toc37251486][bookmark: _Toc29801921][bookmark: _Toc84405335][bookmark: _Toc21344434][bookmark: _Toc75467467][bookmark: _Toc76509489][bookmark: _Toc45888992][bookmark: _Toc29802345][bookmark: _Toc69084456][bookmark: _Toc61373093]7.3A.2	Reference sensitivity power level for CA
[bookmark: _Toc83580827][bookmark: _Toc29801922][bookmark: _Toc68231044][bookmark: _Toc21344435][bookmark: _Toc29802971][bookmark: _Toc37251487][bookmark: _Toc61367711][bookmark: _Toc45888993][bookmark: _Toc36107713][bookmark: _Toc29802346][bookmark: _Toc45888394][bookmark: _Toc76509490][bookmark: _Toc76718480][bookmark: _Toc69084457][bookmark: _Toc84413945][bookmark: _Toc61373094][bookmark: _Toc84405336][bookmark: _Toc75467468]7.3A.2.1	Reference sensitivity power level for Intra-band contiguous CA
For intra-band contiguous carrier aggregation, the throughput of each component carrier shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2.2, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3.2-1a, Table 7.3.2-1b, Table 7.3.2-2, and Table 7.3.2-3.
For UE(s) supporting one uplink carrier, the uplink configuration of the PCC shall be in accordance with Table 7.3.2-3 and the downlink PCC carrier center frequency shall be configured closer to uplink operating band than any of the downlink SCC center frequency.
For aggregation of two or more downlink FDD carriers with two uplink carriers, the reference sensitivity is defined only for the specific uplink and downlink test points which are specified in Table 7.3A.2.1-1 and the reference sensitivity power level increased by ΔRIBC. The requirements apply with all downlink carriers active. Unless given by Table 7.3.2-4, the reference sensitivity requirements shall be verified with the network signaling value NS_01 (Table 6.2.3.1-1) configured.
<next changes>
[bookmark: _Toc21344436][bookmark: _Toc29801923][bookmark: _Toc68231045][bookmark: _Toc45888395][bookmark: _Toc61367712][bookmark: _Toc83580828][bookmark: _Toc37251488][bookmark: _Toc45888994][bookmark: _Toc76718481][bookmark: _Toc29802972][bookmark: _Toc29802347][bookmark: _Toc84405337][bookmark: _Toc69084458][bookmark: _Toc84413946][bookmark: _Toc61373095][bookmark: _Toc36107714][bookmark: _Toc75467469][bookmark: _Toc76509491]7.3A.2.2	Reference sensitivity power level for Intra-band non-contiguous CA
For intra-band non-contiguous carrier aggregation with one uplink carrier and two or more downlink sub-blocks, throughput of each downlink component carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) and and parameters specified in Table 7.3.2-1a, Table 7.3.2-1b, Table 7.3.2-2, and Table 7.3A.2.2-1 with the reference sensitivity power level increased by ΔRIBNC  given in Table 7.3A.2.2-1 for the SCC(s). 
For aggregation of two or more downlink FDD carriers with one uplink carrier the reference sensitivity is defined only for the specific uplink and downlink test points which are specified in Table 7.3A.2.2-1. The requirements apply with all downlink carriers active. Unless given by Table 7.3.2-4, the reference sensitivity requirements shall be verified with the network signalling value NS_01 (Table 6.2.3.1-1) configured.

Table 7.3A.2.2-1: Intra-band non-contiguous CA with one uplink configuration for reference sensitivity in FDD bands.
	CA configuration
	SCS
(PCC/SCC)
(kHz)
	Aggregated channel bandwidth (PCC+SCC)
	Wgap / [MHz]
	UL PCC allocation
(LCRB)
	ΔRIBNC (dB)
	Duplex mode

	CA_n1(2A)
	15/15
	5MHz + 5MHz
	0.0 < Wgap ≤ 50.0
	25
	0.5
	FDD

	CA_n2(2A)
	15/15
	5MHz + 5MHz
	Wgap = 55.0
	105
	5.0
	FDD

	
	
	
	Wgap = 30.0
	25
	0.0
	

	CA_n3(2A)
	15/15
	5MHz + 5MHz
	Wgap = 65.0
	125
	4.7
	FDD

	
	
	
	Wgap = 45.0
	255
	0.0
	

	CA_n5(2A)
	15/15
	15MHz + 5MHz
	Wgap = 5.0
	55
	6.3
	FDD

	CA_n7(2A)
	15/15
	10MHz + 5MHz
	Wgap = 55
	325
	0.0
	FDD

	
	
	
	Wgap = 30
	505
	0.0
	

	CA_n12(2A)
	15/15
	5MHz + 5MHz
	0.0 < Wgap ≤ 7.0
	5 (RBstart=12)
	3
	FDD

	CA_n25(2A) 9
	15/15
	5MHz + 5MHz
	Wgap = 55.0
	105
	5.0
	FDD

	
	
	
	Wgap = 30.0
	25
	0.0
	

	CA_n25(2A) 10
CA_n25(3A)
	15/15
	40MHz + 5MHz
	Wgap = 20.0
	40 (RBstart = 176)
	[24.6] 8
	FDD

	CA_n66(2A)
CA_n66(3A)
	N/A
	NOTE 1
	NOTE 2
	NOTE 3, NOTE 4
	0.0
	FDD

	CA_n71(2A)
	15/15
	5MHz + 5MHz
	Wgap = 25.0
	5
	4.0
	FDD

	
	
	
	Wgap = 5.0
	20
	0.0
	

	
	
	10MHz + 5MHz
	Wgap = 20.0
	5 (RBstart = 9)
	4.6
	

	
	
	
	Wgap = 5.0
	20 (RBstart = 9)
	2.3
	

	
	
	15MHz + 10MHz
	Wgap = 10.0
	5 (RBstart = 2)
	22.2
	

	
	
	
	Wgap = 5.0
	20 (RBstart = 19)
	5.2
	

	NOTE 1:	All combinations of channel bandwidths defined in Table 5.5A.2-1.
NOTE 2:	All applicable sub-block gap sizes.
NOTE 3:	The PCC allocation is same as Transmission bandwidth configuration NRB as defined in Table 5.3.2-1. 
NOTE 4:	The carrier center frequency of PCC in the DL operating band is configured closer to the UL operating band.
NOTE 5:	Refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission.
NOTE 6:	Wgap is the sub-block gap between the two sub-blocks.
NOTE 7:	The carrier centre frequency of SCC in the DL operating band is configured closer to the UL operating band.
NOTE 8:	 For operation with three or more non-contiguous component carriers, ΔRIBNC applies to all secondary component carriers.
NOTE 9:	Bandwidth Combination Set 0.
NOTE 10:	Bandwidth Combination Set 1



[bookmark: _Toc75467470][bookmark: _Toc76718482][bookmark: _Toc37251489][bookmark: _Toc61373096][bookmark: _Toc76509492][bookmark: _Toc83580829][bookmark: _Toc21344437][bookmark: _Toc61367713][bookmark: _Toc69084459][bookmark: _Toc36107715][bookmark: _Toc29802973][bookmark: _Toc84405338][bookmark: _Toc29801924][bookmark: _Toc45888396][bookmark: _Toc29802348][bookmark: _Toc84413947][bookmark: _Toc68231046][bookmark: _Toc45888995]7.3A.2.3	Reference sensitivity power level for Inter-band CA
For inter-band carrier aggregation with one component carrier per operating band and the uplink assigned to one NR band the throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2.2, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1 with parameters specified in  Table 7.3.2-1a, Table 7.3.2-1b, Table 7.3.2-2 and Table 7.3.2-3 modified in accordance with clause 7.3A.3.2. The reference sensitivity is defined to be met with all downlink component carriers active and one of the uplink carriers active. Exceptions to reference sensitivity are allowed in accordance with clause 7.3A.4.
For the combination of intra-band and inter-band carrier aggregation, the intra-band CA relaxation,  ΔRIBC and ΔRIBNC, are also applied according to the clause 7.3A.2.1 and 7.3A.2.2.
<next changes>
[bookmark: _Toc84405349][bookmark: _Toc84413958][bookmark: _Toc83580840]7.3A.5	Reference sensitivity exceptions due to intermodulation interference due to 2UL CA
For inter-band carrier aggregation with uplink assigned to two NR bands given in Table 7.3A.5-1, Table 7.3A.5-1a, Table 7.3A.5-2 and Table 7.3A.5-2a the reference sensitivity is defined only for the specific uplink and downlink test points specified in Table 7.3A.5-1, Table 7.3A.5-1a, Table 7.3A.5-2 and Table 7.3A.5-2a. For these test points the reference sensitivity requirement specified in Table 7.3.2-1a, Table 7.3.2-1b and Table 7.3.2-2 are relaxed by the amount of the corresponding parameter MSD given in Table 7.3A.5-1, Table 7.3A.5-1a, Table 7.3A.5-2 and Table 7.3A.5-2a.
<next changes>
[bookmark: _Toc76509506][bookmark: _Toc76718496][bookmark: _Toc84405352][bookmark: _Toc61367726][bookmark: _Toc61373109][bookmark: _Toc68231059][bookmark: _Toc75467484][bookmark: _Toc69084472][bookmark: _Toc83580843][bookmark: _Toc84413961]7.3C	Reference sensitivity for SUL
[bookmark: _Toc37251503][bookmark: _Toc69084473][bookmark: _Toc83580844][bookmark: _Toc76718497][bookmark: _Toc61367727][bookmark: _Toc36107729][bookmark: _Toc45889009][bookmark: _Toc84405353][bookmark: _Toc75467485][bookmark: _Toc61373110][bookmark: _Toc29802987][bookmark: _Toc45888410][bookmark: _Toc68231060][bookmark: _Toc21344450][bookmark: _Toc76509507][bookmark: _Toc29801938][bookmark: _Toc29802362][bookmark: _Toc84413962][bookmark: _Hlk508786557]7.3C.1	General
The reference sensitivity power level REFSENS is the minimum mean power applied to each one of the UE antenna ports for all UE categories, at which the throughput shall meet or exceed the requirements for the specified reference measurement channel.
[bookmark: _Toc21344451][bookmark: _Toc76718498][bookmark: _Toc84413963][bookmark: _Toc29801939][bookmark: _Toc61373111][bookmark: _Toc29802988][bookmark: _Toc83580845][bookmark: _Toc61367728][bookmark: _Toc75467486][bookmark: _Toc45888411][bookmark: _Toc29802363][bookmark: _Toc45889010][bookmark: _Toc37251504][bookmark: _Toc84405354][bookmark: _Toc36107730][bookmark: _Toc69084474][bookmark: _Toc76509508][bookmark: _Toc68231061]7.3C.2	Reference sensitivity power level for SUL
For SUL operation, the reference receive sensitivity (REFSENS) requirement for downlink bands specified in Table 7.3.2-1a, Table 7.3.2-1b and Table 7.3.2-2 shall be met for an uplink transmission bandwidth less than or equal to that specified in Table 7.3.2-3 or supplementary uplink transmission bandwidth less than or equal to that specified in Table 7.3C.2-1 with reference measurement channels as specified in Annexes A.2.2.2, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1), unless sensitivity degradation is allowed in this clause of this specification. These exceptions also apply to any higher order CA or DC combination containing one of the exception combinations in this clause as subset. 
[bookmark: OLE_LINK12]For SUL operation with downlink CA, the reference receive sensitivity (REFSENS) requirement for downlink bands specified in clause 7.3A.2 shall be met for an uplink transmission bandwidth less than or equal to that specified in Table 7.3.2-3 or supplementary uplink transmission bandwidth less than or equal to that specified in Table 7.3C.2-1 with reference measurement channels as specified in Annexes A.2.2.2,  A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1), unless sensitivity degradation is allowed in this clause of this specification. These exceptions also apply to any higher order CA or DC combination containing one of the exception combinations in this clause as subset.
Table 7.3C.2-1: Supplementary uplink configuration for reference sensitivity
	NR Band / SCS of SUL band / Channel bandwidth of the DL band / NRB

	DL band
	SUL band
	SCS of SUL band
(kHz)
	5
MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	70
MHz
	80 MHz
	90 MHz
	100 MHz

	n1
	n80
	15
	160
	160
	160
	160
	160
	160
	160
	
	
	
	
	
	

	n1
	n841
	15
	25
	50
	75
	100
	128
	128
	128
	128
	
	
	
	
	

	n3
	n801
	15
	25
	50
	50
	50
	50
	50
	50
	
	
	
	
	
	

	n24
	n99
	15
	25
	50
	
	
	
	
	
	
	
	
	
	
	

	n28
	n831
	15
	25
	25
	25
	25
	
	25
	
	
	
	
	
	
	

	n41
	n80
	15
	
	160
	160
	160
	
	160
	160
	160
	160
	
	160
	160
	160

	n41
	n81
	15
	
	100
	100
	100
	
	
	100
	100
	100
	
	100
	100
	100

	n41
	n83
	15
	
	100
	100
	100
	
	100
	100
	100
	100
	
	100
	100
	100

	
	
	30
	
	50
	50
	50
	
	50
	50
	50
	50
	
	50
	50
	50

	n41
	n95
	15
	
	75
	75
	75
	
	75
	75
	75
	75
	
	75
	75
	75

	n41
	n97
	30
	
	216
	216
	216
	
	216
	216
	216
	216
	216
	216
	216
	216

	n41
	n98
	15
	
	216
	216
	216
	
	216
	216
	216
	216
	
	216
	216
	216

	n41
	n99
	15
	
	50
	50
	50
	
	50
	50
	50
	50
	
	50
	50
	50

	n48
	n99
	15
	
	50
	50
	50
	
	50
	50
	50
	50
	
	50
	50
	50

	n77
	n80
	15
	
	160
	160
	160
	
	
	160
	160
	160
	
	160
	160
	160

	n77
	n84
	15
	
	100
	100
	100
	
	
	100
	100
	100
	
	100
	100
	100

	n77
	n99
	15
	
	50
	50
	50
	50
	50
	50
	50
	50
	50
	50
	50
	50

	n78
	n80
	15
	
	160
	160
	160
	160
	160
	160
	160
	160
	160
	160
	160
	160

	n78
	n81
	15
	
	100
	100
	100
	
	
	100
	100
	100
	
	100
	100
	100

	n78
	n82
	15
	
	100
	100
	100
	
	
	100
	100
	100
	
	100
	100
	100

	n78
	n83
	15
	
	100
	100
	100
	100
	100
	100
	100
	100
	100
	100
	100
	100

	n78
	n84
	15
	
	100
	100
	100
	100
	100
	100
	100
	100
	100
	100
	100
	100

	n78
	n86
	15
	
	216
	216
	216
	
	
	216
	216
	216
	
	216
	216
	216

	n79
	n80
	15
	
	
	
	
	
	
	160
	160
	160
	
	160
	
	160

	n79
	n83
	15
	
	
	
	
	
	
	100
	100
	100
	
	100
	
	100

	
	
	30
	
	
	
	
	
	
	50
	50
	50
	
	50
	
	50

	n79
	n81
	15
	
	
	
	
	
	
	100
	100
	100
	
	100
	
	100

	n79
	n84
	15
	
	
	
	
	
	
	100
	100
	100
	
	100
	
	100

	n79
	n95
	15
	
	
	
	
	
	
	75
	75
	75
	
	75
	
	75

	n79
	n97
	15
	
	
	
	
	
	
	270
	270
	270
	
	270
	
	270

	n79
	n98
	15
	
	
	
	
	
	
	216
	216
	216
	
	216
	
	216

	NOTE 1:	The Tx-Rx carrier center frequency separation between SUL band and DL band is the same as the Tx-Rx carrier center frequency separation of DL band specified in table 5.4.4-1 from TS 38.101-1. The channel bandwidth of SUL band is the same as DL band.



For the UE that supports any of the SUL operation given in Table 7.3C.2-2, exceptions to the requirements specified in Table 7.3.2-1a and Table 7.3.2-1b are allowed when the uplink is active in a lower frequency band and is within a specified frequency range such that transmitter harmonics fall within the downlink transmission bandwidth assigned in a higher band as noted in Table 7.3C.2-2. For these exceptions, the UE shall meet the requirements specified in Table 7.3C.2-2 and Table 7.3C.2-3.
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When UE is configured for NR V2X reception on V2X carrier con-current with NR uplink and downlink, NR V2X sidelink throughput for the carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.7.2 with parameters specified in Table 7.3E.2-1 and 7.3E.2-2. Also the NR downlink throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.3 with parameters specified in table 7.3.2-1a, 7.3.2-1b, 7.3.2-2 and 7.3.2-3. The reference sensitivity is defined to be met with all downlink component carriers active. The REFSENS of Uu downlink and PC5 sidelink will be tested at the same time.
For the intra-band con-current NR V2X operation, the reference sensitivity power level shall be applied per carrier. The requirements in clause 7.3.2 shall be appled for NR downlink carrier and the requirements in clause 7.3E.2 shall be applied for NR sidelink carrier. NR V2X sidelink throughput for the carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.7.2. Also the NR downlink throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.3.2 in TS38.101-1.
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For inter-band carrier aggregation with one component carrier per operating band and the uplink assigned to one NR band the throughput of the NR carrier shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2.2, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1 with parameters specified in  Table 7.3.2-1a, Table 7.3.2-1b, Table 7.3.2-2 and Table 7.3.2-3 modified in accordance with clause 7.3F.3. The throughput of the NR-U carrier shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2.2, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3F.2-1, Table 7.3F.2-2, and Table 7.3F.2-3 modified in accordance with clause 7.3F.3.  The reference sensitivity is defined to be met with all downlink component carriers active and the PCell uplink carrier active. Exceptions to reference sensitivity are allowed in accordance with clause 7.3F.5.1 and clause 7.3F.5.2.
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Maximum input level is defined as the maximum mean power received at the UE antenna port, at which the specified relative throughput shall meet or exceed the minimum requirements for the specified reference measurement channel. The throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexs A.3.2 and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.4-1.
Table 7.4-1: Maximum input level
	Rx Parameter
	Units
	Channel bandwidth (MHz)

	
	
	5, 10, 15, 20
	25, 30, 35, 40, 45, 50
	60, 70, 80, 90, 100

	Power in Transmission Bandwidth Configuration4
	dBm
	-252
	-25 + 10log10(BWChannel /20)Note 2,4
	-202

	
	
	-273,5
	-27 + 10log10(BWChannel /20)Note 3,4,5
	-223,5

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum uplink configuration specified in Table 7.3.2-3 with PCMAX_L,f,c as defined in clause 6.2.4.
NOTE 2:	Reference measurement channel is A.3.2.3 or A.3.3.3 for 64 QAM.
NOTE 3:	Reference measurement channel is A.3.2.4 or A.3.3.4 for 256 QAM.
NOTE 4:	Power in transmission bandwidth configuration value is rounded to the nearest 0.5dB value.
NOTE 5:	 Reference measurement channel is A.3.2.x for 1024 QAM.
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Adjacent channel selectivity (ACS) is a measure of a receiver's ability to receive an NR signal at its assigned channel frequency in the presence of an adjacent channel signal at a given frequency offset from the centre frequency of the assigned channel. ACS is the ratio of the receive filter attenuation on the assigned channel frequency to the receive filter attenuation on the adjacent channel(s).
The UE shall fulfil the minimum requirements specified in Table 7.5-1 for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz and the minimum requirements specified in Table 7.5-2 for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz. These requirements apply for all values of an adjacent channel interferer up to -25 dBm and for any SCS specified for the channel bandwidth of the wanted signal. However, it is not possible to directly measure the ACS; instead the lower and upper range of test parameters are chosen as in Table 7.5-3 and Table 7.5-4 for verification of the requirements specified in Table 7.5-1, and as in Table 7.5-5 and Table 7.5-6 for verification of the requirements specified in Table 7.5-2. For these test parameters, the throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1). For operating bands with an unpaired DL part (as noted in Table 5.2-1), the requirements only apply for carriers assigned in the paired part.
Table 7.5-1: ACS for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz
	RX parameter
	Units
	Channel bandwidth (MHz)

	
	
	5, 10
	15
	20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100

	ACS
	dB
	33
	30
	27 – 10log10(BWChannel /20)

	NOTE1: 	ACS value is rounded to the next higher 0.5dB value



Table 7.5-2: ACS for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz
	RX parameter
	Units
	Channel bandwidth (MHz)

	
	
	10, 15, 20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100

	ACS
	dB
	33



[bookmark: _Toc21344464][bookmark: _Toc69084504][bookmark: _Toc61367758][bookmark: _Toc29803001][bookmark: _Toc68231091][bookmark: _Toc36107743][bookmark: _Toc45889032][bookmark: _Toc29802376][bookmark: _Toc76509539][bookmark: _Toc75467517][bookmark: _Toc29801952][bookmark: _Toc76718529][bookmark: _Toc61373141][bookmark: _Toc45888433][bookmark: _Toc37251517]Table 7.5-3: Test parameters for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz, case 1
	RX parameter
	Units
	Channel bandwidth (MHz)

	
	
	5, 10
	15 
	20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 14 dB

	Pinterferer4
	dBm
	REFSENS + 45.5 dB
	REFSENS + 42.5 dB
	
REFSENS + 39.5 – 10log10(BWChannel /20)4


	BWinterferer
	MHz
	5

	Finterferer (offset)
	MHz
	BWChannel /2 + 2.5
/
-(BWChannel /2 + 2.5)

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with 15 kHz SCS.
NOTE 3:	The interferer consists of the NR interferer RMC specified in Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1.
NOTE 4:   Pinterferer shall be rounded to the next higher 0.5dB value.



Table 7.5-4: Test parameters for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz, case 2
	RX parameter
	Units
	Channel bandwidth (MHz)

	
	
	5, 10
	15
	20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100

	Power in transmission bandwidth configuration4
	dBm
	-56.5
	-53.5
	-50.5 + 10log10(BWChannel /20)4

	Pinterferer
	dBm
	-25

	BWinterferer
	MHz
	5

	Finterferer (offset)
	MHz
	 BWChannel /2 + 2.5
/
-(BWChannel /2 + 2.5)

	NOTE 1:	The transmitter shall be set to 24 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with 15 kHz SCS.
NOTE 3:	The interferer consists of the RMC specified in Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1
NOTE 4:   Power in transmission bandwidth configuration shall be rounded to the next higher 0.5dB value.



Table 7.5-5: Test parameters for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz, case 1
	RX parameter
	Units
	Channel bandwidth (MHz)

	
	
	10, 15, 20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 14 dB

	Pinterferer
	dBm
	REFSENS + 45.5 dB

	BWinterferer
	MHz
	BWChannel

	Finterferer (offset)
	MHz
	BWChannel
/
-BWChannel 

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.
NOTE 3:	The interferer consists of the RMC specified in Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1.



Table 7.5-6: Test parameters for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz, case 2
	RX parameter
	Units
	Channel bandwidth (MHz)

	
	
	10, 15, 20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100

	Power in transmission bandwidth configuration
	dBm
	-56.5

	Pinterferer
	dBm
	-25

	BWinterferer
	MHz
	BWChannel

	Finterferer (offset)
	MHz
	BWChannel
/
-BWChannel 

	NOTE 1:	The transmitter shall be set to 24 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.
NOTE 3:	The interferer consists of the RMC specified in Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1. 
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For NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz in-band blocking (IBB) is defined for an unwanted interfering signal falling into the UE receive band or into the first 15 MHz below or above the UE receive band.  The throughput of the wanted signal shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.3.2 and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.6.2-1 and Table 7.6.2-2. The relative throughput requirement shall be met for any SCS specified for the channel bandwidth of the wanted signal. For operating bands with an unpaired DL part (as noted in Table 5.2-1), the requirements only apply for carriers assigned in the paired part.
Table 7.6.2-1: In-band blocking parameters for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz
	RX parameter
	Units
	Channel bandwidth (MHz)

	
	
	5, 10
	15 
	20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100

	Power in transmission bandwidth configuration3
	dBm
	REFSENS + 6 dB
	REFSENS + 7 dB
	REFSENS + (9 + 10log10(BWChannel /20))3 dB 

	BWinterferer
	MHz
	5

	FIoffset, case 1
	MHz
	7.5

	FIoffset, case 2
	MHz
	12.5

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.
NOTE 2:	The interferer consists of the RMC specified in Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1 and 15 kHz SCS. 
NOTE 3:   Power in transmission bandwidth configuration shall be rounded to the next higher 0.5dB value.
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For NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz out-of-band band blocking is defined for an unwanted CW interfering signal falling outside a frequency range 15 MHz below or above the UE receive band. The throughput of the wanted signal shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.3.2 and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.6.3-1 and Table 7.6.3-2. The relative throughput requirement shall be met for any SCS specified for the channel bandwidth of the wanted signal. For operating bands with an unpaired DL part (as noted in Table 5.2-1), the requirements only apply for carriers assigned in the paired part.
Table 7.6.3-1: Out-of-band blocking parameters for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz
	RX parameter
	Units
	Channel bandwidth (MHz)

	
	
	5, 10
	15
	20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100

	Power in transmission bandwidth configuration2
	dBm
	REFSENS + 6 dB
	REFSENS + 7 dB
	 REFSENS + (9 + 10log10(BWChannel /20))2 dB

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.
NOTE 2:   Power in transmission bandwidth configuration shall be rounded to the next higher 0.5dB value.
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This requirement is measure of a receiver's ability to receive a NR signal at its assigned channel frequency in the presence of an unwanted narrow band CW interferer at a frequency, which is less than the nominal channel spacing.
The relative throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.3.2 and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.6.4-1. For operating bands with an unpaired DL part (as noted in Table 5.2-1), the requirements only apply for carriers assigned in the paired part.
Table 7.6.4-1: Narrow Band Blocking
	NR band
	Parameter
	Unit
	Channel Bandwidth (MHz)

	
	
	
	5
	10
	15
	20
	25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100

	n1, n2, n3, n5, n7, n8, n12, n13, n14, n18, n20, n24, n25, n26, n28, n30, n34, n38, n39, n40, n41, n48, n50, n51, n53, n65, n66, n67, n70, n71, n74, n75, n76, n85, n101
	Pw
	dBm
	
	PREFSENS + channel-bandwidth specific value below

	
	
	
	16
	13
	14
	16
	16

	
	Puw (CW)
	dBm
	-55

	
	Fuw (offset SCS= 15 kHz) 4
	MHz
	
	NA

	
	Fuw (offset SCS= 30 kHz)4
	MHz
	NA
	


	NOTE 1:	The transmitter shall be set a 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4
NOTE 2:	Reference measurement channel is specified in Annexes A.3.2 and A.3.3 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.
NOTE 3:	The PREFSENS power level is specified in Table 7.3.2-1a, Table 7.3.2-1b and Table 7.3.2-2 for two and four antenna ports, respectively.
NOTE 4:   Fuw shall be rounded to half of SCS.
NOTE 5:  BWGB,Channel is the minimum guard band for the carrier according to Table 5.3.3-1 
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[bookmark: _Toc61367786][bookmark: _Toc83580904][bookmark: _Toc84414022][bookmark: _Toc45889057][bookmark: _Toc61373169][bookmark: _Toc75467545][bookmark: _Toc69084532][bookmark: _Toc68231119][bookmark: _Toc37251538][bookmark: _Toc45888458][bookmark: _Toc76718557][bookmark: _Toc84405413][bookmark: _Toc36107764][bookmark: _Toc29803022][bookmark: _Toc76509567][bookmark: _Toc29802397][bookmark: _Toc29801973][bookmark: _Toc21344485]7.6A.4.1	Narrow band blocking for Intra-band contiguous CA
For intra-band contiguous carrier aggregation, the downlink SCC(s) shall be configured at nominal channel spacing to the PCC. For FDD, the PCC shall be configured closest to the uplink band. All downlink carriers shall be active throughout the test. The uplink output power shall be set as specified in Table 7.6A.4.1-1 with the uplink configuration. For UE(s) supporting one uplink, the uplink configuration of the PCC shall be in accordance with Table 7.3.2-3. The UE shall fulfil the minimum requirement in presence of an interfering signal specified in Table 7.6A.4.1-1 being on either side of the aggregated signal. The throughput of each carrier shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A3.2 and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.6A.4.1-1.
Table 7.6A.4.1-1: Narrow-band blocking for intra-band contiguous CA
	NR band
	Parameter
	Unit
	NR CA bandwidth class

	
	
	
	B
	C

	n1, n2, n3, n25, n38, n41, n66, n71, n48, n40
	Pw in Transmission Bandwidth Configuration, per CC
	dBm
	REFSENS + NR CA Bandwidth Class specific value below

	
	
	
	16
	16

	
	Puw (CW)
	dBm
	-55
	-55

	
	Fuw (offset forf = 15 kHz, 30 kHz)
	MHz
	- Foffset – 0.2
/
+ Foffset + 0.2
	- Foffset – 0.2
/
+ Foffset + 0.2

	
	
	
	
	

	NOTE 1:	The transmitter shall be set a 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.
NOTE 2:	Reference measurement channel is specified in Annexes A.3.2 and A3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.
NOTE 3:	The PREFSENS power level is specified in Table 7.3.2-1a, Table 7.3.2-1b and Table 7.3.2-2 for two and four antenna ports, respectively.

NOTE 4:	The Fuw (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the interferer and shall be further adjusted to MHz to be offset from the sub-carrier raster.
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Spurious response is a measure of the ability of the receiver to receive a wanted signal on its assigned channel frequency without exceeding a given degradation due to the presence of an unwanted CW interfering signal at any other frequency for which a response is obtained, i.e. for which the out-of-band blocking limit as specified in clause 7.6.3 is not met.
The throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.3.2  and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters for the wanted signal as specified in Table 7.7-1 for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz and in Table 7.7-1a for NR bands with FDL_high ≥ 3300 MHz and FUL_high ≥ 3300 MHz and for the interferer as specified in Table 7.7-2. The relative throughput requirement shall be met for any SCS specified for the channel bandwidth of the wanted signal. For operating bands with an unpaired DL part (as noted in Table 5.2-1), the requirements only apply for carriers assigned in the paired part.
Table 7.7-1: Spurious response parameters for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz
	RX parameter
	Units
	Channel bandwidth (MHz)

	
	
	5, 10
	15
	20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100

	Power in transmission bandwidth configuration2
	dBm
	REFSENS + 6 dB
	REFSENS +
7 dB
	REFSENS + (9 + 10log10(BWChannel /20))2 dB 

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.
NOTE 2:   Power in transmission bandwidth configuration value is rounded to the next higher 0.5dB value.
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The wide band intermodulation requirement is defined using a CW carrier and modulated NR signal as interferer 1 and interferer 2 respectively.
The throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.3.2 and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.8.2-1 for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz and Table 7.8.2-2 for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz. The relative throughput requirement shall be met for any SCS specified for the channel bandwidth of the wanted signal. For operating bands with an unpaired DL part (as noted in Table 5.2-1), the requirements only apply for carriers assigned in the paired part.
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	Rx parameter
	Units
	Channel bandwidth (MHz)

	
	
	5, 10
	15
	20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100

	Pw in Transmission Bandwidth Configuration, per CC5
	dBm
	REFSENS + 6 dB
	REFSENS + 7 dB
	REFSENS + (9 + 10log10(BWChannel /20))5 dB 

	PInterferer 1 (CW)
	dBm
	-46

	PInterferer 2 (Modulated)
	dBm
	-46

	BWInterferer 2
	MHz
	5

	FInterferer 1 (Offset)
	MHz
	-BW/2 – 7.5
/
+BW/2 + 7.5

	FInterferer 2 (Offset)
	MHz
	2*FInterferer 1

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.
NOTE 2:	Reference measurement channel is specified in Annexes A.2.2, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1).
NOTE 3:	The modulated interferer consists of the Reference measurement channel specified in Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1 and 15 kHz SCS.
NOTE 4:	The Finterferer 1 (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the CW interferer and Finterferer 2 (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the modulated interferer.
NOTE 5:   Pw in Transmission Bandwidth Configuration per CC shall be rounded to the next higher 0.5dB value.



Table 7.8.2-2: Wide band intermodulation parameters for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz
	Rx parameter
	Units
	Channel bandwidth (MHz)

	
	
	10, 15, 20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100

	Pw in Transmission Bandwidth Configuration, per CC
	dBm
	REFSENS + 6dB

	PInterferer 1 (CW)
	dBm
	-46

	PInterferer 2
(Modulated)
	dBm
	-46

	BWInterferer 2
	MHz
	BW

	FInterferer 1
(Offset)
	MHz
	-2BW
/
+2BW

	FInterferer 2
(Offset)
	MHz
	2*FInterferer 1
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