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Unless stated otherwise the following suffixes are used for indicating at 2nd level clause, shown in Table 4.3-1.
Table 4.3-1: Definition of suffixes
	Clause suffix
	Variant

	None
	Single Carrier

	A
	Carrier Aggregation (CA)

	B
	Dual-Connectivity (DC)

	C
	Supplement Uplink (SUL)

	D
	UL MIMO

	E
	V2X

	F
	Shared spectrum channel access

	G
	Tx Diversity (TxD)

	H
	Carrier Aggregation(CA) with UL MIMO

	I
	RedCap



A terminal which supports the above features needs to meet both the general requirements and the additional requirement applicable to the additional clause (suffixes A to FI) in clauses 5, 6 and 7. Where there is a difference in requirement between the general requirements and the additional clause requirements (suffixes A to FI) in clauses 5, 6 and 7, the tighter requirements are applicable unless stated otherwise in the additional clause.
A terminal which supports advanced V2X services, public safety services and other commercial use cases related to NR sidelink operation shall meet all of the separate corresponding requirements in suffix E.

For a terminal that supports SUL for the band combination specified in Table 5.2C-1, the current version of the specification assumes the terminal is configured with active transmission either on UL carrier or SUL carrier at any time in one serving cell and the UE requirements for single carrier shall apply for the active UL or SUL carrier accordingly. For a terminal that supports SUL, the current version of the specification assumes the terminal is not configured with UL MIMO on SUL carrier.
For a terminal that supports public safety service using sidelink, the minimum requirements are applicable when
-	The UE is associated with a serving cell on PS carrier, or
-	The UE is not associated with a serving cell on the PS carrier and is provisioned with the preconfigured radio parameters for PS that are associated with known Geographical Area, or 
- 	The UE is associated with a serving cell on a carrier different than the PS carrier, and the radio parameters for PS that are provided by the serving cell, or
- 	The UE is associated with a serving cell on a carrier different than the PS carrier, and has a non-serving cell selected on the PS carrier with the preconfigured radio parameters.
When the advanced-V2X or PS UE is not associated with a serving cell on the V2X or PS carrier, and the UE does not have knowledge of its geographical area, or is provisioned with preconfigured radio parameters that are not associated with any Geographical Area, V2X or PS UE’ transmissions are not allowed, and the requirements in Section 6.3E.2 apply.
For a terminal that supports operation in shared spectrum, the current version of this specification assumes in the uplink sub-bands within a wideband channel shall be contiguously allocated to the UE.  The uplink requirements for one or more non-transmitted sub-bands between two transmitted sub-bands does not form a part of the current version of this specification.
<< Unchanges texts are omitted >>
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[bookmark: _Hlk75461937]The UE is required to be equipped with a minimum of two Rx antenna ports in all operating bands except for the bands n7, n38, n41, n48, n77, n78, n79 where the UE is required to be equipped with a minimum of four Rx antenna ports. This requirement applies when the band is used as a standalone band or as part of a band combination.
For the single carrier REFSENS requirements in Clause 7, the UE shall be verified with two Rx antenna ports in all supported frequency bands, additional requirements for four Rx ports shall be verified in operating bands where the UE is equipped with four Rx antenna ports.
For Rx requirements other than single carrier REFSENS in Clause 7, the UE shall be verified with four Rx antenna ports and skip two Rx antenna ports requirements in operating bands where the UE is equipped with four Rx antenna ports, otherwise, the UE shall be verified with two Rx antenna ports.
The above rules apply for all clauses with the exception of clause 7.9 and clauses for RedCap UE.
For a Redcap UE the requirements in Section 7 assume that the receiver is equipped with a minimum of single Rx antenna port.
For the Redcap UE single carrier REFSENS requirements in Clause 7, the Redcap UE shall be verified with single or two Rx antenna ports in all supported frequency bands.

<< Unchanges texts are omitted >>
7.3I.2	Reference sensitivity power level
For a RedCap UE equipped with 2 Rx antenna ports operating in FDD and TDD mode, the throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2.2, A3.2 and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3.2-1a and Table 7.3.2-1b for the applicable operating bands. The reference sensitivity (REFSENS) requirement specified for a RedCap UE equipped with 2 Rx antenna ports shall be met with uplink transmission bandwidth less than or equal to that specified in Table 7.3.2-3 and, for FDD bands, with the Tx-Rx separation as defined in clause 5.4.4 for the applicable band and UE channel bandwidth.
For a RedCap UE equipped with 1 Rx antenna ports operating in FDD and TDD mode, reference sensitivity for 2Rx antenna ports in Table 7.3.2-1a and in Table 7.3.2-1b shall be modified by the amount given in ΔR1R in Table 7.3I.2-1 for the applicable operating bands. The reference sensitivity (REFSENS) requirement specified for a RedCap UE equipped with 1 Rx antenna ports shall be met with uplink transmission bandwidth less than or equal to that specified in Table 7.3.2-3 and, for FDD bands, with the Tx-Rx separation as defined in clause 5.4.4 for the applicable band and UE channel bandwidth.
Table 7.3I.2-1: Single antenna port reference sensitivity allowance ΔR1R
	Operating band
	Channel bandwidth (MHz)
	ΔR1R (dB)

	TDD band 
	5, 10, 15, 20
	2,5

	FDD band 
	5 
	2.5

	FDD band 
	10, 15, 20
	3



For a RedCap UE equipped with 2 Rx antenna ports operating in HD-FDD mode, reference sensitivity for 2Rx antenna ports in Table 7.3I.2-2 shall be met with uplink transmission bandwidth less than or equal to that specified in Table 7.3I.2-5.

Table 7.3I.2-2: HD-FDD RedCap UE with 2 Rx antenna port reference sensitivity 
	Operating band / SCS / Channel bandwidth

	Operating Band
	SCS kHz
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)

	n1
	15
	-100.0
	-96.8
	-95.0
	-93.7

	
	30
	
	-97.2
	-95.2
	-93.9

	
	60
	
	-97.5
	-95.4
	-94.2

	n2
	15
	-98.8
	-95.6
	-93.8
	-92.5

	
	30
	
	-96.0
	-94.0
	-92.7

	
	60
	
	-96.3
	-94.2
	-93.0

	n3
	15
	-97.8
	-94.6
	-92.8
	-91.5

	
	30
	
	-95.0
	-93.0
	-91.7

	
	60
	
	-95.3
	-93.2
	-92.0

	n5
	15
	-98.8
	-95.6
	-93.8
	-92.5

	
	30
	
	-96.0
	-94.0
	-92.7

	n7
	15
	-98.8
	-95.6
	-93.8
	-92.5

	
	30
	
	-96.0
	-94.0
	-92.7

	
	60
	
	-96.3
	-94.2
	-93.0

	n8
	15
	-97.8
	-94.6
	-92.8
	-91.5

	
	30
	
	-95.0
	-93.0
	-91.7

	n12
	15
	-97.8
	-94.6
	-92.8
	

	
	30
	
	-95.0
	-93.0
	

	n13
	15
	-97.8
	-94.6
	
	

	
	30
	
	-95.0
	
	

	n14
	15
	-97.8
	-94.6
	
	

	
	30
	
	-95.0
	
	

	n18
	15
	-100.0
	-96.8
	-95.0
	

	
	30
	
	-97.2
	-95.2
	

	n20
	15
	-97.8
	-94.6
	-92.8
	-91.5

	
	30
	
	-95.0
	-93.0
	-91.7

	n24
	15
	-100.0
	-96.8
	
	

	
	30
	
	-97.2
	
	

	
	60
	
	-97.5
	
	

	n25
	15
	-97.3
	-94.1
	-92.3
	-91.0

	
	30
	
	-94.5
	-92.5
	-91.2

	
	60
	
	-94.8
	-92.7
	-91.5

	n26
	15
	-98.3
	-95.1
	-93.3
	-92.0

	
	30
	
	-95.5
	-93.5
	-92.2

	n28
	15
	-99.3
	-96.1
	-94.3
	-93.0

	
	30
	
	-96.5
	-94.5
	-93.2

	n30
	15
	-99.5
	-96.3
	
	

	
	30
	
	-96.7
	
	

	n65
	15
	-100.0
	-96.8
	-95.0
	-93.7

	
	30
	
	-97.2
	-95.2
	-93.9

	
	60
	
	-97.5
	-95.4
	-94.2

	n66
	15
	-100.0
	-96.8
	-95.0
	-93.7

	
	30
	
	-97.2
	-95.2
	-93.9

	
	60
	
	-97.5
	-95.4
	-94.2

	n70
	15
	-100.0
	-96.8
	-95.0
	-93.7

	
	30
	
	-97.2
	-95.2
	-93.9

	
	60
	
	-97.5
	-95.4
	-94.2

	n71
	15
	-98.0
	-94.8
	-93.0
	-91.7

	
	30
	
	-95.2
	-93.2
	-91.9

	n74
	15
	-100.0
	-96.8
	-95.0
	-93.7

	
	30
	
	-97.2
	-95.2
	-93.9

	
	60
	
	-97.5
	-95.4
	-94.2

	n85
	15
	-97.8
	-94.6
	-92.8
	

	
	30
	
	-95.0
	-93.0
	

	n91
	15
	-100.0
	
	
	

	n92
	15
	-100.0
	-96.8
	-95.0
	-93.7

	
	30
	
	-97.2
	-95.2
	-93.9

	n93
	15
	-100.0
	
	
	

	n94
	15
	-100.0
	-96.8
	-95.0
	-93.7

	
	30
	
	-97.2
	-95.2
	-93.9



For a RedCap UE equipped with 1 Rx antenna ports and operating in HD-FDD mode, reference sensitivity for 1Rx antenna ports in Table 7.3I.2-4 shall be met with uplink transmission bandwidth less than or equal to that specified in Table 7.3I.2-5.  
Table 7.3I.2-4: HD-FDD RedCap UE with 1 Rx antenna port reference sensitivity 
	Operating band / SCS / Channel bandwidth

	Operating Band
	SCS kHz
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)

	n1
	15
	-97.5
	-94.3
	-92.5
	-91.2

	
	30
	
	-94.7
	-92.7
	-91.4

	
	60
	
	-95.0
	-92.9
	-91.7

	n2
	15
	-96.3
	-93.1
	-91.3
	-90.0

	
	30
	
	-93.5
	-91.5
	-90.2

	
	60
	
	-93.8
	-91.7
	-90.5

	n3
	15
	-95.3
	-92.1
	-90.3
	-89.0

	
	30
	
	-92.5
	-90.5
	-89.2

	
	60
	
	-92.8
	-90.7
	-89.5

	n5
	15
	-96.3
	-93.1
	-91.3
	-90.0

	
	30
	
	-93.5
	-91.5
	-90.2

	n7
	15
	-96.3
	-93.1
	-91.3
	-90.0

	
	30
	
	-93.5
	-91.5
	-90.2

	
	60
	
	-93.8
	-91.7
	-90.5

	n8
	15
	-95.3
	-92.1
	-90.3
	-89.0

	
	30
	
	-92.5
	-90.5
	-89.2

	n12
	15
	-95.3
	-92.1
	-90.3
	

	
	30
	
	-92.5
	-90.5
	

	n13
	15
	-95.3
	-92.1
	
	

	
	30
	
	-92.5
	
	

	n14
	15
	-95.3
	-92.1
	
	

	
	30
	
	-92.5
	
	

	n18
	15
	-97.5
	-94.3
	-92.5
	

	
	30
	
	-94.7
	-92.7
	

	n20
	15
	-95.3
	-92.1
	-90.3
	-89.0

	
	30
	
	-92.5
	-90.5
	-89.2

	n24
	15
	-97.5
	-94.3
	
	

	
	30
	
	-94.7
	
	

	
	60
	
	-95.0
	
	

	n25
	15
	-94.8
	-91.6
	-89.8
	-88.5

	
	30
	
	-92.0
	-90.0
	-88.7

	
	60
	
	-92.3
	-90.2
	-89.0

	n26
	15
	-95.8
	-92.6
	-90.8
	-89.5

	
	30
	
	-93.0
	-91.0
	-89.7

	n28
	15
	-96.8
	-93.6
	-91.8
	-90.5

	
	30
	
	-94.0
	-92.0
	-90.7

	n30
	15
	-97.0
	-93.8
	
	

	
	30
	
	-94.2
	
	

	n65
	15
	-97.5
	-94.3
	-92.5
	-91.2

	
	30
	
	-94.7
	-92.7
	-91.4

	
	60
	
	-95.0
	-92.9
	-91.7

	n66
	15
	-97.5
	-94.3
	-92.5
	-91.2

	
	30
	
	-94.7
	-92.7
	-91.4

	
	60
	
	-95.0
	-92.9
	-91.7

	n70
	15
	-97.5
	-94.3
	-92.5
	-91.2

	
	30
	
	-94.7
	-92.7
	-91.4

	
	60
	
	-95.0
	-92.9
	-91.7

	n71
	15
	-95.5
	-92.3
	-90.5
	-89.2

	
	30
	
	-92.7
	-90.7
	-89.4

	n74
	15
	-97.5
	-94.3
	-92.5
	-91.2

	
	30
	
	-94.7
	-92.7
	-91.4

	
	60
	
	-95.0
	-92.9
	-91.7

	n85
	15
	-95.3
	-92.1
	-90.3
	

	
	30
	
	-92.5
	-90.5
	

	n91
	15
	-97.5
	
	
	

	n92
	15
	-97.5
	-94.3
	-92.5
	-91.2

	
	30
	
	-94.7
	-92.7
	-91.4

	n93
	15
	-97.5
	
	
	

	n94
	15
	-97.5
	-94.3
	-92.5
	-91.2

	
	30
	
	-94.7
	-92.7
	-91.4


Table 7.3I.2-5: Uplink configuration for HD-FDD reference sensitivity
	Operating band / SCS / Channel bandwidth

	Operating Band
	SCS kHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	n1
	15
	25
	50
	75
	100

	
	30
	
	24
	36
	50

	
	60
	
	10
	18
	24

	n2
	15
	25
	50
	75
	100

	
	30
	
	24
	36
	50

	
	60
	
	10
	18
	24

	n3
	15
	25
	50
	75
	100

	
	30
	
	24
	36
	50

	
	60
	
	10
	18
	24

	n5
	15
	25
	50
	75
	100

	
	30
	
	24
	36
	50

	n7
	15
	25
	50
	75
	100

	
	30
	
	24
	36
	50

	
	
	
	10
	18
	24

	n8
	15
	25
	50
	75
	100

	
	30
	
	24
	36
	50

	n12
	15
	25
	50
	75
	

	
	30
	
	24
	36
	

	n13
	15
	25
	50
	
	

	
	30
	
	24
	
	

	n14
	15
	25
	50
	
	

	
	30
	
	24
	
	

	n18
	15
	25
	50
	75
	

	
	30
	
	24
	36
	

	n20
	15
	25
	50
	75
	100

	
	30
	
	24
	36
	50

	n24
	15
	25
	50
	
	

	
	30
	
	24
	
	

	
	
	
	10
	
	

	n25
	15
	25
	50
	75
	100

	
	30
	
	24
	36
	50

	
	60
	
	10
	18
	24

	n26
	15
	25
	50
	75
	100

	
	30
	
	24
	36
	50

	n28
	15
	25
	50
	75
	100

	
	30
	
	24
	36
	50

	n30
	15
	25
	50
	
	

	
	30
	
	24
	
	

	n65
	15
	25
	50
	75
	100

	
	30
	
	24
	36
	50

	
	
	
	10
	18
	24

	n66
	15
	25
	50
	75
	100

	
	30
	
	24
	36
	50

	
	
	
	10
	18
	24

	n70
	15
	25
	50
	75
	100

	
	30
	
	24
	36
	50

	
	
	
	10
	18
	24

	n71
	15
	25
	50
	75
	100

	
	30
	
	24
	36
	50

	n74
	15
	25
	50
	75
	100

	
	30
	
	24
	36
	50

	
	
	
	10
	18
	24

	n85
	15
	25
	50
	75
	

	
	30
	
	24
	36
	

	n91
	15
	25
	
	
	

	n92
	15
	25
	50
	75
	100

	
	30
	
	24
	36
	50

	n93
	15
	25
	
	
	

	n94
	15
	25
	50
	75
	100

	
	30
	
	24
	36
	50
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