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1	Introduction
In RAN4 102-e, there were discussions on signaling related issues for RedCap UEs. 
In the WF [1] only the issues with clear agreements were captured, and we copy paste some of the open issues from the email discussion summary [2] here to further discuss.
	Issue 4-2-1: SSB-based based BFD: evaluation period for FR1 and FR2
· Proposals
· Option 1 (HW, E///, OPPO): No need to extend the evaluation period for BFD compared to legacy evaluation period.
· Option 2 (Apple, MTK): Set SSB based BFD evaluation period based on 10 samples for 1Rx UE.


This paper discusses the issues listed above and provide our views.
2	Discussions
SSB-based based BFD: evaluation period for FR1 and FR2 
First we need to mention a previous agreement reached during RAN4 101-e-bis, one meeting before RAN4 102-e, in which it says that no extension is needed for in-sync evaluation period for RLM. Actually, this is consistent with our thinking since UE having 1 Rx would essentially reduce the accuracy, and thus, related accuracy requirements can be relaxed while we prefer to keep core requirements unchanged. Here, for BFD, we think a similar approach can be taken as we did for RLM.
Observation 1: No extension was agreed for in-sync evaluation period for RLM.
No need to extend the evaluation period for BFD compared to legacy evaluation period.
3	Conclusion
Observation 1: No extension was agreed for in-sync evaluation period for RLM.
Proposal 1: No need to extend the evaluation period for BFD compared to legacy evaluation period.
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