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1. Overall Description:

RAN4 has intorduced new FR2 FBG 1 CA BW classes Z and FBG 3 CA BW classes V, W, X, Y into 38.101-2 [1], see below.
	NR CA bandwidth class
	Aggregated channel bandwidth
	Number of contiguous CC
	Fallback group

	A
	BWChannel ≤ 400 MHz
	1
	1,2,3,4

	B
	400 MHz < BWChannel_CA ≤ 800 MHz
	2
	1

	C
	800 MHz < BWChannel_CA ≤ 1200 MHz
	3
	

	Z
	1200 MHz < BWChannel_CA ≤ 1600 MHz
	4
	

	D
	200 MHz < BWChannel_CA ≤ 400 MHz
	2
	2

	E
	400 MHz < BWChannel_CA ≤ 600 MHz
	3
	

	F
	600 MHz < BWChannel_CA ≤ 800 MHz
	4
	

	R
	800 MHz < BWChannel_CA ≤ 1000 MHz
	5
	

	S
	1000 MHz < BWChannel_CA ≤ 1200 MHz
	6
	

	T
	1200 MHz < BWChannel_CA ≤ 1400 MHz
	7
	

	U
	1400 MHz < BWChannel_CA ≤ 1600 MHz
	8
	

	G
	100 MHz < BWChannel_CA ≤ 200 MHz
	2
	3

	H
	200 MHz < BWChannel_CA ≤ 300 MHz
	3
	

	I
	300 MHz < BWChannel_CA ≤ 400 MHz
	4
	

	J
	400 MHz < BWChannel_CA ≤ 500 MHz
	5
	

	K
	500 MHz < BWChannel_CA ≤ 600 MHz
	6
	

	L
	600 MHz < BWChannel_CA ≤ 700 MHz
	7
	

	M
	700 MHz < BWChannel_CA ≤ 800 MHz
	8
	

	V3
	900 MHz ≤ BWChannel_CA ≤ 1300 MHz 
	9
	

	W3
	1000 MHz ≤ BWChannel_CA ≤ 1400 MHz 
	10
	

	X3
	1100 MHz ≤ BWChannel_CA ≤ 1500 MHz
	11
	

	Y3
	1200 MHz ≤ BWChannel_CA ≤ 1600 MHz
	12
	

	O
	100 MHz ≤ BWChannel_CA ≤ 200 MHz
	2
	4

	P
	150 MHz ≤ BWChannel_CA ≤ 300 MHz
	3
	

	Q
	200 MHz ≤ BWChannel_CA ≤ 400 MHz
	4
	

	NOTE 1:
Maximum supported component carrier bandwidths for fallback groups 1, 2, 3 and 4 are 400 MHz, 200 MHz, 100 MHz and 100 MHz respectively except for CA bandwidth class A, unless otherwise specified.
NOTE 2:
It is mandatory for a UE to be able to fallback to lower order CA bandwidth class configuration within a fallback group. It is not mandatory for a UE to be able to fallback to lower order CA bandwidth class configuration that belong to a different fallback group.
NOTE 3:   The minimum supported component carrier bandwidth is 100 MHz and the maximum supported bandwidth is 200 MHz. The component carriers shall be arranged so all 100 MHz carriers are contiguous and all 200 MHz carriers are contiguous.


Furthermore RAN4 has agreed to define these new FR2 CA BW classes as release independent from REL-15 pending confirmation from RAN2 that this is possible.
2. Actions:

To RAN2: RAN4 respectfully asks RAN2 to respond if it is possible to define new FR2 CA BW classes V, W, X, Y, Z as release independent from release 15.

3. Date of Next RAN4 Meetings:
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