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1. Introduction
In RAN4 #102-e [1] and RAN#95-e [2], the introduction of UL gaps for proximity sensing was agreed, with the following endorsed CRs:
	R4-2206511
	Draft CR for UL gap for Tx power management RRM aspect

	R4-2206513
	Draft CR for UL gap for Tx power management RF aspect



Some clarifications are still needed, which are detailed in the following section.
2. Change Request
We propose the following changes to the CR R4-2206513 for 38.101-2 in order to clarify the measurement procedure as well as reflect all the agreements of previous meetings. 
In both 6.2.5 Requirements for UL gap for TX power management and 6.2A.5 Requirements for UL gap for TX power management in CA, agreements, we propose to add the clarifications below:
Adding “The measured peak EIRP PUMAX,f,c_GAP_ON shall be measured outside of the UL gap symbol” in order to clarify that the power measurement when the gaps are configured is not measured during the actual gap symbol.
Proposal 1: Add the following clarification to TS38.101-2 6.2: The measured peak EIRP PUMAX,f,c_GAP_ON shall be measured outside of the UL gap symbol.
Furthermore, as agreed in previous RAN4 meetings RAN4#101bis-e [2], we would like to reflect that the maximum measured power during the UL gap is TX_OFF “The measured peak EIRP PUMAX,f,c_GAP_ON measured during of the UL gap symbol is below TX_OFF power”
Proposal 2: Add the following clarification to TS38.101-2 6.2: The measured peak EIRP PUMAX,f,c_GAP_ON measured during of the UL gap symbol is below TX_OFF power.
3. Conclusion
In this contribution, we made the following proposal:
Proposal 1: Add the following clarification to TS38.101-2 6.2: The measured peak EIRP PUMAX,f,c_GAP_ON shall be measured outside of the UL gap symbol.
Proposal 2: Add the following clarification to TS38.101-2 6.2: The measured peak EIRP PUMAX,f,c_GAP_ON measured during of the UL gap symbol is below TX_OFF power.
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