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1. Introduction

In RAN4#102-e, the RRM progress was approved in WF [1]. This contribution continues to provide the analysis on UE capability in FR2 HST. 
2. Discussion
In RAN4#102 meeting, the left issue is Issue 1-2-2: Capability for one shot large UL timing adjustment (duplicated as below).
	Agreement:

· Introduce feature group x-2 “Support of one shot large UL timing adjustment” with prerequisite feature group (x-1, “Support of FR2 HST operation”)

Way forward:
Companies are encouraged to discuss further the following two options:

· Option 1: Define feature as mandatory with capability signaling.

· Option 2: Define feature as optional with capability signaling.


In our understanding, the capability of one shot large UL timing adjustment is supposed to be optional. On the one hand, one short large UL timing is applied for some scenarios, e.g., uni-directional RRH deployment, or if a RRH beam is “borrowed” from neighboring RRH to serve the coverage hole region near RRH site in bi-directional RRH deployment. For some scenarios, one shot UL timing adjust is not always required. As PC6 UE may be only served for one kind of high speed scenario, it is not mandatory for PC6 UE to support the capability. On the other hand, we hope leave UE some implementation freedom even if it can not support one shot UL transmission. 
Proposal: Define one shot large UL timing adjustment capability as optional with capability signaling.
3. Conclusion
This contribution provides the analysis on UE capability in FR2 HST. Below we summarize our proposal:

Proposal: Define one shot large UL timing adjustment capability as optional with capability signaling.
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