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[bookmark: _Toc526331617]<Start of Change 1>
6.1C	Handover for RedCap
6.1C.1	NR Handover
6.1C.1.1	Introduction
The purpose of NR handover is to change the NR PCell to another NR cell for RedCap UE. The requirements in this clause are applicable to SA NR.
[bookmark: _Toc526331610]6.1C.1.2	NR FR1 - NR FR1 Handover
The requirements in this clause are applicable to both intra-frequency and inter-frequency handovers from NR FR1 cell to NR FR1 cell. The requirements in clause 6.1.1.2 shall apply when RedCap UE is capable of 2 Rx. When UE is only required to support 1 Rx antenna, the requirements defined in clause 6.1.1.2 shall apply except that:
- Tsearch is the time required to search the target cell when the target cell is not already known when the handover command is received by the UE. If the target cell is known, then Tsearch = 0 ms. If the target cell is an unknown intra-frequency cell and the target cell Es/Iot≥-2 dB, then Tsearch = [3]*Trs  ms. If the target cell is an unknown inter-frequency cell and the target cell Es/Iot≥-2 dB, then Tsearch = [5]* Trs  ms. Regardless of whether DRX is in use by the UE, Tsearch shall still be based on non-DRX target cell search times.
For RedCap UE with HD-FDD, the handover requirements are met provided that 
· SSB is available at the UE once every SMTC period during Tsearch
· One SSB is available during T∆
· One SSB is available during TIU.
[bookmark: _Toc526331616]6.1C.1.3	NR FR2- NR FR2 Handover
The requirements in this clause are applicable to both intra-frequency and inter-frequency handovers from NR FR2 cell to NR FR2 cell. The requirements in clause 6.1.1.4 shall apply when RedCap UE is capable of 2 Rx. 
6.1C.2	NR Handover to other RATs
[bookmark: _Toc5952571]6.1C.2.1	NR – E-UTRAN Handover
The purpose of inter-RAT handover from NR to E-UTRAN is to change the radio access mode of PCell from NR to E-UTRAN for RedCap UE. The handover procedure is initiated from NR with a RRC message that implies a handover as described in TS 38.331 [2]. The requirements in this clause are applicable to SA NR.
The requirements in clause 6.1.2.1 shall apply when RedCap UE is capable of 2 Rx. When UE is only required to support 1 Rx antenna, the requirements for category 1bis UE defined in clause 5.1.2 in [15] shall apply.
<End of Change 1>

