

	
3GPP TSG-<TSG/RAN4> Meeting # 103-e	R4-2209037
 Electronic Meeting,  9th - 20th May
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.307
	CR
	<CR#>
	rev
	<Rev#>
	Current version:
	17.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Draft CR for TS 38.307 on Annex B

	
	

	Source to WG:
	ZTE

	Source to TSG:
	R4

	
	

	Work item code:
	TEI
	
	Date:
	2022-04-25

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	The description on the purpose of Annex B does not cover the comment requirements for a single band. And the title for NR TxD is not accurate.

	
	

	Summary of change:
	1) Add single band to the purpose
2) Change both head and table title for TxD

	
	

	Consequences if not approved:
	The purpose of Annex B is not consistent to the contents, and the titles are not accurate for TxD.

	
	

	Clauses affected:
	B.1, B.4.11

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1



<Start of Change 1/2>
[bookmark: _Toc21098362][bookmark: _Toc29470589][bookmark: _Toc37141957][bookmark: _Toc37142008][bookmark: _Toc37142060][bookmark: _Toc37269063][bookmark: _Toc37269106][bookmark: _Toc45907629][bookmark: _Toc52564811][bookmark: _Toc60857191][bookmark: _Toc60857262][bookmark: _Toc61185261][bookmark: _Toc61185341][bookmark: _Toc61185389][bookmark: _Toc66390493][bookmark: _Toc66390595][bookmark: _Toc68702005][bookmark: _Toc68702491][bookmark: _Toc68702609][bookmark: _Toc68702714][bookmark: _Toc68702793][bookmark: _Toc74643129][bookmark: _Toc76540693][bookmark: _Toc82415042][bookmark: _Toc89937945][bookmark: _Toc98752906]Annex B (normative):
Common Requirements for bands, CA, SUL or DC
[bookmark: _Toc21098363][bookmark: _Toc29470590][bookmark: _Toc37141958][bookmark: _Toc37142009][bookmark: _Toc37142061][bookmark: _Toc37269064][bookmark: _Toc37269107][bookmark: _Toc45907630][bookmark: _Toc52564812][bookmark: _Toc60857192][bookmark: _Toc60857263][bookmark: _Toc61185262][bookmark: _Toc61185342][bookmark: _Toc61185390][bookmark: _Toc66390494][bookmark: _Toc66390596][bookmark: _Toc68702006][bookmark: _Toc68702492][bookmark: _Toc68702610][bookmark: _Toc68702715][bookmark: _Toc68702794][bookmark: _Toc74643130][bookmark: _Toc76540694][bookmark: _Toc82415043][bookmark: _Toc89937946][bookmark: _Toc98752907]B.1	Purpose of annex
The purpose of Annex B is to group the requirements that are common for one or several bands or CA configurations in this specification and use the common tables as references.
<End of Change 1/2>

<Start of Change 2/2>
[bookmark: _Toc98752923]B.4.11	Common UE RF requirements for a release independent band supporting transparent Tx diversity
The requirements and test cases listed in Table B.4.11-1 are specified in in REL-17 version of TS 38.101-1 [2].
Table B.4.11-1: Common UE RF requirements for a release independent band supporting transparent Tx diversity
	Clause
	Description

	6.2G
	Transmitter power for Tx Diversity

	6.2G.1	
	UE maximum output power for Tx Diversity

	6.2G.2	
	UE maximum output power reduction for Tx Diversity

	6.2G.3	
	UE additional maximum output power reduction for Tx Diversity

	6.2G.4	
	Configured transmitted power for Tx Diversity

	6.3G	
	Output power dynamics for Tx Diversity

	6.3G.1	
	Minimum output power for Tx Diversity

	6.3G.2	
	Transmit OFF power for Tx Diversity

	6.3G.3	
	Transmit ON/OFF time mask for Tx Diversity

	6.3G.4	
	Power control for Tx Diversity

	6.4G	
	Transmit signal quality for Tx Diversity

	6.4G.1	
	Frequency error for Tx Diversity

	6.4G.2	
	Transmit modulation quality for Tx Diversity

	6.4G.2.1
	Error Vector Magnitude

	6.4G.2.2
	Carrier leakage

	6.4G.2.3
	In-band emissions

	6.4G.2.4
	EVM equalizer spectrum flatness for Tx Diversity

	6.5G
	Output RF spectrum emissions for Tx Diversity

	6.5G.1	
	Occupied bandwidth for Tx Diversity

	6.5G.2	
	Out of band emission for Tx Diversity

	6.5G.3
	Spurious emission for Tx Diversity

	6.5G.4	
	Transmit intermodulation for Tx Diversity

	F.8	
	EVM measurement for dual Tx



<End of Change 2/2>


