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[bookmark: _Toc5952515]--- Start of change 1 ---
3.1	Definitions
For the purposes of the present document, the terms and definitions given in TR 21.905 [11] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [11].
1 Rx RedCap: RedCap UE for which requirements are derived assuming 1 Rx branch.
2 Rx RedCap: RedCap UE for which requirements are derived assuming 2 Rx branches.
Active DL BWP: Active DL bandwidth part as defined in TS 38.213 [3].
Blackbox Approach: Testing methodology, in which the UE internal implementation of certain specific UE functionality involved in the test, is unknown.
CD-SSB: Cell defining SSB as defined in TS 38.300 [10].
Control Resource Set: As defined in TS 38.213 [3].
DL BWP: DL bandwidth part as defined in TS 38.213 [3].
EN-DC: E-UTRA-NR Dual Connectivity as defined in clause 4.1.2 of TS 37.340 [17].
en-gNB: As defined in TS 37.340 [17].
FR1: Frequency range 1 as defined in clause 5.1 of TS 38.104 [13].
FR2: Frequency range 2 as defined in clause 5.1 of TS 38.104 [13].
gNB: as defined in TS 38.300 [10].
LMF: as defined in TS 38.305 [22].
Master Cell Group: As defined in TS 38.331 [2].
[bookmark: _Hlk827074]Multi-Radio Dual Connectivity: Dual Connectivity between E-UTRA and NR nodes, or between two NR nodes, as defined in TS 37.340 [17].
NCD-SSB: Non cell defining SSB as defined in TS 38.300 [10].
ng-eNB: As defined in TS 38.300 [10].
NE-DC: NR-E-UTRA Dual Connectivity as defined in clause 4.1.3.2 of TS 37.340 [17].
NGEN-DC: NG-RAN E-UTRA-NR Dual Connectivity as defined in clause 4.1.3.1 of TS 37.340 [17].
NR-DC: NR-NR Dual Connectivity as defined in clause 4.1.3.3 of TS 37.340 [17].
Primary Cell: As defined in TS 38.331 [2].
PRS resource instance: An instance in time of a configured PRS resource as defined in TS 38.331 [2], which may or not overlap with a measurement gap occasion.
Quasi Co-Location: As defined in TS 38.214 [26].
RLM-RS resource: A resource out of the set of resources configured for RLM by higher layer parameter RLM-RS-List [2] as defined in TS 38.213 [3].
SA operation mode: Operation mode when the UE is configured with at least PCell and not any MR-DC.
Secondary Cell: As defined in TS 38.331 [2].
Secondary Cell Group: As defined in TS 38.331 [2].
Serving Cell: As defined in TS 38.331 [2].
SMTC: An SSB-based measurement timing configuration configured by SSB-MeasurementTimingConfiguration as specified in TS 38.331 [2].
Special Cell: As defined in TS 38.331 [2].
SSB: SS/PBCH block as defined in clause 7.8.3 of TS 38.211 [6].
Timing Advance Group: As defined in TS 38.331 [2].
--- End of change 1 ---

--- Start of change 2 ---
3.6.11	Applicability of requirements for RedCap UEs
Unless explicitly stated, the requirements in this version of the specification are not applicable to RedCap UEs. 
3.6.11.1	RRC connected state requirements in DRX
The requirements in clause 3.6.1 shall apply.
3.6.11.2	Applicability for FR2 RedCap UE power classes
The requirements in clause 3.6.4 shall apply.
3.6.11.3	Applicability of QCL
The requirements in clause 3.6.7 shall apply.
--- End of change 2 ---

