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----------------------------------------------------- Beginning of Change 1 ------------------------------------------------------------
[bookmark: _Toc535476483][bookmark: _Toc535476485]A.6.1.2.2	Cell reselection to lower priority E-UTRAN
[bookmark: _Toc535476484]A.6.1.2.2.1	Test Purpose and Environment
This test is to verify the requirement for the NR to E-UTRAN inter-RAT cell reselection requirements specified in clause 4.2.2.5 when the E-UTRAN cell is of lower priority.
A.6.1.2.2.2	Test Parameters
The test scenario comprises of one NR cell and one E-UTRAN cell as given in tables A.6.1.2.2.2-1, A.6.1.2.2.2-2, A.6.1.2.2.2-3 and A.6.1.2.2.2-4. The test consists of two successive time periods, with time duration of T1 and T2 respectively. Both NR cell 1 and E-UTRAN cell 2 are already identified by the UE prior to the start of the test. E-UTRAN cell 2 is of lower priority than cell 1.
Table A.6.1.2.2.2-1: Supported test configurations
	Configuration
	Description of serving cell
	Description of target cell

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
	LTE 10 MHz bandwidth, TDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
	LTE 10 MHz bandwidth, TDD duplex mode

	3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
	LTE 10 MHz bandwidth, TDD duplex mode

	4
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
	LTE 10 MHz bandwidth, FDD duplex mode

	5
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
	LTE 10 MHz bandwidth, FDD duplex mode

	6
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
	LTE 10 MHz bandwidth, FDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



Table A.6.1.2.2.2-2: General test parameters for NR to E-UTRAN cell re-selection test case
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Initial condition
	Active cell
	
	1, 2, 3, 4, 5, 6
	Cell1
	The UE camps on cell 1 in the initial phase.

	
	Neighbour cell
	
	1, 2, 3, 4, 5, 6
	Cell2
	

	T1 end condition
	Active cell
	
	1, 2, 3, 4, 5, 6
	Cell2
	The UE shall perform reselection to cell 2 during T1.

	
	Neighbour cell
	
	1, 2, 3, 4, 5, 6
	Cell1
	

	T2 end condition
	Active cell
	
	1, 2, 3, 4, 5, 6
	Cell1
	The UE shall perform reselection to cell 1 during T2 for iteration of the tests.

	
	Neighbour cell
	
	1, 2, 3, 4, 5, 6
	Cell2
	

	Access Barring Information
	-
	1, 2, 3, 4, 5, 6
	Not Sent
	No additional delays in random access procedure.

	DRX cycle length
	s
	1, 2, 3, 4, 5, 6
	1.28
	The value shall be used for all cells in the test.

	NR PRACH configuration index
	
	1, 2, 3, 4, 5, 6
	102
	The detailed configuration is specified in TS 38.211 clause 6.3.3.2

	E-UTRAN PRACH configuration index
	
	1, 2, 3
	534
	As specified in table 5.7.1-2 in TS 36.211 [23]

	
	
	4, 5, 6
	4
	

	T1
	s
	1, 2, 3, 4, 5, 6
	15
	T1 needs to be defined so that cell re-selection reaction time is taken into account.

	T2
	s
	1, 2, 3, 4, 5, 6
	75
	T2 needs to be defined so that cell re-selection reaction time is taken into account.



Table A.6.1.2.2.2-3: Cell specific test parameters for NR cell 1
	Parameter
	Unit
	Test configuration
	Cell 1

	
	
	
	T1
	T2

	TDD configuration
	
	1, 4
	N/A

	
	
	2, 5
	TDDConf.1.1

	
	
	3, 6
	TDDConf.2.1

	PDSCH RMC configuration
	
	1, 4
	SR.1.1 FDD

	
	
	2, 5
	SR.1.1 TDD

	
	
	3, 6
	SR.2.1 TDD

	RMSI CORESET RMC 
	
	1, 4
	CR.1.1 FDD

	configuration
	
	2, 5
	CR.1.1 TDD

	
	
	3, 6
	CR.2.1 TDD

	Dedicated CORESET RMC 
	
	1, 4
	CCR.1.1 FDD

	configuration
	
	2, 5
	CCR.1.1 TDD

	
	
	3, 6
	CCR.2.1 TDD

	SSB configuration
	
	1, 4
	SSB.1 FR1

	
	
	2, 5
	SSB.1 FR1

	
	
	3, 6
	SSB.2 FR1

	SMTC configuration
	
	1, 4
	SMTC.2

	
	
	2, 5
	SMTC.1

	
	
	3, 6
	SMTC.1

	OCNG Pattern
	
	1, 2, 3, 4, 5, 6
	OP.1 defined in A.3.2.1

	Initial DL BWP configuration
	
	1, 2, 3, 4, 5, 6
	DLBWP.0.1

	Initial UL BWP configuration
	
	1, 2, 3, 4, 5, 6
	ULBWP.0.1

	RLM-RS
	
	1, 2, 3, 4, 5, 6
	SSB

	Qrxlevmin
	dBm/SCS
	1, 2, 4, 5
	-140

	
	
	3, 6
	-137

	

	dBm/SCS
	1, 4
	-98

	
	
	2, 5
	-98

	
	
	3, 6
	-95

	

	dBm/15 kHz
	1, 2, 3, 4, 5, 6
	-98

	SS-RSRP
	dBm/SCS
	1, 4
	-102
	-86

	
	
	2, 5
	-102
	-86

	
	
	3, 6
	-99
	-83

	

	dB
	1, 4
	-4
	12

	
	
	2, 5
	
	

	
	
	3, 6
	
	

	

	dB
	1, 4
	-4
	12

	
	
	2, 5
	
	

	
	
	3, 6
	
	

	Io
	dBm/9.36 MHz
	1, 4
	-68.60
	-57.78

	
	dBm/9.36 MHz
	2, 5
	-68.60
	-57.78

	
	dBm/38.16 MHz
	3, 6
	-62.50
	-51.69

	Treselection
	S
	1, 2, 3, 4, 5, 6
	0

	SnonintrasearchP
	dB
	1, 2, 3, 4, 5, 6
	50

	Threshx, highP 
	dB
	1, 2, 3, 4, 5, 6
	48

	Threshserving, lowP
	dB
	1, 2, 3, 4, 5, 6
	44

	Threshx, lowP (Note 2)
	dB
	1, 2, 3, 4, 5, 6
	50

	Propagation Condition
	
	1, 2, 3, 4, 5, 6
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	This refers to the value of  Threshx, high  which is included in NR system information, and is a threshold for the E-UTRA target cell



Table A.6.1.2.2.2-4: Cell specific test parameters for E-UTRA cell 2
	Parameter
	Unit
	Cell 2

	
	
	T1
	T2


	E-UTRA RF Channel number
	
	1

	BWchannel
	MHz
	10

	OCNG Patterns defined in TS 36.133 [15] clause A.3.2
	
	OP.2 TDD for test configuration 1, 2, 3;
OP.2 FDD for test configuration 4, 5, 6

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1
	dB
	

	Qrxlevmin
	dBm
	-140

	

	dBm/15 kHz
	-98

	RSRP
	dBm/15 KHz
	-84
	-84

	

	dB
	14
	14

	

	dB
	14
	14

	TreselectionEUTRAN
	S
	0

	SnonintrasearchP
	dB
	Not sent

	Threshx, highP (Note 2)
	dB
	48

	Threshserving, lowP
	dB
	44

	Threshx, lowP  
	dB
	50

	Propagation Condition
	
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	This refers to the value of  Threshx, high  which is included in E-UTRA system information, and is a threshold for the NR target cell




------------------------------------------------------------- End of change 1 ------------------------------------------------------------
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