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<Start of change>
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6.5A.3.3.1.1		Requirement for network signalling value "CA_ NS_04"
When "CA_NS04" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5A.3.3.1.1-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5A.3.1-1 from the edge of the aggregated channel bandwidth. For power class 2 intra-band contiguous carrier aggregation, the additional spurious emissions is measured as the sum from both UE transmit antenna connectors when UE indicates support for dualPA-Architecture IE.
Table 6.5A.3.3.1.1-1: Additional requirements for "CA_ NS_04"
	Frequency range
(MHz)
	BWChannel_CA (MHz) / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	20 to 190 MHz
	

	2495 ≤ f < 2496
	-13
	Max(1 % of BWChannel_CA, 1 MHz) 

	2490.5 ≤ f < 2495
	-13
	1 MHz

	0.009 < f < 2490.5
	-25
	1 MHz



6.5A.3.3.1.2		Requirement for network signalling value "CA_ NS_27"
When "CA_NS 27" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5A.3.3.1.2-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table Table 6.5A.3.1-1 from the edge of the aggregated channel bandwidth.
[bookmark: _Hlk47016114]Table 6.5A.3.3.1.2-1: Additional requirements for "CA_ NS_27"
	Frequency range
(MHz)
	Spectrum emission limit (dBm) for aggregated channel bandwidth of
max 40 MHz
	Measurement bandwidth 

	9 kHz – 3530 MHz
	-40
	1 MHz

	3530 MHz – 3540 MHz
	-25
	

	3710 MHz – 3720 MHz
	-25
	

	3720 MHz – 12.75 GHz
	-40
	



6.5A.3.3.1.3		Requirement for network signalling value "CA_ NS_46"
When "CA_NS 46" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5A.3.3.1.3-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table Table 6.5A.3.1-1 from the edge of the aggregated channel bandwidth.
Table 6.5A.3.3.1.3-1: Additional requirements for “CA_NS_46” 
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	Frequency range
	2570
	-
	2575
	+1.6
	5
	1, 2

	Frequency range
	2575
	-
	2595
	-15.5
	5
	1, 2

	Frequency range
	2595
	-
	2620
	-40
	1
	1

	NOTE 1:	This requirement is applicable for carriers confined in 2500-2570 MHz.
NOTE 2:	For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.



6.5A.3.3.2	Additional spurious emissions for intra-band non-contiguous CA
6.5A.3.3.2.1		Requirement for network signalling value "CA_NC_ NS_04"
For intra-band non-cotiguous CA_n41(2A), the spurious emission requirements in subclause 6.5.3.3.1 (indicated by NS_04) applies in each uplink CC.

6.5A.4	Transmit intermodulation for CA
<End of change>

