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<<<Start of Changes>>>
Table 6.2.3.4-12: A-MPR for NS_05 and NS_05U (Power Class 2)
	Modulation/Waveform
	A1 (dB)
	A2 (dB)
	A3 (dB)

	
	Outer/Inner
	Outer/Inner
	Outer
	Inner

	DFT-s-OFDM
	Pi/2 BPSK
	≤ [135]
	≤ 6
	≤ 6.5
	≤ 2

	
	QPSK
	≤ [135]
	≤ 6
	≤ 7
	≤ 2

	
	16 QAM
	≤ [135]
	≤ 6
	≤ 8.5
	≤ 2

	
	64 QAM
	≤ [145]
	≤ 6
	≤ 9
	≤ 2

	
	256 QAM
	≤ [15]
	≤ 6
	≤ 9.5
	

	CP-OFDM
	QPSK
	≤ [135]
	≤ 6
	≤ 10
	≤ 4

	
	16 QAM
	≤ [135]
	≤ 6
	≤ 10
	≤ 4

	
	64 QAM
	≤ [146]
	≤ 6
	≤ 10
	≤ 4

	
	256 QAM
	≤ [16]
	
	≤ 10
	

	NOTE 1:	Void
NOTE 2:	Void



<<<End of Changes>>>
