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1 Background
This contribution provides updated text proposal to correct the editorial errors.
2 Text Proposal
[bookmark: _Toc405202255]---Start of changes---
[bookmark: _Toc63588622][bookmark: _Toc70596799]1	Scope
The present document is a technical report for SA NR Supplementary uplink (SUL), NSA NR SUL and NSA NR SUL with UL sharing from the UE perspective (ULSUP) under Rel-17 time frame. The purpose is to gather the relevant background information and studies in order to address NR SUL for the Rel-17 bands/band combinations in Table 1-1 to Table 1-4.
Table 1-1: Release 17 SUL bands
	Band number
	UL
	DL
	Duplex mode

	n97
	2300 MHz – 2400 MHz
	N/A
	SUL

	n98
	1880 MHz – 1920 MHz
	N/A
	SUL

	n99
	1626.5 MHz – 1660.5 MHz
	N/A
	SUL



Table 1-2: Release 17 SA SUL band combinations
	SA SUL band combination
	REL independent from

	SUL_n41-n83
	Rel-15

	[bookmark: OLE_LINK33][bookmark: OLE_LINK34]SUL_n79-n83
	Rel-15

	[bookmark: _Hlk63588982]CA_n28_SUL_n41-n83
	Rel-15

	[bookmark: OLE_LINK41]CA_n28_SUL_n79-n83
	Rel-15

	CA_n1_SUL_n78-n80
	Rel-15

	CA_n1_SUL_n78-n84
	Rel-15

	[bookmark: OLE_LINK25]CA_n41_SUL_n79-n80
	Rel-15

	CA_n79_SUL_n41-n80
	Rel-15

	[bookmark: OLE_LINK29][bookmark: OLE_LINK30]CA_n3_SUL_n78-n80
	Rel-15

	[bookmark: OLE_LINK31][bookmark: OLE_LINK32]CA_n41_SUL_n79-n83
	Rel-15

	CA_n79_SUL_n41-n83
	Rel-15

	[bookmark: OLE_LINK35][bookmark: OLE_LINK36]SUL_n79-n97
	Rel-15

	SUL_n41-n98
	Rel-15

	SUL_n79-n98
	Rel-15

	SUL_n41-n99
	Rel-15

	SUL_n48-n99
	Rel-15

	SUL_n77-n99
	Rel-15

	SUL_n41-n97
	Rel-15

	SUL_n24-n99
	Rel-15

	CA_n3_SUL_n41-n80
	Rel-15

	CA_n3_SUL_n79-n80
	Rel-15

	CA_n28-n79_SUL_n41-n83
	Rel-15

	CA_n28-n41_SUL_n79-n83
	Rel-15

	CA_n79_SUL_n41-n97
	Rel-15

	CA_n41_SUL_n79-n97
	Rel-15



Table 1-3: Release 17 NSA SUL band combinations
	NSA SUL band combination
	REL independent from

	
	



Table 1-4: Release 17 NSA SUL with ULSUP band combinations
	NSA SUL with ULSUP band combination
	REL independent from

	DC_28_SUL_n41-n83
	Rel-15



This TR contains a general part and specific band combination part. The actual requirements are added to the corresponding technical specifications.
---Next of changes---
[bookmark: _Toc520130107][bookmark: _Toc3364404][bookmark: _Toc63588631][bookmark: _Toc70596808]5.1	SUL_n41A-n83A
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[bookmark: _Toc63588638][bookmark: _Toc70596815]5.2	SUL_n79A-n83A
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---Next of changes---
5.12	SUL_n79A-n97A

---Next of changes---
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