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< start of changes >
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<< Unchanged part is omitted>>

Table 4.5-2: Unpaired bands in NR, E-UTRA and UTRA.
	MSR Band number
	Supported RATs and Band Numbers
	Uplink (UL) 
BS receive, 
UE transmit
(MHz)
	Downlink (DL) 
BS transmit, 
UE receive
(MHz)
	BC
	Notes

	
	NR
	E-UTRA
	NB-IoT
	UTRA
	
	
	
	

	33
	-
	33
	-
	a)
	1900 – 1920
	1900 – 1920
	3
	

	34
	n34
	34
	-
	a)
	2010 – 2025
	2010 – 2025
	3
	

	35
	-
	35
	-
	b)
	1850 – 1910
	1850 – 1910
	3
	

	36
	-
	36
	-
	b)
	1930 – 1990
	1930 – 1990
	3
	

	37
	-
	37
	-
	c)
	1910 – 1930
	1910 – 1930
	3
	

	38
	n38
	38
	-
	d)
	2570 – 2620
	2570 – 2620
	3
	

	39
	n39
	39
	-
	f)
	1880 – 1920
	1880 – 1920
	3
	

	40
	n40
	40
	-
	e)
	2300 – 2400
	2300 – 2400
	3
	

	41
	n41
	41
	X
	-
	2496 – 2690
	2496 – 2690
	3
	Note 1

	42
	-
	42
	X
	-
	3400 – 3600
	3400 – 3600
	3
	

	43
	-
	43
	X
	-
	3600 – 3800
	3600 – 3800
	3
	

	44
	-
	44
	-
	-
	703 – 803
	703 – 803
	3
	

	45
	-
	45
	-
	-
	1447 – 1467
	1447 – 1467
	3
	

	48
	n48
	48
	-X
	-
	3550 – 3700
	3550 – 3700
	3
	

	50
	n50
	50
	-
	-
	1432 – 1517
	1432 – 1517
	3
	

	51
	n51
	51
	-
	-
	1427 – 1432
	1427 – 1432
	3
	

	52
	-
	52
	-
	-
	3300 – 3400
	3300 – 3400
	3
	

	53
	n53
	53
	-
	-
	2483.5 – 2495
	2483.5 – 2495
	3
	

	77
	n77
	-
	-
	-
	3300 – 4200
	3300 – 4200
	3
	

	78
	n78
	-
	-
	-
	3300 – 3800
	3300 – 3800
	3
	

	NOTE 1:	Band 41 supports NB-IoT in certain regions.



E-UTRA is designed to operate for the carrier aggregation bands defined in TS 36.101 [18]. The E-UTRA channel bandwidth BWChannel for a single carrier and the Aggregated Channel Bandwidth BWChannel_CA for E-UTRA carrier aggregation are specified in Clause 5.6 of TS 36.104 [4].
The NB-IoT channel bandwidth BWChannel is specified in Clause 5.6 of TS 36.104 [4].
The NR BS channel bandwidth and PRB utilization is specified in Clause 5.3 of TS 38.104 [17].
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