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------------------------------ Modified sections ------------------------------
[bookmark: _Toc21101027][bookmark: _Toc29810066][bookmark: _Toc37273344][bookmark: _Toc45884659][bookmark: _Toc53182623][bookmark: _Toc58865017][bookmark: _Toc58866599][bookmark: _Toc66717632][bookmark: _Toc74930193][bookmark: _Toc76544478][bookmark: _Toc82538814][bookmark: _Toc89951031][bookmark: _Toc98767416]4.5	BS configurations
[bookmark: _Toc21101028][bookmark: _Toc29810067][bookmark: _Toc37273345][bookmark: _Toc45884660][bookmark: _Toc53182624][bookmark: _Toc58865018][bookmark: _Toc58866600][bookmark: _Toc66717633][bookmark: _Toc74930194][bookmark: _Toc76544479][bookmark: _Toc82538815][bookmark: _Toc89951032][bookmark: _Toc98767417]4.5.1	Transmit configurations
Unless otherwise stated, the radiated transmitter characteristics in clause 6 are specified at RIB, with a full complement of transceiver units for the configuration in normal operating conditions.
Editor's note: to be aligned with the figures for the RIB interfaces and co-location concept.
[image: ]
Figure 4.5.1-1: Transmitter test interfaces
[image: ]
Figure 4.5.1-2: Transmitter test interfaces for co-location concept
[bookmark: _Toc21101029][bookmark: _Toc29810068][bookmark: _Toc37273346][bookmark: _Toc45884661][bookmark: _Toc53182625][bookmark: _Toc58865019][bookmark: _Toc58866601][bookmark: _Toc66717634][bookmark: _Toc74930195][bookmark: _Toc76544480][bookmark: _Toc82538816][bookmark: _Toc89951033][bookmark: _Toc98767418]4.5.2	Receive configurations
Unless otherwise stated, the radiated receiver characteristics in clause 7 are specified at RIB, with a full complement of transceiver units for the configuration in normal operating conditions.
Editor's note: to be aligned with the figures for the RIB interfaces and co-location concept.
[image: ]
Figure 4.5.2-1: Receiver test interfaces
[image: ]
Figure 4.5.2-2: Receiver test interfaces for co-location concept
------------------------------ Next modified section ------------------------------

[bookmark: _Toc21101097][bookmark: _Toc29810136][bookmark: _Toc37273413][bookmark: _Toc45884728][bookmark: _Toc53182692][bookmark: _Toc58865086][bookmark: _Toc58866668][bookmark: _Toc66717701][bookmark: _Toc74930262][bookmark: _Toc76544547][bookmark: _Toc82538883][bookmark: _Toc89951100][bookmark: _Toc98767485]6.3.5.2	BS type 2-O
The final TRP measurement result in clause 6.3.4.2 shall remain:
-	within +5.1 dB and -5.1 dB of the manufacturer's declared rated carrier TRP Prated,c,TRP carrier frequency 24.25 GHz < f ≤ 29.5 GHz.
-	within +5.4 dB and –5.4 dB of the manufacturer's declared rated carrier TRP Prated,c,TRP for carrier frequency 37 GHz < f ≤ 40 GHz.
Editor's note: more frequency divisions for the measuring accuracy may be introduced.
------------------------------ End of modified section ------------------------------
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