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<Start of changes>
[bookmark: _Toc97737175]3	Definitions of terms, symbols and abbreviations
[bookmark: _Toc97737176]3.1	Terms
For the purposes of the present document, the terms given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
Antenna connector: connector at the conducted interface of the repeater type 1-C
Beam: beam (of the antenna) is the main lobe of the radiation pattern of an antenna array
Beam centre direction: direction equal to the geometric centre of the half-power contour of the beam
Beam direction pair: data set consisting of the beam centre direction and the related beam peak direction
Beam peak direction: direction where the maximum EIRP is found
[bookmark: _Hlk500327898][bookmark: _Hlk490252228][bookmark: _Hlk494631435]Beamwidth: beam which has a half-power contour that is essentially elliptical, the half-power beamwidths in the two pattern cuts that respectively contain the major and minor axis of the ellipse
Equivalent isotropic radiated power: equivalent power radiated from an isotropic directivity device producing the same field intensity at a point of observation as the field intensity radiated in the direction of the same point of observation by the discussed device
Fractional bandwidth: fractional bandwidth FBW is defined as 
Maximum output power: mean power level measured within the passband at the antenna connector, during the transmitter ON period in a specified reference condition
Maximum TRP output power: mean power level measured per RIB during the transmitter ON period in a specified reference condition and corresponding to the declared rated carrier TRP output power (Prated,TRP)
Measurement bandwidth: RF bandwidth in which an emission level is specified
Multi-band repeater: Repeater Type 1-C whose antenna connector is associated with a transmitter and/or receiver that is characterized by the ability to process two or more passband(s) in common active RF components simultaneously, where at least one passband is configured at a different operating band than the other passband(s) and where this different operating band is not a sub-band or superseding-band of another supported operating band 
Operating band: frequency range in which NR operates (paired or unpaired), that is defined with a specific set of technical requirements
Passband: [The frequency range in which the repeater operates in with operational configuration, this frequency range can correspond to one or several consecutive nominal channels, if they are not consecutive each subset of channels shall be considered as an individual passband, a repeater can have one or several passbands, all channels within the passband(s) shall belong to a single operator or collaborating operators.]
Radiated interface boundary: operating band specific radiated requirements reference where the radiated requirements apply
Radio Bandwidth: frequency difference between the upper edge of the highest used passband and the lower edge of the lowest used passband
Rated beam EIRP: For a declared beam and beam direction pair, the rated beam EIRP level is the maximum power that the NR repeater is declared to radiate at the associated beam peak direction during the transmitter ON period
Rated output power: mean power level associated with a passband the manufacturer has declared to be available at the antenna connector
Rated TRP output power: mean power level declared by the manufacturer, that the manufacturer has declared to be available at the RIB
Reference beam direction pair: Beam direction pair in the reference direction declared by the manufacturer.
Repeater type 1-C:	NR rRepeater operating at FR1 with a requirement set consisting only of conducted requirements defined at individual antenna connector.
Repeater type 2-O: NR rRepeater operating at FR2 with a requirement set consisting only of OTA requirements defined at the RIB
Requirement set: one of the NR requirements set as defined for NR repeater
Sub-band: A sub-band of an operating band contains a part of the uplink and downlink frequency range of the operating band.
Superseding-band: A superseding-band of an operating band includes the whole of the uplink and downlink frequency range of the operating band.
Total radiated power: is the total power radiated by the antenna
NOTE:	The total radiated power is the power radiating in all direction for two orthogonal polarizations. Total radiated power is defined in both the near-field region and the far-field region
Transmission bandwidth: RF Bandwidth of an instantaneous transmission from an NR repeater, measured in resource block units
Transmitter OFF state: Time period during which the repeater downlink or uplink is not allowed to transmit in the corresponding direction 
Transmitter ON state: Time period during which the repeater downlink or uplink is transmitting in the corresponding direction 
Transmitter transient period: Time period during which the transmitter is switching from the OFF period to the ON period or vice versa 

<Next modified section>
[bookmark: _Toc97737183]4.2.2	Repeater type 2-O
For repeater type 2-O, the radiated characteristics are defined over the air (OTA), where the operating band specific radiated interface is referred to as the Radiated Interface Boundary (RIB). Radiated requirements are also referred to as OTA requirements. The (spatial) characteristics in which the OTA requirements apply are detailed for each requirement.
Radio Distribution Network (RDN)
Antenna Array (AA)
Composite Antenna
Antenna Array (AA)
Radio Distribution Network (RDN)
Composite Antenna
Downlink
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Figure 4.2.2-1: Radiated reference points for repeater type 2-O 	Comment by Nokia: In figure 4.2.2-1 windows with “Composite Antenna” were not fully visible, only word “Composite” was visible.

<Next modified section>
[bookmark: _Toc13080135][bookmark: _Toc18916160][bookmark: _Toc53185293][bookmark: _Toc53185669][bookmark: _Toc57820144][bookmark: _Toc57821071][bookmark: _Toc61183347][bookmark: _Toc61183741][bookmark: _Toc61184133][bookmark: _Toc61184525][bookmark: _Toc61184915][bookmark: _Toc66386258][bookmark: _Toc74583099][bookmark: _Toc76541912][bookmark: _Toc82449894][bookmark: _Toc82450542]5.2	Operating bands
NR rRepeater is designed to operate in the operating bands in FR1 and FR2-1 defined in TS 38.104 [2].
<Next modified section>
[bookmark: _Toc45893472][bookmark: _Toc44712159][bookmark: _Toc37267557][bookmark: _Toc37260169][bookmark: _Toc36817253][bookmark: _Toc29811701][bookmark: _Toc21127492][bookmark: _Toc53185363][bookmark: _Toc53185739][bookmark: _Toc57820215][bookmark: _Toc57821142][bookmark: _Toc61183418][bookmark: _Toc61183812][bookmark: _Toc61184204][bookmark: _Toc61184596][bookmark: _Toc61184986][bookmark: _Toc66386329][bookmark: _Toc74583170][bookmark: _Toc76541983][bookmark: _Toc82449965][bookmark: _Toc82450613]6.5.3	Operating band unwanted emissions	
[bookmark: _Toc45893473][bookmark: _Toc44712160][bookmark: _Toc37267558][bookmark: _Toc37260170][bookmark: _Toc36817254][bookmark: _Toc29811702][bookmark: _Toc21127493][bookmark: _Toc53185364][bookmark: _Toc53185740][bookmark: _Toc57820216][bookmark: _Toc57821143][bookmark: _Toc61183419][bookmark: _Toc61183813][bookmark: _Toc61184205][bookmark: _Toc61184597][bookmark: _Toc61184987][bookmark: _Toc66386330][bookmark: _Toc74583171][bookmark: _Toc76541984][bookmark: _Toc82449966][bookmark: _Toc82450614][bookmark: _Toc97737206]6.5.3.1	General
Unless otherwise stated, the operating band unwanted emission (OBUE) limits for repeater type 1-C DL are defined from ΔfOBUE below the lowest frequency of each supported downlink operating band up to ΔfOBUE above the highest frequency of each supported downlink operating band. The values of ΔfOBUE are defined in table 6.5.1‑1 for the NR operating bands.
Unless otherwise stated, the operating band unwanted emission (OBUE) limits for repeater type 1-C UL are defined from ΔfOBUE below the lowest frequency of each supported uplink operating band up to ΔfOBUE above the highest frequency of each supported uplink operating band. The values of ΔfOBUE are defined in table 6.5.1‑2 for the NR operating bands.
The requirements shall apply whatever the type of transmitter considered and for all transmission modes foreseen by the manufacturer’s specification. In addition, for repeater type 1-C operating in non-contiguous spectrum, the requirements apply inside any gap between passband. In addition, for a repeater type 1-C operating in multiple bands, the requirements apply inside any inter-passband gap.
Limits are specified in the tables below, where:
[bookmark: _Hlk497218315][bookmark: _Hlk497218330]-	f is the separation between the passband edge frequency and the nominal -3dB point of the measuring filter closest to the carrier frequency.
[bookmark: _Hlk497218343][bookmark: _Hlk497218356]-	f_offset is the separation between the passband edge frequency and the centre of the measuring filter.
[bookmark: _Hlk497218367][bookmark: _Hlk497218384]-	f_offsetmax is the offset to the frequency ΔfOBUE outside the downlink operating band of repeater type 1-C DL and uplink operating band of repeater type 1-C UL, where ΔfOBUE is defined in tables 6.5.1-1 and 6.5.1-2.
[bookmark: _Hlk497218410]-	fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.
For a multi-band connector inside any inter-passband gaps with Wgap < 2*ΔfOBUE, a combined minimum requirement shall be applied which is the cumulative sum of the minimum requirement specified at the repeater type 1-C passband edges on each side of the inter-passband gap. The minimum requirement for repeater type 1-C Bandwidth edge is specified in clauses 6.5.3.2.1 to 6.5.3.2.4 below, where in this case:
-	f is the separation between the repeater type 1-C passband edge frequency and the nominal -3 dB point of the measuring filter closest to the repeater type 1-C passband edge.
-	f_offset is the separation from the repeater type 1-C passband edge frequency to the centre of the measuring filter.
-	f_offsetmax is equal to the inter-passband gap minus half of the bandwidth of the measuring filter.
-	fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.
For a multi-band connector of repeater type 1-C DL, the operating band unwanted emission limits apply also in a supported downlink operating band without any carrier transmitted, in the case where there are carrier(s) transmitted in another supported downlink operating band. In this case, no cumulative minimum requirement is applied in the inter-band gap between a supported downlink operating band with carrier(s) transmitted and a supported downlink operating band without any carrier transmitted and
-	In case the inter-band gap between a supported downlink operating band with carrier(s) transmitted and a supported downlink operating band without any carrier transmitted is less than 2*ΔfOBUE, f_offsetmax shall be the offset to the frequency ΔfOBUE MHz outside the outermost edges of the two supported downlink operating bands and the operating band unwanted emission  minimum requirement of the band where there are carriers transmitted, as defined in the tables of the present clause, shall apply across both downlink bands.
-	In other cases, the operating band unwanted emission minimum requirement of the band where there are carriers transmitted, as defined in the tables of the present clause for the largest frequency offset (fmax), shall apply from ΔfOBUE MHz below the lowest frequency, up to ΔfOBUE MHz above the highest frequency of the supported downlink operating band without any carrier transmitted.
For a multi-band connector of repeater type 1-C UL, the operating band unwanted emission limits apply also in a supported uplink operating band without any carrier transmitted, in the case where there are carrier(s) transmitted in another supported uplink operating band. In this case, no cumulative minimum requirement is applied in the inter-band gap between a supported uplink operating band with carrier(s) transmitted and a supported uplink operating band without any carrier transmitted and
-	In case the inter-band gap between a supported uplink operating band with carrier(s) transmitted and a supported uplink operating band without any carrier transmitted is less than 2* ΔfOBUE, f_offsetmax shall be the offset to the frequency ΔfOBUE MHz outside the outermost edges of the two supported uplink operating bands and the operating band unwanted emission  minimum requirement of the band where there are carriers transmitted, as defined in the tables of the present clause, shall apply across both uplink bands.
-	In other cases, the operating band unwanted emission minimum requirements of the band where there are carriers transmitted, as defined in the tables of the present clause for the largest frequency offset (fmax), shall apply from ΔfOBUE MHz below the lowest frequency, up to ΔfOBUE MHz above the highest frequency of the supported uplink operating band without any carrier transmitted.
In addition, inside any gap between passband for a single-band connector operating in non-contiguous spectrum, a combined minimum requirement shall be applied which is the cumulative sum of the minimum requirement specified for the adjacent sub-blocks on each side of the gap between passband. The minimum requirement for each sub-block is specified in clauses 6.5.3.2.1 to 6.5.3.2.4 below, where in this case:
-	f is the separation between the sub-block edge frequency and the nominal -3 dB point of the measuring filter closest to the sub-block edge.
-	f_offset is the separation between the sub-block edge frequency and the centre of the measuring filter.
-	f_offsetmax is equal to the gap between passband bandwidth minus half of the bandwidth of the measuring filter.
-	fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.
For Wide Area repeater type 1-C, the requirements of either clause 6.5.3.2.1 (Category A limits) or clause 6.5.3.2.2 (Category B limits) shall apply.
For Medium Range repeater type 1-C, the requirements in clause 6.5.3.2.3 shall apply (Category A and B).
For Local Area repeater type 1-C, the requirements of clause 6.5.3.2.4 shall apply (Category A and B). 
The application of either Category A or Category B minimum requirements shall be the same as for Transmitter spurious emissions in clause 6.5.4.
For Band n41 and n90 operation in Japan, the operating band unwanted emissions limits shall be applied to the sum of the emission power over all antenna connectors for repeater type 1-C.

[bookmark: _Toc45893474][bookmark: _Toc44712161][bookmark: _Toc37267559][bookmark: _Toc37260171][bookmark: _Toc36817255][bookmark: _Toc29811703][bookmark: _Toc13080204][bookmark: _Toc53185365][bookmark: _Toc53185741][bookmark: _Toc57820217][bookmark: _Toc57821144][bookmark: _Toc61183420][bookmark: _Toc61183814][bookmark: _Toc61184206][bookmark: _Toc61184598][bookmark: _Toc61184988][bookmark: _Toc66386331][bookmark: _Toc74583172][bookmark: _Toc76541985][bookmark: _Toc82449967][bookmark: _Toc82450615][bookmark: _Toc97737207]6.5.3.2	Minimum requirements
[bookmark: _Toc45893475][bookmark: _Toc44712162][bookmark: _Toc37267560][bookmark: _Toc37260172][bookmark: _Toc36817256][bookmark: _Toc29811704][bookmark: _Toc13080205][bookmark: _Toc53185366][bookmark: _Toc53185742][bookmark: _Toc57820218][bookmark: _Toc57821145][bookmark: _Toc61183421][bookmark: _Toc61183815][bookmark: _Toc61184207][bookmark: _Toc61184599][bookmark: _Toc61184989][bookmark: _Toc66386332][bookmark: _Toc74583173][bookmark: _Toc76541986][bookmark: _Toc82449968][bookmark: _Toc82450616]6.5.3.2.1	Minimum requirements for Wide Area repeater type 1-C (Category A)
For repeaterBS operating in Bands n5, n8, n12, n13, n14, n18, n26, n28, n29, n71, n85, minimum requirements are specified in table 6.5.3.2.1‑1.
Table 6.5.3.2.1-1: Wide Area repeater type 1-C operating band unwanted emission minimum requirements (NR bands below 1 GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirements (Note 1, 2)
	Measurement bandwidth

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	[image: ]
	100 kHz 

	5 MHz  f <
min(10 MHz, fmax)
	5.05 MHz  f_offset <
min(10.05 MHz, f_offsetmax)
	-14 dBm
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax 
	-13 dBm (Note 3)
	100 kHz 

	NOTE 1:	For a repeater type 1-C supporting non-contiguous spectrum operation within any operating band, the emission limits within gaps between passbands is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the gap between passband, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub-blocks on each side of the gap between passband, where the emission limits within gaps between passbands shall be ‑13 dBm/1 MHz.
NOTE 2:	For a multi-band connector with inter-passband gap < 2*ΔfOBUE the emission limits within the inter-passband gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or passband on each side of the inter-passband gap, where the contribution from the far-end sub-block or passband shall be scaled according to the measurement bandwidth of the near-end sub-block or passband.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.



For repeaterBS operating in Bands n1, n2, n3, n7, n24, n25, n30, n34, n38, n39, n40, n41, n48, n50, n65, n66, n70, n74, n75, n77, n78, n79, n90, n92, n94, minimum requirements are specified in table 6.5.3.2.1-2:

Table 6.5.3.2.1-2: Wide Area repeater type 1-C operating band unwanted emission minimum requirements (NR bands above 1 GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement (Note 1, 2)
	Measurement bandwidth

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	[image: ]
	100 kHz 

	5 MHz  f <
min(10 MHz, fmax)
	5.05 MHz  f_offset <
min(10.05 MHz, f_offsetmax)
	-14 dBm
	100 kHz 

	10 MHz  f  fmax
	10.5 MHz  f_offset < f_offsetmax 
	-13 dBm (Note 3)
	1MHz 

	NOTE 1:	For a repeater type 1-C supporting non-contiguous spectrum operation within any operating band, the emission limits within gaps between passbands is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the gap between passband, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub-blocks on each side of the gap between passband, where the emission limits within gaps between passbands shall be ‑13 dBm/1 MHz.
NOTE 2:	For a multi-band connector with inter-passband gap < 2*ΔfOBUE the emission limits within the inter-passband gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or passband on each side of the inter-passband gap, where the contribution from the far-end sub-block or passband shall be scaled according to the measurement bandwidth of the near-end sub-block or passband.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.



[bookmark: _Toc45893476][bookmark: _Toc44712163][bookmark: _Toc37267561][bookmark: _Toc37260173][bookmark: _Toc36817257][bookmark: _Toc29811705][bookmark: _Toc21127496][bookmark: _Toc53185367][bookmark: _Toc53185743][bookmark: _Toc57820219][bookmark: _Toc57821146][bookmark: _Toc61183422][bookmark: _Toc61183816][bookmark: _Toc61184208][bookmark: _Toc61184600][bookmark: _Toc61184990][bookmark: _Toc66386333][bookmark: _Toc74583174][bookmark: _Toc76541987][bookmark: _Toc82449969][bookmark: _Toc82450617]6.5.3.2.2	Minimum requirements for Wide Area repeater type 1-C (Category B)
 For Category B Operating band unwanted emissions, there are two options for the minimum requirements that may be applied regionally. Either the minimum requirements in clause 6.5.3.2.2.1 or clause 6.5.3.2.2.2 shall be applied.
[bookmark: _Toc45893477][bookmark: _Toc44712164][bookmark: _Toc37267562][bookmark: _Toc37260174][bookmark: _Toc36817258][bookmark: _Toc29811706][bookmark: _Toc21127497][bookmark: _Toc53185368][bookmark: _Toc53185744][bookmark: _Toc57820220][bookmark: _Toc57821147][bookmark: _Toc61183423][bookmark: _Toc61183817][bookmark: _Toc61184209][bookmark: _Toc61184601][bookmark: _Toc61184991][bookmark: _Toc66386334][bookmark: _Toc74583175][bookmark: _Toc76541988][bookmark: _Toc82449970][bookmark: _Toc82450618]6.5.3.2.2.1	Category B requirements (Option 1)
 For repeater type 1-C operating in Bands n5, n8, n12, n20, n26, n28, n29, n67, n71, n85, the minimum requirements are specified in table 6.5.3.2.2.1-1:
Table 6.5.3.2.2.1-1: Wide Area repeater type 1-C operating band unwanted emission minimum requirements (NR bands below 1 GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement (Note 1, 2)
	Measurement bandwidth

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	[image: ]
	100 kHz 

	5 MHz  f <
min(10 MHz, fmax)
	5.05 MHz  f_offset <
min(10.05 MHz, f_offsetmax)
	-14 dBm
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax 
	-16 dBm (Note 3)
	100 kHz 

	NOTE 1:	For a repeater type 1-C supporting non-contiguous spectrum operation within any operating band, the emission limits within gaps between passbands is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the gap between passband, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub-blocks on each side of the gap between passband, where the emission limits within gaps between passbands shall be ‑15 dBm/1 MHz.
NOTE 2:	For a multi-band connector with inter-passband gap < 2*ΔfOBUE the emission limits within the inter-passband gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or passband on each side of the inter-passband gap, where the contribution from the far-end sub-block or passband shall be scaled according to the measurement bandwidth of the near-end sub-block or passband.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.



For repeaterBS operating in Bands n1, n2, n3, n7, n25, n34, n38, n39, n40, n41, n48, n50, n65, n66, n70, n75, n77, n78, n79, n90, n92, n94, minimum requirements are specified in tables 6.6.3.2.2.1-2:

Table 6.5.3.2.2.1-2: Wide Area repeater type 1-C operating band unwanted emission minimum requirements for Category B
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirements (Note 1, 2)
	Measurement bandwidth

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	[image: ]
	100 kHz 

	5 MHz  f <
min(10 MHz, fmax)
	5.05 MHz  f_offset <
min(10.05 MHz, f_offsetmax)
	-14 dBm
	100 kHz 

	10 MHz  f  fmax
	10.5 MHz  f_offset < f_offsetmax 
	-15 dBm (Note 3)
	1MHz 

	NOTE 1:	For a repeater type 1-C supporting non-contiguous spectrum operation within any operating band, the emission limits within gaps between passbands is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the gap between passband, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub-blocks on each side of the gap between passband, where the emission limits within gaps between passbands shall be ‑15 dBm/1 MHz.
NOTE 2:	For a multi-band connector with inter-passband gap < 2*ΔfOBUE the emission limits within the inter-passband gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or passband on each side of the inter-passband gap, where the contribution from the far-end sub-block or passband shall be scaled according to the measurement bandwidth of the near-end sub-block or passband.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.



6.5.3.2.2.2	Category B requirements (Option 2)
The limits in this clause are intended for Europe and may be applied regionally for repeater type 1-C operating in bands n1, n3, n7, n8, n38, n65.
For a repeater type 1-C operating in bands n1, n3, n7, n8, n38 or n65, minimum requirements are specified in Table 6.5.3.2.2.2-1:
Table 6.5.3.2.2.2-1: Regional Wide Area repeater type 1-C operating band unwanted emission minimum requirements for Category B
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirements (Note 1, 2)
	Measurement bandwidth

	0 MHz  f < 0.2 MHz
	0.015 MHz  f_offset < 0.215 MHz 
	-14 dBm
	30 kHz 

	0.2 MHz  f < 1 MHz
	0.215 MHz  f_offset < 1.015 MHz
	

	30 kHz 

	(Note 4)
	1.015 MHz  f_offset < 1.5 MHz 
	-26 dBm
	30 kHz 

	1 MHz  f 
min(10 MHz, fmax) 
	1.5 MHz  f_offset <
min(10.5 MHz, f_offsetmax)
	-13 dBm
	1 MHz 

	10 MHz  f  fmax
	10.5 MHz  f_offset < f_offsetmax 
	-15 dBm (Note 3)
	1 MHz 

	NOTE 1:	For a repeater type 1-C supporting non-contiguous spectrum operation within any operating band, the emission limits within gaps between passbands is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the gap between passband, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub-blocks on each side of the gap between passband, where the emission limits within gaps between passbands shall be ‑15 dBm/1 MHz.
NOTE 2:	For a multi-band connector with inter-passband gap < 2*ΔfOBUE the emission limits within the inter-passband gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or passband on each side of the inter-passband gap, where the contribution from the far-end sub-block or passband shall be scaled according to the measurement bandwidth of the near-end sub-block or passband.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
NOTE 4:	This frequency range ensures that the range of values of f_offset is continuous.
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For Medium Range repeater type 1-C for DL, minimum requirements are specified in table 6.5.3.2.3-1 and table 6.5.3.2.3-2.
For the tables in this clause for repeater type 1-C Prated,x = Prated,c,AC – 10*log10(NTXU,countedpercell), 
Table 6.5.3.2.3-1: Medium Range repeater type 1-C operating band unwanted emission minimum requirements, 31< Prated,x  38 dBm
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirements (Note 1, 2)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	


	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	Prated,x  - 60dB
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax
	Min(Prated,x  - 60dB, -25dBm) (Note 3)
	100 kHz

	NOTE 1:	For a repeater type 1-C DL supporting non-contiguous spectrum operation within any operating band the emission limits within gaps between passbands is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the gap between passband. Exception is f ≥ 10MHz from both adjacent sub-blocks on each side of the gap between passband, where the emission limits within gaps between passbands shall be Min(Prated,x -60dB, ‑25dBm)/100kHz.
NOTE 2:	For a multi-band connector with inter-passband gap < 2*ΔfOBUE the emission limits within the inter-passband gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or passband on each side of the inter-passband gap.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.



Table 6.5.3.2.3-2: Medium Range repeater type 1-C operating band unwanted emission minimum requirements, Prated,x  31 dBm
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirements (Note 1, 2)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	[image: ]
	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	-29 dBm
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax
	-29 dBm (Note 3)
	100 kHz

	NOTE 1:	For a repeater type 1-C DL supporting non-contiguous spectrum operation within any operating band the emission limits within gaps between passbands is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the gap between passband. Exception is f ≥ 10MHz from both adjacent sub-blocks on each side of the gap between passband, where the emission limits within gaps between passbands shall be -29dBm/100kHz.
NOTE 2:	For a multi-band connector with inter-passband gap < 2*ΔfOBUE the emission limits within the inter-passband gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or passband on each side of the inter-passband gap.
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
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For Local Area repeater type 1-C, minimum requirements are specified in table 6.5.3.2.4-1.
Table 6.5.3.2.4-1: Local Area repeater type 1-C operating band unwanted emission limits
	Frequency offset of measurement filter ‑3dB point, f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirements (Note 1, 2)
	Measurement bandwidth 

	0 MHz  f < 5 MHz
	0.05 MHz  f_offset < 5.05 MHz
	[image: ]
	100 kHz 

	5 MHz  f < min(10 MHz, Δfmax)
	5.05 MHz  f_offset < min(10.05 MHz, f_offsetmax)
	-37 dBm
	100 kHz 

	10 MHz  f  fmax
	10.05 MHz  f_offset < f_offsetmax 
	-37 dBm (Note 10)
	100 kHz 

	NOTE 1:	For a repeater type 1-C supporting non-contiguous spectrum operation within any operating band the emission limits within gaps between passbands is calculated as a cumulative sum of contributions from adjacent sub-blocks on each side of the gap between passband. Exception is f ≥ 10MHz from both adjacent sub-blocks on each side of the gap between passband, where the emission limits within gaps between passbands shall be -37dBm/100kHz.
NOTE 2:	For a multi-band connector with inter-passband gap < 2*ΔfOBUE the emission limits within the inter-passband gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or passband on each side of the inter-passband gap
NOTE 3:	The requirement is not applicable when fmax < 10 MHz.
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For repeater type 1-C, the transmitter spurious emission limits shall apply from 9 kHz to 12.75 GHz, excluding the frequency range from ΔfOBUE below the lowest frequency of each supported downlink operating band, up to ΔfOBUE above the highest frequency of each supported downlink operating band, where the ΔfOBUE is defined in table 6.5.1-1. For some operating bands, the upper limit is higher than 12.75 GHz in order to comply with the 5th harmonic limit of the downlink operating band, as specified in ITU-R recommendation SM.329 [5].
For a multi-band connector, for each supported operating band together with ΔfOBUE around the band is excluded from the transmitter spurious emissions requirement.
The requirements shall apply whatever the type of transmitter considered (single carrier or multi-carrier). It applies for all transmission modes foreseen by the manufacturer's specification. 
Unless otherwise stated, all requirements are measured as mean power (RMS).
For Band n41 and n90 operation in Japan, the sum of the spurious emissions over all antenna connectors for rRepeater type 1-C shall not exceed the minimum requirements defined in clause 6.5.5.2.
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These requirements may be applied for the protection of system operating in other frequency ranges. The limits may apply as an optional protection of such systems that are deployed in the same geographical area as the repeater-Node, or they may be set by local or regional regulation as a mandatory requirement for an NR operating band. It is in some cases not stated in the present document whether a requirement is mandatory or under what exact circumstances that a limit applies, since this is set by local or regional regulation. An overview of regional requirements in the present document is given in clause 4.5.
Some requirements may apply for the protection of specific equipment (UE, MS and/or BS) or equipment operating in specific systems (GSM, CDMA, UTRA, E-UTRA, NR, etc.) as listed below.
The spurious emission minimum requirements are provided in table 6.5.4.2.2-1 where requirements for co-existence with the system listed in the first column apply for repeater type 1-C. For a multi-band connector, the exclusions and conditions in the Note column of table 6.5.4.2.2-1 apply for each supported operating band.
Table 6.5.4.2.2-1: Repeater type 1-C spurious emissions minimum requirements for co-existence with systems operating in other frequency bands
	System type to co-exist with
	Frequency range for co-existence requirement
	Minimum requirements
	Measurement bandwidth
	Note

	GSM900
	921 – 960 MHz
	-57 dBm
	100 kHz
	This requirement does not apply to repeater operating in band n8

	
	876 – 915 MHz
	-61 dBm
	100 kHz
	For the frequency range 880-915 MHz, this requirement does not apply to repeater operating in band n8, since it is already covered by the requirement in clause 6.5.5.2.2.

	DCS1800
	1805 – 1880 MHz
	-47 dBm
	100 kHz
	This requirement does not apply to repeater operating in band n3. 

	
	1710 – 1785 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to repeater operating in band n3, since it is already covered by the requirement in clause 6.5.5.2.2.

	PCS1900
	1930 – 1990 MHz
	-47 dBm
	100 kHz
	This requirement does not apply to repeater operating in band n2, n25 or band n70.  

	
	1850 – 1910 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to repeater operating in band n2 or n25 since it is already covered by the requirement in clause 6.6.5.2.2.  

	GSM850 or 
	869 – 894 MHz
	-57 dBm
	100 kHz
	This requirement does not apply to repeater operating in band n5 or n26. 

	CDMA850
	824 – 849 MHz
	-61 dBm
	100 kHz
	This requirement does not apply to repeater operating in band n5 or n26, since it is already covered by the requirement in clause 6.6.5.2.2.

	UTRA FDD 
	2110 – 2170 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n1 or n65

	Band I or 
E-UTRA Band 1 or NR Band n1
	1920 – 1980 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n1 or n65, since it is already covered by the requirement in clause 6.6.5.2.2.

	UTRA FDD 
	1930 – 1990 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n2 or n70.  

	Band II or 
E-UTRA Band 2 or NR Band n2
	1850 – 1910 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n2, since it is already covered by the requirement in clause 6.6.5.2.2.

	UTRA FDD 
	1805 – 1880 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n3.

	Band III or
E-UTRA Band 3 or NR Band n3
	1710 – 1785 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n3, since it is already covered by the requirement in clause 6.6.5.2.2. 

	UTRA FDD Band IV or
E-UTRA Band 4
	2110 – 2155 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n66

	
	1710 – 1755 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n66, since it is already covered by the requirement in clause 6.6.5.2.2.

	UTRA FDD Band V or
E-UTRA Band 5 or NR Band n5
	869 – 894 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n5 or n26. 

	
	824 – 849 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n5 or n26, since it is already covered by the requirement in clause 6.6.5.2.2.

	UTRA FDD 
	860 – 890 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n18.

	Band VI, XIX or
	815 – 830 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n18, since it is already covered by the requirement in clause 6.6.5.2.2.

	E-UTRA Band 6, 18, 19 or NR Band n18
	830 – 845 MHz
	-49 dBm
	1 MHz
	

	UTRA FDD Band VII or
E-UTRA Band 7 or NR Band n7
	2620 – 2690 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n7.

	
	2500 – 2570 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n7, since it is already covered by the requirement in clause 6.6.5.2.2.

	UTRA FDD Band VIII or
E-UTRA Band 8 or NR Band n8
	925 – 960 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n8.

	
	880 – 915 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n8, since it is already covered by the requirement in clause 6.6.5.2.2.

	UTRA FDD Band IX or
E-UTRA Band 9
	1844.9 – 1879.9 MHz

	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n3.

	
	1749.9 – 1784.9 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n3, since it is already covered by the requirement in clause 6.6.5.2.2.

	UTRA FDD Band X or
E-UTRA Band 10
	2110 – 2170 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n66

	
	1710 – 1770 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n66, since it is already covered by the requirement in clause 6.6.5.2.2.

	UTRA FDD Band XI or XXI or
E-UTRA Band 11 or 21
	1475.9 – 1510.9 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n50, n74, n75, n92 or n94.

	
	1427.9 – 1447.9 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n50, n51, n74, n75, n76, n91, n92, n93 or n94.

	
	1447.9 – 1462.9 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n50, n74, n75, n92 or n94.

	UTRA FDD Band XII or
E-UTRA Band 12 or NR Band n12
	729 – 746 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n12 or n85.

	
	699 – 716 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n12 or n85, since it is already covered by the requirement in clause 6.6.5.2.2.
For NR repeater operating in n29, it applies 1 MHz below the Band n29 downlink operating band (Note 5).

	UTRA FDD Band XIII or
E-UTRA Band 13
	746 – 756 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n13.

	
	777 – 787 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n13, since it is already covered by the requirement in clause 6.6.5.2.2.

	UTRA FDD Band XIV or
E-UTRA Band 14 or NR band n14
	758 – 768 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n14.

	
	788 – 798 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n14, since it is already covered by the requirement in clause 6.6.5.2.2.

	 E-UTRA Band 17
	734 – 746 MHz
	-52 dBm
	1 MHz
	

	
	704 – 716 MHz
	-49 dBm
	1 MHz
	For NR repeater operating in n29, it applies 1 MHz below the Band n29 downlink operating band (Note 5).

	UTRA FDD Band XX or E-UTRA Band 20 or NR Band n20
	791 – 821 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n20 or n28.

	
	832 – 862 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n20, since it is already covered by the requirement in clause 6.6.5.2.2.

	UTRA FDD Band XXII or E-UTRA Band 22
	3510 – 3590 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n48, n77 or n78.

	
	3410 – 3490 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n77 or n78.

	E-UTRA Band 24
	1525 – 1559 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n24.

	
	1626.5 – 1660.5 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n24, since it is already covered by the requirement in clause 6.6.5.2.2.

	UTRA FDD Band XXV or
E-UTRA Band 25 or NR band n25
	1930 – 1995 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n2, n25 or n70.

	
	1850 – 1915 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n25 since it is already covered by the requirement in clause 6.6.5.2.2. For repeater operating in Band n2, it applies for 1910 MHz to 1915 MHz, while the rest is covered in clause 6.6.5.2.2.

	UTRA FDD Band XXVI or
E-UTRA Band 26 or NR Band n26
	859 – 894 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n5 or n26. 

	
	814 – 849 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n26 since it is already covered by the requirement in clause 6.6.5.2.2. For repeater operating in Band n5, it applies for 814 MHz to 824 MHz, while the rest is covered in clause 6.6.5.2.2.

	E-UTRA Band 27
	852 – 869 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in Band n5.

	
	807 – 824 MHz
	-49 dBm
	1 MHz
	This requirement also applies to repeater operating in Band n28, starting 4 MHz above the Band n28 downlink operating band (Note 5).

	E-UTRA Band 28 or NR Band n28
	758 – 803 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n20, n67 or n28.

	
	703 – 748 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n28, since it is already covered by the requirement in clause 6.6.5.2.2.
For repeater operating in band n67, it applies for 703 MHz to 736 MHz.

	E-UTRA Band 29 or NR Band n29
	717 – 728 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in Band n29 or n85

	E-UTRA Band 30 or NR Band n30
	2350 – 2360 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n30

	
	2305 – 2315 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n30, since it is already covered by the requirement in clause 6.6.5.2.2.

	E-UTRA Band 31
	462.5 – 467.5 MHz
	-52 dBm
	1 MHz
	

	
	452.5 – 457.5 MHz
	-49 dBm
	1 MHz
	

	UTRA FDD band XXXII or E-UTRA band 32
	1452 – 1496 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n50, n74, n75, n92 or n94.

	UTRA TDD Band a) or E-UTRA Band 33
	1900 – 1920 MHz
	-52 dBm
	1 MHz
	

	UTRA TDD Band a) or E-UTRA Band 34 or NR band n34
	2010 – 2025 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in Band n34.

	UTRA TDD Band b) or E-UTRA Band 35
	1850 – 1910 MHz
	-52 dBm
	1 MHz
	

	UTRA TDD Band b) or E-UTRA Band 36
	1930 – 1990 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in Band n2 or n25.

	UTRA TDD Band c) or E-UTRA Band 37
	1910 – 1930 MHz
	-52 dBm
	1 MHz
	

	UTRA TDD Band d) or E-UTRA Band 38 or NR Band n38
	2570 – 2620 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in Band n38. 

	UTRA TDD Band f) or E-UTRA Band 39 or NR band n39
	1880 – 1920MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in Band n39.

	UTRA TDD Band e) or E-UTRA Band 40 or NR Band n40
	2300 – 2400MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in Band n30 or n40.

	E-UTRA Band 41 or NR Band n41, n90
	2496 – 2690 MHz
	-52 dBm
	1 MHz
	This is not applicable to repeater operating in Band n41, n53 or [n90].

	E-UTRA Band 42
	3400 – 3600 MHz
	-52 dBm
	1 MHz
	This is not applicable to repeater operating in Band n48, n77 or n78.

	E-UTRA Band 43
	3600 – 3800 MHz
	-52 dBm
	1 MHz
	This is not applicable to repeater operating in Band n48, n77 or n78.

	E-UTRA Band 44
	703 – 803 MHz
	-52 dBm
	1 MHz
	This is not applicable to repeater operating in Band n28.

	E-UTRA Band 45
	1447 – 1467 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 46
	5150 – 5925 MHz
	-52 dBm
	1 MHz
	This is not applicable to repeater operating in Band n46 or n96.

	E-UTRA Band 47
	5855 – 5925 MHz
	-52 dBm
	1 MHz
	

	E-UTRA Band 48 or NR Band n48
	3550 – 3700 MHz
	-52 dBm
	1 MHz
	This is not applicable to repeater operating in Band n48, n77 or n78.

	E-UTRA Band 50 or NR band n50 
	1432 – 1517 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in Band n50, n51, n74, n75, n76, n91, n92, n93 or n94.

	E-UTRA Band 51 or NR Band n51
	1427 – 1432 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in Band n50, n51, n75, n76, n91, n92, n93 or n94.

	E-UTRA Band 53 or NR Band n53
	2483.5 - 2495 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in Band n41, n53 or n90.

	E-UTRA Band 65 or NR Band n65
	2110 – 2200 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n1 or n65. 

	
	1920 – 2010 MHz
	-49 dBm
	1 MHz
	For repeater operating in Band n1, it applies for 1980 MHz to 2010 MHz, while the rest is covered in clause 6.6.5.2.2. 
This requirement does not apply to repeater operating in band n65, since it is already covered by the requirement in clause 6.6.5.2.2.

	E-UTRA Band 66 or NR Band n66
	2110 – 2200 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n66.

	
	1710 – 1780 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n66, since it is already covered by the requirement in clause 6.6.5.2.2.

	E-UTRA Band 67
	738 – 758 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in Band n28 or n67.

	E-UTRA Band 68
	753 -783 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n28.

	
	698-728 MHz
	-49 dBm
	1 MHz
	For repeater operating in Band n28, this requirement applies between 698 MHz and 703 MHz, while the rest is covered in clause 6.6.5.2.2.

	E-UTRA Band 69
	2570 – 2620 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in Band n38.

	E-UTRA Band 70 or NR Band n70
	1995 – 2020 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n2, n25 or n70

	
	1695 – 1710 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n70, since it is already covered by the requirement in clause 6.6.5.2.2.

	E-UTRA Band 71 or NR Band n71
	617 – 652 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n71

	
	663 – 698 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n71, since it is already covered by the requirement in clause 6.6.5.2.2.

	E-UTRA Band 72
	461 – 466 MHz
	-52 dBm
	1 MHz
	

	
	451 – 456 MHz
	-49 dBm
	1 MHz
	

	E-UTRA Band 74 or NR Band n74
	1475 – 1518 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n50, n74, n75, n92 or n94.

	
	1427 – 1470 MHz
	-49 dBm
	1MHz
	This requirement does not apply to repeater operating in band n50, n51, n74, n75, n76, n91, n92, n93 or n94.

	E-UTRA Band 75 or NR Band n75
	1432 – 1517 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in Band n50, n51, n74, n75, n76, n91, n92, n93 or n94.

	E-UTRA Band 76 or NR Band n76
	1427 – 1432 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in Band n50, n51, n75, n76, n91, n92, n93 or n94.

	NR Band n77
	3.3 – 4.2 GHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in Band n48, n77 or n78

	NR Band n78
	3.3 – 3.8 GHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in Band n48, n77 or n78

	NR Band n79
	4.4 – 5.0 GHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in Band n79

	NR Band n80
	1710 – 1785 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n3, since it is already covered by the requirement in clause 6.6.5.2.2.

	NR Band n81
	880 – 915 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n8, since it is already covered by the requirement in clause 6.6.5.2.2.

	NR Band n82
	832 – 862 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n20, since it is already covered by the requirement in clause 6.6.5.2.2.

	NR Band n83
	703 – 748 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n28, since it is already covered by the requirement in clause 6.6.5.2.2.
For repeater operating in Band n67, it applies for 703 MHz to 736 MHz.

	NR Band n84
	1920 – 1980 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n1, since it is already covered by the requirement in clause 6.6.5.2.2.

	E-UTRA Band 85
	728 – 746 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n12 or n85.
For NR repeater operating in n29, it applies 1 MHz below the Band n29 downlink operating band (Note 5).

	
	698 – 716 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n12 or n85, since it is already covered by the requirement in clause 6.6.5.2.2.

	NR Band n86
	1710 – 1780 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n66, since it is already covered by the requirement in clause 6.6.5.2.2.

	NR Band n89
	824 – 849 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n5, since it is already covered by the requirement in clause 6.6.5.2.2.

	NR Band n91
	1427 – 1432 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in Band n50, n51, n75 or n76.

	
	832 – 862 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n20, since it is already covered by the requirement in clause 6.6.5.5.1.2.

	NR Band n92
	1432 – 1517 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in Band n50, n51, n74, n75 or n76.

	
	832 – 862 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n20, since it is already covered by the requirement in clause 6.6.5.5.1.2.

	NR Band n93
	1427 – 1432 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in Band n50, n51, n75 or n76.

	
	880 – 915 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n8, since it is already covered by the requirement in clause 6.6.5.5.1.2.

	NR Band n94
	1432 – 1517 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in Band n50, n51, n74, n75 or n76.

	
	880 – 915 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n8, since it is already covered by the requirement in clause 6.6.5.5.1.2.

	NR Band n95
	2010 – 2025 MHz
	-52 dBm
	1 MHz
	

	NR Band n96
	5925 – 7125 MHz
	-52 dBm
	1 MHz
	This requirement does not apply to repeater operating in Band n46 or n96.

	NR Band n97
	2300 – 2400MHz
	-52 dBm
	1 MHz
	

	NR Band n98
	1880 – 1920MHz
	-52 dBm
	1 MHz
	

	NR Band n99
	1626.5 – 1660.5 MHz
	-49 dBm
	1 MHz
	This requirement does not apply to repeater operating in band n24, since it is already covered by the requirement in clause 6.5.5.2.2.



NOTE 1:	As defined in the scope for spurious emissions in this clause, except for the cases where the noted requirements apply to a repeater operating in Band n28, the co-existence requirements in table 6.5.4.2.23 -1 do not apply for the ΔfOBUE frequency range immediately outside the downlink operating band (see table 5.2-1). Emission limits for this excluded frequency range may be covered by local or regional requirements.
NOTE 2:	Table 6.5.5.2.23 -1 assumes that two operating bands, where the frequency ranges in table 5.2-1 would be overlapping, are not deployed in the same geographical area. For such a case of operation with overlapping frequency arrangements in the same geographical area, special co-existence requirements may apply that are not covered by the 3GPP specifications.
NOTE 3:	For unsynchronized operation, special co-existence requirements may apply that are not covered by the 3GPP specifications.
NOTE 4:	For NR Band n28 repeater, specific solutions may be required to fulfil the spurious emissions limits for repeater for co-existence with E-UTRA Band 27 UL operating band.
[bookmark: _Hlk506220100]NOTE 5:	For NR Band n29 repeater, specific solutions may be required to fulfil the spurious emissions limits for NR repeater for co-existence with UTRA Band XII, E-UTRA Band 12 or NR Band n12 UL operating band, E-UTRA Band 17 UL operating band or E-UTRA Band 85 UL or NR Band n85 UL operating band.
The following requirement may be applied for the protection of PHS. This requirement is also applicable at specified frequencies falling between ΔfOBUE below the lowest repeater transmitter frequency of the downlink operating band and ΔfOBUE above the highest repeater transmitter frequency of the downlink operating band. ΔfOBUE is defined in clause 6.5.1. 
The spurious emission minimum requirements for this requirement are:
Table 6.5.4.2.23-2: Repeater spurious emissions minimum requirements for repeater for co-existence with PHS for DL
	Frequency range
	minimum requirements
	Measurement Bandwidth
	Note

	1884.5 – 1915.7 MHz
	-41 dBm
	300 kHz
	Applicable when co-existence with PHS system operating in 1884.5 – 1915.7 MHz 



In certain regions, the following requirement may apply to NR repeater operating in Band n50 and n75 within the 1432 – 1452 MHz, and in Band n51 and Band n76. The minimum requirements are specified in Table 6.5.4.2.23-4. This requirement is also applicable at the frequency range from ΔfOBUE below the lowest frequency of the repeater downlink operating band up to ΔfOBUE above the highest frequency of the repeater downlink operating band.
Table 6.5.4.2.23-4: Additional operating band unwanted emission minimum requirement for NR repeater operating in Band n50 and n75 within 1432 – 1452 MHz, and in Band n51 and n76
	Filter centre frequency, Ffilter
	Minimum requirements
	Measurement Bandwidth

	Ffilter = 1413.5 MHz
	-42 dBm
	27 MHz



In certain regions, the following requirement may apply to repeater operating in NR Band n50 and n75 within 1492-1517 MHz and in Band n74 within 1492-1518 MHz. The maximum level of emissions, measured on centre frequencies Ffilter with filter bandwidth according to Table 6.5.4.2.23-5, shall be defined according to the minimum requirements PEM,n50/n75,a nor PEM,n50/n75,b declared by the manufacturer.
Table 6.5.4.2.23-5: Operating band n50, n74 and n75 declared emission above 1518 MHz
	Filter centre frequency, Ffilter
	Declared minimum requirements (dBm)
	Measurement bandwidth

	1518.5 MHz ≤ Ffilter ≤ 1519.5 MHz
	PEM, n50/n75,a
	1 MHz

	1520.5 MHz ≤ Ffilter ≤ 1558.5 MHz
	PEM,n50/n75,b
	1 MHz



[bookmark: _Hlk12453366]In certain regions, the following requirement shall be applied to repeater operating in Band n13 and n14 to ensure that appropriate interference protection is provided to 700 MHz public safety operations. This requirement is also applicable at the frequency range from 10 MHz below the lowest frequency of the repeater downlink operating band up to 10 MHz above the highest frequency of the repeater downlink operating band.
The power of any spurious emission shall not exceed:
Table 6.5.4.2.23-6: Repeater spurious emissions limits for protection of 700 MHz public safety operations
	Operating Band
	Frequency range
	Maximum Level
	Measurement Bandwidth

	n13
	763 - 775 MHz
	-46 dBm
	6.25 kHz

	n13
	793 - 805 MHz
	-46 dBm
	6.25 kHz

	n14
	769 - 775 MHz
	-46 dBm
	6.25 kHz

	n14
	799 - 805 MHz
	-46 dBm
	6.25 kHz



In certain regions, the following requirement may apply to NR repeater operating in Band n30. This requirement is also applicable at the frequency range from 10 MHz below the lowest frequency of the repeater downlink operating band up to 10 MHz above the highest frequency of the repeater downlink operating band.
The power of any spurious emission shall not exceed:
Table 6.5.4.2.23-7: Additional NR repeater spurious emissions minimum requirements for Band n30
	Frequency range
	Minimum requirements
	Measurement Bandwidth
	Note

	2200 – 2345 MHz
	-45 dBm
	1 MHz
	

	2362.5 – 2365 MHz
	-25 dBm
	1 MHz
	

	2365 – 2367.5 MHz
	-40 dBm
	1 MHz
	

	2367.5 – 2370 MHz
	-42 dBm
	1 MHz
	

	2370 – 2395 MHz
	-45 dBm
	1 MHz
	



[bookmark: _Hlk349072]The following requirement may apply to repeater operating in Band n48 in certain regions. The power of any spurious emission shall not exceed:
Table 6.5.4.2.23-8: Additional repeater spurious emissions limits for Band n48
	Frequency range
	Maximum Level
	Measurement Bandwidth (NOTE)
	Note

	3530 MHz – 3720 MHz
	-25 dBm
	1 MHz
	Applicable 10 MHz from the assigned passband edge 

	3100 MHz – 3530 MHz
3720 MHz – 4200 MHz
	-40 dBm
	1 MHz
	



NOTE:	The resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

NOTE:	The regional requirement, included in [12], is defined in terms of EIRP, which is dependent on both the repeater emissions at the antenna connector and the deployment (including antenna gain and feeder loss). The requirement defined above provides the characteristics of the base stationrepeater needed to verify compliance with the regional requirement. The assessment of the EIRP level is described in Annex F.
The following requirement shall be applied to repeater operating in Band n26 to ensure that appropriate interference protection is provided to 800 MHz public safety operations. This requirement is also applicable at the frequency range from 10 MHz below the lowest frequency of the repeater downlink operating band up to 10 MHz above the highest frequency of the repeater downlink operating band.
The power of any spurious emission shall not exceed:
Table 6.5.4.2.23-9: Repeater spurious emissions limits for protection of 800 MHz public safety operations
	Operating Band
	Frequency range
	Maximum Level
	Measurement Bandwidth
	Note

	n26
	851 - 859 MHz
	-13 dBm
	100 kHz
	Applicable for offsets > 37.5kHz from the passband edge



The following requirement may apply to Repeater for Band n41 and n90 operation in Japan. This requirement is also applicable at the frequency range from ΔfOBUE below the lowest frequency of the Repeater downlink operating band up to ΔfOBUE above the highest frequency of the Repeater downlink operating band.
The power of any spurious emission shall not exceed:
Table 6.5.4.2.23-10: Additional repeater spurious emissions minimum requirements for Band n41 and n90
	Frequency range
	Minimum requirement
	Measurement Bandwidth

	2505 MHz – 2535 MHz
	-42 dBm
	1 MHz

	NOTE:	This requirement applies for carriers allocated within 2545-2645 MHz.



The following requirement may apply to repeater operating in 3.45-3.55 GHz in Band n77 in certain regions. Emissions shall not exceed the maximum levels specified in table 6.5.4.2.23-11.
Table 6.5.4.2.23-11: Additional repeater spurious emissions limits for Band n77 
	Channel bandwidth [MHz]
	Frequency range [MHz]
	Filter centre frequency, Ffilter [MHz]
	Minimum requirement [dBm]
	Measurement bandwidth [MHz]

	All
	3430 – 3440
3560 – 3570
	3430.5  Ffilter < 3439.5
3560.5  Ffilter < 3569.5
	-25
	1

	All
	 3430
> 3570
	Ffilter < 3429.5
3570.5  Ffilter
	-40
	1



NOTE:	The resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

<Next modified section>


6.5.4.2.3	Co-location with base stations and repeater type 1-C Nodes
These requirements may be applied for the protection of other BS, IAB-DU, IAB-MT and repeater type 1-C receivers when GSM900, DCS1800, PCS1900, GSM850, CDMA850, UTRA FDD, UTRA TDD, E-UTRA, NR BS, IAB-DU, IAB-MT, or repeater type 1-C are co-located with repeater type 1-C.
The requirements assume a 30 dB coupling loss between transmitter and receiver and are based on co-location with same class.
The minimum requirements are in table 6.5.4.2.34-1 for a repeater type 1-C. Requirements for co-location with a system listed in the first column apply, depending on the declared repeater type 1-C class. For a multi-band connector, the exclusions and conditions in the Note column of table 6.5.4.2.34-1 shall apply for each supported operating band.
Table 6.5.4.2.34-1: Repeater type 1-C spurious emissions minimum requirements for co-location with BS, IAB-Node or repeater-Node
	Co-located systemType of co-located BS
	Frequency range for
	Minimum requirements
	Measurement
	Note

	
	co-location requirement
	WA repeaterBS
	MR repeaterBS
	LA repeaterBS
	bandwidth
	

	 GSM900
	876 – 915 MHz
	-98 dBm
	-91 dBm
	-70 dBm
	100 kHz
	

	 DCS1800
	1710 – 1785 MHz
	-98 dBm
	-91 dBm
	-80 dBm
	100 kHz
	

	 PCS1900
	1850 – 1910 MHz
	-98 dBm
	-91 dBm
	-80 dBm
	100 kHz
	

	 GSM850 or CDMA850
	824 – 849 MHz
	-98 dBm
	-91 dBm
	-70 dBm
	100 kHz
	

	UTRA FDD Band I or E-UTRA Band 1 or NR Band n1
	1920 – 1980 MHz

	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band II or E-UTRA Band 2 or NR Band n2
	1850 – 1910 MHz

	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band III or E-UTRA Band 3 or NR Band n3
	1710 – 1785 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band IV or E-UTRA Band 4
	1710 – 1755 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band V or E-UTRA Band 5 or NR Band n5
	824 – 849 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band VI, XIX or E-UTRA Band 6, 19
	830 – 845 MHz 
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band VII or E-UTRA Band 7 or NR Band n7
	2500 – 2570 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band VIII or E-UTRA Band 8 or NR Band n8
	880 – 915 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band IX or E-UTRA Band 9
	1749.9 – 1784.9 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band X or E-UTRA Band 10
	1710 – 1770 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band XI or E-UTRA Band 11
	1427.9 –1447.9 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to repeater operating in Band n50, n75, n91, n92, n93 or n94

	UTRA FDD Band XII or
E-UTRA Band 12 or NR Band n12
	699 – 716 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band XIII or
E-UTRA Band 13 or NR Band n13
	777 – 787 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band XIV or
E-UTRA Band 14 or NR Band n14
	788 – 798 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 17
	704 – 716 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 18 or NR Band n18
	815 – 830 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band XX or E-UTRA Band 20 or NR Band n20
	832 – 862 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band XXI or E-UTRA Band 21
	1447.9 – 1462.9 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to repeater operating in Band n50, n75, n92 or n94

	UTRA FDD Band XXII or E-UTRA Band 22
	3410 – 3490 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to repeater operating in Band n48, n77 or n78

	E-UTRA Band 24 or NR Band n24
	1626.5 – 1660.5 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band XXV or
E-UTRA Band 25 or NR Band n25
	1850 – 1915 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA FDD Band XXVI or
E-UTRA Band 26 or NR Band n26
	814 – 849 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 27
	807 – 824 MHz 
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 28 or NR Band n28
	703 – 748 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 30 or NR Band n30
	2305 – 2315 MHz 
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 31
	452.5 – 457.5 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA TDD Band a) or E-UTRA Band 33
	1900 – 1920 MHz

	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA TDD Band a) or E-UTRA Band 34 or NR band n34
	2010 – 2025 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to repeater operating in Band n34

	UTRA TDD Band b) or E-UTRA Band 35
	1850 – 1910 MHz

	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA TDD Band b) or E-UTRA Band 36
	1930 – 1990 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to repeater operating in Band n2 or band n25

	UTRA TDD Band c) or E-UTRA Band 37
	1910 – 1930 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	UTRA TDD Band d) or E-UTRA Band 38 or NR Band n38
	2570 – 2620 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to repeater operating in Band n38.  

	UTRA TDD Band f) or E-UTRA Band 39 or NR band n39
	1880 – 1920MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to repeater operating in Band n39

	UTRA TDD Band e) or E-UTRA Band 40 or NR Band n40
	2300 – 2400MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to repeater operating in Band n30 or n40.

	E-UTRA Band 41 or NR Band n41, n90
	2496 – 2690 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to repeater operating in Band n41, n53 or [n90]

	E-UTRA Band 42
	3400 – 3600 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to repeater operating in Band n48, n77 or n78

	E-UTRA Band 43
	3600 – 3800 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to repeater operating in Band n48, n77 or n78

	E-UTRA Band 44
	703 – 803 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to repeater operating in Band n28

	E-UTRA Band 45
	1447 – 1467 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 46 or NR Band n46
	5150 – 5925 MHz
	N/A
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to repeater operating in Band n46 or n96

	E-UTRA Band 48 or NR Band n48
	3550 – 3700 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to repeater operating in Band n48, n77 or n78

	E-UTRA Band 50 or NR Band n50 
	1432 – 1517 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to repeater operating in Band n51, n74, n75, n91, n92, n93 or n94

	E-UTRA Band 51 or NR Band n51
	1427 – 1432 MHz
	N/A
	N/A
	-88 dBm
	100 kHz
	This is not applicable to repeater operating in Band n50, n74, n75, n76, n91, n92, n93 or n94

	E-UTRA Band 53 or NR Band n53
	2483.5 – 2495 MHz
	N/A
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to repeater operating in Band n41, n53 or n90

	E-UTRA Band 65 or NR Band n65
	1920 – 2010 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 66 or NR Band n66
	1710 – 1780 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 68
	698 – 728 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 70 or NR Band n70
	1695 – 1710 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 71 or NR Band n71
	663 – 698 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 72
	451 – 456 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 74 or NR Band n74 
	1427 – 1470 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to repeater operating in Band n50, n51, n91, n92, n93 or n94

	NR Band n77
	3.3 – 4.2 GHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to repeater operating in Band n48, n77 or n78

	NR Band n78
	3.3 – 3.8 GHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	This is not applicable to repeater operating in Band n48, n77 or n78

	NR Band n79
	4.4 – 5.0 GHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n80
	1710 – 1785 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n81
	880 – 915 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n82
	832 – 862 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n83
	703 – 748 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n84
	1920 – 1980 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	E-UTRA Band 85 or NR Band 85
	698 – 716 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n86
	1710 – 1780 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n89
	824 – 849 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n91
	832 – 862 MHz
	N/A
	N/A
	-88 dBm
	100 kHz
	

	NR Band n92
	832 – 862 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n93
	880 – 915 MHz
	N/A
	N/A
	-88 dBm
	100 kHz
	

	NR Band n94
	880 – 915 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n95
	2010 – 2025 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n96
	5925 – 7125 MHz
	N/A
	-90 dBm
	-87 dBm
	100 kHz
	This is not applicable to repeater operating in Band n46 or n96

	NR Band n97
	2300 – 2400MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n98
	1880 – 1920MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	

	NR Band n99
	1626.5 – 1660.5 MHz
	-96 dBm
	-91 dBm
	-88 dBm
	100 kHz
	



NOTE 1:	As defined in the scope for spurious emissions in this clause, the co-location requirements in table 6.5.4.2.34-1 do not apply for the frequency range extending ΔfOBUE immediately outside the transmit frequency range of a repeater type 1-C. The current state-of-the-art technology does not allow a single generic solution for co-location with other system on adjacent frequencies for 30dB antenna to antenna minimum coupling loss. However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [3].
NOTE 2:	Table 6.5.4.2.3-1 assumes that two operating bands, where the corresponding transmit and receive frequency ranges in table 5.2-1 would be overlapping, are not deployed in the same geographical area. For such a case of operation with overlapping frequency arrangements in the same geographical area, special co-location requirements may apply that are not covered by the 3GPP specifications.

<Next modified section>

[bookmark: _Toc97737208]6.6	Error Vector Magnitude
[bookmark: _Toc503964276][bookmark: _Toc97737209]6.6.1	Downlink Error vector magnitude
[bookmark: _Toc97737210]6.6.1.1		General 
[bookmark: _Hlk95332295]The Error Vector Magnitude (EVM) is a measure of the difference between the symbols provided at the input of repeater and the measured signal symbols at the output of the repeater after the equalization by the measurement equipment. This difference is called the error vector. Details about how the EVM is determined are specified in TS 38.104 [2] Annex B for FR1. The EVM result is defined as the square root of the ratio of the mean error vector power to the mean reference power expressed in percent.
The EVM requirement is applicable for a repeater operating at an input power in the range from what is required to reach the maximum output power to the minimum power level in table 6.6.1.1-1.
Table 6.6.1.1-1: Minimum input power for EVM
	Repeater DL class
	Minimum input power spectral density (dBm/MHz)

	
	QPSK, 16 QAM, 64QAM
	256QAM1

	WA
	-82
	-75

	MR
	-77
	-70

	LA
	-74
	-67

	Note 1: support of 256QAM is based on the declaration



<Next modified section>
[bookmark: _Toc97737213]6.6.2	Uplink Error vector magnitude
[bookmark: _Toc97737214]6.6.2.1	General
The Error Vector Magnitude is a measure of the difference between the reference waveform and the measured waveform. This difference is called the error vector. Before calculating the EVM the measured waveform is corrected by the sample timing offset and RF frequency offset. Then the carrier leakage shall be removed from the measured waveform before calculating the EVM.
The measured waveform is further equalised using the channel estimates subjected to the EVM equaliser spectrum flatness requirement specified in TS 38.101-1 [13] clause 6.4.2.4. For DFT-s-OFDM waveforms, the EVM result is defined after the front-end FFT and IDFT as the square root of the ratio of the mean error vector power to the mean reference power expressed as a %. For CP-OFDM waveforms, the EVM result is defined after the front-end FFT as the square root of the ratio of the mean error vector power to the mean reference power expressed as a %.
The basic EVM measurement interval in one slot in the time domain. The EVM measurement interval is reduced by any symbols that contains an allowable power transient in the measurement interval, as defined in TS 38.101-1 [13] clause 6.3.3.
The EVM requirement is applicable for a repeater operating at an input power in the range from what is required to reach the maximum output power to the minimum power level in table 6.6.2.1-1.
Table 6.6.2.1-1: Minimum input power for EVM
	Repeater UL class
	Minimum input power spectral density (dBm/MHz)

	
	QPSK, 16 QAM, 64QAM
	256QAM1

	WA
	-82
	-75

	LA
	-74
	-67

	Note 1: support of 256QAM is based on the declaration



<Next modified section>

[bookmark: _Toc97737220]6.7.2	Co-location with BS/repeater in other systems
[bookmark: _Toc97737221]6.7.2.1	General
This additional input intermodulation requirement may be applied for the protection of NR repeater receivers when GSM, CDMA, UTRA, E-UTRA, NR BS or repeater operating in a different frequency band are co-located with a NR repeater. 
The following requirement applies for interfering signals depending on the repeaters passband.
This requirement applies to the uplink and downlink of the repeater. If the BS side is declared to meet co-location requirements, then it should meet input intermodulation co-location requirements for the downlink. If the UE side is declared to meet co-location requirements, then it should meet input intermodulation co-location requirements for the uplink.
[bookmark: _Toc97737222]6.7.2.2	Minimum requirement
For the parameters specified in table 6.7.2.2-1 for DL and 6.7.2.2-2 for UL, the power in the passband shall not increase with more than 10 dB at the output of the repeater as measured with 1MHz measurement bandwidth, compared to the level obtained without interfering signals applied.
The core requirement is applicable for all frequency separation possibilities between the two interfering signals that cause the 3rd order intermodulation product to fall into the passband.
Table 6.7.2.2-1: input intermodulation requirement for NR repeater DL when co-located with BS/repeater in other frequency bands.
	Frequency range of interfering signal
	Interfering signal mean power for repeater with WA UE side (dBm)
	Interfering signal mean power for repeater with MR UE side(dBm)
	Interfering signal mean power for repeater with LA UE side(dBm)
	Type of interfering signals

	Frequency range of co-located BS’s downlink operating band or located repeater’s passband
	+16
	+8
	x (Note 1)
	2 CW carriers

	NOTE 1:    x = -7 dBm for NR repeater co-located with Pico GSM850 or Pico CDMA850
x = -4 dBm for NR repeater co-located with Pico DCS1800 or Pico PCS1900
x = -6 dBm for NR repeater co-located with UTRA bands or E-UTRA bands or NR bands
NOTE 2:	The requirement does not apply when the interfering signal falls within the passband.
NOTE 3:	For unsynchronized base stations or repeaters (except in band n46 and n96), special co-location requirements may apply that are not covered by the 3GPP specifications.



Table 6.7.2.2-2: input intermodulation requirement for NR repeater UL when co-located with BS/repeater in other frequency bands.
	Frequency range of interfering signal
	Interfering signal mean power for repeater with WA BS side(dBm)
	Interfering signal mean power for repeater with LA BS side(dBm)
	Type of interfering signals

	Frequency range of co-located BS’s downlink operating band or located repeater’s passband
	+16
	Prated,out_AC -30
	2 CW carriers

	NOTE 1:	The requirement does not apply when the interfering signal falls within the passband.
NOTE 2:	For unsynchronized base stations or repeaters (except in band n46 and n96), special co-location requirements may apply that are not covered by the 3GPP specifications.



<Next modified section>
[bookmark: _Toc97737232]7.2	OTA output power
[bookmark: _Toc97737233]7.2.1	General
Repeater type 2-O are declared to support one or more beams, as per manufacturer's declarations specified in TS 38.115xxx-2 [8xx]. Radiated transmit power is defined as the EIRP level for a declared beam at a specific beam peak direction.
For each beam, the requirement is based on declaration of a beam identity, reference beam direction pair, beamwidth, rated beam EIRP, OTA peak directions set, the beam direction pairs at the maximum steering directions and their associated rated beam EIRP and beamwidth(s).
For a declared beam and beam direction pair, the rated beam EIRP level is the maximum power that the repeater is declared to radiate at the associated beam peak direction.
For each beam peak direction associated with a beam direction pair within the OTA peak directions set, a specific rated beam EIRP level may be claimed. Any claimed value shall be met within the accuracy requirement as described below. Rated beam EIRP is only required to be declared for the beam direction pairs subject to conformance testing as detailed in TS 38.115xxx-2 [8xx].
NOTE 1:	OTA peak directions set is set of beam peak directions for which the EIRP accuracy requirement is intended to be met. The beam peak directions are related to a corresponding contiguous range or discrete list of beam centre directions by the beam direction pairs included in the set.
NOTE 2:	A beam direction pair is data set consisting of the beam centre direction and the related beam peak direction.
NOTE 3:	A declared EIRP value is a value provided by the manufacturer for verification according to the conformance specification declaration requirements, whereas a claimed EIRP value is provided by the manufacturer to the equipment user for normal operation of the equipment and is not subject to formal conformance testing.
	For pass bands where the supported fractional bandwidth (FBW) is larger than 6%, two rated carrier EIRP may be declared by manufacturer:
-	Prated,c,FBWlow for lower supported frequency range, and
-	Prated,c,FBWhigh for higher supported frequency range.
For frequencies in between FFBWlow and FFBWhigh the rated carrier EIRP is:
-	Prated,c,FBWlow, for the carrier whose carrier frequency is within frequency range FFBWlow ≤ f < (FFBWlow +FFBWhigh) / 2,
-	Prated,c,FBWhigh, for the carrier whose carrier frequency is within frequency range (FFBWlow +FFBWhigh) / 2 ≤ f ≤FFBWhigh.
OTA repeater output power is also declared as a TRP radiated requirement, with the output power accuracy requirement defined at the RIB. TRP does not change with beamforming settings as long as the beam peak direction is within the OTA peak directions set. Thus, the TRP accuracy requirement must be met for any beamforming setting for which the beam peak direction is within the OTA peak directions set.
There is no upper limit for the rated TRP output power and the rated beam EIRP output power of repeater type 2-O DL transmission.
The repeater rated TRP output power and the rated beam EIRP output power for repeater type 2-O UL transmission shall be within limits as specified in table 9.2.1-1.
Table 7.2.1-1: Repeater rated TRP output power limits for repeater type 2-O UL transmission
	Repeater class
	Prated,out,TRP
	Prated,out,EIRP

	Wide Area
	(note 1)
	(note 2)

	Local Area
	≤ + 35 + X dBm, Note 3
	≤ + 55 + X dBm, Note 3

	NOTE1:	There is no upper limit for the Prated,out,TRP of the repeater type 2-O UL transmission.
NOTE2:	There is no upper limit for the Prated,out,ERP of the repeater type 2-O UL transmission.
NOTE3:    X = [10*log (ceil (passband bandwidth/100MHz))]



<Next modified section>

[bookmark: _Toc97737242]7.6	OTA Error Vector Magnitude
7.6.1	Downlink Error vector magnitude
7.6.1.1	General
The Error Vector Magnitude (EVM) is a measure of the difference between the symbols provided at the input of the repeater and the measured signal symbols at the output of the repeater after the equalization by the measurement equipment. This difference is called the error vector. Details about how the EVM is determined are specified in TS 38.104 [2] Annex C for FR2. The EVM result is defined as the square root of the ratio of the mean error vector power to the mean reference power expressed in percent.
OTA modulation quality requirement is defined as a directional requirement at the RIB and shall be met within the OTA coverage range on the transmit side and the AoA of the incident wave of the received signal is in the reference direction at the receive side.
The EVM requirement is applicable when the repeater is operating with an input power level within the range from what is required to reach the rated output EIRP (Prated,out,EIRP) to the minimum power levels in table 7.6.1.1-1.
Table 7.6.1.1-1: Minimum input power for EVM
	RepeaterBS class
	Minimum input power (dBm/MHz)

	
	24.25 – 33.4 GHz
	37 – 52.6 GHz

	
	Up to 16 QAM
	64QAM 1
	256QAM 2
	Up to 16 QAM
	64QAM 1
	256QAM  2

	WA, MR, LA
	[-77- GRX_ANT]
	[-73- GRX_ANT]
	[-66- GRX_ANT]
	[-75- GRX_ANT]
	[-71- GRX_ANT]
	[-64- GRX_ANT]

	Note 1: support of 64QAM is based on the declaration
Note 2: support of 256QAM is based on the declaration



Where GRX_ANT is the gain of the receive side antennas and is based on EIRP and TRP declaration.
<Next modified section>
7.6.2	Uplink Error vector magnitude
[bookmark: _Toc97737243]7.6.2.1	General
The Error Vector Magnitude is a measure of the difference between the reference waveform and the measured waveform. This difference is called the error vector. Before calculating the EVM, the measured waveform is corrected by the sample timing offset and RF frequency offset. Then the carrier leakage shall be removed from the measured waveform before calculating the EVM.
The measured waveform is further equalised using the channel estimates subjected to the EVM equaliser spectrum flatness requirement specified in TS 38.101-2 [14] sub-clauses 6.4.2.4 and 6.4.2.5. For DFT-s-OFDM waveforms, the EVM result is defined after the front-end FFT and IDFT as the square root of the ratio of the mean error vector power to the mean reference power expressed as a %. For CP-OFDM waveforms, the EVM result is defined after the front-end FFT as the square root of the ratio of the mean error vector power to the mean reference power expressed as a %.
The basic EVM measurement interval is one slot in the time domain. The EVM measurement interval is reduced by any symbols that contains an allowable power transient in the measurement interval as defined in TS 38.101-2 [14] clause 6.3.3.
All the parameters defined in clause 7.6.2 are defined using the measurement methodology specified in TS 38.101-2 [14] Annex F.
OTA modulation quality requirement is defined as a directional requirement at the RIB and shall be met within the OTA coverage range on the transmit side and the AoA of the incident wave of the received signal is in the reference direction at the receive side.
The EVM requirement is applicable when the repeater is operating with an input power level within the range from what is required to reach the rated output EIRP(Prated,out,EIRP) to the minimum power levels in table 7.6.2.1-1.
Table 7.6.2.1-1: Minimum input power for EVM
	RepeaterBS class
	Minimum input power (dBm/MHz)

	
	24.25 – 33.4 GHz
	37 – 52.6 GHz

	
	Up to 16 QAM
	64QAM 1
	Up to 16 QAM
	64QAM1

	WA, MR, LA
	[-77- GRX_ANT]
	[-73- GRX_ANT]
	[-75- GRX_ANT]
	[-71- GRX_ANT]

	Note 1: support of 64QAM is based on the declaration



Where GRX_ANT is the gain of the receive side antennas and is calculated from EIRP and TRP declaration.

<Next modified section>


[bookmark: _Toc97737248]7.9 OTA transmit ON/OFF power
[bookmark: _Toc21127638][bookmark: _Toc29811847][bookmark: _Toc36817399][bookmark: _Toc37260321][bookmark: _Toc37267709][bookmark: _Toc44712312][bookmark: _Toc45893625][bookmark: _Toc53178345][bookmark: _Toc53178796][bookmark: _Toc61179034][bookmark: _Toc61179504][bookmark: _Toc67916800][bookmark: _Toc74663421][bookmark: _Toc82621962]7.9.1	General
OTA transmit ON/OFF power requirements apply only to TDD operation of NR repeater. The requirements apply to both downlink and uplink of the repeater.

<End of propose changes>
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