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1	Introduction
This is a TP to TR 38.717-03-02 to add CA_n8-n40-n78.
************************************* Start of TP*****************************************
[bookmark: _Toc527641601]5.1.x	CA_n8-n40-n78
5.1. x.1	Operating bands for CA
Table 5.1.x.1-1: 3DL Inter-band CA operating bands
	NR CA Band
	NR Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_n8A-n40A-n78A
	n8
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960 MHz
	FDD

	
	n40
	2300 MHz
	–
	2400 MHz
	2300 MHz
	–
	2400 MHz
	TDD

	
	n78
	3300 MHz
	–
	3800 MHz
	3300 MHz
	–
	3800 MHz
	TDD



[bookmark: _Toc527641604]5.1.x.2	 Channel bandwidths per operating band for CA
Table 5.1.x.2-1: Supported bandwidths per CA band combination for 3DL inter-band CA
	NR CA Configuration
	UL Config
	NR Band
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	Bandwidth combination set

	CA_n8A-n40A-n78A
	CA_n8A-n40A CA_n8A-n78A CA_n40A-n78A
	n8
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n40
	5
	10
	15
	20
	25
	30
	40
	50
	60
	
	80
	
	
	

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	


	
[bookmark: _Toc42645842][bookmark: _Toc25838727][bookmark: _Toc70580786]5.1.x.3	UE co-existence studies
[bookmark: _Toc42645843][bookmark: _Toc25838728][bookmark: _Toc70580787]For CA_n8-n40 there is 2nd and 3rd order IMD products falling inside n78 as shown in the following analysis. 
Table 5.1.x.3-1: Band n8 and Band n40 UL harmonics and IMD products
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL Frequency [MHz]
	880
	915
	2300
	2400

	DL Frequency [MHz]
	925
	960
	2300
	2400

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	1385
	1520
	3180
	3315

	3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	640
	470
	3685
	3920

	3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	4060
	4230
	5480
	5715

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	240
	445
	5985
	6320

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	3040
	2770
	6360
	6630

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	4940
	5145
	7780
	8115

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	8720
	8285
	1360
	1120

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	5440
	5070
	1855
	2160

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	10080
	10515
	5820
	6060

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	8660
	9030
	7240
	7545



For CA_n8-n78 there is 2nd order IMD products falling inside n40 as shown in the following analysis.
Table 5.1.x.3-2: Band n8 and Band n78 UL harmonics and IMD products
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL Frequency [MHz]
	880
	915
	3300
	3800

	DL Frequency [MHz]
	925
	960
	3300
	3800

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	2385
	2920
	4180
	4715

	3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	2040
	1470
	5685
	6720

	3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	5060
	5630
	7480
	8515

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	1160
	555
	8985
	10520

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	5840
	4770
	8360
	9430

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	5940
	6545
	10780
	12315

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	14320
	12285
	360
	280

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	9640
	8070
	3855
	4960

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	14080
	16115
	6820
	7460

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	11660
	13230
	9240
	10345



For CA_n40-n78 there is 2nd and 3rd order IMD products falling inside n8 as shown in the following analysis.
Table 5.1.x.3-3: Band n40 and Band n78 UL harmonics and IMD products
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL Frequency [MHz]
	2300
	2400
	3300
	3800

	DL Frequency [MHz]
	2300
	2400
	3300
	3800

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	900
	1500
	5600
	6200

	3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	800
	1500
	4200
	5300

	3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	7900
	8600
	8900
	10000

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	3100
	3900
	7500
	9100

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	3000
	1800
	11200
	12400

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	10200
	11000
	12200
	13800

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	12900
	10800
	6300
	5400

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	6800
	5100
	600
	700

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	15500
	17600
	12500
	13400

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	14500
	16200
	13500
	14800



Co-existence studies shows that
· The 2nd and 3rd IMD generated by dual uplink of Band n8 + Band n40 may fall into own Rx of band n78.
· The 2nd IMD generated by dual uplink of Band n8 + Band n78 may fall into own Rx of band n40.
· The 2nd and 3rd IMD generated by dual uplink of Band n40 + Band n78 may fall into own Rx of band n8.
But considering the synchronization of band n40 and n78 (38.101-1 Table 5.2A.2.1-1), the own Rx impact of the 3rd band is updated as the followings.
· The 2nd and 3rd IMD generated by dual uplink of Band n40 + Band n78 may fall into own Rx of band n8.

5.1.x.4	REFSENS requirements
Below are the updates needed in Table 7.3A.5-2 of TS 38.101-1. They are re-used from similar IMD product in DC_8A-40A_n78A. 
Table 5.1.x.4-1: 3DL/2UL interband Reference sensitivity QPSK PREFSENS and uplink/downlink configurations
	 Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	NR CA
Configuration
	NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	CA_n8-n40A-n78A
	n8
	905
	5
	25
	950
	30.5
	FDD
	IMD2

	
	n40
	2380
	5
	25
	2380
	N/A
	TDD
	N/A

	
	n78
	3330
	10
	50
	3330
	N/A
	TDD
	N/A

	
	n8
	890
	5
	25
	935
	19.8
	FDD
	IMD3

	
	n40
	2320
	5
	25
	2320
	N/A
	TDD
	N/A

	
	n78
	3705
	10
	50
	3705
	N/A
	TDD
	N/A




************************************* End of TP*****************************************


