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Introduction
Draft TS skeleton for Non-terrestrial networks (NTN) related to NR; Satellite Access Node radio transmission and reception (TS 38.108) has been approved in R4-2203087 [1] and the work split has been summarized in R4-2203080 Way Forward on NTN_solutions_Part1 [2] approved in RAN4 101-bis-e meeting. 
For further information, please also follow the discussions in R4-2203111 [3] and the updated TS 38.108 at RAN4 102-e meeting, and which can be found in R4-2207513 [4].

In this document, following changes have been proposed as a pCR to update TS 38.108: 
· Annex D (normative): Characteristics of the interfering signals
Reference 
[1] R4-2203087 Skeleton for TS 38.108 NR Satellite Access Node radio transmission and reception v0.0.1, THALES.
[2] R4-2203080 Way Forward on NTN_solutions_Part1, THALES.
[3] R4-2203111 Email discussion summary for [101-bis-e][306] NTN_Solutions_Part1, THALES.
[4] R4-2207513 TS 38.108 v0.1.0, THALES.










Text proposals for TS 38.108

------------------------------------------------<Start of TP>----------------------------------------------
[bookmark: _Toc97741591]Annex C (normative):
Error Vector Magnitude (FR2)
The Annex C is not applicable in Release-17.

Annex D (normative):
Characteristics of the interfering signals
The interfering signal shall be a PUSCH or PDSCH containing data and DM-RS symbols. Normal cyclic prefix is used. The data content shall be uncorrelated to the wanted signal and modulated according to clause 6 of TS 38.211 [9]. Mapping of PUSCH or PDSCH modulation to receiver requirement are specified in table D-1.
Table D-1: Modulation of the interfering signal
	Receiver requirement
	Modulation
	Interfering Signal
	Clauses

	In-channel selectivity
	16QAM
	PUSCH
	7.8
10.9

	Adjacent channel selectivity 
	QPSK
	PDSCH
	7.4.1
10.5.1

	General blocking
	N/A
	N/A
	N/A

	Receiver intermodulation
	N/A
	N/A
	N/A
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	0.1.0

	2022-03
	RAN4#102-e
	R4-2207374
	
	
	
	TP to TS 38.108: section 6.7 (Tx IMD)
	0.1.0

	2022-03
	RAN4#102-e
	R4-2207377
	
	
	
	pCR to TS 38.108 - In-band selectivity and blocking
	0.1.0

	2022-03
	RAN4#102-e
	R4-2207378
	
	
	
	TP for TS 38.108 Dynamic range(7.3) and In channel selectivity(7.8)
	0.1.0

	2022-03
	RAN4#102-e
	R4-2207380
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