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1. Introduction
In RAN4#102-e, WF [1] was agreed and it has open issues of SINR and tput ratio. In this paper, we provide simulation results for inter-cell interference CSI reporting scenarios. 
2. Simulation Results
Based on simulation assumptions agreed in [1], we provide our simulation results below.
Table 1: Simulation results for 2x2 FDD CQI reporting under Inter-cell Interference Scenario
	SINR (dB)
	Throughput Ratio
	BLER

	-6
	6.78
	72.10%

	-5
	4.37
	72.50%

	-4
	3.23
	64.20%

	-3
	2.65
	56.90%

	-2
	1.98
	54.60%

	-1
	1.97
	47.10%

	0
	1.85
	41.00%

	1
	1.82
	36.60%

	2
	1.78
	32.70%

	3
	1.73
	28.90%

	4
	1.67
	25.80%

	5
	1.57
	24.50%

	6
	1.45
	24.80%

	7
	1.38
	25.20%

	8
	1.33
	24.70%

	9
	1.26
	25.40%

	10
	1.23
	25.90%



Table 2: Simulation results for 2x4 FDD CQI reporting under Inter-cell Interference Scenario
	SINR (dB)
	Throughput Ratio
	BLER

	-6
	3.18
	76.90%

	-5
	1.78
	75.90%

	-4
	1.85
	64.10%

	-3
	1.90
	57.10%

	-2
	2.35
	43.80%

	-1
	2.54
	29.40%

	0
	2.67
	19.60%

	1
	2.37
	17.10%

	2
	2.09
	18.00%

	3
	1.82
	19.80%

	4
	1.52
	26.10%

	5
	1.27
	33.80%

	6
	1.24
	33.10%

	7
	1.22
	32.30%

	8
	1.20
	30.20%

	9
	1.10
	33.50%

	10
	1.10
	31.70%



Table 3: Simulation results for 2x2 TDD CQI reporting under Inter-cell Interference Scenario
	SINR (dB)
	Throughput Ratio
	BLER

	-6
	1.10
	88.80%

	-5
	1.19
	85.40%

	-4
	1.55
	82.70%

	-3
	1.63
	78.10%

	-2
	1.24
	75.20%

	-1
	1.22
	69.00%

	0
	1.28
	61.80%

	1
	1.38
	53.70%

	2
	1.37
	48.30%

	3
	1.45
	40.70%

	4
	1.44
	35.30%

	5
	1.40
	32.80%

	6
	1.35
	28.60%

	7
	1.28
	28.50%

	8
	1.19
	29.40%

	9
	1.13
	28.90%

	10
	1.04
	31.10%



Table 4: Simulation results for 2x4 TDD CQI reporting under Inter-cell Interference Scenario
	SINR (dB)
	Throughput Ratio
	BLER

	-6
	4.37
	62.90%

	-5
	3.03
	53.80%

	-4
	2.38
	44.20%

	-3
	2.16
	34.00%

	-2
	2.33
	27.00%

	-1
	2.34
	22.50%

	0
	2.14
	21.40%

	1
	1.90
	21.00%

	2
	1.72
	21.60%

	3
	1.52
	24.20%

	4
	1.35
	28.20%

	5
	1.24
	30.30%

	6
	1.21
	30.20%

	7
	1.25
	25.30%

	8
	1.24
	22.00%

	9
	1.18
	22.90%

	10
	1.13
	24.30%



Based on above results, we propose the following.
Proposal 1: Use throughput ratio of 1.5 for both 2Rx and 4Rx.
3. Conclusions
This paper provides simulation results for inter-cell interference CSI reporting scenarios in RAN4. Following has been proposed.
Proposal 1: Use throughput ratio of 1.5 for both 2Rx and 4Rx.
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