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1. [bookmark: OLE_LINK13][bookmark: OLE_LINK14]Introduction
In the last RAN4 meeting the work on the RRM core requirements for IAB enhancement was finalized [1]. 
In this paper we further analyze the impact on the RRM performance requirements for IAB in Rel-17. 
2. Analysis of performance requirements
The performance requirements mainly comprise RRM test cases to verify the core requirements for IAB-MT.
In Rel-17, the following core requirements have been introduced:
· The existing IAB-MT transmit timing requirements defined in clause 12.2.1 are made applicable for IAB-MT when the indicated IAB-MT transmission timing mode is set to ‘Case 1’ specified in clause 14 of TS 38.213 [10].
· The existing IAB-MT TA adjustment accuracy requirements defined in clause 12.2.3 are made applicable for IAB-MT when the indicated IAB-MT transmission timing mode is set to ‘Case 1’ specified in clause 14 of TS 38.213 [10].
[bookmark: _Hlk101819203]In Rel-16, the test cases are already defined to verify that the IAB-MT transmit timing requirements are met by the IAB-MT. In Rel-16, it was concluded not to define the test cases related to the IAB-MT TA adjustment accuracy requirements. 
Therefore, the tests to verify the IAB-MT transmit timing requirements and TA adjustment accuracy requirements under Case 1 will not give any additional benefit. In summary no RRM test case is required for IAB-MT in Rel-17. 
2. Summary
The following are the observations and proposals related to IAB-MT RRM performance requirements:
· Observation 1: In Rel-17, the existing IAB-MT transmit timing requirements defined in clause 12.2.1 are made applicable for IAB-MT when the indicated IAB-MT transmission timing mode is set to ‘Case 1’.
· Observation 2: The existing IAB-MT TA adjustment accuracy requirements defined in clause 12.2.3 are made applicable for IAB-MT when the indicated IAB-MT transmission timing mode is set to ‘Case 1’.
· Observation 3: Rel-16 test cases already verify that the IAB-MT transmit timing requirements are met by the IAB-MT.
· Observation 4: In Rel-16, it was concluded not to define any test case related to the IAB-MT TA adjustment accuracy requirements.
· Observation 5: Any test to verify the IAB-MT transmit timing requirements and/or TA adjustment accuracy requirements under Case 1 will not give any benefit. 
· Proposal #1: Do not define any RRM test cases related to IAB-MT in Rel-17. 
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