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< Start of change 1>
Table 5.3.3-2: Nominal intra-cell guard bands for wideband operation
	SCS
(kHz)
	40 MHz
	60 MHz
	80 MHz
	100 MHz

	15
	105-6-105
(216)
	N/A
	N/A
	N/A

	30
	50-6-50
(106)
	50-6-50-6-50
(162)
	50-6-50-5-50-6-50
(217)
	50-6-50-6-49-6-50-6-50
(273)

	60
	23-5-23
(51)
	23-5-23-5-23
(79)
	23-5-23-5-23-5-23
(107)
	23-5-23-5-23-5-23-5-23
(135)

	NOTE 1:	The intra-cell guard band is denoted TBW0-GB0-…-GBN_RBset-2-TBWN_RBset-1 for N_RBset > 1 number of RB-sets with TBWr the maximum transmission bandwidth (PRB) of RB-set r and GBr the guard band (PRB) above the upper edge of RB-set r. The RB-set 0 is starting at the first common resource block (CRB) of the carrier as indicated by offsetToCarrier. The total transmission bandwidth configuration (size of resource grid) including guard bands is given in between parentheses.



< End of change 1>

< Start of change 2>
Table 5.3.5-1 Channel bandwidths for each NR band
	NR Band
	SCS (kHz)
	UE Channel bandwidth (MHz)

	
	
	5
	10
	15
	20
	25
	30
	35
	40
	45
	50
	60
	70
	80
	90
	100

	n1
	15
	5
	10
	15
	20
	25
	30
	
	40
	454
	50
	
	
	
	
	

	
	30
	
	10
	15
	20
	25
	30
	
	40
	454
	50
	
	
	
	
	

	
	60
	
	10
	15
	20
	25
	30
	
	40
	454
	50
	
	
	
	
	

	n2
	15
	5
	10
	15
	20
	25
	30
	354
	40
	
	
	
	
	
	
	

	
	30
	
	10
	15
	20
	25
	30
	354
	40
	
	
	
	
	
	
	

	
	60
	
	10
	15
	20
	25
	30
	354
	40
	
	
	
	
	
	
	

	n3
	15
	5
	10
	15
	20
	25
	30
	354
	40
	454
	50
	
	
	
	
	

	
	30
	
	10
	15
	20
	25
	30
	354
	40
	454
	50
	
	
	
	
	

	
	60
	
	10
	15
	20
	25
	30
	354
	40
	454
	50
	
	
	
	
	

	n5
	15
	5
	10
	15
	20
	253
	
	
	
	
	
	
	
	
	
	

	
	30
	
	10
	15
	20
	253
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n7
	15
	5
	10
	15
	20
	25
	30
	354
	40
	
	50
	
	
	
	
	

	
	30
	
	10
	15
	20
	25
	30
	354
	40
	
	50
	
	
	
	
	

	
	60
	
	10
	15
	20
	25
	30
	354
	40
	
	50
	
	
	
	
	

	n8
	15
	5
	10
	15
	20
	
	
	353,4
	
	
	
	
	
	
	
	

	
	30
	
	10
	15
	20
	
	
	353,4
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n12
	15
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	10
	15
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n13
	15
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	10
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n14
	15
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	10
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n18
	15
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	10
	15
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n20
	15
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	10
	15
	20
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n24
	15
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	10
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	10
	
	
	
	
	
	
	
	
	
	
	
	
	

	n25
	15
	5
	10
	15
	20
	25
	30
	354
	40
	453,4
	
	
	
	
	
	

	
	30
	
	10
	15
	20
	25
	30
	354
	40
	453,4
	
	
	
	
	
	

	
	60
	
	10
	15
	20
	25
	30
	354
	40
	453,4
	
	
	
	
	
	

	n26
	15
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	10
	15
	20
	
	
	
	
	
	
	
	
	
	
	

	n28
	15
	5
	10
	15
	207
	
	307
	
	
	
	
	
	
	
	
	

	
	30
	
	10
	15
	207
	
	307
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n29
	15
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	10
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n30
	15
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	10
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n34
	15
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	10
	15
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	10
	15
	
	
	
	
	
	
	
	
	
	
	
	

	n38
	15
	5
	1010
	15
	2010
	25
	3010
	
	4010
	
	
	
	
	
	
	

	
	30
	
	1010
	15
	2010
	25
	3010
	
	4010
	
	
	
	
	
	
	

	
	60
	
	1010
	15
	2010
	25
	3010
	
	4010
	
	
	
	
	
	
	

	n39
	15
	5
	10
	15
	20
	25
	30
	
	40
	
	
	
	
	
	
	

	
	30
	
	10
	15
	20
	25
	30
	
	40
	
	
	
	
	
	
	

	
	60
	
	10
	15
	20
	25
	30
	
	40
	
	
	
	
	
	
	

	n40
	15
	55
	10
	15
	20
	25
	30
	
	40
	
	50
	
	
	
	
	

	
	30
	
	10
	15
	20
	25
	30
	
	40
	
	50
	60
	70
	80
	90
	100

	
	60
	
	10
	15
	20
	25
	30
	
	40
	
	50
	60
	70
	80
	90
	100

	n41
	15
	
	10
	15
	20
	
	30
	
	40
	
	50
	
	
	
	
	

	
	30
	
	10
	15
	20
	
	30
	
	40
	
	50
	60
	70
	80
	90
	100

	
	60
	
	10
	15
	20
	
	30
	
	40
	
	50
	60
	70
	80
	90
	100

	n46
	15
	
	105
	
	20
	
	
	
	40
	
	
	
	
	
	
	

	
	30
	
	105
	
	20
	
	
	
	40
	
	
	60
	
	80
	
	1004

	
	60
	
	105
	
	20
	
	
	
	40
	
	
	60
	
	80
	
	1004

	n47
	15
	
	1010
	
	2010
	
	3010
	
	4010
	
	
	
	
	
	
	

	
	30
	
	1010
	
	2010
	
	3010
	
	4010
	
	
	
	
	
	
	

	
	60
	
	1010
	
	2010
	
	3010
	
	4010
	
	
	
	
	
	
	

	n48
	15
	55
	10
	15
	20
	
	30
	
	40
	
	506
	
	
	
	
	

	
	30
	
	10
	15
	20
	
	30
	
	40
	
	506
	606
	706
	806
	906
	1006

	
	60
	
	10
	15
	20
	
	30
	
	40
	
	506
	606
	706
	806
	906
	1006

	n50
	15
	55
	10
	15
	20
	
	30
	
	40
	
	50
	
	
	
	
	

	
	30
	
	10
	15
	20
	
	30
	
	40
	
	50
	60
	
	803
	
	

	
	60
	
	10
	15
	20
	
	30
	
	40
	
	50
	60
	
	803
	
	

	n51
	15
	5
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n53
	15
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	10
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	10
	
	
	
	
	
	
	
	
	
	
	
	
	

	n65
	15
	5
	10
	15
	20
	
	
	
	
	
	50
	
	
	
	
	

	
	30
	
	10
	15
	20
	
	
	
	
	
	50
	
	
	
	
	

	
	60
	
	10
	15
	20
	
	
	
	
	
	50
	
	
	
	
	

	n66
	15
	5
	10
	15
	20
	25
	30
	354
	40
	454
	
	
	
	
	
	

	
	30
	
	10
	15
	20
	25
	30
	354
	40
	454
	
	
	
	
	
	

	
	60
	
	10
	15
	20
	25
	30
	354
	40
	454
	
	
	
	
	
	

	n67
	15
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	10
	15
	20
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n70
	15
	5
	10
	15
	203
	253
	
	
	
	
	
	
	
	
	
	

	
	30
	
	10
	15
	203
	253
	
	
	
	
	
	
	
	
	
	

	
	60
	
	10
	15
	203
	253
	
	
	
	
	
	
	
	
	
	

	n71
	15
	5
	10
	15
	20
	253
	303
	353,4
	
	
	
	
	
	
	
	

	
	30
	
	10
	15
	20
	253
	303
	353,4
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n74
	15
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	10
	15
	20
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	10
	15
	20
	
	
	
	
	
	
	
	
	
	
	

	n75
	15
	5
	10
	15
	20
	25
	30
	
	40
	
	50
	
	
	
	
	

	
	30
	
	10
	15
	20
	25
	30
	
	40
	
	50
	
	
	
	
	

	
	60
	
	10
	15
	20
	25
	30
	
	40
	
	50
	
	
	
	
	

	n76
	15
	5
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n77
	15
	
	10
	15
	20
	25
	30
	
	40
	
	50
	
	
	
	
	

	
	30
	
	10
	15
	20
	25
	30
	
	40
	
	50
	60
	70
	80
	90
	100

	
	60
	
	10
	15
	20
	25
	30
	
	40
	
	50
	60
	70
	80
	90
	100

	n78
	15
	
	10
	15
	20
	25
	30
	
	40
	
	50
	
	
	
	
	

	
	30
	
	10
	15
	20
	25
	30
	
	40
	
	50
	60
	70
	80
	90
	100

	
	60
	
	10
	15
	20
	25
	30
	
	40
	
	50
	60
	70
	80
	90
	100

	n79
	15
	
	10
	
	20
	
	30
	
	40
	
	50
	
	
	
	
	

	
	30
	
	10
	
	20
	
	30
	
	40
	
	50
	60
	704
	80
	90
	100

	
	60
	
	10
	
	20
	
	30
	
	40
	
	50
	60
	704
	80
	90
	100

	n80
	15
	5
	10
	15
	20
	25
	30
	
	40
	
	
	
	
	
	
	

	
	30
	
	10
	15
	20
	25
	30
	
	40
	
	
	
	
	
	
	

	
	60
	
	10
	15
	20
	25
	30
	
	40
	
	
	
	
	
	
	

	n81
	15
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	10
	15
	20
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n82
	15
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	10
	15
	20
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n83
	15
	5
	10
	15
	20
	
	307
	
	
	
	
	
	
	
	
	

	
	30
	
	10
	15
	20
	
	307
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n84
	15
	5
	10
	15
	20
	25
	30
	
	40
	
	50
	
	
	
	
	

	
	30
	
	10
	15
	20
	25
	30
	
	40
	
	50
	
	
	
	
	

	
	60
	
	10
	15
	20
	25
	30
	
	40
	
	50
	
	
	
	
	

	n85
	15
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	10
	15
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n86
	15
	5
	10
	15
	20
	
	
	
	40
	
	
	
	
	
	
	

	
	30
	
	10
	15
	20
	
	
	
	40
	
	
	
	
	
	
	

	
	60
	
	10
	15
	20
	
	
	
	40
	
	
	
	
	
	
	

	n89
	15
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	10
	15
	20
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	50
	
	
	
	
	

	n90
	15
	
	10
	15
	20
	
	30
	
	40
	
	50
	
	
	
	
	

	
	30
	
	10
	15
	20
	
	30
	
	40
	
	50
	60
	
	80
	90
	100

	
	60
	
	10
	15
	20
	
	30
	
	40
	
	50
	60
	
	80
	90
	100

	n91
	15
	5
	108
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n92
	15
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	10
	15
	20
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n93
	15
	5
	108
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n94
	15
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	10
	15
	20
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n95
	15
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	10
	15
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	10
	15
	
	
	
	
	
	
	
	
	
	
	
	

	n96
	15
	
	
	
	20
	
	
	
	40
	
	
	
	
	
	
	

	
	30
	
	
	
	20
	
	
	
	40
	
	
	60
	
	80
	
	1004

	
	60
	
	
	
	20
	
	
	
	40
	
	
	60
	
	80
	
	1004

	n97
	15
	5
	10
	15
	20
	25
	30
	
	40
	
	50
	
	
	
	
	

	
	30
	
	10
	15
	20
	25
	30
	
	40
	
	50
	60
	70
	80
	90
	100

	
	60
	
	10
	15
	20
	25
	30
	
	40
	
	50
	60
	70
	80
	90
	100

	n98
	15
	5
	10
	15
	20
	25
	30
	
	40
	
	
	
	
	
	
	

	
	30
	
	10
	15
	20
	25
	30
	
	40
	
	
	
	
	
	
	

	
	60
	
	10
	15
	20
	25
	30
	
	40
	
	
	
	
	
	
	

	
	15
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	
	

	n99
	30
	
	10
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	10
	
	
	
	
	
	
	
	
	
	
	
	
	

	n101
	15
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	10
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	n102
	15
	
	
	
	20
	
	
	
	40
	
	
	
	
	
	
	

	
	30
	
	
	
	20
	
	
	
	40
	
	
	60
	
	80
	
	1004

	
	60
	
	
	
	20
	
	
	
	40
	
	
	60
	
	80
	
	1004

	NOTE 1:	Void.
NOTE 2:	Void.
NOTE 3:	This UE channel bandwidth is applicable only to downlink.
NOTE 4:	This UE channel bandwidth is optional in this release of the specification.
NOTE 5:	For this bandwidth, the minimum requirements are restricted to operation when carrier is configured as an SCell part of DC or CA configuration.
NOTE 6:	For this bandwidth, the minimum requirements are restricted to operation when carrier is configured as a downlink SCell part of CA configuration.
NOTE 7:	For the 20 MHz bandwidth, the minimum requirements are specified for NR UL carrier frequencies confined to either 713-723 MHz or 728-738 MHz. For the 30MHz bandwidth, the minimum requirements are specified for NR UL transmission bandwidth configuration confined to either 703-733 or 718-748 MHz.
NOTE 8:	This UE channel bandwidth is applicable only to uplink.
NOTE 9:	Void.
NOTE 10:	These UE channel bandwidths are applicable to sidelink operation



< End of change 2>

< Start of change 3>
Table 5.4.2.3-2: Allowed NREF (NR-ARFCN) for operation in Band n46
	Channel Bandwidth
	Allowed NREF

	10 MHz
	782000, 788668

	20 MHz
	744000, 745332, 746668, 748000, 749332, 750668, 752000, 753332, 754668, 756000, 765332, 766668, 768000, 769332, 770668, 772000, 773332, 774668, 776000, 777332, 778668, 780000, 781332, 783000, 784332, 785668, 787000, 788332, 789668, 791000, 792332, 793668

	40 MHz
	744668, 746000, 748668, 751332, 754000, 755332, 766000, 767332, 770000, 772668, 775332, 778000, 780668, 783668, 786332, 787668, 790332, 793000

	60 MHz
	745332, 746668, 748000, 752000, 753332, 754668, 766668, 768000, 769332, 773332, 774668, 778668, 780000, 784332, 785668, 791000, 792332

	80 MHz
	746000, 747332, 752668, 754000, 767332, 768668, 774000, 779332, 785000, 791668

	100 MHz
	746668, 753332, 768000, 791000

	NOTE:	10 MHz channel bandwidth shall only apply in certain regions where the absence of non 3GPP technologies can be guaranteed on a long-term basis in this version of specification.




Table 5.4.2.3-3: Allowed NREF (NR-ARFCN) for operation in Band n96
	Channel Bandwidth
	Allowed NREF

	20 MHz
	797000, 798332, 799668, 801000, 802332, 803668, 805000, 806332, 807668, 809000, 810332, 811668, 813000, 814332, 
815668, 817000, 818332, 819668, 821000, 822332, 823668, 825000, 826332, 827668, 829000, 830332, 831668, 833000, 834332, 835668, 837000, 838332, 839668, 841000, 842332, 843668, 845000, 846332, 847668, 849000, 850332, 851668, 853000, 854332, 855668, 857000, 858332, 859668, 861000, 862332, 863668, 865000, 866332, 867668, 869000, 870332, 871668, 873000, 874332

	40 MHz
	797668, 800332, 803000, 805668, 808332, 811000, 813668, 816332, 819000, 821668, 824332, 827000, 829668, 832332, 835000, 837668, 840332, 843000, 845668, 848332, 851000, 853668, 856332, 859000, 861668, 864332, 867000, 869668, 
872332

	60 MHz
	798332, 799668, 803668, 805000, 809000, 810332, 814332, 815668, 819668, 821000, 825000, 826332, 830332, 831668, 835668, 837000, 841000, 842332, 846332, 847668, 851668, 853000, 857000, 858332, 862332, 863668, 867668, 869000, 873000

	80 MHz
	799000, 804332, 809668, 815000, 820332, 825668, 831000, 836332, 841668, 847000, 852332, 857668, 863000, 868332

	100 MHz
	799668, 803668, 810332, 814332, 821000, 825000, 831668, 835668, 842332, 846332, 853000, 857000,
863668, 867668, 869000, 870332, 871668



Table 5.4.2.3-4: Allowed NREF (NR-ARFCN) for operation in Band n102
	Channel Bandwidth
	Allowed NREF

	20 MHz
	797000, 798332, 799668, 801000, 802332, 803668, 805000, 806332, 807668, 809000, 810332, 811668, 813000, 814332, 
815668, 817000, 818332, 819668, 821000, 822332, 823668, 825000, 826332, 827668

	40 MHz
	797668, 800332, 803000, 805668, 808332, 811000, 813668, 816332, 819000, 821668, 824332, 827000

	60 MHz
	798332, 799668, 803668, 805000, 809000, 810332, 814332, 815668, 819668, 821000, 825000, 826332

	80 MHz
	799000, 804332, 809668, 815000, 820332, 825668

	100 MHz
	799668, 803668, 810332, 814332, 821000, 825000




< End of change 3>

< Start of change 4>
Table 6.2F.2-2 MPR mapping for wideband operation
	Wideband operation channel bandwidth (MHz)
	Sub-band configuration

	
	A
	B

	40
	11
	10, 01

	60
	111, 011, 110, 001, 010, 100
	None

	80
	1111, 0111, 1110, 0110, 0001, 1000
	1100, 0011, 0100, 0010

	100
	11111, 01111, 11110, 00111, 01110, 11100, 00011, 00110, 01100, 11000
	None

	NOTE 1:	The sub-band configuration is represented as a bitmap where ‘1’ indicates that a sub-band is transmitted and ‘0’ indicates a sub-band is not transmitted.  The bitmap is ordered with MSB mapped to the lowest frequency sub-band and LSB mapped to highest frequency sub-band within the wideband channel.




< End of change 4>

< Start of change 5>
Table 6.5F.2.2-1: Spectrum emission mask for operation with shared spectrum channel access
	Spectrum emission limit (dBr) / Channel bandwidth

	ΔfOOB
(MHz)
	10 MHz
	20 MHz
	40 MHz
	60 MHz
	80 MHz
	Measurement bandwidth
(MBW)

	± 0-1
	
	[100kHz]3

	± 1-5
	NOTE 1
	NOTE 1
	NOTE 1
	NOTE 1
	NOTE 1
	1 MHz

	± 5-10
	NOTE 2
	
	
	
	
	

	± 10-20
	-40
	NOTE 2
	
	
	
	

	± 20-30
	
	-40
	NOTE 2
	
	
	

	± 30-40
	
	
	
	NOTE 2
	
	

	± 40-50
	
	
	-40
	
	NOTE 2
	

	± 50-60
	
	
	
	
	
	

	± 60-70
	
	
	
	-40
	
	

	± 70-80
	
	
	
	
	
	

	± 80-100
	
	
	
	
	-40
	

	NOTE 1:	Given as:  where 
NOTE 2:	Given as:  where 
NOTE 3:	The measured value shall be scaled by a factor equal to the ratio of the reference bandwidth (1 MHz) to the measurement bandwidth before the emission limit (dBr) is applied.
NOTE 4:	The carrier leakage exceptions from Table 6.4F.2.3-1 apply and carrier leakage contribution shall be removed prior to setting the 0dBr level of the mask, the reported carrier frequency location in txDirectCurrentLocation field of the UplinkTxDirectCurrentBWP can be used to cancel the carrier leakage contribution. If txDirectCurrentLocation is not available or is reported with value 3300 or 3301, a carrier frequency location at the center of the channel shall be assumed.


Table 6.5F.2.2-1: Spectrum emission mask for operation with shared spectrum channel access
	Spectrum emission limit (dBr) / Channel bandwidth

	ΔfOOB
(MHz)
	10, 20, 40, 60, 80, 100 MHz
	Measurement bandwidth
(MBW)

	± 0-1
	
	[100kHz]3

	± 1-(BWChannel / 2)
	– 20 – (8 / A) |ΔfOOB – 1| where A = (BWChannel / 2) – 1
	1 MHz

	± (BWChannel / 2)-BWChannel
	– 16 – (6 / BWChannel) |ΔfOOB|
	

	< - BWChannel or > BWChannel
	-40
	

	NOTE 1:	Void
NOTE 2:	Void
NOTE 3:	The measured value shall be scaled by a factor equal to the ratio of the reference bandwidth (1 MHz) to the measurement bandwidth before the emission limit (dBr) is applied.
NOTE 4:	The carrier leakage exceptions from Table 6.4F.2.3-1 apply and carrier leakage contribution shall be removed prior to setting the 0dBr level of the mask, the reported carrier frequency location in txDirectCurrentLocation field of the UplinkTxDirectCurrentBWP can be used to cancel the carrier leakage contribution. If txDirectCurrentLocation is not available or is reported with value 3300 or 3301, a carrier frequency location at the center of the channel shall be assumed.



< End of change 5>

< Start of change 6>
[bookmark: _Toc61367741][bookmark: _Toc61373124][bookmark: _Toc68231074][bookmark: _Toc69084487][bookmark: _Toc75467499][bookmark: _Toc76509521][bookmark: _Toc76718511][bookmark: _Toc83580858][bookmark: _Toc84405367][bookmark: _Toc84413976]7.3F.2	Reference sensitivity power level
The throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2.2, A3.2 and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3F.2-1, Table 7.3F.2-2, and Table 7.3F.2-3.
Table 7.3F.2-1: Two antenna port reference sensitivity QPSK PREFSENS
	Operating band / SCS / Channel bandwidth

	Operating Band
	SCS kHz
	20 MHz (dBm)
	40 MHz (dBm)
	60 MHz (dBm)
	80 MHz (dBm)

	n46
	15
	-89.7
	-86.6
	
	

	
	30
	-89.9
	-86.7
	-84.8
	-83.6

	
	60
	-90.1
	-86.9
	-85.0
	-83.6

	n96, n102
	15
	-89.2
	-86.1
	
	

	
	30
	-89.4
	-86.2
	-84.3
	-83.1

	
	60
	-89.6
	-86.4
	-84.5
	-83.1


	Operating band / SCS / Channel bandwidth / REFSENS

	Operating band
	SCS
kHz
	Channel bandwidth (MHz)
	REFSENS (dBm)8
	Duplex Mode

	n46
	15
	20, 40
	-89.7 + 10log10(NRB/106)
	TDD

	
	30
	20, 40, 60, 80, 100
	-89.9 + 10log10(NRB/51)
	

	
	60
	60, 80, 100
	-90.1 + 10log10(NRB/24)
	

	n96, n102
	15
	20, 40
	-89.2 + 10log10(NRB/106)
	TDD

	
	30
	20, 40, 60, 80, 100
	-89.4 + 10log10(NRB/51)
	

	
	60
	60, 80, 100
	-89.6 + 10log10(NRB/24)
	

	NOTE 1:	The REFSENS value is rounded to the nearest number down to one decimal point. “NRB” in REFSENS formula is the maximum transmission bandwidth configuration as defined in Table 5.3.2-1.



For UE(s) equipped with 4 Rx antenna ports, reference sensitivity for 2Rx antenna ports in Table 7.3F.2-1 shall be modified by the amount given in ΔRIB,4R in Table 7.3F.2-2 for the applicable operating bands.
Table 7.3F.2-2: Four antenna port reference sensitivity allowance ΔRIB,4R
	Operating band
	ΔRIB,4R (dB)

	n46, n96, n102
	-2.2



The reference receive sensitivity (REFSENS) requirement specified in Table 7.3F.2-1 and Table 7.3F.2-2 shall be met with uplink transmission bandwidth less than or equal to that specified in Table 7.3F.2-3.
Table 7.3F.2-3: Uplink configuration for reference sensitivity
	Operating band / SCS / Channel bandwidth

	Operating Band
	SCS kHz
	20 MHz (dBm)
	40 MHz (dBm)
	60 MHz (dBm)
	80 MHz (dBm)
	100 MHz (dBm)

	n46
	15
	100
	216
	
	
	

	
	30
	50
	100
	162
	216
	273

	
	60
	24
	50
	75
	100
	135

	n96, n102
	15
	100
	216
	
	
	

	
	30
	50
	100
	162
	216
	273

	
	60
	24
	50
	75
	100
	135



Unless given by Table 7.3F.2-4, the minimum requirements specified in Tables 7.3F.2-1 and 7.3F.2-2 shall be verified with the network signalling value NS_01 (Table 6.2F.3.1-1) configured.
Table 7.3F.2-4: Network signaling value for reference sensitivity
	Operating band
	Network Signalling value

	n46
	NS_01

	n96
	NS_53

	n102
	NS_01




< End of change 6>

< Start of change 7>
Table 7.5F.1-1: ACS for shared spectrum channel access bands
	RX parameter
	Units
	Channel bandwidth

	
	
	20 MHz
	40 MHz
	60 MHz
	80 MHz

	ACS
	dB
	24
	21
	19.2
	18

	RX parameter
	Units
	Channel bandwidth

	
	
	20, 40, 60, 80, 100 MHz

	ACS
	dB
	24 – 10log10(BWChannel /20)

	NOTE1: 	ACS value is rounded to the next higher 0.5dB value	



Table 7.5F.1-2: Test parameters for shared spectrum channel acess bands
	RX parameter
	Units
	Channel bandwidth

	
	
	20 MHz
	40 MHz
	60 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 14 dB

	Pinterferer
	dBm
	REFSENS + 36.5 dB
	REFSENS + 33.5 dB
	REFSENS + 31.7 dB
	REFSENS + 30.5 dB

	BWinterferer
	MHz
	20

	Finterferer (offset)
	MHz
	20 / -20

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.
NOTE 3:	The interferer consists of the RMC specified in Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1.

	RX parameter
	Units
	Channel bandwidth

	
	
	20, 40, 60, 80, 100 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 14 dB

	Pinterferer
	dBm
	REFSENS + 36.5 – 10log10(BWChannel /20) dB

	BWinterferer
	MHz
	20

	Finterferer (offset)
	MHz
	20 / -20

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:	The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.
NOTE 3:	The interferer consists of the RMC specified in Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1.



< End of change 7>

< Start of change 8>
Table 7.6F.2.1-1: In-band blocking parameters for shared access bands
	RX parameter
	Units
	Channel bandwidth

	
	
	20 MHz
	40 MHz
	60 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel bandwidth specific value below

	
	dB
	9
	12
	13.8
	15

	BWinterferer
	MHz
	20

	FIoffset, case 1
	MHz
	30

	FIoffset, case 2
	MHz
	≥ 50

	RX parameter
	Units
	Channel bandwidth

	
	
	20, 40, 60, 80, 100 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 9 + 10log10(BWChannel /20) dB

	BWinterferer
	MHz
	20

	FIoffset, case 1
	MHz
	30

	FIoffset, case 2
	MHz
	≥ 50



< End of change 8>

< Start of change 9>
Table 7.6F.3.1-1: Out-of-band blocking parameters for shared access bands
	RX parameter
	Units
	Channel bandwidth

	
	
	20 MHz
	40 MHz
	60 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel bandwidth specific value below

	
	dB
	9

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

	RX parameter
	Units
	Channel bandwidth

	
	
	20, 40, 60, 80, 100 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 9 dB

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.



< End of change 9>

< Start of change 10>
Table 7.7F.1-1: Spurious response parameters for shared access bands
	RX parameter
	Units
	Channel bandwidth

	
	
	20 MHz
	40 MHz
	60 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel bandwidth specific value below

	
	dB
	9

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

	RX parameter
	Units
	Channel bandwidth

	
	
	20, 40, 60, 80, 100 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 9 dB

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.



< End of change 10>

< Start of change 11>
Table 7.8F.2-1: Wide band intermodulation parameters for shared spectrum channel access
	Rx parameter
	Units 
	Channel bandwidth

	
	
	20 MHz
	40 MHz
	60 MHz
	80 MHz

	Pw in Transmission Bandwidth Configuration, per CC
	dBm
	REFSENS + channel bandwidth specific value below

	
	
	9
	12
	13.8
	15

	PInterferer 1 (CW)
	dBm
	-46

	PInterferer 2
(Modulated)
	dBm
	-46

	BWInterferer 2
	MHz
	20

	FInterferer 1
(Offset)
	MHz
	-BW/2 - 30
/
+BW/2 + 30

	FInterferer 2
(Offset)
	MHz
	2*FInterferer 1

	NOTE 1:	The transmitter shall be set to 4dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.
NOTE 2:	Reference measurement channel is specified in Annexes A.2.2, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1).
NOTE 3:	The modulated interferer consists of the Reference measurement channel specified in Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1 and the same  SCS as the wanted signal.
NOTE 4:	The Finterferer 1 (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the CW interferer and Finterferer 2 (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the modulated interferer.

	Rx parameter
	Units 
	Channel bandwidth

	
	
	20, 40, 60, 80, 100 MHz

	Pw in Transmission Bandwidth configuration, per CC
	dBm
	REFSENS + 9 + 10log10(BWChannel /20) dB

	PInterferer 1 (CW)
	dBm
	-46

	PInterferer 2 (Modulated)
	dBm
	-46

	BWInterferer 2
	MHz
	20

	FInterferer 1 (Offset)
	MHz
	-BW/2 – 30 / +BW/2 + 30

	FInterferer 2 (Offset)
	MHz
	2*FInterferer 1

	NOTE 1:	The transmitter shall be set to 4dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.
NOTE 2:	Reference measurement channel is specified in Annexes A.2.2, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1).
NOTE 3:	The modulated interferer consists of the Reference measurement channel specified in Annexes A.3.2.2 and A.3.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1 and the same  SCS as the wanted signal.
NOTE 4:	The Finterferer 1 (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the CW interferer and Finterferer 2 (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the modulated interferer.



< End of change 11>
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