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1 General (AI 9.15.1)
1.1 UE feature list
Channel bandwidth for single CC (agreement reached in GTW session and included in approved Rel-17 RAN4 feature list [1])
Agreement:

	UE support of CBW for 480kHz SCS
	Support of {800, 1600} CBW for 480kHz SCS
	Support of 480kHz SCS
	Yes
	No
	The network does not know if UE can transmit or receive with a specific CBW
	Per Band
	N/A
	Applicable to FR2-2 only
	N/A
	400 MHz is a mandatory CBW if the UE supports 480 kHz SCS
	Optional with capability signalling

	UE support of CBW for 960kHz SCS
	Support of {800, 1600, 2000} CBW for 960kHz SCS
	Support of 960kHz SCS
	Yes
	No
	The network does not know if UE can transmit or receive with a specific CBW
	Per Band
	N/A
	Applicable to FR2-2 only
	N/A
	400 MHz is a mandatory CBW if the UE supports 960 kHz SCS
	Optional with capability signalling


1.2 LS reply to RAN1 on minimum guard period
Way forward: Use Option 1 (CATT, R4-2208143) as baseline for LS reply to RAN1 and further discuss edits, wording, and what aspects to capture in the reply

2 Operation bands and system parameters (AI 9.15.2)
2.1 Channelization for unlicensed operation
Agreements:

· Channel Raster Option 2 (Intel, R4-2208046)

· for 100 MHz channel bandwidth, NREF = {2564083 + 1680*N, N = 0:137}
· for 400 MHz channel bandwidth, NREF = {2566603 + 6720*N, N = 0:33}
· Have one GSCN entry corresponding to each channel with the smallest bandwidth for SCS
· The total number is 138 entries for 120 kHz SCS
Channel raster for wider channel bandwidths (800MHz, 1600MHz, 2000MHz)
· Option 2:

· For 800 MHz: {2569963 + 6720*N, N = 0:32}
· For 1600 MHz: {2576683 + 6720*N, N =0:30}
· For 2000 MHz: {2580043 + 6720*N, N=0:29; 2585083, 2655643, 2692603, 2764843}
Sync raster applicable to 120 kHz and 480 kHz
· Option 1:

· For 120 kHz SCS: 24156 + 6*N - 3*floor((N+5)/18), N=0:137

· For 480 kHz SCS: 24162 + N*24 - 12*floor((N+4)/18), N=0:33

Sync raster step size for 960 kHz operation
· Step size <6>

· Clarify the sync raster of 960 kHz is not for initial access 
· As per WID, initial access with 960 kHz is not supported
2.2 Mandatory channel bandwidth
Agreement:

· 120 kHz: mandatory (100 MHz, 400 MHz)

· 480 kHz: mandatory (400 MHz), optional (800 MHz, 1600 MHz)
· 960 kHz: mandatory (400 MHz), optional (800MHz, 1600 MHz, 2000 MHz)
3 Spectrum utilization
Agreement:
	SCS (kHz)
	100 MHz
	400 MHz
	800 MHz
	1600 MHz
	2000 MHz

	
	NRB
	NRB
	NRB
	NRB
	NRB

	120
	66
	264
	N/A
	N/A
	N/A

	480
	N/A
	66
	124
	248
	N/A

	960
	N/A
	33
	62
	124
	148
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