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Topic#2 Inter-band UL CA for IBM
[bookmark: _Hlk103555171]Issue 2-1 requirements on number of serving cells
Agreement on GTW (May.10):
Further discuss the issue with below options 
1. Option 1 as Huawei proposed
1. Keep current approach and further discuss whether the value in existing RRM specification need to be updated 
The discussion on the issue has no impact on the competition of Rel-17 FR2 RF enhancement WI 
Recommendations for 2nd round: This issue will be further discussed in email thread #202 moderated by Yang Tang.
Topic#3 RRM performance requirements
Issue 3-1 Test cases for FR2 inter-band UL CA for IBM
Agreement on GTW (May.10):
RAN4 will define the following test cases for inter-band UL CA for IBM
· TC#1: Test case for UL carrier RRC reconfiguration delay
· TC#3: Test case for interruptions at UL carrier RRC reconfiguration
· TC #1 and TC #3 merged to a single test case
Further discuss below test cases 
· TC#2: Test case for FR2 inter-band UL CA SCell activation delay with IBM 
· TC#4: Test case for interruptions due to UL Active BWP switching Requirement 
Agreements after 2nd round discussion:  
· TC#2: Test case for FR2 inter-band UL CA SCell activation delay with IBM 
· FFS: 
· Option 1: Define a new test case for FR2 inter-band UL CA SCell activation delay with IBM
· Option 2: Reuse TC5 if it is defined in PUCCH SCell activation in FeRRM WI.
· Option 3: No test case is needed. 
· TC#4: Test case for interruptions due to UL Active BWP switching Requirement 
· No test case is needed
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