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<First Change>
[bookmark: _Toc21344233][bookmark: _Toc29801717][bookmark: _Toc29802141][bookmark: _Toc29802766][bookmark: _Toc36107508][bookmark: _Toc37251267][bookmark: _Toc45888069][bookmark: _Toc45888668][bookmark: _Toc61367309][bookmark: _Toc61372692][bookmark: _Toc68230632][bookmark: _Toc69084045][bookmark: _Toc75467054][bookmark: _Toc76509076][bookmark: _Toc76718066][bookmark: _Toc83580376][bookmark: _Toc84404885][bookmark: _Toc84413494]6.2.1	UE maximum output power
The following UE Power Classes define the maximum output power for any transmission bandwidth within the channel bandwidth of NR carrier unless otherwise stated. The period of measurement shall be at least one sub frame (1ms).
Table 6.2.1-1: UE Power Class
	NR
band
	Class 1 (dBm)
	Tolerance (dB)
	Class 1.5 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)

	n1
	
	
	
	
	26
	+2/-3
	23
	±2

	n2
	
	
	
	
	
	
	23
	±23

	n3
	
	
	
	
	26
	+2/-33
	23
	±23

	n5
	
	
	
	
	
	
	23
	±2

	n7
	
	
	
	
	
	
	23
	±23

	n8
	
	
	
	
	
	
	23
	±23

	n12
	
	
	
	
	
	
	23
	±23

	n13
	
	
	
	
	
	
	23
	±2

	n14
	316
	+2/-3
	
	
	
	
	23
	±2

	n18
	
	
	
	
	
	
	23
	±2

	n20
	
	
	
	
	
	
	23
	±23

	n24
	
	
	
	
	
	
	23
	+2/-33

	n25
	
	
	
	
	
	
	23
	±23

	n26
	
	
	
	
	
	
	23
	±23

	n28
	
	
	
	
	
	
	23
	+2/-2.5

	n30
	
	
	
	
	
	
	23
	±2

	n34
	
	
	
	
	26
	+2/-3
	23
	±2

	n38
	
	
	
	
	
	
	23
	±2

	n39
	
	
	
	
	26
	+2/-3
	23
	±2

	n40
	
	
	
	
	26
	+2/-3
	23
	±2

	n41
	
	
	295
	+2/-33
	26
	+2/-33
	23
	±23

	n47
	
	
	
	
	
	
	23
	±2

	n48
	
	
	
	
	
	
	23
	+2/-3

	n50
	
	
	
	
	
	
	23
	±2

	n51
	
	
	
	
	
	
	23
	±2

	n53
	
	
	
	
	
	
	23
	±2

	n65
	
	
	
	
	
	
	23
	±2

	n66
	
	
	
	
	
	
	23
	±2

	n70
	
	
	
	
	
	
	23
	±2

	n71
	31a
	+2/-3
	
	
	
	
	23
	+2/-2.5

	n74
	
	
	
	
	
	
	23
	±2

	n77
	
	
	295
	+2/-3
	26
	+2/-3
	23
	+2/-3

	n78
	
	
	295
	+2/-3
	26
	+2/-3
	23
	+2/-3

	n79
	
	
	295
	+2/-3
	26
	+2/-3
	23
	+2/-3

	n80
	
	
	
	
	
	
	23
	±23

	n81
	
	
	
	
	
	
	23
	±2

	n82
	
	
	
	
	
	
	23
	±2

	n83
	
	
	
	
	
	
	23
	+2/-2.5

	n84
	
	
	
	
	
	
	23
	±2

	n85
	31a
	+2/-3
	
	
	
	
	23
	±23

	n86
	
	
	
	
	
	
	23
	±2

	n89
	
	
	
	
	
	
	23
	±2

	n91
	
	
	
	
	
	
	23
	±23, 4

	n92
	
	
	
	
	
	
	23
	±23, 4

	n93
	
	
	
	
	
	
	23
	±23, 4

	n94
	
	
	
	
	
	
	23
	±23, 4

	n95
	
	
	
	
	
	
	23
	±2

	n97
	
	
	
	
	
	
	23
	±2

	n98
	
	
	
	
	
	
	23
	±2

	n99
	
	
	
	
	
	
	23
	+2/-33

	n101
	
	
	
	
	
	
	23
	±2

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance
NOTE 2:	Power class 3 is default power class unless otherwise stated
NOTE 3:	Refers to the transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB.
NOTE 4:	The maximum output power requirement is relaxed by reducing the lower tolerance limit by 0.3 dB
NOTE 5:	Achieved via dual Tx
NOTE 6:	Generally, PC1 UE is not targeted for smartphone form factor. The UE power class 1 requirements for Band n14 are applicable for public safety scenario only.
NOTE a:	Generally, PC1 UE is not targeted for smartphone form factor. The UE power class 1 requirements for bands other than Band n14 are applicable for fixed wireless access and vehicular mounted scenarios only.



[bookmark: _Hlk494452010][bookmark: _Toc21344234][bookmark: _Toc29801718][bookmark: _Toc29802142][bookmark: _Toc29802767][bookmark: _Toc36107509][bookmark: _Toc37251268][bookmark: _Toc45888070][bookmark: _Toc45888669][bookmark: _Toc61367310][bookmark: _Toc61372693][bookmark: _Toc68230633][bookmark: _Toc69084046][bookmark: _Toc75467055][bookmark: _Toc76509077][bookmark: _Toc76718067]If a UE supports a different power class than the default UE power class for the band and the supported power class enables the higher maximum output power than that of the default power class:
-	if the field of UE capability maxUplinkDutyCycle-PC2-FR1 is absent and the field of UE capability maxUplinkDutyCycle-MPE-FR1 is absent and the percentage of uplink symbols transmitted in a certain evaluation period is larger than 50% (The exact evaluation period is no less than one radio frame); or
-	if the field of UE capability maxUplinkDutyCycle-PC2-FR1 is not absent and the percentage of uplink symbols transmitted in a certain evaluation period is larger than maxUplinkDutyCycle-PC2-FR1 as defined in TS 38.306 (The exact evaluation period is no less than one radio frame); or
-	if the field of UE capability maxUplinkDutyCycle-MPE-FR1 is not absent and half the percentage of uplink symbols transmitted in a certain evaluation period is larger than maxUplinkDutyCycle-MPE-FR1 as defined in TS 38.306 (The exact evaluation period is no less than one radio frame); or
-	if the IE P-Max as defined in TS 38.331 [7] is provided and set to the maximum output power of the default power class or lower;
-	shall apply all requirements for the default power class to the supported power class and set the configured transmitted power as specified in clause 6.2.4;
-	else if the UE does not support a power class with higher maximum output power than PC2; or
-	if the field of UE capability maxUplinkDutyCycle-PC2-FR1 is absent and the field of UE capability maxUplinkDutyCycle-MPE-FR1 is absent and the percentage of uplink symbols transmitted in a certain evaluation period is larger than 25% (The exact evaluation period is no less than one radio frame); or
-	if the field of UE capability maxUplinkDutyCycle-PC2-FR1 is not absent and the percentage of uplink symbols transmitted in a certain evaluation period is larger than 0.5*maxUplinkDutyCycle-PC2-FR1 (The exact evaluation period is no less than one radio frame); or
-	if the field of UE capability maxUplinkDutyCycle-MPE-FR1 is not absent and the percentage of uplink symbols transmitted in a certain evaluation period is larger than maxUplinkDutyCycle-MPE-FR1 as defined in TS 38.306 (The exact evaluation period is no less than one radio frame); or
-	if the IE P-Max as defined in TS 38.331 [7] is provided and set to the maximum output power of the power class 2 or lower;
-	shall apply all requirements for power class 2 to the supported power class and set the configured transmitted power as specified in clause 6.2.4;
-	else shall apply all requirements for the supported power class and set the configured transmitted power as specified in clause 6.2.4.
<Next Change>
[bookmark: _Toc21344364][bookmark: _Toc29801850][bookmark: _Toc29802274][bookmark: _Toc29802899][bookmark: _Toc36107641][bookmark: _Toc37251407][bookmark: _Toc45888287][bookmark: _Toc45888886][bookmark: _Toc61367580][bookmark: _Toc61372963][bookmark: _Toc68230911][bookmark: _Toc69084324][bookmark: _Toc75467334][bookmark: _Toc76509356][bookmark: _Toc76718346][bookmark: _Toc83580685][bookmark: _Toc84405194][bookmark: _Toc84413803]6.5.2.4.2	UTRA ACLR
UTRA adjacent channel leakage power ratio (UTRAACLR) is the ratio of the filtered mean power centred on the assigned NR channel frequency to the filtered mean power centred on an adjacent(s) UTRA channel frequency.
UTRAACLR is specified for the first adjacent UTRA channel (UTRAACLR1) which center frequency is ± 2.5 MHz from NR channel edge and for the 2nd adjacent UTRA channel (UTRAACLR2) which center frequency is ± 7.5 MHz from NR channel edge.
The UTRA channel power is measured with a RRC filter with roll-off factor = 0.22 and bandwidth of 3.84 MHz. The assigned NR channel power is measured with a rectangular filter with measurement bandwidth specified in Table 6.5.2.4.1-1.
If the measured adjacent channel power is greater than – 50 dBm then the UTRAACLR1 and UTRAACLR2 shall be higher than the value specified in Table 6.5.2.4.2-1.
UTRAACLR is not applicable to the power class 3 UE operating in Band n12, n14, n17, and n30.
UTRAACLR is not applicable to the power class 1 UE operating in Band n14, n71 or n85.
Table 6.5.2.4.2-1: UTRA ACLR requirement
	
	Power class 3

	UTRAACLR1
	33 dB

	UTRAACLR2
	36 dB



UTRA ACLR requirement is applicable when signalled by the network with network signalling value indicated by the field additionalSpectrumEmission.
<Last Change>

