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[bookmark: _GoBack]Introduction
During RAN WG4 Meeting RAN4#102-e, a work split has been proposed to complete Section 6 and Section 7 of TR 38.863. In this document, a TP is proposed to update some of the subsections related to RF requirements.
Discussion
In this contribution is proposed to add information with respect to Section 7.3.2.2.1 SAN output power of TR 38.863 [1] by including some information related to agreements for TS 38.108.
Proposal 1: To update the TR with the attached TP
Conclusions
In this contribution, the following proposal is made:
Proposal 1: To update the TR with the attached TP 
Reference
[1]	TR 38.863, Solutions for NR to support non-terrestrial networks (NTN): Non-terrestrial networks (NTN) related RF and co-existence aspects.





Text proposals for TR 38.863
[bookmark: _Toc87889277][bookmark: _Toc94170385][bookmark: _Toc97753970]------------------------------------------------<Start of TP>--------------------------------------------------- 
[bookmark: _Toc94170387][bookmark: _Toc97753972]7.3.2.2	Conducted transmitter requirements
[bookmark: _Toc94170388][bookmark: _Toc97753973]7.3.2.2.1	Base stationSatellite access node output power
[bookmark: _Toc21127450][bookmark: _Toc29811656][bookmark: _Toc36817208][bookmark: _Toc37260124][bookmark: _Toc37267512][bookmark: _Toc44712114][bookmark: _Toc45893427][bookmark: _Toc53178154][bookmark: _Toc53178605][bookmark: _Toc61178831][bookmark: _Toc61179301][bookmark: _Toc67916597][bookmark: _Toc74663195][bookmark: _Toc82621735][bookmark: _Toc90422582]The SAN conducted output power requirement applies at TAB connector for SAN type 1-H.
The rated carrier output power of the SAN type 1-H shall be as specified in table 7.3.2.2.1-1.
Table 7.3.2.2.1-1: SAN type 1-H rated output power limits for SAN classes
	SAN class
	Prated,c,sys
	Prated,c,TABC

	SAN GEO class
	(NOTE)
	(NOTE)

	SAN LEO class
	(NOTE)
	(NOTE)

	NOTE:	Prated,c,sys or Prated,c,TABC of SAN shall be based on manufacture declaration and comply with regulation requirement.



Minimum requirement for SAN type 1-H:
- In normal conditions, Pmax,c,TABC shall remain within +2 dB and -2 dB of the rated carrier output power Prated,c,TABC for each TAB connector as declared by the manufacturer.
- In extreme conditions, Pmax,c,TABC shall remain within +2.5 dB and -2.5 dB of the rated carrier output power Prated,c,TABC for each TAB connector as declared by the manufacturer.

[To be updated]


------------------------------------------------<End of TP>---------------------------------------------------
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