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Introduction
[bookmark: _GoBack]During RAN WG4 Meeting RAN4#102-e, a work split has been proposed to complete Section 6 and Section 7 of TR 38.863. In this document, a TP is proposed to update some of the subsections related to RF requirements.
Discussion
In this contribution is proposed to add information with respect to Section 7.3.3.3.3 OTA dynamic range of TR 38.863 [1] by including some information related to agreements for TS 38.108.
Proposal 1: To update the TR with the attached TP
Conclusions
In this contribution, the following proposal is made:
Proposal 1: To update the TR with the attached TP 
Reference
[1]	TR 38.863, Solutions for NR to support non-terrestrial networks (NTN): Non-terrestrial networks (NTN) related RF and co-existence aspects.






Text proposals for TR 38.863
[bookmark: _Toc87889277][bookmark: _Toc94170385][bookmark: _Toc97753970]------------------------------------------------<Start of TP>--------------------------------------------------- 
[bookmark: _Toc21127709][bookmark: _Toc29811918][bookmark: _Toc36817470][bookmark: _Toc37260392][bookmark: _Toc37267780][bookmark: _Toc44712386][bookmark: _Toc45893698][bookmark: _Toc53178412][bookmark: _Toc53178863][bookmark: _Toc61179101][bookmark: _Toc61179571][bookmark: _Toc67916867][bookmark: _Toc74663488][bookmark: _Toc97741554]7.3.3.3.3			OTA dynamic range
The requirement assumes that the wanted signal and interfering signal come from the same direction. And since both wanted signal and AWGN will be transmitted from the test equipment in the same direction, the same combining gain will be achieved for both wanted signal and the AWGN. Hence, the OTA dynamic range for FR1 can be defined based on conductive requirements plus an offset, i.e. ΔOTAREFSENS.
------------------------------------------------<End of TP>---------------------------------------------------
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