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<< Start of change 1>>
12.2.3	NR Cell as synchronization reference source
The requirements in this subclause are applicable when the reference timing used for sidelink transmissions is a NR serving cell on a non-V2X sidelink carrier or a V2X sidelink carrier.




The sidelink transmissions takes place  before the reception of the first detected path (in time) of the corresponding downlink frame from the reference cell, where  = 0. If uplink transmission and sidelink transmission are in the same band,  is defined in Table 7.1.2-2, otherwise  is 0.
The transmission timing error for sidelink transmissions shall be less than or equal to Te where the timing error limit value Te is defined in Table 12.2.3-1.
Table 12.2.3-1: Te Timing Error Limit
	Frequency Range of sidelink
	SCS of SSB signals ( kHz)
	SCS of sidelink signals (kHz)
	Te

	FR1
	15
	15
	14*64*Tc

	
	
	30
	12*64*Tc

	
	
	60
	12*64*Tc

	
	30
	15
	10*64*Tc

	
	
	30
	12*64*Tc

	
	
	60
	9*64*Tc

	Note 1:	Tc is the basic timing unit defined in TS 38.211 [6].


<< End of change 1>>

<< Start of change 2>>
12.3.1.1	Initiation/Cease of SLSS transmissions with NR cell as synchronization reference source
The requirements apply when the NR Cell is used as synchronization reference source and when the UE is
-	out of coverage on the V2X NR sidelink carrier and in-coverage with a serving cell on a NR non-V2X sidelink carrier, or
-	 in coverage with a serving cell on a NR V2X sidelink carrier, 
and when the conditions for SLSS transmissions specified in TS 38.331[2] are met; networkControlledSyncTx is not configured; and syncTxThreshIC is included in SystemInformationBlockType12. The UE shall be capable of measuring the RSRP of the cell used as synchronization reference source to evaluate to initiate/cease SLSS transmissions within Tevaluate,SLSS
where,
-	Tevaluate,SLSS is as specified in Table 12.3.1.1-1 when UE performs SSB based measurements without measurement gaps.
-	Tevaluate,SLSS is as specified in Table 12.3.1.1-2 when UE performs SSB based measurements with measurement gaps.
Table 12.3.1.1-1: Tevaluate,SLSS for measurements without measurement gaps when NR cell is used as synchronization reference source (FR1)
	DRX cycle in NR cell
	Tevaluate,SLSS

	No DRX
	max(400ms, ceil( 2 x 5 x Kp) x SMTC period)Note 1 

	DRX cycle≤ 320ms
	max(400ms, ceil(1.5 x 2 x 5 x Kp) x max(SMTC period, DRX cycle)) 

	DRX cycle>320ms
	ceil( 7 x Kp ) x DRX cycle 

	NOTE 1:	If different SMTC periodicities are configured for different cells, the SMTC period in the requirement is the one used by the cell being identified



Table 12.3.1.1-2: Tevaluate,SLSS for measurements with measurement gaps when NR cell is used as synchronization reference source (FR1)
	DRX cycle in NR cell
	Tevaluate,SLSS

	No DRX
	max(400ms, 2 x 5 x max(MGRP, SMTC period)) x CSSFintra

	DRX cycle≤ 320ms
	max(400ms, ceil(2 x 1.5x 5) x max(MGRP, SMTC period,DRX cycle)) x CSSFintra

	DRX cycle>320ms
	7 x max(MGRP, DRX cycle) x CSSFintra



If higher layer filtering is configured, an additional delay in evaluation to initiate/cease SLSS transmissions can be expected.
For the NR cell as synchronization reference source:
-	SS-RSRP related side conditions given in clauses 10.1.2 for FR1, respectively, for a corresponding Band,
-	SS-RSRQ related side conditions given in clauses 10.1.7 for FR1, respectively, for a corresponding Band,
-	SS-SINR related side conditions given in clauses 10.1.12 for FR1, respectively, for a corresponding Band,
-	SSB_RP and SSB Ês/Iot according to Annex B.2.2 for a corresponding Band.
<< End of change 2>>

<< Start of change 3>>
12.3.1.3	Initiation/Cease of SLSS transmissions with GNSS as synchronization reference source
The requirements apply when GNSS is used as synchronization reference source and when the UE is
· out of coverage on the V2X sidelink carrier and in-coverage with a serving cell on a non-V2X sidelink carrier, or
· in coverage with a serving cell on a NR V2X sidelink carrier,
and when the conditions for SLSS transmissions specified in TS 38.331[2] are met; networkControlledSyncTx is not configured; and syncTxThreshIC is included in SystemInformationBlockType12 in a NR cell.
When the conditions for SLSS transmissions specified in TS 36.331[16] are met; networkControlledSyncTx is not configured; and syncTxThreshIC is included in SystemInformationBlockType28 in a EUTRAN cell.
The requirements in Clause 12.3.1.1 shall apply if the serving cell is a NR cell.
The requirements in Clause 12.3.1.2 shall apply if the serving cell is a EUTRAN cell.
<< End of change 3>>

<< Start of change 4>>
12.3.1.4	Initiation/Cease of SLSS transmissions with SyncRef UE as synchronization reference source
The requirements apply when SyncRef UE is used as synchronization reference source and when the UE is
· in any cell selection state, or
· out of coverage on the V2X sidelink carrier and is associated with a serving cell on a non-V2X sidelink carrier, or
· in coverage with a serving cell on a NR V2X sidelink carrier,
and when the conditions for SLSS transmissions specified in TS 38.331[2] are met and when SyncRef UE is used as synchronization reference source and if syncTxThreshOoC is included in the preconfigured V2X parameters.
The UE shall be capable of measuring the PSBCH-RSRP of the selected SyncRef UE used as synchronization reference source and evaluate it to initiate/cease SLSS transmissions within Tevaluate,SLSS, as shown in Table 12.3.1.4-1.
Table 12.3.1.4-1: Tevaluate,SLSS when SyncRef UE is used as synchronization reference source
	SL-DRX cycleNote 1 [ms]
	Tevaluate,SLSS [ms]

	No SL-DRX
	4 x S-SSB periods

	SL-DRX cycle ≤ 160ms
	4 x max(S-SSB periodicity, SL-DRX cycle) 

	SL-DRX cycle > 160ms
	4 x SL-DRX cycle

	Note 1:	If multiple SL-DRX cycles are configured for SL UE, the SL-DRX cycle in the requirement is the shortest one. When the shortest SL-DRX cycle UE used changes, the requirements do not apply to the time of transition.



If higher layer filtering for PSBCH-RSRP measurements is pre-configured, an additional delay in evaluation to initiate/cease SLSS transmissions can be expected.
For the selected SyncRef UE as defined in TS 38.331 [2] used to derive transmission timing for V2X sidelink communication:
-	PSBCH-RSRP related side conditions given in Clause 12.4 for a corresponding Band are fulfilled,
-	V2X S-SSB_RP and S-SSB Ês/Iot according to Annex B. 4 for a corresponding Band are fulfilled.
<< End of change 4>>
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