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1 Introduction
In last RAN4#102-e meeting, discussion on RRM requirements for RedCap UE was conducted and a way forward was agreed in [1]. Based on the guidance in WF, we provide our further consideration on the remaining open issues in this contribution.
2 Discussion
General
Paging reception
	Impact on paging reception requirements for FD-FDD/TDD UEs
· Option 1 (vivo, Xiaomi, CMCC, E///, QC): There is no impact on the requirement for maximum interruption in paging reception, i.e. Rel-15 requirements shall apply to RedCap.
· Option 2 (HW):	For RedCap with 1RX, the interruption time shall not exceed TSI-NR + 3*Ttarget_cell_SMTC_period ms.


Issue of requirements for RedCap UE for maximum interruption in paging reception in idle mode was further discussed and no consensus reached. In current spec, the interruption time for NR to NR cell re-selection is specified as TSI-NR + 2*Ttarget_cell_SMTC_period ms, which consists of the time for UE to read SIB from the target cell and the time for UE to synchronize to the target cell. Company raised concern that additional time may be needed for the inferior T/F synchronization performance for RedCap with 1RX. From our understanding, paging interruption might occur during the period that UE to complete the cell reselection and camp on the new cell, which means the target cell has already been detected. Also, referring to the LTE Cat1bis requirements in TS 36.133, RAN4 specified no separate paging interruption requirements for Cat1bis UE with 1RX. Hence, we think the current requirement is applicable for RedCap UE.
Proposal 1: There is no impact on the requirement for maximum interruption in paging reception, i.e. Rel-15 requirements shall apply to RedCap.
3 Conclusion
Proposal 1: There is no impact on the requirement for maximum interruption in paging reception, i.e. Rel-15 requirements shall apply to RedCap.
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