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1. Overall Description:
RAN4 thanks for RAN2 LS R2- 2201760. 
Regarding the following question from RAN2:
RAN2 has discussed this scenario and how a RedCap UE performs RSRP measurements before Msg1 or MsgA retransmission on separate initial UL BWP and agreed on the following."
· “From RAN2 perspective, if a RedCap UE in idle/inactive mode is configured with a separate initial BWP associated with no SSB (CD or NCD) for RACH, it is up to UE implementation to perform new RSRP measurement in a DL BWP associated with CD-SSB before Msg1/A retransmission.”
RAN2 respectfully asks RAN4 and RAN1 to take the agreement above into consideration and check if any update is required in their specifications.
RAN4 concludes that RAN2’s understanding on “it is up to UE implementation to perform new RSRP measurement in a DL BWP associated with CD-SSB before Msg1/A retransmission” is right.

RAN4 concludes that a RedCap UE in idle/inactive mode is configured with a separate initial BWP associated with no SSB (CD or NCD) for RACH, depending on UE implementation, that RedCap UE may or may not meet Te requirements at section 7.1.2 of TS38.133 before Msg1/A retransmission.   

2. Actions:

To RAN2
ACTION: 
RAN4 kindly asks RAN2 to take above RAN4 answers into consideration in their future work.
3. Date of Next TSG-RAN WG4 Meetings:
3GPP RAN4 104 August 22 - 26, 2022, Toulouse, France
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