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[bookmark: OLE_LINK6][bookmark: OLE_LINK7]<<Start of Change>>
[bookmark: _Toc83580370][bookmark: _Toc84404879][bookmark: _Toc84413488]5.5C	Configurations for SUL
The configuration tables for SUL describe Bandwidth Combination Sets. Bandwidth Combination Set 4 and 5 contains all possible defined channel bandwidths for each band in the combination. The fact that BCS4 and BCS5 contains all channel bandwidths for each band does not alter if a bandwidth is mandatory or optional for a given band. Bandwidths that are identified as optional in Table 5.3.5-1 for a given release are still optional for UEs that support BCS4 or BCS5. , where the bandwidths the UE supports for each band, the maximum bandwidth and/or minimum bandwidth for the band in the band combination are indicated in the UE capabilities. Note that the minimum bandwidth is indicated only in BCS5.

Table 5.5C-1: Supported channel bandwidths per SUL band combination

	SUL configuration
	NR Band
	Channel bandwidth (MHz) (NOTE 1)
	Bandwidth combination set

	
	
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	SUL_n24A-n99A
	n24
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	n99
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	

	SUL_n41A-n80A
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	n80
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	

	
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	1

	
	n80
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	SUL_n41A-n81A
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	n81
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	SUL_n41A-n83A
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	0

	
	n83
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	

	SUL_n41A-n95A
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	0

	
	n95
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	

	SUL_n41A-n97A
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	0

	
	n97
	5
	10
	15
	20
	25
	30
	40
	50
	60
	
	80
	
	
	

	
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	70
	80
	90
	100
	1

	
	n97
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	SUL_n41A-n98A
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	n98
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	SUL_n41A-n99A
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	0

	
	n99
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	

	SUL_n48A-n99A
	n48
	5
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	n99
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	

	SUL_n77A-n80A
	n77
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	n80
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	

	SUL_n77A-n84A
	n77
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	n84
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	SUL_n77A-n99A
	n77
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	n99
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	

	SUL_n78A-n80A
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	n80
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	

	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	1

	
	n80
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	SUL_n78A-n81A
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	n81
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	SUL_n78A-n82A
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	n82
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	SUL_n78A-n83A
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	n83
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	1

	
	n83
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	

	SUL_n78A-n84A
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	n84
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	1

	
	n84
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	

	SUL_n78A-n86A
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	70
	80
	90
	100
	0

	
	n86
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	SUL_n79A-n80A
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	0

	
	n80
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	

	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	1

	
	n80
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	SUL_n79A-n81A
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	0

	
	n81
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	SUL_n79A-n83A
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	0

	
	n83
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	

	SUL_n79A-n84A
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	0

	
	n84
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	SUL_n79A-n95A
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	0

	
	n95
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	

	SUL_n79A-n97A
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	n97
	5
	10
	15
	20
	25
	30
	40
	50
	60
	
	80
	
	
	

	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	1

	
	n97
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	See n79 and n97 channel bandwidths in Table 5.3.5-1 for each carrier
	BCS4 and BCS5

	SUL_n79A-n98A
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	n98
	5
	10
	15
	20
	25
	30
	40
	50
	60
	
	80
	
	
	

	NOTE 1:	The SCS of each channel bandwidth for NR band refers to Table 5.3.5-1.



Table 5.5C-2: Supported channel bandwidths per SUL band combination with intra-band non-contiguous CA
	SUL band combination with intra-band non-contiguous CA
	SUL configuration
	NR Band
	Channel bandwidth (MHz) (NOTE 1)
	Bandwidth combination set

	
	
	
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	SUL_n41(2A)-n99A
	SUL_n41A-n99A
	n41
	See CA_n41(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n99
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	

	SUL_n48(2A)-n99A
	SUL_n48A-n99A
	n48
	See CA_n48(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n99
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	

	SUL_n77(2A)-n99A
	SUL_n77A-n99A
	n77
	See CA_n77(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n99
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	

	SUL_n78(2A)-n86A
	SUL_n78A-n86A
	n78
	See CA_n78(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n86
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	NOTE 1: 	The SCS of each channel bandwidth for NR band refers to Table 5.3.5-1.



Table 5.5C-3: Supported channel bandwidths per SUL band combination with intra-band contiguous CA
	SUL band combination with CA
	SUL configuration
	NR Band
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	25
MHz
	30
MHz
	40
MHz
	50
MHz
	60
MHz
	70
MHz
	80
MHz
	90
MHz
	100
MHz
	Bandwidth combination set

	SUL_n41C-n80A
	SUL_n41A-n80A
	n41
	See CA_n41C Bandwidth Combination Set 1 in Table 5.5A.1-1
	0

	
	SUL_n41C-n80A
	n80
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	SUL_n41C-n83A
	SUL_n41A-n83A
	n41
	See CA_n41C Bandwidth Combination Set 1 in Table 5.5A.1-1
	0

	
	SUL_n41C-n83A
	n83
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	

	SUL_n41C-n95A
	SUL_n41A-n95A
	n41
	See CA_n41C Bandwidth Combination Set 1 in Table 5.5A.1-1
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n95
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	

	SUL_n78C-n80A
	SUL_n78A-n80A
	n78
	See CA_n78C Bandwidth Combination Set 1 in Table 5.5A.1-1
	0

	
	SUL_n78C-n80A
	n80
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	SUL_n78C-n84A
	SUL_n78A-n84A
	n78
	See CA_n78C Bandwidth Combination Set 1 in Table 5.5A.1-1
	0

	
	SUL_n78C-n84A
	n84
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	

	SUL_n79C-n80A
	SUL_n79A-n80A
	n79
	See CA_n79C Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n80
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	SUL_n79C-n83A
	SUL_n79A-n83A
	n79
	See CA_n79C Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	SUL_n79C-n83A
	n83
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	

	SUL_n79C-n95A
	SUL_n79A-n95A
	n79
	See CA_n79C Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	SUL_n79C-n95A
	n95
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	

	NOTE 1: 	The SCS of each channel bandwidth for NR band refers to Table 5.3.5-1.



Table 5.5C-4: Supported channel bandwidths per SUL band combination with inter-band CA
	SUL band combination with CA
	SUL configuration
	NR Band
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	25
MHz
	30
MHz
	40
MHz
	50
MHz
	60
MHz
	70
MHz
	80
MHz
	90
MHz
	100
MHz
	Bandwidth combination set

	CA_n1A_SUL_n78A-n80A
	SUL_n78A-n80A
	n1
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	n80
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n1A_SUL_n78A-n84A
	SUL_n78A-n84A
	n1
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	n84
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	

	CA_n1A_SUL_n78C-n84A
	SUL_n78A-n84A
	n1
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	0

	
	
	n78
	See CA_n78C Bandwidth Combination Set 1 in Table 5.5A.1-1
	

	
	
	n84
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	

	CA_n3A_SUL_n41A-n80A
	SUL_n41A-n80A
	n3
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	

	
	
	n80
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n3A_SUL_n41C-n80A
	SUL_n41A-n80A
	n3
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n41
	See CA_n41C Bandwidth Combination Set 1 in Table 5.5A.1-1
	

	
	
	n80
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n3A_SUL_n78A-n80A
	SUL_n78A-n80A
	n3
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	
	
	n80
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n3A_SUL_n78C-n80A
	SUL_n78A-n80A
	n3
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n78
	See CA_n78C Bandwidth Combination Set 1 in Table 5.5A.1-1
	

	
	
	n80
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n3A_SUL_n79A-n80A
	SUL_n79A-n80A
	n3
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	
	
	n80
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n3A_SUL_n79C-n80A
	SUL_n79A-n80A
	n3
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	0

	
	
	n79
	See CA_n79C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n80
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n28A_SUL_n41A-n83A
	SUL_n41A-n83A
	n28
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	0

	
	
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	

	
	
	n83
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	

	CA_n28A_SUL_n41C-n83A
	SUL_n41A-n83A
	n28
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	0

	
	
	n41
	See CA_n41C Bandwidth Combination Set 1 in Table 5.5A.1-1
	

	
	
	n83
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	

	CA_n28A_SUL_n79A-n83A
	SUL_n79A-n83A
	n28
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	0

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	
	
	n83
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	

	CA_n28A_SUL_n79C-n83A
	SUL_n79A-n83A
	n28
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	0

	
	
	n79
	See CA_n79C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n83
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	

	CA_n41A_SUL_n79A-n80A
	SUL_n79A-n80A
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	0

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	
	
	n80
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n41A_SUL_n79A-n83A
	SUL_n79A-n83A
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	
	
	n83
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	

	CA_n79A_SUL_n41A-n80A
	SUL_n41A-n80A
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	0

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	
	
	n80
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n79A_SUL_n41A-n83A
	SUL_n41A-n83A
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	0

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	
	
	n83
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	

	NOTE 1: 	The SCS of each channel bandwidth for NR band refers to Table 5.3.5-1.
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