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<< Start of change 1 >>
[bookmark: _Toc21338163][bookmark: _Toc29808271][bookmark: _Toc37068190][bookmark: _Toc37083733][bookmark: _Toc37084075][bookmark: _Toc40209437][bookmark: _Toc40209779][bookmark: _Toc45892738][bookmark: _Toc53176595][bookmark: _Toc61120871][bookmark: _Toc67918015][bookmark: _Toc76298058][bookmark: _Toc76572070][bookmark: _Toc76651937][bookmark: _Toc76652775][bookmark: _Toc83742047][bookmark: _Toc91440537][bookmark: _Toc98849322]5.1.1.3	Applicability of requirements for optional UE features
[bookmark: _Hlk19883175]The performance requirements in Table 5.1.1.3-1 shall apply for UEs which support optional UE features only.
Table 5.1.1.3-1: Requirements applicability for optional UE features
	UE feature/capability [14]
	Test type
	Test list
	Applicability notes

	SU-MIMO Interference Mitigation advanced receiver
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.1 (Test 3-1)

Clause 5.2.3.1.1 (Test 5-1)
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.1 (Test 3-1)

Clause 5.2.3.2.1 (Test 5-1)
	

	Alternative additional DMRS position for co-existence with LTE CRS (additionalDMRS-DL-Alt)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.4 (Test 1-2)

Clause 5.2.3.1.4 (Test 1-2)
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.4 (Test 1-2)

Clause 5.2.3.2.4 (Test 1-2)
	

	Basic DL NR-NR CA operation (supportedBandCombinationList)
	NR CA
	SDR
	Clause 5.5A.1
	1)Up to 16 DL carriers
2)Same numerology across carrier for data/control channel at a given time

	Enhanced demodulation processing for HST-SFN joint transmission scheme with velocity up to 500km/h
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.9 (Test 1-1)

Clause 5.2.3.1.9 (Test 1-1)
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.9 (Test 1-1)

Clause 5.2.3.2.9 (Test 1-1)
	

	Alternative 64QAM MCS table for PDSCHNew 64QAM MCS table for PDSCH (dl-64QAM-MCS-TableAlt)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.5
Clause 5.2.3.1.5
Clause 5.2.2.1.6
Clause 5.2.3.1.6
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.5
Clause 5.2.3.2.5
Clause 5.2.2.2.6
Clause 5.2.3.2.6
	

	CQI table with target BLER of 10^-5New CQI table (cqi-TableAlt)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.5
Clause 5.2.3.1.5
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.5
Clause 5.2.3.2.5
	

	PDSCH repetitions over multiple slots (pdsch-RepetitionMultiSlots) 
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.6
Clause 5.2.3.1.6
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.6
Clause 5.2.3.2.6
	

	UE PDSCH processing capability #2 (pdsch-ProcessingType2)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.7
Clause 5.2.3.1.7
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.7
Clause 5.2.3.2.7
	

	Pre-emption indication for DL (pre-EmptIndication-DL)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.8
Clause 5.2.3.1.8
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.8
Clause 5.2.3.2.8
	

	Single DCI based SDM transmission for multi-TRxP (singleDCI-SDM-scheme-r16)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.11
Clause 5.2.3.1.11
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.11
Clause 5.2.3.2.11
	

	Multi DCI based multi-TRxP support (multiDCI-MultiTRP-r16)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.12
Clause 5.2.3.1.12
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.12
Clause 5.2.3.2.12
	

	Single DCI based FDM Scheme-A for multi-TRxP(supportFDM-SchemeA-r16)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.13
Clause 5.2.3.1.13
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.13
Clause 5.2.3.2.13
	

	Single DCI based inter-slot TDM for multi-TRxP (supportInter-slotTDM-r16)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.14
Clause 5.2.3.1.14
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.14
Clause 5.2.3.2.14
	

	Maximum number of TCI states in Single-DCI based inter-slot TDM (maxNumberTCI-states-r16)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.14
Clause 5.2.3.1.14
	The requirements apply only when maxNumberTCI-states-r16 = 2.

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.14
Clause 5.2.3.2.14
	

	DRX Adaptation (drx-Adaptation-r16)
	FR1 FDD
	PDCCH
	Clause 5.3.2.1.3
	If the Test 1 in Clause 5.3.2.1.3 is passed, the test coverage can be considered fulfilled without executing Test 3 in clause 5.3.2.1.1.

	
	FR1 TDD
	PDCCH
	Clause 5.3.2.2.3
	If the Test 1 in Clause 5.3.2.2.3 is passed, the test coverage can be considered fulfilled without executing Test 2 in clause 5.3.2.2.1.

	
	FR1 FDD
	PDCCH
	Clause 5.3.3.1.3
	If the Test 1 in Clause 5.3.3.1.3 is passed, the test coverage can be considered fulfilled without executing Test 3 in clause 5.3.3.1.1.

	
	FR1 TDD
	PDCCH
	Clause 5.3.3.2.3
	If the Test 1 in Clause 5.3.3.2.3 is passed, the test coverage can be considered fulfilled without executing Test 2 in clause 5.3.3.2.1.

	Validating P/SP-CSI-RS reception (periodicAndSemi-PersistentCSI-RS-r16)
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.15
Clause 5.2.3.2.15
Clause 5.2A.2.3
Clause 5.2A.3.3

	The requirements apply only in case tested UE supporting operations in shared spectrum access and validation of P/SP-CSI-RS reception based on DCI

	Supported UL channels for dynamic channel access mode (ul-DynamicChAccess-r16) or UL channel access for semi-static channel access mode (ul-Semi-StaticChAccess-r16) or both
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.15
Clause 5.2.3.2.15
	The requirements apply only in case tested UE supports one of UL channels for dynamic channel access mode and UL channel access for semi-static channel access mode

	1024QAM modulation for PDSCH for FR1 (pdsch-1024QAM-FR1-r17)
	FR1 FDD
	PDSCH
	Clause 5.2.2.1.x
Clause 5.2.3.1.x
	

	
	FR1 TDD
	PDSCH
	Clause 5.2.2.2.x
Clause 5.2.3.2.x
	

	
	
	SDR
	Clause 5.5.1
Clause 5.5A.1
	1024QAM MCS indexes are used only if UE supports 1024QAM for FR1 DL.




<< End of change 1 >>

<< Start of change 2 >>
[bookmark: _Toc67918399][bookmark: _Toc76298474][bookmark: _Toc76572486][bookmark: _Toc76652353][bookmark: _Toc76653197][bookmark: _Toc83742470][bookmark: _Toc91440960][bookmark: _Toc98849750]B.2.1.1	Delay profiles for FR1
The delay profiles for FR1 are selected to be representative of low, medium and high delay spread environment. The resulting model parameters are specified in B.2.1.1-1 and the tapped delay line models are specified in Tables B.2.1.1-2 ~ Table B.2.1.1-4.
Table B.2.1.1-1: Delay profiles for NR channel models
	Model
	Number of 
channel taps
	Delay spread
(r.m.s.)
	Maximum excess tap delay (span)
	Delay resolution

	TDLA30
	12
	30 ns
	290 ns
	5 ns

	TDLB100
	12
	100 ns
	480 ns
	5 ns

	TDLC300
	12
	300 ns
	2595 ns
	5 ns

	TDLD30
	10
	30 ns
	375 ns
	5 ns



Table B.2.1.1-2: TDLA30 (DS = 30 ns)
	Tap #
	Delay [ns]
	Power [dB]
	Fading distribution

	1
	0
	-15.5
	Rayleigh

	2
	10
	0
	Rayleigh

	3
	15
	-5.1
	Rayleigh

	4
	20
	-5.1
	Rayleigh

	5
	25
	-9.6
	Rayleigh

	6
	50
	-8.2
	Rayleigh

	7
	65
	-13.1
	Rayleigh

	 8
	75
	-11.5
	Rayleigh

	9
	105
	-11.0
	Rayleigh

	10
	135
	-16.2
	Rayleigh

	11
	150
	-16.6
	Rayleigh

	12
	290
	-26.2
	Rayleigh



Table B.2.1.1-3: TDLB100 (DS = 100ns)
	Tap #
	Delay [ns]
	Power [dB]
	Fading distribution

	1
	0
	0
	Rayleigh

	2
	10
	-2.2
	Rayleigh

	3
	20
	-0.6
	Rayleigh

	4
	30
	-0.6
	Rayleigh

	5
	35
	-0.3
	Rayleigh

	6
	45
	-1.2
	Rayleigh

	7
	55
	-5.9
	Rayleigh

	8
	120
	-2.2
	Rayleigh

	9
	170
	-0.8
	Rayleigh

	10
	245
	-6.3
	Rayleigh

	11
	330
	-7.5
	Rayleigh

	12
	480
	-7.1
	Rayleigh



Table B.2.1.1-4: TDLC300 (DS = 300 ns)
	Tap #
	Delay [ns]
	Power [dB]
	Fading distribution

	1
	0
	-6.9
	Rayleigh

	2
	65
	0
	Rayleigh

	3
	70
	-7.7
	Rayleigh

	4
	190
	-2.5
	Rayleigh

	5
	195
	-2.4
	Rayleigh

	6
	200
	-9.9
	Rayleigh

	7
	240
	-8.0
	Rayleigh

	8
	325
	-6.6
	Rayleigh

	9
	520
	-7.1
	Rayleigh

	10
	1045
	-13.0
	Rayleigh

	11
	1510
	-14.2
	Rayleigh

	12
	2595
	-16.0
	Rayleigh



Table B.2.1.1-5 TDLD30 (DS = 30 ns)
	Tap #
	Delay [ns]
	Power [dB]
	Fading distribution

	1
	0
	-0.2
	LOS path

	
	0
	-12.4
	Rayleigh

	2
	20
	-21
	Rayleigh

	3
	40
	-16.7
	Rayleigh

	4
	55
	-18.3
	Rayleigh

	5
	80
	-21.9
	Rayleigh

	6
	120
	-27.8
	Rayleigh

	7
	240
	-23.6
	Rayleigh

	 8
	285
	-24.8
	Rayleigh

	9
	290
	-30.0
	Rayleigh

	10
	375
	-27.6
	Rayleigh

	Note 1:	Tap #1 follows a Ricean distribution.




<< End of change 2 >>
<< Start of change 3 >>
[bookmark: _Toc21338435][bookmark: _Toc29808543][bookmark: _Toc37068462][bookmark: _Toc37084007][bookmark: _Toc37084349][bookmark: _Toc40209711][bookmark: _Toc40210053][bookmark: _Toc45893012][bookmark: _Toc53176877][bookmark: _Toc61121205][bookmark: _Toc67918401][bookmark: _Toc76298476][bookmark: _Toc76572488][bookmark: _Toc76652355][bookmark: _Toc76653199][bookmark: _Toc83742472][bookmark: _Toc91440962][bookmark: _Toc98849752]B.2.2	Combinations of channel model parameters
The propagation conditions used for the performance measurements in multi-path fading environment are indicated as a combination of a channel model name and a maximum Doppler frequency, i.e., TDLA<DS>-<Doppler>, TDLB<DS>-<Doppler> or TDLC<DS>-<Doppler> where '<DS>' indicates the desired delay spread and '<Doppler>' indicates the maximum Doppler frequency (Hz).
Table B.2.2-1 and Table B.2.2-2 show the propagation conditions that are used for the performance measurements in multi-path fading environment for low, medium and high Doppler frequencies for FR1 and FR2, respectively.
Table B.2.2-1: Channel model parameters for FR1
	Combination name
	Model
	Maximum Doppler frequency

	TDLA30-5
	TDLA30
	5 Hz

	TDLA30-10
	TDLA30
	10 Hz

	TDLB100-400
	TDLB100
	400 Hz

	TDLC300-100
	TDLC300
	100 Hz

	TDLC300-600
	TDLC300
	600 Hz

	TDLC300-1200
	TDLC300
	1200 Hz

	TDLD30-5
	TDLD30
	5 Hz



Table B.2.2-2: Channel model parameters for FR2
	Combination name
	Model
	Maximum Doppler frequency

	TDLA30-35
	TDLA30
	35 Hz

	TDLA30-75
	TDLA30
	75 Hz

	TDLA30-300
	TDLA30
	300 Hz

	TDLC60-300
	TDLC60
	300 Hz

	TDLD30-75
	TDLD30
	75 Hz



<< End of change 3 >>

