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[bookmark: _Hlk509921867]10.6.3	Minimum requirement for BS type 2-O
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The requirement shall apply at the RIB when the AoA of the incident wave of the received signal and the interfering signal are from the same direction and are within the OTA REFSENS RoAoA.
The wanted signal applies to each supported polarization, under the assumption of polarization match. The interferer shall be polarization matched in-band and the polarization maintained for out-of-band frequencies.
For BS type 2-O operating in FR2-1, the OTA out-of-band blocking requirement apply from 30 MHz to FUL,low – 1500 MHz and from FUL,high + 1500 MHz up to 2nd harmonic of the upper frequency edge of the operating band.
For BS type 2-O operating in FR2-2, the OTA out-of-band blocking requirement apply from 30 MHz to FUL,low – 3500 MHz and from FUL,high + 3500 MHz up to 2nd harmonic of the upper frequency edge of the operating band.
For OTA wanted and OTA interfering signals provided at the RIB using the parameters in table 10.6.3.1-1, the following requirements shall be met:
-	The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel. The reference measurement channel for the OTA wanted signal is identified in clause 10.3.3 for each BS channel bandwidth and further specified in annex A.1.
Table 10.6.3.1-1: OTA out-of-band blocking performance requirement
	Frequency Range
	Frequency range of interfering signal
(MHz)
	Wanted signal mean power
(dBm)
	Interferer RMS field-strength
(V/m)
	Type of interfering signal

	


FR2-1
	30 to 12750
	EISREFSENS + 6 dB
	0.36
	CW

	
	12750 to FUL,low – 1500
	EISREFSENS + 6 dB
	0.1
	CW

	
	FUL,high + 1500 to 2nd harmonic of the upper frequency edge of the operating band
	EISREFSENS + 6 dB
	0.1
	CW

	

FR2-2
	30 to 12750
	EISREFSENS + 6 dB
	0.36
	CW

	
	12750 to FUL,low – 3500
	EISREFSENS + 6 dB
	0.1
	CW

	
	FUL,high + 3500 to 2nd harmonic of the upper frequency edge of the operating band
	EISREFSENS + 6 dB
	0.1
	CW
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10.7.3	Minimum requirement for BS type 2-O
The OTA RX spurious emissions requirement shall apply during the transmitter OFF period only.
For the BS type 2-O, the power of any RX spurious emission shall not exceed the limits in table 10.7.3-1.
10.7.3-1: Radiated Rx spurious emission limits for BS type 2-O
	Spurious 
frequency range 
(Note 4)
	Limit
(Note 5)
	Measurement Bandwidth
	Note

	30 MHz    1 GHz
	-36 dBm
	100 kHz
	Note 1

	1 GHz    18 GHz
	-30 dBm
	1 MHz
	Note 1

	18 GHz    Fstep,1
	-20 dBm
	10 MHz
	Note 2

	Fstep,1    Fstep,2
	-15 dBm
	10 MHz
	Note 2

	Fstep,2    Fstep,3  
	-10 dBm
	10 MHz
	Note 2

	Fstep,4    Fstep,5
	-10 dBm
	10 MHz
	Note 2

	Fstep,5    Fstep,6
	-15 dBm
	10 MHz
	Note 2

	Fstep,6    2nd harmonic of the upper frequency edge of the UL operating band
	-20 dBm
	10 MHz
	Note 2, Note 3

	NOTE 1:	Bandwidth as in ITU-R SM.329 [2], s4.1.
NOTE 2:	Limit and bandwidth as in ERC Recommendation 74-01 [19], Annex 2.
NOTE 3:	Upper frequency as in ITU-R SM.329 [2], s2.5 table 1.
NOTE 4:	The step frequencies Fstep,X are defined in table 10.7.3-2.
NOTE 5:	Additional limits may apply regionally.



[bookmark: _Hlk25241782]Table 10.7.3-2: Step frequencies for defining the radiated Rx spurious emission limits for BS type 2-O
	Operating band
	Fstep,1
(GHz)
	Fstep,2
(GHz)
	Fstep,3
(GHz)
	Fstep,4
(GHz)
	Fstep,5
(GHz)
	Fstep,6
(GHz)

	n257
	18
	23.5
	25
	31
	32.5
	41.5

	n258
	18
	21
	22.75
	29
	30.75
	40.5

	n259
	23.5
	35.5
	38
	45
	47.5
	59.5

	n260
	25
	34
	35.5
	41.5
	43
	52

	n261
	18
	25.5
	26.0
	29.85
	30.35
	38.35

	n262
	37.2
	45.2
	45.7
	49.7
	50.2
	58.2

	n263
	18
	43
	53.5
	74.5
	85
	127



In addition to the requirements in Table 10.7.3-1, the requirement for protection of EESS for BS operating in frequency range 24.25 - 27.5 GHz in clause 9.7.5.3.3 may be applied.
< NEXT OF CHANGE>
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The requirement shall apply at the RIB when the AoA of the incident wave of the received signal and the interfering signal are from the same direction and are within the OTA REFSENS RoAoA.
The wanted and interfering signals applies to each supported polarization, under the assumption of polarization match.
Throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with OTA wanted signal at the assigned channel frequency and two OTA interfering signals provided at the RIB using the parameters in tables 10.8.3-1 and 10.8.3-2. All of the OTA test signals arrive from the same direction, and the requirement is valid if the signals arrive from any direction within the OTA REFSENS RoAoA. The reference measurement channel for the wanted signal is identified in table 10.3.3-1 for each BS channel bandwidth and further specified in annex A.1. The characteristics of the interfering signal is further specified in annex D.
The subcarrier spacing for the modulated interfering signal shall be the same as the subcarrier spacing for the wanted signal except for FR2-2 with 800MHz, 1600MHz and 200MHz case.
The receiver intermodulation requirement is applicable outside the Base Station RF Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges.
Table 10.8.3-1: General intermodulation requirement
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm)
	Type of interfering signals

	50, 100, 200, 400
	EISREFSENS + 6
	EISREFSENS_50M + 25 + ΔFR2_REFSENS
	See Table 10.8.3-2

	NOTE:	EISREFSENS and EISREFSENS_50M are given in clause 10.3.3.



Table 10.8.3-2: Interfering signals for intermodulation requirement
	Frequency Range
	BS channel bandwidth of the lowest/highest carrier received (MHz)
	Interfering signal centre frequency offset from the lower/upper Base Station RF Bandwidth edge (MHz)
	Type of interfering signal

	FR2-1
	50
	±7.5
	CW

	
	
	±40
	50MHz DFT-s-OFDM NR signal
(Note 1)

	
	100
	±6.88
	CW

	
	
	±40
	50MHz DFT-s-OFDM NR signal
(Note 1)

	
	200
	±5.64
	CW

	
	
	±40
	50MHz DFT-s-OFDM NR signal
(Note 1)

	
	400
	±6.02
	CW

	
	
	±45
	50MHz DFT-s-OFDM NR signal
(Note 1)

	FR2-2
	100
	±7.5
	CW

	
	
	±65
	100MHz DFT-s-OFDM NR signal
(Note 2)

	
	400
	±6.28
	CW

	
	
	±70
	100MHz DFT-s-OFDM NR signal
(Note 2)

	
	800
	±6.32
	CW

	
	
	±80
	100MHz DFT-s-OFDM NR signal
(Note 2)

	
	1600
	±6.4
	CW

	
	
	±100
	100MHz DFT-s-OFDM NR signal
(Note 2)

	
	2000
	[±5.52]
	CW

	
	
	[±160]
	[100MHz DFT-s-OFDM NR signal
(Note 2)]

	NOTE 1: Number of RBs is 64 for the 60 kHz subcarrier spacing, 32 for the 120 kHz subcarrier spacing.
NOTE 2: Number of RBs is [64] with 120 kHz subcarrier spacing.
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The requirement shall apply at the RIB when the AoA of the incident wave of the received signal and the interfering signal are from the same direction and are within the OTA REFSENS RoAoA.
The wanted and interfering signals applies to each supported polarization, under the assumption of polarization match.
For BS type 2-O, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A.1 with parameters specified in table 10.9.3-1. The characteristics of the interfering signal is further specified in annex D.
Table 10.9.3-1: OTA in-channel selectivity requirement for BS type 2-O
	Frequency Range
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
(Note 2)
	Interfering signal mean power (dBm)
(Note 2)
	Type of interfering signal

	FR2-1
	50
	60
	G-FR2-A1-4
	EISREFSENS_50M + ΔFR2_REFSENS
	EISREFSENS_50M + 10 + ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 60 kHz SCS, 
32 RB

	
	100,200
	60
	G-FR2-A1-1
	EISREFSENS_50M + 3 + ΔFR2_REFSENS
	EISREFSENS_50M + 13 + ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 60 kHz SCS, 
64 RB

	
	50
	120
	G-FR2-A1-5
	EISREFSENS_50M + ΔFR2_REFSENS
	EISREFSENS_50M + 10 + ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 120 kHz SCS, 
16 RB

	
	100,200,400
	120
	G-FR2-A1-2
	EISREFSENS_50M + 3 + ΔFR2_REFSENS
	EISREFSENS_50M + 13 + ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 120 kHz SCS, 
32 RB

	FR2-2
	100,400
	120
	G-FR2-A1-2
	EISREFSENS_50M + 3 + ΔFR2_REFSENS
	EISREFSENS_50M + 13 + ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 120 kHz SCS, 
32 RB

	
	400
	480
	G-FR2-A1-8
	EISREFSENS_50M + 9 + ΔFR2_REFSENS
	EISREFSENS_50M + 19+ ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 480 kHz SCS, 
32 RB

	
	800, 1600
	480
	G-FR2-A1-6
	EISREFSENS_50M + 12 + ΔFR2_REFSENS
	EISREFSENS_50M + 22 + ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 480 kHz SCS, 
64 RB

	
	400
	960
	G-FR2-A1-9
	EISREFSENS_50M + 9 + ΔFR2_REFSENS
	EISREFSENS_50M + 19+ ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 960 kHz SCS, 
16 RB

	
	800, 1600, 2000
	960
	G-FR2-A1-7
	EISREFSENS_50M + 12 + ΔFR2_REFSENS
	EISREFSENS_50M + 22+ ΔFR2_REFSENS
	DFT-s-OFDM NR signal, 960 kHz SCS, 
32 RB

	NOTE 1:	Wanted and interfering signal are placed adjacently around Fc, where the Fc is defined for BS channel bandwidth of the wanted signal according to the table 5.4.2.2-1. The aggregated wanted and interferer signal shall be centred in the BS channel bandwidth of the wanted signal.
NOTE 2:	EISREFSENS_50M is defined in clause 10.3.3.
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