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Introduction
As agreed during the last RAN4 meeting, RAN4 will provide the LS to ITU-R on generic unwanted emission (IMT-2020) at RAN4#104 meeting and submit the results to TSG RAN#97. In this contribution, we provided some initial inputs according to the work split as agreed among interested companies.
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3.2	Conducted Adjacent channel leakage ratio (ACLR)
	TS 38.141-1
Clause
	Title
	Notes
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	Limits and basic limits
	6 tables related to ACLR:
-Table 6.6.3.5.2-1: Base station ACLR limit
-Table 6.6.3.5.2-1a: Base station ACLR limit for band n46 and n96
-Table 6.6.3.5.2-2: Base station ACLR absolute basic limit
-Table 6.6.3.5.2-3: Base Station ACLR limit in non-contiguous spectrum or multiple bands
-Table 6.6.3.5.2-3a: Base Station ACLR limit in non-contiguous spectrum for band n46 and n96
-Table 6.6.3.5.2-6: Filter parameters for the assigned channel




4.2	OTA Adjacent channel leakage ratio (ACLR)
	TS 38.141-2
Clause
	Title
	Notes

	6.7.3.5.1
	BS type 1-O
	4 tables related to ACLR:
-Table 6.7.3.5.1-1: BS type 1-O ACLR limit
-Table 6.7.3.5.1-2: BS type 1-O ACLR absolute limit
-Table 6.7.3.5.1-2a: BS type 1-O ACLR limit in non-contiguous spectrum or multiple bands
-Table 6.7.3.5.1-4: Filter parameters for the assigned channel


	6.7.3.5.2
	BS type 2-O
	4 tables related to ACLR:
-Table 6.7.3.5.2-1: BS type 2-O ACLR limit
-Table 6.7.3.5.2-2: BS type 2-O ACLR absolute limit
-Table 6.7.3.5.2-3: BS type 2-O ACLR limit in non-contiguous spectrum
-Table 6.7.3.5.2-5: Filter parameters for the assigned channel




Conclusions
In this contribution, we provided the inputs according to the work split as agreed among interested companies.
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