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<< start of changes  >>
<< Unchanged sections omitted >>
[bookmark: _Toc21351530][bookmark: _Toc29807112][bookmark: _Toc36648826][bookmark: _Toc36651551][bookmark: _Toc37256485][bookmark: _Toc37256826][bookmark: _Toc45890523][bookmark: _Toc45891747][bookmark: _Toc45892157][bookmark: _Toc45892567][bookmark: _Toc52352980][bookmark: _Toc53174803][bookmark: _Toc61378111][bookmark: _Toc61378586][bookmark: _Toc67953775][bookmark: _Toc68733442][bookmark: _Toc68784758][bookmark: _Toc76736714][bookmark: _Toc77241126][bookmark: _Toc77241631][bookmark: _Toc83743007][bookmark: _Toc83909528][bookmark: _Toc91071495]5.5B.5.1	Inter-band EN-DC configurations including FR2 (two bands)
Table 5.5B.5.1-1: Inter-band EN-DC configurations including FR2 (two bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)

	DC_1A_n257A
DC_1A_n257D
DC_1A_n257E
DC_1A_n257F
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_1A_n257J
DC_1A_n257K
DC_1A_n257L
DC_1A_n257M
	DC_1A_n257A
DC_1A_n257D
DC_1A_n257G
DC_1A_n257H
DC_1A_n257I
DC_1A_n257J
DC_1A_n257K
DC_1A_n257L
DC_1A_n257M

	DC_1A_n258A
DC_1A_n258B
DC_1A_n258C
DC_1A_n258D
DC_1A_n258E
DC_1A_n258F
DC_1A_n258G
DC_1A_n258H
DC_1A_n258I
DC_1A_n258J
DC_1A_n258K
DC_1A_n258L
DC_1A_n258M
	DC_1A_n258A
DC_1A_n258D
DC_1A_n258G
DC_1A_n258H
DC_1A_n258I

	DC_2A_n257A
DC_2C_n257A
	DC_2A_n257A

	DC_2A_n257(2A)
	DC_2A_n257A

	DC_2A-2A_n257A
	DC_2A_n257A

	DC_2A_n258A
DC_2A_n258D
DC_2A_n258G
DC_2A_n258H
DC_2A_n258O
DC_2A_n258P
DC_2A_n258Q
	DC_2A_n258A
DC_2A_n258D
DC_2A_n258G
DC_2A_n258H
DC_2A_n258O
DC_2A_n258P
DC_2A_n258Q

	DC_2A_n258(2A)
DC_2A_n258(3A)
DC_2A_n258(4A)
DC_2A_n258(5A)
	DC_2A_n258A

	DC_2A_n260A
DC_2A_n260D
DC_2A_n260E
DC_2A_n260G
DC_2A_n260H
DC_2A_n260I
DC_2A_n260J
DC_2A_n260K
DC_2A_n260L
DC_2A_n260M
DC_2A_n260O
DC_2A_n260P
DC_2A_n260Q
DC_2C_n260A
	DC_2A_n260A
DC_2A_n260D
DC_2A_n260E
DC_2A_n260G
DC_2A_n260H
DC_2A_n260I
DC_2A_n260O
DC_2A_n260P
DC_2A_n260Q

	DC_2A_n260(2A)
DC_2A_n260(3A)
DC_2A_n260(4A)
DC_2A_n260(5A)
DC_2A_n260(6A)
DC_2A_n260(7A)
DC_2A_n260(8A)
DC_2A_n260(2D)
DC_2A_n260(2G)
DC_2A_n260(3G)
DC_2A_n260(4G)
DC_2A_n260(2H)
DC_2A_n260(2O)
DC_2A_n260(3O)
DC_2A_n260(4O)
DC_2A_n260(A-G)
DC_2A_n260(A-H)
DC_2A_n260(A-P)
DC_2A_n260(A-Q)
DC_2A_n260(A-2G)
DC_2A_n260(A-2H)
DC_2A_n260(2A-G)
DC_2A_n260(2A-H)
DC_2A_n260(2A-2G)
DC_2A_n260(2A-2H)
DC_2A_n260(3A-G)
DC_2A_n260(3A-O)
DC_2A_n260(3A-2O)
DC_2A_n260(3A-P)
DC_2A_n260(4A-O)
DC_2A_n260(4A-2O)
DC_2A_n260(G-H)
DC_2A_n260(P-Q)
DC_2A_n260(A-P-Q)
DC_2A_n260(2A-O-P)
DC_2A_n260(3A-O-P)
	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_2A_n260O
DC_2A_n260P
DC_2A_n260Q

	DC_2A-2A_n260A
DC_2A-2A_n260G
DC_2A-2A_n260H
DC_2A-2A_n260I
DC_2A-2A_n260J
DC_2A-2A_n260K
DC_2A-2A_n260L
DC_2A-2A_n260M
	DC_2A_n260A

	DC_2A_n261A
DC_2A_n261B
DC_2A_n261C
DC_2A_n261D
DC_2A_n261E
DC_2A_n261F
DC_2A_n261G
DC_2A_n261H
DC_2A_n261I
DC_2A_n261J
DC_2A_n261K
DC_2A_n261L
DC_2A_n261M
DC_2A_n261O
DC_2A_n261P
DC_2A_n261Q
	DC_2A_n261A
DC_2A_n261B
DC_2A_n261C
DC_2A_n261D
DC_2A_n261E
DC_2A_n261F
DC_2A_n261G
DC_2A_n261H
DC_2A_n261I
DC_2A_n261O
DC_2A_n261P
DC_2A_n261Q

	DC_2A_n261(2A)
DC_2A_n261(3A)
DC_2A_n261(4A)
DC_2A_n261(2I)
DC_2A_n261(2H)
DC_2A_n261(A-G)
DC_2A_n261(A-J)
DC_2A_n261(A-K)
DC_2A_n261(A-L)
DC_2A_n261(A-2G)
DC_2A_n261(A-H)
DC_2A_n261(A-I)
DC_2A_n261(2A-G)
DC_2A_n261(2A-I)
DC_2A_n261(2A-H)
DC_2A_n261(3A-G)
DC_2A_n261(G-H)
DC_2A_n261(G-I)
DC_2A_n261(G-J)
DC_2A_n261(2G)
DC_2A_n261(H-I)
DC_2A_n261(A-G-H)
DC_2A_n261(A-G-I)
	DC_2A_n261A
DC_2A_n261G
DC_2A_n261H
DC_2A_n261I

	DC_2A-2A_n261A
DC_2A-2A_n261G
DC_2A-2A_n261H
DC_2A-2A_n261I
DC_2A-2A_n261J
DC_2A-2A_n261K
DC_2A-2A_n261L
DC_2A-2A_n261M
	DC_2A_n261A
DC_2A_n261G
DC_2A_n261H
DC_2A_n261I

	DC_3A_n257A
DC_3A_n257B
DC_3A_n257C
DC_3A_n257D
DC_3A_n257E
DC_3A_n257F
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
DC_3A_n257J
DC_3A_n257K
DC_3A_n257L
DC_3A_n257M
DC_3C_n257A
DC_3C_n257D
DC_3C_n257E
DC_3C_n257F
DC_3C_n257G
DC_3C_n257H
DC_3C_n257I
DC_3C_n257J
DC_3C_n257K
DC_3C_n257L
DC_3C_n257M
	DC_3A_n257A
DC_3A_n257B
DC_3A_n257D
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
DC_3A_n257J
DC_3A_n257K
DC_3A_n257L
DC_3A_n257M
DC_3C_n257A

	DC_3A-3A_n257A
DC_3A-3A_n257D
DC_3A-3A_n257E
DC_3A-3A_n257F
DC_3A-3A_n257G
DC_3A-3A_n257H
DC_3A-3A_n257I
DC_3A-3A_n257J
DC_3A-3A_n257K
DC_3A-3A_n257L
DC_3A-3A_n257M
	DC_3A_n257A
DC_3A_n257G
DC_3A_n257H
DC_3A_n257I
DC_3A_n257J
DC_3A_n257K

	DC_3A_n258A
DC_3A_n258B
DC_3A_n258C
DC_3A_n258D
DC_3A_n258E
DC_3A_n258F
DC_3A_n258G
DC_3A_n258H
DC_3A_n258I
DC_3A_n258J
DC_3A_n258K
DC_3A_n258L
DC_3A_n258M
DC_3C_n258A
DC_3C_n258B
DC_3C_n258C
DC_3C_n258D
DC_3C_n258E
DC_3C_n258F
DC_3C_n258G
DC_3C_n258H
DC_3C_n258I
DC_3C_n258J
DC_3C_n258K
DC_3C_n258L
DC_3C_n258M
	DC_3A_n258A
DC_3A_n258G
DC_3A_n258H
DC_3A_n258I
DC_3C_n258A
DC_3C_n258G
DC_3C_n258H
DC_3C_n258I

	DC_4A_n260A
DC_4A_n260G
DC_4A_n260H
DC_4A_n260O
DC_4A_n260P
DC_4A_n260Q
	DC_4A_n260A
DC_4A_n260G
DC_4A_n260H
DC_4A_n260O
DC_4A_n260P
DC_4A_n260Q

	DC_4A_n260(2A)
DC_4A_n260(3A)
DC_4A_n260(4A)
DC_4A_n260(5A)
DC_4A_n260(6A)
DC_4A_n260(7A)
DC_4A_n260(8A)
DC_4A_n260(2D)
DC_4A_n260(2G)
DC_4A_n260(3G)
DC_4A_n260(4G)
DC_4A_n260(2H)
DC_4A_n260(2O)
DC_4A_n260(3O)
DC_4A_n260(4O)
DC_4A_n260(A-D)
DC_4A_n260(2A-D)
DC_4A_n260(A-O)
DC_4A_n260(2A-O)
DC_4A_n260(A-D-O)
DC_4A_n260(2A-D-O)
DC_4A_n260(A-2O)
DC_4A_n260(D-2O)
DC_4A_n260(A-D-2O)
DC_4A_n260(2A-D-2O)
DC_4A_n260(A-2D)
DC_4A_n260(2A-2D)
DC_4A_n260(A-P)
DC_4A_n260(2A-P)
DC_4A_n260(A-2P)
DC_4A_n260(2A-2P)
DC_4A_n260(A-G)
DC_4A_n260(2A-G)
DC_4A_n260(A-2G)
DC_4A_n260(2A-2G)
DC_4A_n260(G-O)
DC_4A_n260(2G-O)
DC_4A_n260(A-G-O)
DC_4A_n260(2A-G-O)
DC_4A_n260(A-2G-O)
DC_4A_n260(2A-2G-O)
DC_4A_n260(A-H)
DC_4A_n260(A-2H)
DC_4A_n260(2A-H)
DC_4A_n260(2A-2H)
DC_4A_n260(2A-2O)
DC_4A_n260(A-3O)
DC_4A_n260(2A-3O)
DC_4A_n260(A-4O)
DC_4A_n260(2A-4O)
DC_4A_n260(3A-O)
DC_4A_n260(3A-2O)
DC_4A_n260(3A-3O)
DC_4A_n260(3A-G)
DC_4A_n260(3A-2G)
DC_4A_n260(4A-G)
DC_4A_n260(4A-2G)
DC_4A_n260(4A-O)
DC_4A_n260(4A-2O)
DC_4A_n260(D-2G)
DC_4A_n260(2D-O)
DC_4A_n260(G-2O)
DC_4A_n260(2G-2O)
DC_4A_n260(G-3O)
DC_4A_n260(2G-3O)
DC_4A_n260(G-4O)
DC_4A_n260(2G-4O)
DC_4A_n260(3G-O)
DC_4A_n260(4G-O)
DC_4A_n260(H-O)
DC_4A_n260(2H-O)
DC_4A_n260(A-P-Q)
DC_4A_n260(3A-O-P)
DC_4A_n260(A-Q)
DC_4A_n260(P-Q)
DC_4A_n260(2A-O-P)
DC_4A_n260(3A-P)
DC_4A_n260(A-O-P)
	DC_4A_n260A
DC_4A_n260G
DC_4A_n260H
DC_4A_n260O
DC_4A_n260P
DC_4A_n260Q

	DC_4A_n261A
DC_4A_n261D
DC_4A_n261G
DC_4A_n261H
DC_4A_n261I
DC_4A_n261J
DC_4A_n261K
DC_4A_n261L
DC_4A_n261M
	DC_4A_n261A
DC_4A_n261D
DC_4A_n261G
DC_4A_n261H
DC_4A_n261I

	DC_4A_n261(2A)
DC_4A_n261(3A)
DC_4A_n261(4A)
DC_4A_n261(2H)
DC_4A_n261(2I)
DC_4A_n261(A-D)
DC_4A_n261(A-H)
DC_4A_n261(A-2H)
DC_4A_n261(A-D-H)
DC_4A_n261(A-G)
DC_4A_n261(A-G-H)
DC_4A_n261(A-I)
DC_4A_n261(A-2I)
DC_4A_n261(G-I)
DC_4A_n261(A-G-I)
DC_4A_n261(A-H-I)
DC_4A_n261(G-H)
DC_4A_n261(H-I)
DC_4A_n261(D-H)
	DC_4A_n261A
DC_4A_n261H
DC_4A_n261I
DC_4A_n261G

	DC_5A_n257A
DC_5A_n257D
DC_5A_n257E
DC_5A_n257F
DC_5A_n257G
DC_5A_n257H
DC_5A_n257I
DC_5A_n257J
DC_5A_n257K
DC_5A_n257L
DC_5A_n257M
DC_5B_n257A
	DC_5A_n257A
DC_5A_n257D
DC_5A_n257G
DC_5A_n257H
DC_5A_n257I
DC_5B_n257A

	DC_5A-5A_n257A
	DC_5A_n257A

	DC_5A_n258A
DC_5A_n258D
DC_5A_n258G
DC_5A_n258H
DC_5A_n258O
DC_5A_n258P
DC_5A_n258Q
	DC_5A_n258A
DC_5A_n258D
DC_5A_n258G
DC_5A_n258H
DC_5A_n258O
DC_5A_n258P
DC_5A_n258Q

	DC_5A_n260A
DC_5A_n260B
DC_5A_n260C
DC_5A_n260D
DC_5A_n260E
DC_5A_n260F
DC_5A_n260G
DC_5A_n260H
DC_5A_n260I
DC_5A_n260J
DC_5A_n260K
DC_5A_n260L
DC_5A_n260M
DC_5A_n260O
DC_5A_n260P
DC_5A_n260Q
DC_5B_n260A
	DC_5A_n260A
DC_5A_n260G
DC_5A_n260H
DC_5A_n260I
DC_5A_n260O
DC_5A_n260P
DC_5A_n260Q
DC_5B_n260A

	DC_5A_n260(2A)
DC_5A_n260(3A)
DC_5A_n260(4A)
DC_5A_n260(5A)
DC_5A_n260(6A)
DC_5A_n260(7A)
DC_5A_n260(8A)
DC_5A_n260(9A)
DC_5A_n260(10A)
DC_5A_n260(A-I)
DC_5A_n260(A-P-Q)
DC_5A_n260(3A-O-P)
DC_5A_n260(D-G)
DC_5A_n260(D-H)
DC_5A_n260(D-I)
DC_5A_n260(D-O)
DC_5A_n260(D-P)
DC_5A_n260(D-Q)
DC_5A_n260(E-O)
DC_5A_n260(E-P)
DC_5A_n260(E-Q)
DC_5A_n260(G-I)
DC_5A_n260(2G)
DC_5A_n260(2H)
DC_5A_n260(2O)
DC_5A_n260(3O)
DC_5A_n260(4O)
DC_5A_n260(2P)
DC_5A_n260(3P)
DC_5A_n260(4P)
DC_5A_n260(2A-O)
DC_5A_n260(A-2O)
DC_5A_n260(2A-G)
DC_5A_n260(A-2G)
DC_5A_n260(2A-2G)
DC_5A_n260(2G-O)
DC_5A_n260(2A-2G-O)
DC_5A_n260(A-2H)
DC_5A_n260(2A-H)
DC_5A_n260(2A-2H)
DC_5A_n260(2A-2O)
DC_5A_n260(2A-3O)
DC_5A_n260(A-4O)
DC_5A_n260(2A-4O)
DC_5A_n260(3A-2O)
DC_5A_n260(3A-2G)
DC_5A_n260(4A-G)
DC_5A_n260(4A-2G)
DC_5A_n260(4A-O)
DC_5A_n260(4A-2O)
DC_5A_n260(A-O)
DC_5A_n260(A-G)
DC_5A_n260(G-O)
DC_5A_n260(A-G-O)
DC_5A_n260(2A-G-O)
DC_5A_n260(A-2G-O)
DC_5A_n260(A-H)
DC_5A_n260(A-3O)
DC_5A_n260(3A-O)
DC_5A_n260(3A-G)
DC_5A_n260(2D)
DC_5A_n260(3G)
DC_5A_n260(4G)
DC_5A_n260(A-D)
DC_5A_n260(2A-D)
DC_5A_n260(A-D-O)
DC_5A_n260(2A-D-O)
DC_5A_n260(D-2O)
DC_5A_n260(A-D-2O)
DC_5A_n260(2A-D-2O)
DC_5A_n260(A-2D)
DC_5A_n260(2A-2D)
DC_5A_n260(A-P)
DC_5A_n260(2A-P)
DC_5A_n260(A-2P)
DC_5A_n260(2A-2P)
DC_5A_n260(3A-3O)
DC_5A_n260(D-2G)
DC_5A_n260(2D-O)
DC_5A_n260(G-2O)
DC_5A_n260(2G-2O)
DC_5A_n260(G-3O)
DC_5A_n260(2G-3O)
DC_5A_n260(G-4O)
DC_5A_n260(2G-4O)
DC_5A_n260(3G-O)
DC_5A_n260(4G-O)
DC_5A_n260(H-O)
DC_5A_n260(2H-O)
DC_5A_n260(A-Q)
DC_5A_n260(P-Q)
DC_5A_n260(2A-4P)
DC_5A_n260(2O-2P)
DC_5A_n260(3A-P)
DC_5A_n260(4A-4O)
DC_5A_n260(4A-2Q)
DC_5A_n260(6A-2O)
DC_5A_n260(6A-2P)
DC_5A_n260(6A-3O)
DC_5A_n260(8A-2O)
DC_5A_n260(2A-O-P)
DC_5A_n260(2A-2G-2O)
DC_5A_n260(2A-2O-2P)
DC_5A_n260(2A-2O-2Q)
DC_5A_n260(O-P)
DC_5A_n260(A-O-P)
	DC_5A_n260A
DC_5A_n260G
DC_5A_n260H
DC_5A_n260O
DC_5A_n260P
DC_5A_n260Q

	DC_5A-5A_n260A
	DC_5A_n260A

	DC_5A_n261A
DC_5A_n261B
DC_5A_n261C
DC_5A_n261D
DC_5A_n261E
DC_5A_n261F
DC_5A_n261G
DC_5A_n261H
DC_5A_n261I
DC_5A_n261J
DC_5A_n261K
DC_5A_n261L
DC_5A_n261M
DC_5A_n261O
DC_5A_n261P
DC_5A_n261Q
	DC_5A_n261A
DC_5A_n261G
DC_5A_n261H
DC_5A_n261I

	DC_5A_n261(2A)
DC_5A_n261(2G)
DC_5A_n261(3A)
DC_5A_n261(4A)
DC_5A_n261(D-G)
DC_5A_n261(D-H)
DC_5A_n261(D-I)
DC_5A_n261(D-O)
DC_5A_n261(D-P)
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DC_48A_n260L
DC_48A_n260M
DC_48C_n260A
DC_48D_n260A
	DC_48A_n260A
DC_48A_n260G
DC_48A_n260H
DC_48A_n260I
DC_48C_n260A

	DC_48A_n260(2A)
DC_48C_n260(2A)
DC_48D_n260(2A)
DC_48A_n260(3A)
DC_48C_n260(3A)
DC_48D_n260(3A)
DC_48A_n260(4A)
DC_48C_n260(4A)
DC_48D_n260(4A)
	DC_48A_n260A
DC_48A_n260G
DC_48A_n260H
DC_48A_n260I
DC_48C_n260A

	DC_48A-48A_n260A
	DC_48A_n260A

	DC_48A_n261A
DC_48A_n261G
DC_48A_n261H
DC_48A_n261I
DC_48A_n261J
DC_48A_n261K
DC_48A_n261L
DC_48A_n261M
DC_48C_n261A
DC_48D_n261A
	DC_48A_n261A
DC_48A_n261G
DC_48A_n261H
DC_48A_n261I
DC_48C_n261A

	DC_48A_n261(A-G)
DC_48A_n261(A-G-H)
DC_48A_n261(A-G-I)
DC_48A_n261(A-H)
DC_48A_n261(A-I)
DC_48A_n261(A-J)
DC_48A_n261(A-K)
DC_48A_n261(A-L)
DC_48A_n261(G-H)
DC_48A_n261(G-I)
DC_48A_n261(G-J)
DC_48A_n261(H-I)
DC_48A_n261(2A)
DC_48C_n261(2A)
DC_48D_n261(2A)
DC_48A_n261(3A)
DC_48A_n261(2A-G)
DC_48A_n261(2A-H)
DC_48A_n261(2A-I)
DC_48A_n261(2G)
DC_48A_n261(2H)
DC_48A_n261(4A)
DC_48A_n261(3A-G)
	DC_48A_n261A
DC_48A_n261G
DC_48A_n261H
DC_48A_n261I
DC_48C_n261A

	DC_66A_n257A
DC_66A_n257G
DC_66A_n257H
DC_66A_n257I
DC_66A_n257J
DC_66A_n257K
DC_66A_n257L
DC_66A_n257M
DC_66C_n257A
	DC_66A_n257A

	DC_66A_n257(2A)
DC_66A-66A_n257A
	DC_66A_n257A

	DC_66A_n258A
DC_66A_n258D
DC_66A_n258G
DC_66A_n258H
DC_66A_n258O
DC_66A_n258P
DC_66A_n258Q
	DC_66A_n258A
DC_66A_n258D
DC_66A_n258G
DC_66A_n258H
DC_66A_n258O
DC_66A_n258P
DC_66A_n258Q

	DC_66A_n258(2A)
DC_66A_n258(3A)
DC_66A_n258(4A)
DC_66A_n258(5A)
	DC_66A_n258A

	DC_66A_n260A
DC_66A_n260D
DC_66A_n260E
DC_66A_n260F
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I
DC_66A_n260J
DC_66A_n260K
DC_66A_n260L
DC_66A_n260M
DC_66A_n260O
DC_66A_n260P
DC_66A_n260Q
	DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I
DC_66A_n260O
DC_66A_n260P
DC_66A_n260Q

	DC_66A_n260(2A)
DC_66A_n260(3A)
DC_66A_n260(4A)
DC_66A_n260(5A)
DC_66A_n260(6A)
DC_66A_n260(7A)
DC_66A_n260(8A)
DC_66A_n260(9A)
DC_66A_n260(10A)
DC_66A_n260(A-I)
DC_66A_n260(D-G)
DC_66A_n260(D-H)
DC_66A_n260(D-I)
DC_66A_n260(D-O)
DC_66A_n260(D-P)
DC_66A_n260(D-Q)
DC_66A_n260(E-O)
DC_66A_n260(E-P)
DC_66A_n260(E-Q)
DC_66A_n260(G-I)
DC_66A_n260(2G)
DC_66A_n260(2H)
DC_66A_n260(2O)
DC_66A_n260(3O)
DC_66A_n260(4O)
DC_66A_n260(2P)
DC_66A_n260(3P)
DC_66A_n260(4P)
DC_66A_n260(2A-O)
DC_66A_n260(A-2O)
DC_66A_n260(2A-G)
DC_66A_n260(A-2G)
DC_66A_n260(2A-2G)
DC_66A_n260(2G-O)
DC_66A_n260(2A-2G-O)
DC_66A_n260(A-2H)
DC_66A_n260(2A-H)
DC_66A_n260(2A-2H)
DC_66A_n260(2A-2O)
DC_66A_n260(2A-3O)
DC_66A_n260(A-4O)
DC_66A_n260(2A-4O)
DC_66A_n260(3A-2O)
DC_66A_n260(3A-2G)
DC_66A_n260(4A-G)
DC_66A_n260(4A-2G)
DC_66A_n260(4A-O)
DC_66A_n260(4A-2O)
DC_66A_n260(A-O)
DC_66A_n260(A-G)
DC_66A_n260(G-O)
DC_66A_n260(A-G-O)
DC_66A_n260(2A-G-O)
DC_66A_n260(A-2G-O)
DC_66A_n260(A-H)
DC_66A_n260(A-3O)
DC_66A_n260(3A-O)
DC_66A_n260(3A-O-P)
DC_66A_n260(3A-P)
DC_66A_n260(3A-G)
DC_66A_n260(2D)
DC_66A_n260(3G)
DC_66A_n260(4G)
DC_66A_n260(A-D)
DC_66A_n260(2A-D)
DC_66A_n260(A-D-O)
DC_66A_n260(2A-D-O)
DC_66A_n260(D-2O)
DC_66A_n260(A-D-2O)
DC_66A_n260(2A-D-2O)
DC_66A_n260(2A-O-P)
DC_66A_n260(A-2D)
DC_66A_n260(2A-2D)
DC_66A_n260(A-P)
DC_66A_n260(A-P-Q)
DC_66A_n260(2A-P)
DC_66A_n260(A-2P)
DC_66A_n260(2A-2P)
DC_66A_n260(3A-3O)
DC_66A_n260(D-2G)
DC_66A_n260(2D-O)
DC_66A_n260(G-H)
DC_66A_n260(G-2O)
DC_66A_n260(2G-2O)
DC_66A_n260(G-3O)
DC_66A_n260(2G-3O)
DC_66A_n260(G-4O)
DC_66A_n260(2G-4O)
DC_66A_n260(3G-O)
DC_66A_n260(4G-O)
DC_66A_n260(H-O)
DC_66A_n260(2H-O)
DC_66A_n260(2A-2G-2O)
DC_66A_n260(6A-2O)
DC_66A_n260(8A-2O)
DC_66A_n260(2A-2O-2P)
DC_66A_n260(6A-3O)
DC_66A_n260(4A-4O)
DC_66A_n260(6A-2P)
DC_66A_n260(2O-2P)
DC_66A_n260(2A-4P)
DC_66A_n260(2A-2Q-2O)
DC_66A_n260(4A-2Q)
DC_66A_n260(2A-2O-2Q)
DC_66A_n260(A-Q)
DC_66A_n260(P-Q)
DC_66A_n260(A-O-P)
DC_66A_n260(O-P)
	DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I
DC_66A_n260O
DC_66A_n260P
DC_66A_n260Q

	DC_66A-66A_n260A
DC_66A-66A_n260G
DC_66A-66A_n260H
DC_66A-66A_n260I
DC_66A-66A_n260J
DC_66A-66A_n260K
DC_66A-66A_n260L
DC_66A-66A_n260M
	DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I

	DC_66A-66A_n260(2A)
DC_66A-66A_n260(2G)
DC_66A-66A_n260(2H)
DC_66A-66A_n260(3A)
DC_66A-66A_n260(4A)
DC_66A-66A_n260(5A)
DC_66A-66A_n260(6A)
DC_66A-66A_n260(A-G)
DC_66A-66A_n260(A-H)
DC_66A-66A_n260(A-2G)
DC_66A-66A_n260(G-H)
DC_66A-66A_n260(2A-G)
DC_66A-66A_n260(2A-2G)
DC_66A-66A_n260(3A-G)
	DC_66A_n260A
DC_66A_n260G
DC_66A_n260H

	DC_66A_n261A
DC_66A_n261B
DC_66A_n261C
DC_66A_n261D
DC_66A_n261E
DC_66A_n261F
DC_66A_n261G
DC_66A_n261H
DC_66A_n261I
DC_66A_n261J
DC_66A_n261K
DC_66A_n261L
DC_66A_n261M
DC_66A_n261O
DC_66A_n261P
DC_66A_n261Q
	DC_66A_n261A
DC_66A_n261B
DC_66A_n261C
DC_66A_n261G
DC_66A_n261H
DC_66A_n261I

	DC_66A_n261(2A)
DC_66A_n261(3A)
DC_66A_n261(4A)
DC_66A_n261(2G)
DC_66A_n261(D-G)
DC_66A_n261(D-H)
DC_66A_n261(D-I)
DC_66A_n261(D-O)
DC_66A_n261(D-P)
DC_66A_n261(D-Q)
DC_66A_n261(E-O)
DC_66A_n261(E-P)
DC_66A_n261(E-Q)
DC_66A_n261(2H)
DC_66A_n261(2I)
DC_66A_n261(A-H)
DC_66A_n261(A-I)
DC_66A_n261(A-J)
DC_66A_n261(A-K)
DC_66A_n261(A-L)
DC_66A_n261(A-D)
DC_66A_n261(A-D-H)
DC_66A_n261(A-G)
DC_66A_n261(A-G-H)
DC_66A_n261(G-I)
DC_66A_n261(G-J)
DC_66A_n261(A-G-I)
DC_66A_n261(A-H-I)
DC_66A_n261(G-H)
DC_66A_n261(H-I)
DC_66A_n261(A-D-2O)
DC_66A_n261(A-2D)
DC_66A_n261(A-2G)
DC_66A_n261(A-2G-2O)
DC_66A_n261(A-3G-O)
DC_66A_n261(A-4G)
DC_66A_n261(A-2H)
DC_66A_n261(A-2I)
DC_66A_n261(A-4O)
DC_66A_n261(A-7O)
DC_66A_n261(A-2P)
DC_66A_n261(A-2Q)
DC_66A_n261(2A-G)
DC_66A_n261(2A-H)
DC_66A_n261(2A-I)
DC_66A_n261(3A-G)
	DC_66A_n261A
DC_66A_n261G
DC_66A_n261H
DC_66A_n261I

	DC_66A-66A_n261A
DC_66A-66A_n261G
DC_66A-66A_n261H
DC_66A-66A_n261I
DC_66A-66A_n261J
DC_66A-66A_n261K
DC_66A-66A_n261L
DC_66A-66A_n261M
	DC_66A_n261A
DC_66A_n261G
DC_66A_n261H
DC_66A_n261I

	DC_66A-66A_n261(2A)
DC_66A-66A_n261(2G)
DC_66A-66A_n261(3A)
DC_66A-66A_n261(4A)
DC_66A-66A_n261(A-G)
DC_66A-66A_n261(A-G-H)
DC_66A-66A_n261(A-G-I)
DC_66A-66A_n261(A-2G)
DC_66A-66A_n261(A-H)
DC_66A-66A_n261(A-I)
DC_66A-66A_n261(A-J)
DC_66A-66A_n261(A-K)
DC_66A-66A_n261(A-L)
DC_66A-66A_n261(G-H)
DC_66A-66A_n261(G-I)
DC_66A-66A_n261(G-J)
DC_66A-66A_n261(H-I)
DC_66A-66A_n261(2H)
DC_66A-66A_n261(2A-G)
DC_66A-66A_n261(2A-H)
DC_66A-66A_n261(2A-I)
DC_66A-66A_n261(3A-G)
	DC_66A_n261A
DC_66A_n261G
DC_66A_n261H
DC_66A_n261I

	DC_71A_n257A
	DC_71A_n257A

	DC_71A_n258A
	DC_71A_n258A

	DC_71A_n260A
	DC_71A_n260A

	DC_71A_n261A
	DC_71A_n261A

	NOTE 1:	Uplink EN-DC configurations are the configurations supported by the present release of specifications.
NOTE 2:	Applicable for UE supporting inter-band EN-DC with mandatory simultaneous Rx/Tx capability for all of the above combinations.
NOTE 3:	Restricted to E-UTRA operation when inter-band carrier aggregation is configured. The downlink operating band for Band 46 is paired with the uplink operating band (external E-UTRA band) of the carrier aggregation configuration that is supporting the configured Pcell.






==============================================================
<< End of changes >>




